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Abstract

Molecular modelling of meso- and nanoscale dynamics is concerned with length and time
scales that are in the transition zone from molecular to continuum models. Molecular
simulation methods, in particular molecular dynamics (MD), only allow the simulation of
relatively small nanoscale systems. Continuum methods, such as computational fluid dy-
namics (CFD), are applicable at macroscopic scales but ceaseto be valid for nanoscales.
This thesis is focused on hybrid MD-CFD methods with geometrical decomposition that
seek to bridge the gap between molecular and continuum modelling.

The hybrid solution interface (HSI) establishes the coupling between the molecular and
the continuum domain. In this work, different realisation approaches for the HSI, flux and
state coupling, are discussed and compared. A detailed investigation on MD flux boundary
conditions, the most crucial part of a flux based HSI, is carried out. Different schemes
for the imposition of mass, momentum and energy fluxes through convective and viscous
transport are presented: direct and indirect flux imposition for convective fluxes; the impo-
sition of momentum fluxes through reflective walls, externalforces and the reverse velocity
scheme; and imposition of energy fluxes through external forces and an energy transfer
scheme. Different combinations of these schemes are compared for standard flow situa-
tions.

The momentum and energy transfer by an external force creates a relaxation zone at
the MD boundary. The characteristics of this zone is investigated in detail and a theoretical
model for the density profile has been derived. The reverse velocity scheme has been cre-
ated as part of this work to avoid the problems encountered when using the external force
for the momentum transfer. It is shown that indirect convective flux imposition in conjunc-
tion with the reverse velocity scheme gives the best resultsfor the standard flow situations.
The scheme is also tested for liquid flow past Carbon nanotubes.

i



ii



Acknowledgements

Looking back at the end of this PhD and walking the path again in my mind, I meet many
people that have helped me on this sometimes quite steep and stony way. Without them the
last years would have been a much less educational, interesting and enjoyable part of my
life.

Firstly, I would like to thank my supervisor, Prof. Drikakis, for providing me the op-
portunity to do this PhD, for his constant effort to ensure good working conditions and for
his advices in finding the best direction in research. I also appreciate the many fruitful dis-
cussion with the members of the FMACS group, in particulary, Marco Hahn, Sanjey Patel,
Nicholas Epiphaniou, Ben Thornber and Evgeniy Shapiro.

Doing a PhD in numerical simulations means that one spends incredible long hours with
his computer in the office. I would like to thank the people in office F51 for making this
time much more pleasurable: Jason Bennet, Steve Carnduff, Ian Cowling, Simon Croucher,
Marco Hahn, Sunil Mistry, John Murphy, Sanjey Patel (for hisdictionary services) and Ben
Thornber (for all the paper balls that kept me awake).

Finally, I would like to give a special thank to my family, my mother, father, grandma
and brother, for their continuous support throughout the past years. I am very grateful for
all that you have done for me and I would like to dedicate this work to you.

Marco Kalweit

iii



iv



Contents

Abstract i

Acknowledgements iii

Nomenclature xvii

1 Introduction 1
1.1 Two perspectives . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2
1.2 Hybrid molecular-continuum methods . . . . . . . . . . . . . . . .. . . 6
1.3 Alternative methods . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9
1.4 Scope and objectives . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10
1.5 Publications . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11
1.6 Outline of this work . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12

2 Models and Computational Methods 15
2.1 Classical molecular model . . . . . . . . . . . . . . . . . . . . . . . . . 15

2.1.1 Simulation types of molecules . . . . . . . . . . . . . . . . . . . 17
2.1.2 Equations of motion for atomic systems . . . . . . . . . . . . .. 18
2.1.3 Equation of motion with constraints . . . . . . . . . . . . . . .. 20
2.1.4 Potential energy surface (PES) . . . . . . . . . . . . . . . . . . .21
2.1.5 Non-bonded interactions . . . . . . . . . . . . . . . . . . . . . . 22
2.1.6 Special potentials . . . . . . . . . . . . . . . . . . . . . . . . . . 25
2.1.7 Bonded interactions . . . . . . . . . . . . . . . . . . . . . . . . 26

2.2 Molecular dynamics . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31
2.2.1 Integration methods . . . . . . . . . . . . . . . . . . . . . . . . 31
2.2.2 The Verlet algorithm . . . . . . . . . . . . . . . . . . . . . . . . 32
2.2.3 The Leap-Frog scheme . . . . . . . . . . . . . . . . . . . . . . . 33
2.2.4 The velocity Verlet scheme . . . . . . . . . . . . . . . . . . . . . 33
2.2.5 Integration methods for constraint molecules . . . . . .. . . . . 34
2.2.6 Potential energy calculation and optimisation method . . . . . . . 35
2.2.7 Boundary conditions . . . . . . . . . . . . . . . . . . . . . . . . 40
2.2.8 Initialisation . . . . . . . . . . . . . . . . . . . . . . . . . . . . 42
2.2.9 Equilibrium and equilibration . . . . . . . . . . . . . . . . . . . 48
2.2.10 Energy transfer scheme . . . . . . . . . . . . . . . . . . . . . . . 50

2.3 Computational fluid dynamics: The continuum model . . . . . .. . . . . 51

v



vi

3 Calculation of Macroscopic Quantities 57
3.1 Particle to Mesh . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57
3.2 Calculation of specific quantities . . . . . . . . . . . . . . . . . . .. . . 60

3.2.1 Pressure and stress tensor . . . . . . . . . . . . . . . . . . . . . . 60
3.3 Statistical considerations . . . . . . . . . . . . . . . . . . . . . . .. . . 62

3.3.1 Time averaging . . . . . . . . . . . . . . . . . . . . . . . . . . . 63
3.3.2 Correlation time . . . . . . . . . . . . . . . . . . . . . . . . . . 63
3.3.3 Fluctuation strength and confidence interval . . . . . . .. . . . . 64

3.4 Automatic calculation simulation mode (ACSM) . . . . . . . . .. . . . 67
3.4.1 State variables for LJ-material . . . . . . . . . . . . . . . . . .. 68

4 The Molecular Dynamics Code and Its Verification 71
4.1 LAMMPS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 72
4.2 Basic verfication . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 73
4.3 Study on binary cluster collisions . . . . . . . . . . . . . . . . . .. . . . 75

4.3.1 Molecular model and definitions . . . . . . . . . . . . . . . . . . 77
4.3.2 Setup of the nanoclusters . . . . . . . . . . . . . . . . . . . . . . 78
4.3.3 Investigation of the collision dynamics . . . . . . . . . . .. . . . 80
4.3.4 Coalescence (I) . . . . . . . . . . . . . . . . . . . . . . . . . . . 85
4.3.5 Stretching separation (II) . . . . . . . . . . . . . . . . . . . . . .92
4.3.6 Discussion and relation to macroscopic droplet collisions . . . . . 97
4.3.7 Summary . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 99

5 Hybrid MD-CFD methods 101
5.1 Principle HSI construction . . . . . . . . . . . . . . . . . . . . . . . .. 103
5.2 Coupling by state . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 105
5.3 Coupling by fluxes . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 107

5.3.1 M→ C flux coupling . . . . . . . . . . . . . . . . . . . . . . . . 109
5.3.2 C→ M flux coupling . . . . . . . . . . . . . . . . . . . . . . . . 111

5.4 Which type of coupling? . . . . . . . . . . . . . . . . . . . . . . . . . . 112
5.5 Development stages and development range . . . . . . . . . . . .. . . . 115

6 Test Cases 117
6.1 Static test case . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 118
6.2 Couette flow . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 119
6.3 Steady free flow test cases . . . . . . . . . . . . . . . . . . . . . . . . . 121
6.4 Simulation procedure . . . . . . . . . . . . . . . . . . . . . . . . . . . . 123

6.4.1 Stage 1: Calculation of the equation of state . . . . . . . . .. . . 123
6.4.2 Stage 2: Preparation . . . . . . . . . . . . . . . . . . . . . . . . 123
6.4.3 Stage 3: Investigation . . . . . . . . . . . . . . . . . . . . . . . . 124

6.5 Fluid model, units and simulation parameters . . . . . . . . .. . . . . . 126
6.5.1 Shifted potential . . . . . . . . . . . . . . . . . . . . . . . . . . 126
6.5.2 Transport properties . . . . . . . . . . . . . . . . . . . . . . . . 127



vii

7 MD Flux Boundary Conditions 129
7.1 Fluxes . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 130
7.2 Overview of flux imposition . . . . . . . . . . . . . . . . . . . . . . . . 132
7.3 Flux imposition within the time integration algorithm .. . . . . . . . . . 133
7.4 Imposition of convective fluxes . . . . . . . . . . . . . . . . . . . . .. . 136

7.4.1 Coupling of integrated fluxes by convection and by stress (FCCS) 137
7.4.2 Insertion of atoms . . . . . . . . . . . . . . . . . . . . . . . . . 139
7.4.3 Removal of atoms . . . . . . . . . . . . . . . . . . . . . . . . . 151

7.5 Breakdown of flux boundary conditions . . . . . . . . . . . . . . . . .. 153
7.6 Further remarks . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 154
7.7 Direct convective flux and reflective planes (DC-MTRP) . . . .. . . . . 156

7.7.1 Static Case . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 158
7.7.2 Flow parallel to the boundary . . . . . . . . . . . . . . . . . . . 160
7.7.3 Flow perpendicular to the boundary . . . . . . . . . . . . . . . .161
7.7.4 Summary of results of the DC-MTRP . . . . . . . . . . . . . . . 165

7.8 Direct convective flux and momentum transfer by force (DC-MTF) . . . . 168
7.8.1 The external force . . . . . . . . . . . . . . . . . . . . . . . . . 168
7.8.2 Direct velocity change (MTDVC) . . . . . . . . . . . . . . . . . 169
7.8.3 Relaxation profile for static case . . . . . . . . . . . . . . . . . .170
7.8.4 Confinement of atoms . . . . . . . . . . . . . . . . . . . . . . . 179
7.8.5 Further implications of momentum transfer by force . .. . . . . 182
7.8.6 Flow parallel to the boundary . . . . . . . . . . . . . . . . . . . 183
7.8.7 Flow perpendicular to the boundary . . . . . . . . . . . . . . . .184
7.8.8 Summary of results of the DC-MTF . . . . . . . . . . . . . . . . 190

7.9 Direct convective flux and reverse velocity (DC-MTRV) . . .. . . . . . 195
7.9.1 The reverse velocity scheme . . . . . . . . . . . . . . . . . . . . 195
7.9.2 The static case . . . . . . . . . . . . . . . . . . . . . . . . . . . 196
7.9.3 Flow parallel to the boundary . . . . . . . . . . . . . . . . . . . 196
7.9.4 Flow perpendicular to the boundary . . . . . . . . . . . . . . . .198
7.9.5 Summary of the results of DC-MTRV flux boundary conditions . 201

7.10 Indirect convection and reverse velocity (IC-MTRV) . . .. . . . . . . . 207
7.10.1 Static case (ICS-MTRV) with separated momentum fluxes. . . . 207
7.10.2 Flow perpendicular to the boundary with separated momentum fluxes

(ICS-MTRV) . . . . . . . . . . . . . . . . . . . . . . . . . . . . 209
7.10.3 Static case with combined momentum fluxes (ICC-MTRV) . .. . 213
7.10.4 Flow perpendicular to the boundary with combined momentum

fluxes (ICC-MTRV) . . . . . . . . . . . . . . . . . . . . . . . . 213
7.10.5 Summary of and additional points on indirect convective flux im-

position . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 216
7.11 Pressure boundary conditions using ICC-MTRV . . . . . . . . . .. . . . 219

8 Conclusions and Future Work 225
8.1 Conclusions . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 225
8.2 Future research . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 228



viii

A Mathematical Notation A-1

B Coupling Test Cases B-1



List of Figures

1.1 Limits of applicability of different computational approaches with respect
to length and time scales. . . . . . . . . . . . . . . . . . . . . . . . . . . 5

2.1 Potential energy surface for a two-dimensional system.. . . . . . . . . . 21
2.2 Coulomb potential: The solid and dashed lines show potential values for

particles with equal and opposite signed charges, respectively. . . . . . . 24
2.3 Lennard-Jones potential. . . . . . . . . . . . . . . . . . . . . . . . . .. 25
2.4 Bond stretching. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26
2.5 Bond bending. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28
2.6 Bond torsion. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29
2.7 The cut-off sphere (rc) and its buffer zone (r l−rc) around molecule 7; except

1, 8 and 9 all molecules are on the neighbour list of molecule 7, where at
this point in time only the interactions with the molecules 4, 5 and 6 are
taken into account. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38

2.8 Illustration of a two-dimensional cell subdivision; the cell number is printed
in the upper right corner of each cell. Cell number 13 (x, y) is highlighted.
It retains links (solid arrows) to the dark shaded neighbouring cells while
each of the light shaded neighbouring cells store a link (dashed arrows) to
cell (x, y). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 39

2.9 Periodic boundary condition in two dimensions; the simulation box in the
middle is dark and the images are light grey, molecules that leave that box
enter it at the same time from the opposite side. . . . . . . . . . . .. . . 41

2.10 Minimum image convention for molecule 10 that only interacts with the
molecules and images that lie inside the shaded box . . . . . . . .. . . . 41

2.11 Unit cell and grid of a FCC crystal lattice. . . . . . . . . . . . .. . . . . 44
2.12 Velocity distribution for different times 0.2, 0.4, 0.8 and 3.2. The shaded

curve is the theoretical Maxwell-Boltzmann distribution. With the initial
value being a spike atv =

√
2 the graphs approach the theoretical distribu-

tion as the simulation evolves. The density of this run was 0.4. . . . . . . 48
2.13 Boltzmann H-function in time for different densities 0.2, 0.4, 0.6 and 0.8;

the denser the faster the convergence. . . . . . . . . . . . . . . . . . .. 49

3.1 Illustration of a mesh laid over a molecular simulation domain. The grid
nodes are displayed as small filled circles at the centre of each cell of the
grid. The bigger shaded circles represent the atoms. . . . . . .. . . . . . 58

3.2 Weighting function for assigning atoms to a grid node. The left hand side
represents the NGP scheme and the right hand side the CIC scheme. . . . 59

ix



x

3.3 Flow chart of the automatic calcuation procedure that runs the simulation
until the calculated value satisfies the confidence criteria. . . . . . . . . . 69

4.1 Comparison of the radial distribution function of Argon (T = 85 K, n =
0.021251/Å3) between experimental measurements by Yarnell et al. [201]
and MD simulation results using LAMMPS. . . . . . . . . . . . . . . . . 74

4.2 Initial setup of the binary nanoclusters. Both clusters are assigned a speed
of u/2 in opposite direction. The right cluster is displaced byX in the
negative y direction. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 79

4.3 Relation of impact factorx and collision angleα. . . . . . . . . . . . . . 80
4.4 x − u matrix showing an overview of collision outcomes for different im-

pact factors and velocities. The scale varies between the individual images
because the distribution of material in space is different in each case (see
Figures 4.5a, 4.5b and 4.6 for classification of modes and sub-modes). All
numbers are non-dimensional. . . . . . . . . . . . . . . . . . . . . . . . 82

4.5 Collision modes for two different identification schemes. . . . . . . . . . 84
4.6 Overview of the collision modes including submodes inx-u-space: (Ia)

sticking; (Ib) sliding and locking; (Ic) droplet; (IIa) normal stretching sep-
aration; (IIb) stretching separation with satellite droplets; (IIc) shearing-off. 85

4.7 Collision typical to coalescence mode (x = 0.36,u = 1.58) with the result-
ing cluster taking a dumb-bell shape. . . . . . . . . . . . . . . . . . . .. 86

4.8 Trajectories of the mass centresrA andrB for coalescence mode, sticking
(Ia) and slide-and-locking (Ib) submodes; CA and CB trajectories start on
the left and right sides, respectively, and are traced fort = 0 − 116 (non-
dimensional) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 87

4.9 DistancerA,B between the centre of massesrA andrB of the original clus-
ters CA and CB for sticking (Ia); slide-and-locking (Ib); and droplet (Ic)
submodes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 87

4.10 Angular velocityω1
z of the resulting cluster at late time for sticking (Ia);

slide-and-locking (Ib); and droplet (Ic) submodes. . . . . . .. . . . . . . 88
4.11 Angular momentuml1z of the cluster at late time for sticking (Ia); slide-and-

locking (Ib); and droplet (Ic) submodes. . . . . . . . . . . . . . . . .. . 88
4.12 Development of coalescence featuring slide-and-locking mode (x = 0.36,

u = 3.17). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 89
4.13 Trajectories of the clusters CA for u = 3.17 and different impact factors

x. For x = {0,0.13} the collision belongs to sticking mode (Ia), while for
x = {0.24,0.36} belongs to slide-and-locking mode (Ib). . . . . . . . . . . 89

4.14 Collision dynamics in coalescence-droplet mode with strong scattering and
evaporation, forx = 0.13 andu = 5.33. . . . . . . . . . . . . . . . . . . . 91

4.15 Size and temperature of the largest fragment for the case of x = 0.13 and
u = 5.38 (droplet mode (Ic)). . . . . . . . . . . . . . . . . . . . . . . . . 91

4.16 Normalised distance of the cluster centresr |A-B|, i.e. of the two original
clusters CA and CB inside the resulting cluster F1 against the impact factor
x for collisions in coalescence mode. . . . . . . . . . . . . . . . . . . . .91



xi

4.17 Angular momentuml1z of the largest fragment F1 against the impact factor
x for collisions in coalescence mode. . . . . . . . . . . . . . . . . . . . .92

4.18 Angular velocityω1
z of the largest fragment F1 against the impact factorx

for collisions in coalescence mode. . . . . . . . . . . . . . . . . . . . .. 92
4.19 Collision dynamics in normal stretching separation mode (IIa) for x = 0.42

andu = 3.17. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 93
4.20 Trajectories of the clusters CA and CB for the (IIa), (IIb) and (IIc) submodes. 94
4.21 DistancerA,B between the mass centresrA andrB of the original clusters CA

and CB as function of time for collision dynamics in stretching separation
modes (IIa), (IIb and (IIc); see text for more details. . . . . .. . . . . . . 94

4.22 Collision dynamics forx = 0.42 andu = 4.75; the case belongs to stretch-
ing separation mode with satellite droplets (IIb). . . . . . . .. . . . . . . 95

4.23 Collision dynamics for the shearing-off case (x = 0.87,u = 6.33). . . . . . 96
4.24 Average deflectionβ of clusters CA and CB against the impact factor,x, for

collision dynamics in mode (II). . . . . . . . . . . . . . . . . . . . . . . 97
4.25 Average mass fractionm f against the impact factorx for collision dynam-

ics in mode (II). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 97
4.26 Comparison of the macroscopic analytical model (dashedline) of Brazier-

Smith et al. [23] (Eq. 4.3.7) with the present MD simulation results as well
as an alternative modelxcrit = aub, a = 2 andb = −1.5, (solid line) pro-
posed here. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100

5.1 Schematics of a conceivable application of domain decomposition into con-
tinuum and molecular domain. . . . . . . . . . . . . . . . . . . . . . . . 102

5.2 Principle overview of the HSI between CFD grid on the left side and atom
based MD domain on the right. . . . . . . . . . . . . . . . . . . . . . . . 104

5.3 A one-dimensional illustration of coupling by state in both directions. The
continuum and molecular domains are exploded to aid visualisation. The
arrows symbolise the transfer of cell states. . . . . . . . . . . . .. . . . 105

5.4 A one-dimensional illustration of coupling by fluxes in both directions. The
continuum and molecular domains are exploded to aid visualisation. The
arrows symbolise imposing the fluxes that have been calculated across the
face between two cells of one domain onto the respective cellin the other
domain. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 108

5.5 Flux coupling schemes on the molecular side. . . . . . . . . . .. . . . . 109
5.6 The investigated coupling scheme of the HSI between CFD grid on the left

side and atom based MD domain on the right. Coupling by state isused for
C→M direction and flux based coupling for the M→ C direction [188]. 114

6.1 Schematic of the static test case. . . . . . . . . . . . . . . . . . . .. . . 119
6.2 Schematic of the Couette test case for flow parallel to the HSI. The arrows

on the right side symbolise the flow speed in x direction. . . . .. . . . . 120
6.3 Schematic of the free flow test case, where a molecular domain is enclosed

by two continuum domains. . . . . . . . . . . . . . . . . . . . . . . . . . 122



xii

6.4 Flow chart of the preparation procedure to obtain the starting point for in-
vestigation of the MD flux boundary conditions schemes. . . . .. . . . . 125

6.5 Flow chart of the investigation procedure test the MD fluxboundary con-
ditions schemes. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 126

7.1 Illustration of the MD flux boundary conditions for an one-dimensional
example. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 130

7.2 Flow chart of one time step of the Verlet algorithm with incorporated flux
imposition scheme. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 135

7.3 Schematic display of the insertion of atoms into the boundary cell. In each
case, the new atom is coloured green. The respective boundary cell is
shaded blue. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 141

7.4 Example for the change in velocity of a system with 10,000atoms atT = 2
through the influx of atoms, with velocities sampled throughMaxwell-
Boltzmann distribution (blue lines) or ZNM algorithm (purple, red and
green lines). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 148

7.5 Illustration of a the first octant of the virtual sphere for the ZNM velocity
vector generation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 149

7.6 Profiles of density (ρ), velocity (ux), temperature (T) and average total
atomic energy (〈Et〉) across the boundary for two different momentum trans-
fer schemes: momentum transfer by force (MTF) and momentum trans-
fer by reverse velocity (MTRV). The upper and lower figures show the a
gaseous and liquid state respectively. . . . . . . . . . . . . . . . . .. . . 155

7.7 Total energy per atom is time for a box enclosed in x direction by two
reflective walls. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 157

7.8 Profiles of density, velocity and temperature across thex dimension for the
different states. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 159

7.9 Profiles for density, velocity and temperature of the Couette flow using the
reflective plane scheme for gaseous (upper figures) and liquid state (lower
figures).Tmodel is the analytical solution for the temperature profile. . . . .162

7.10 Free flow test case of the gaseous system (MDFF-G1,n = 0.1, T = 2) at
ux = 0.5 with the DC-MTRP scheme for flux boundary conditions. . . . . 164

7.11 Free flow test case of the gaseous system (MDFF-G1,n = 0.1, T = 2) at
ux = 1.0 with the DC-MTRP scheme for flux boundary conditions. . . . . 164

7.12 Free flow test case of the gaseous system (MDFF-G1,n = 0.1, T = 2) at
ux = 2.0 with the DC-MTRP scheme for flux boundary conditions. . . . . 165

7.13 Free flow test case of the liquid system (MDFF-L1,n = 0.8, T = 1) at
ux = 0.1 with the DC-MTRP scheme for flux boundary conditions. . . . . 166

7.14 Free flow test case of the liquid system (MDFF-L1,n = 0.8, T = 1) at
ux = 0.25 with the DC-MTRP scheme for flux boundary conditions. . . . 166

7.15 Free flow test case of the liquid system (MDFF-L1,n = 0.8, T = 1) at
ux = 0.5 with the DC-MTRP scheme for flux boundary conditions. . . . . 167

7.16 Illustration of the relaxation zone. . . . . . . . . . . . . . . .. . . . . . 172



xiii

7.17 Number density profile across the relaxation zone for a set of interaction
depths:NPb = {1,4,1}. The bulk material is in gaseous state with a number
density ofn0 = 0.1 and temperature of 2. All graphs have been shifted so
that n(0) = 0.95n0. The lines are the curves according to the theoretical
model. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 175

7.18 Number density profile across the relaxation zone for a set of interaction
depths:NPb = {0.1,0.5,2.0,6.0,10.0}. The bulk material is in liquid state
with a number density ofn0 = 0.8 and temperature of 1. All graphs have
been shifted so thatn(0) = 0.95n0. . . . . . . . . . . . . . . . . . . . . . 176

7.19 Number density profile across the relaxation zone for a set of interaction
depths:NPb = {0.1,0.5,2.0,6.0,10.0}. The bulk material is in supercritical
state with a number density ofn0 = 0.8 and temperature of 2. All graphs
have been shifted so thatn(0) = 0.95n0. . . . . . . . . . . . . . . . . . . 176

7.20 Relaxation zone width,δlb, over interaction depth in atomic layers,NPb. . 177
7.21 Relaxation zone width,δlb, overn2/3

0 /P for Nb = 100. . . . . . . . . . . . 177
7.22 Relaxation zone width,δlb, overNPbn2/3T/P. . . . . . . . . . . . . . . . 178
7.23 Normalised inverse maximum gradient overNPbn

−1/3
0 . . . . . . . . . . . . 178

7.24 Equilibrium state foru = 0 for test case (MDS-G) of the adapted integration
algorithm. The figure shows the conservation of energy density et with and
without energy correction. . . . . . . . . . . . . . . . . . . . . . . . . . 181

7.25 Trajectory of a single atom within the relaxation zone.. . . . . . . . . . 181
7.26 Density, velocity and temperature profiles for the leftboundary for gaseous

static (u = 0) test case (MDS-G) using confinement schemes. . . . . . . . 183
7.27 Profiles for density, velocity and temperature of the Couette flow using

the momentum transfer by force scheme (DC-MTF) for gaseous (upper
figures) and liquid state (lower figures).Tmodel is the analytical solution for
the temperature profile. . . . . . . . . . . . . . . . . . . . . . . . . . . . 185

7.28 Overall values for density, velocity and temperature of free flow test case
for the combination MDFF-G1 and MDFF-L1. . . . . . . . . . . . . . . 187

7.29 Overall velocity and temperature compared to the position rx of the bound-
ary atoms of the western boundary over time. . . . . . . . . . . . . . .. 188

7.30 Profiles in x direction and overall values of density, velocity and temper-
ature of gaseous free flow test case MDFF-G2 (ρ = 0.1, T = 2) (FCCS
coupling of momentum fluxes by convection and by stress). . . .. . . . . 191

7.31 Profiles in x direction and overall values of density, velocity and temper-
ature of liquid free flow test case MDFF-L2 (ρ = 0.8, T = 1) (FCCS
coupling of momentum fluxes by convection and by stress). . . .. . . . . 192

7.32 Overall values of density, velocity and temperature ofgaseous free flow test
case MDFF-G3 (ρ = 0.1, T = 2) for u = 2 (FCCS coupling of momentum
and energy fluxes by convection and by stress). . . . . . . . . . . . .. . 193

7.33 Overall values of density, velocity and temperature ofliquid free flow test
case MDFF-L3 (ρ = 0.8,T = 1) (FCCS coupling of momentum and energy
fluxes by convection and by stress). . . . . . . . . . . . . . . . . . . . . 193



xiv

7.34 Profiles of density, velocity and temperature on the inlet for different in-
teraction depths of liquid free flow test case MDFF-L2 (ρ = 0.8, T = 1)
(FCCS coupling of momentum and energy fluxes by convection and by
stress). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 194

7.35 Profiles of density, velocity and temperature on the outlet for different in-
teraction depths of liquid free flow test case MDFF-L2 (ρ = 0.8, T = 1)
(FCCS coupling of momentum and energy fluxes by convection and by
stress). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 194

7.36 Profiles in x direction and overall values of density, velocity and temper-
ature of the static fluid test case, applying the momentum transfer by the
reverse velocity scheme (DC-MTRV). . . . . . . . . . . . . . . . . . . . 197

7.37 Comparison of density profiles between imposition of momentum flux by
stress an through external force (MTF) and the reverse velocity scheme
(MTRV). . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 198

7.38 Profiles for density, velocity and temperature of the Couette flow transfer-
ring the momentum by stress through the reverse velocity scheme (MTRV)
for gaseous (upper figures) and liquid state (lower figures).Tmodel is the
analytical solution for the temperature profile. . . . . . . . . .. . . . . . 199

7.39 Profiles in x direction and overall values of density, velocity and temper-
ature of gaseous free flow test case MDFF-G (ρ = 0.1, T = 2) for direct
convection and momentum transfer by reverse velocity (MTRV). . . . . . 203

7.40 Profiles in x direction and overall values of density, velocity and temper-
ature of liquid free flow test case MDFF-L (ρ = 0.8, T = 1) for direct
convection and momentum transfer by reverse velocity (MTRV). . . . . . 204

7.41 Profiles in x direction and overall values of density, velocity and temper-
ature of solid free flow test case MDFF-S (ρ = 1.2, T = 1) for direct
convection and momentum transfer by reverse velocity (MTRV). . . . . . 205

7.42 Visualisation of the free flow test case with solid material at timet = 0. . . 205
7.43 Visualisation of the free flow test case with solid material at timet = 81. . 206
7.44 Visualisation of the free flow test case with solid material at timet = 150. 206
7.45 Energy per atom〈Et〉 over time for the gaseous and liquid static cases with

ICS-MTRV flux boundary conditions, with and without energy correction
for removed atoms. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 209

7.46 Profiles in x direction and overall values of density, velocity and tempera-
ture of the static fluid test case when applying the ICS-MTRV scheme for
the flux boundary conditions. . . . . . . . . . . . . . . . . . . . . . . . . 210

7.47 Profiles in x direction and overall values of density, velocity and tempera-
ture of the free gaseous test case MDS-G (ρ = 0.1, T = 2) when applying
the ICS-MTRV scheme for the flux boundary conditions. . . . . . . .. . 211

7.48 Profiles in x direction and overall values of density, velocity and tempera-
ture of the free liquid test case MDS-L (ρ = 0.8, T = 1) when applying the
ICS-MTRV scheme for the flux boundary conditions. . . . . . . . . . .. 212

7.49 Profiles in x direction and overall values of density, velocity and tempera-
ture of the static fluid test case when applying the ICC-MTRV scheme for
the flux boundary conditions. . . . . . . . . . . . . . . . . . . . . . . . . 215



xv

7.50 Profiles in x direction and overall values of density, velocity and tempera-
ture of the gaseous free flow test case MDFF-G1 (ρ = 0.1, T = 2) when
applying the ICC-MTRV scheme for the flux boundary conditions.. . . . 216

7.51 Profiles in x direction and overall values of density, velocity and tempera-
ture of the liquid free flow test case MDS-L (ρ = 0.8,T = 1) when applying
the ICC-MTRV scheme for the flux boundary conditions. . . . . . . . .. 218

7.52 Carbon nanotube structure . . . . . . . . . . . . . . . . . . . . . . . . .219
7.53 Setup of the simulation for across two parallel carbon nanotubes . . . . . 220
7.54 Systems overall values in time. . . . . . . . . . . . . . . . . . . . .. . . 221
7.55 Density field of the Argon flow past two CNTs. . . . . . . . . . . . .. . 222
7.56 Field of velocity in x direction,ux, of the Argon flow past two CNTs. . . . 223



xvi



Nomenclature

Units

The units which are used in the nomenclature have the following meanings:

M mass
L length
T time
Θ temperature
F force
E energy

Latin letters

Symbol Unit Quantity

a L/T speed of sound
a L/T2 acceleration
ai LT−1 speed of sound of an ideal gas
al L lattice parameter
A area; potential coefficient
Ac acoustic number
B potential coefficient
A general macroscopic variable
cP(P)

E/Θ isobaric heat capacity per particle
cP(V)

E/L3Θ isobaric heat capacity per volume
cV(P)

E/Θ isochoric heat capacity per particle
cV(V)

E/L3Θ isochoric heat capacity per volume
C0, C1 constant factors
C potential coefficient
d L atomic distance to a grid point
dbi L distance of atomi to the surface of the boundary
di j L distance to which atomi and atomsj are constraint
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D potential coefficient, distance
Ep E potential energy
Ek E kinetic energy
Et E total energy
Eext

p E potential energy due to an external force
Etrans E transferred energy
e E/L3 energy density
ee

E/L3 external energy density
ei

E/L3 internal energy density
ep

E/L3 potential energy density
ek

E/L3 kinetic energy density
ei,k

E/L3 internal kinetic energy density
ee,k

E/L3 external kinetic energy density
f force; correction factor
f i F force on atomi
F F force
Fαβ flux, whereα is the flux quantity and theβ way of transport
F int
αβ

integrated flux, whereα is the flux quantity and theβ way of transport
FS
A

[A]/TL2 surface flux of quantityA
FV
A

[A]L/T volume flux of quantityA
F〈α〉t relative fluctuation of quantityα
Gi F extra force to satisfy constraints
i grid node index in thex dimension; atomic index; multi purpose index
j grid node index in they dimension; atomic index
k grid node index in thez dimension,
kB

E/Θ Boltzmann’s constant
kbend coefficient for bond bending potential
ksextic coefficient for bond bending potential
kxi coefficient for improper dihedral potential
K E kinetic energy
l L width of a grid cell
l ML2T angular momentum
lα L width of a grid cell in dimensionα
δlb L width of the relaxation zone
δlci half length of the confidence interval
L Lagrangian
L L size of the computational box
LC L size of a subcell of the computational box
m M mass
mi M mass of atomi
M number of time steps for which the time averaging is taken
M number of cells in each dimension for cell subdivision
Msys M mass of the entire molecular system
Ma mach number
n 1/L3 number density



xix

n0
1/L3 reference number density

nb L surface normal of the boundary
N number, number of atoms
Nc number of atoms in a grid cell
NC number of cells for cell subdivision
Nm number of measurements
Nα

m,min minimum number of measurement of quantityα
Nτ number of time steps
Nτ,min minimum number of time steps to run
Nτ,run number of time steps of a run
p MLT momentum
pi MLT generalised momentum of atomi
P F/L2 pressure
Pcl confidence level
Ps

F/L2 static pressure
q generalised coordinate
q vector of generalised coordinates
Q E molecular energy flux
r L molecular separation
radd L additional distance for building the neighbour list
rc L cut-off distance
r i L position of atomi
r i j L distance between atomi and atomj
r0 L reference distance for stretching potentials
r i j L vector from atomi to atom j
rneigh L neighbour list radius
δr L distance
δrbi L penetration of the atomi into the boundary force field
s atomic index in cases wherei is used elsewhere
δs L displacement for USHER scheme
δS J/K entropy difference
∆s L maximum displacement for USHER scheme
∆sovlp L overlapping distance for USHER scheme
t T time
δt simulation time step
δtm T measuring time step
δtav T averaging time period
T Θ temperature
T M/LT2 viscous stress tensor
TD Θ desired temperature
Te Θ temperature atye

uα L/T flow velocity in dimensionα
u, v, w L/T velocity components ofu
u L/T flow velocity
ue

L/T flow velocity atye
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v L/T velocity
vb

L/T velocity of the boundary atoms
vi

L/T velocity of atomi
viα

L/T velocity of atomi in dimensionα
vint

L/T internal velocity
vsum

int
L/T summed internal velocity

V L3 volme
Vc L3 volume of a grid cell
V E potential energy
W weighting function
We Weber number
x L position in space, displacement
xi, j,k L position of grid nodei, j,k

Greek letters

Symbol Unit Quantity

α angle, index for dimensionx, y or z
β angle, coefficient for bond bending potential
β0 reference angle for bond bending potential
ǫ E energy coefficient for pair potentials
γ ratio of the specific heats, surface tension
γi ratio of the specific heats for an ideal gas
γV

M/LT2Θ isothermal
δs time steps between neighbor list updates
λ E/LTΘ thermal conductivity
µ M/LT shear viscosity
ω 1/T angular velocity
Π M/LT2 stress tensor
φ dihedral angle
ρ M/L3 density
σ L distance coefficient for pair potentials
σk L2 kth constraint
σn phase angle for dihedral potential
τ simulation time step index
τc correlation time in time steps
τm measuring time step index
τmes measuring sample rate, i.e. ratio betweenδtm andδt

τ f flux imposing frequency
ξ improper dihedral angle
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ξ0 reference angle for improper dihidral
ξmax termination criteria for USHER

Frame Decorators, Superscripts and Subscripts

〈. . .〉 general average
〈. . .〉t time average
(.)A denotes cluster A
(.)b denotes boundary property
(.)B denotes cluster B
(.)C denotes a cell C
(.)ext denotes external frame
(.)i denotes atomi
(.)i, j,k denotes anything at grid nodei, j,k
(.)ida denotes an ideal quantity for removal of atoms
(.)int denotes internal frame; denotes integrated quantity
(.)n stepn in an iterative scheme
(.)pv denotes a possible vector for ZNM scheme
(.)n stepn in an iterative scheme
(.)S denotes a group of atoms,S
(.)sum denotes a cumulated quantity
(.)sys denotes the entire molecular system
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C H A P T E R 1

Introduction

Molecular modelling of meso- and nanoscale dynamics is one of the pillars of the ex-
panding fields of mirco- and nanotechnology. Concerned with processes in the range of
0.1µm - 100µm, microtechnology has its origins in electrical engineering when the devel-
opment of microscopic transistors and integrated electrical circuits paved the way into the
era of digital computers. In the 1980s, microtechnology expanded to integrate mechanical
elements, such as sensors or actuators, with electronics into micro-electromechanical sys-
tems (MEMS) [124]. This promises to have an impact on nearly every consumer product
category through opening the possibility of complete systems-on-a-chip for applications
such as biochemical sensors, acceleration detectors for airbags, inkjet printheads or fast
switching micro-mirrors for electronic projectors and optical switching in telecommunica-
tions. However, the limit of minimisation is not reached at microscale; nanotechnology
addresses processes and scientific problems at even small dimensions of 0.1 to 100 nm
(1 nm= 10−9 m) [56]. With its roots going back to Richard Feynman’s ideas in There’s
Plenty of Room at the Bottom[49], nanotechnology emerged as a topic (and technical
term) in the 1970’s [177] and in the late 1980’s [56]. Likewise to microtechnology, the
ability to systematically understand, organize and manipulate matter on the nanometer
length scale can be considered as a broad definition of nanotechnology. Applications of
the subject include: nano-membranes (including biological membranes), nano-crystalline
materials; nano-layers with selective optical barriers; dispersions with optoelectronic prop-
erties; chemical and bio-detectors; advanced drug delivery systems; protein engineering;
new generation of lasers; nano-electromechanical systemson a chip (NEMS); carbon nano-
tube products; nano-particle reinforced materials; thermal barriers; information recording
layers; molecular sieves and filters; high hardness cuttingtools and new bottom up fabrica-
tion techniques.

Computational modelling and numerical simulations are important for scientific progress
and engineering work because they can often provide a more detailed picture of crucial
physical processes than laboratory experiments do. At microscale and, in particular, at
nanoscale, such computational experiments are indispensable because performing experi-
ments at these dimensions and obtaining quantitative data is extremely difficult and expen-
sive. This is mainly due to lack of suitable analysis tools orthe limitations of available
tools in measuring variables of interest and in picturing such small systems. Also, the fast
time scales at which processes at micro- and nanoscale occurcomplicate the experimental
procedures. Thus, it is difficult for the experimentalist to actually see what happens ina
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system of these dimensions, in particular the dynamic behaviour.

For the reasons given above, numerical simulations are crucial to elucidate the physics
and dynamics of micro- and nanoscale systems; substitute missing experimental abilities;
act as a supplementary investigation tool; serve as a validation source and to give design
suggestions or to serve as a virtual test environment for newNEMS and MEMS. Finally, nu-
merical simulations are of importance to engineering science, as well as biology, medicine
and pharmacy.

1.1 Two perspectives

Nanoscale is an area where two different approaches to understand matter meet. From the
macroscopic (or mesoscopic) point of view, solids, fluids and gases are considered to form
a continuum, which can be described by laws such as the Navier-Stokes equations. Space
is thought to be filled continuously with matter that at any point, or infinitesimal small vol-
ume around the point, is in a local equilibrium. The properties of matter are sufficiently
described by macroscopic and thermodynamic state variables such as density, velocity and
energy, with changes in space and time being smooth. Approaching smaller length scales,
one eventually enters the realm of nanoscale, where the continuum dissolves into discrete
particles, i.e. atoms and molecules. The atoms are imaginedas mass points that interact
with each other through interatomic forces, in particular electrostatic force. The physical
properties of matter are determined through the interplay of the atomic positions, velocities
and their interactions with each other.

For both perspectives, mathematical models and computational methods have been de-
veloped to simulate the behaviour of fluids. Widely used continuum based methods are
computational fluid dynamics (CFD) [10] or finite element methods (FEM) [18]. Molecu-
lar simulation methods comprise statistical methods, suchas direct simulation Monte Carlo
(DSMC) [20] or lattice Boltzmann equation (LBE) [29], and the deterministic molecular
dynamics (MD) method [2, 43]. Quantum mechanical (QM) methods even include the sim-
ulation of the atomic electron cloud [82, 116]. Each of thesesimulation methods has its
limitations and can only be used within specific length and time scales.

Theoretically, all scientific problems, including macroscopic ones, could be solved only
using deterministic molecular simulation methods. One would simply compute the motion
of all atoms of the system of interest for the respective period of time to obtain the atomic
trajectories. Containing the complete information about the system for the computed period
of time, the set of trajectories could be used to answer any possible question about the
respective system. For instance, any desired macroscopic or thermodynamic variable such
as temperature can be calculated, as these quantities represent statistical averages of the
detailed molecular data.

Unfortunately, things are not quite that simple and the detailed information has a price.
Molecular simulation methods are computationally extremely demanding. On modern
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computers, the most accurate quantum mechanical methods will only allow the simula-
tion of few hundred atom at maximum. The classical moleculardynamics method is much
more economical and has become a standard tool for simulation at nanoscale. Still, the
required computational resources limit its application tosystems containing several million
atoms. This poses an upper limit in terms of length scales on MD simulation, which is well
below microscale, in the range of few nanometers.1 Larger systems, such as the 320 billion
atom simulation by Kadau [103], can only be carried out usingmassive parallel computers
that are exclusively available to few high performance computer centres. Another limita-
tion of MD is that computable time scales are in the range of nanoseconds, far too short for
many dynamical problems whose characteristic times are in the range of microseconds or
even several seconds.

In contrast, continuum based methods are several orders of magnitude faster and can
be used over a broad range of length and time scales, even for atmospheric or oceanic
currents. However, as one advances to smaller dimensions, the underlying assumptions
of the continuum model cease to be valid. For fluid flow modelled by the Navier-Stokes
equations these assumptions are:

The continuum condition: It requires all material properties to be defined at every point
in space and to vary continuously and smoothly (Derivativesof all dependent vari-
ables exist within reasonable limits) [58, 141]. Material properties comprise kine-
matic properties (e.g. velocity and acceleration), thermodynamic properties (e.g. pres-
sure and density) and transport quantities (e.g. viscosityand diffusivity). The contin-
uum condition will only be satisfied if there are enough molecules within a sampling
point (In reality the sampling point is a small volume fraction). If the considered
dimensions, such as the grid spacing, are too small or the fluid is too dilute, the num-
ber of molecules in the sampling volume is insufficient and statistical fluctuations
become significant. According to Bird [20], a sampling volumeneeds to contain
more than 10,000 molecules to reduce statistical fluctuations below 1 %. Depending
on the density, one can give an approximate minimum grid spacing above which the
statistical fluctuations are acceptable.

Local thermodynamic equilibrium: The derivation of the Navier-Stokes equations as-
sumes a nearly linear relation of stress to rate-of strain and of heat-flux to temperature-
gradient. This only holds if the flow is locally at each point not too far from a ther-
modynamic equilibrium. To satisfy a thermodynamic equilibrium, the number of
encounters (collisions) between molecules within a samplevolume during a time pe-
riod that is small compared to the smallest time scales changes of the flow must be
sufficiently high [141].

In general, the continuum condition is mostly satisfied and it is the requirement for ther-
modynamic equilibrium that breaks down first [58]. For gas flows, the criteria to determine
whether a flow can be treated as a continuum is the local Knudsen numberKn = λ/h, where
λ is the molecular mean free path andh a characteristic length scale of the flow, such as

1For example, a cube of water at room temperature containing 100 million molecules has a side length of
only 144 nm
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the channel width [20]. ForKn < 10−3 the Navier-Stokes equations are valid with no-slip
boundary conditions, forKn > 10−3 slip must be taken into account and non-linear effects
invalidate the Navier-Stokes equations forKn > 10−1. There is a transition regime for
10−1 < Kn < 101 before free molecular flow (101 < Kn). Similar effects of the breakdown
of the continuum model occur in for the liquid phase. However, the situation is less clear,
because of contrary experimental data and the lack of a kinetic theory as in the case of gases
[58]. One situation that leads to a breakdown is when the shear rate exceeds approximately
twice the molecular interaction frequency [141]. Apart from a general breakdown of the
continuum model, there are numerous situations in which thecontinuum model is valid for
the bulk material and only breaks down within certain regions that can not be described ad-
equately by a continuum model. Typical examples comprise: complex flows near interfaces
like wetting, drop formation, melting, crystal growth froma fluid phase, moving interfaces
between immiscible fluids or biological membranes [41]; phase changes, such as solidifi-
cation or fouling; crack propagation in solids; flows interacting with nanoscale structures
such as carbon nanotubes [193]; chain molecules or biological molecules near interfaces,
like polymers that are tethered to a hard wall [17]; singularities such as the moving contact
line problem [155].

From the described limitations it is clear that continuum methods are only applicable for
macroscopic problems and molecular simulation methods areonly of practical use at mi-
croscopic length scales. This is sufficient for problems which are either entirely of macro-
scopic natures or whose dimensions are small enough to be simulated by MD. However,
the nature of many scientific problems is intrinsically multiscale. This is when microscopic
phenomena on atomic length scales manifest in macroscopic scales. Such problems can
not be solved, either by MD, because the required computational effort is simply too large,
or by CFD due to the lack of a valid continuum model to describe the important micro-
scopic phenomena. Therefore, such problems are not accessible, either by continuum or by
molecular simulations. This is illustrated in Figure 1.1, where the length and time scales
covered by the continuum and molecular methods are indicated.

Multiscale methods can be used to bridge the gap in between atomistic and contin-
uum scales. In principle, there are two major directions in multiscale modelling: methods
for extending the atomistic length scales are referred to asspatialmultiscale methods and
methods for extending the time length scales astemporalmultiscale methods. This work is
only concerned with spatial multiscale methods.

Spatial multiscale methods exploit the fact that in many situations the atomic descrip-
tion is only required within small parts of the simulation domain while for the majority
the continuum model is still valid (examples have been provided above). This provides an
opportunity to perform concurrent continuum and molecularsimulations for the respective
parts of the simulation domain using a coupling scheme as connection between the con-
tinuum and molecular method. Calculating the majority of thedomain by fast continuum
solvers, which are several orders of magnitude faster than molecular simulation methods,
can speed up the computation tremendously. For this reason,such methods, calledhybrid
molecular-continuummethods, can enable the simulation of problems that are not accessi-
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Figure 1.1: Limits of applicability of different computational approaches with respect to length and
time scales.

ble either by continuum or by pure molecular simulation methods. Typical examples are the
simulation of dynamic friction, which involves melting on the interface between two slid-
ing block of materials [81]; fluid slippage past surfaces [165]; fracture propagation [33];
problems involving phase transitions [188]; fouling at surfaces; wetting; moving contact
line between two immiscible liquids [110]; mass transport through membranes; systems
with locally high stresses or strong gradients; flows in micro- or nano-channels with spe-
cific surface features; flows along surfaces with no ideal non-slip or slip condition or where
the liquid molecules interact with wall molecules; simulation of micro- and nanoscale flow
control devices (MEMS); transport processes in biologicalorganism; and others. The range
of applications indicates that hybrid molecular-continuum methods will have an impact in a
number of fields, such as aeronautical engineering (micro-aerial vehicles, pumps and com-
pressors for micro-propulsion), material sciences, micro-engineering (Fuel cells, microjets
for ink jet printing, simulation of magnetic disk storage units, MEMS, sensors and actu-
ators, lab-on-a-chips, nanotechnology, NEMS, DNA manipulation and transport, biology
(simulation of proteins and cell membranes), medicine, pharmacy (drug delivery systems
providing controlled release, biofluidic filters and separators, electroosmotic pumps, inte-
grated microfluidic vents).
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1.2 Hybrid molecular-continuum methods

Hybrid molecular-continuum methods have been investigated for different combinations of
computational simulation methods. Major research directions are the coupling of

• molecular dynamics with finite element methods (MD-FEM),

• direct simulation Monte Carlo with computational fluid dynamics (DSMC-CFD) and

• molecular dynamics with computational fluid dynamics (MD-CFD).

This work is focused on MD-CFD hybrid methods. Nevertheless,a brief overview over the
other two combinations is given below.

MD-FEM

Hybrid MD-FEM methods have been developed for the simulation of solids. Here the cou-
pling between the continuum grid and the molecular domain isestablished by assigning
atoms permanently to grid points. Following the early work of Kohlhoff and Schmauder
[109], a number of different methods have been suggested for the construction of the tran-
sition region between the FEM mesh and atoms of the MD region.These include the
quasicontinuum method, the CLS method, the FEA method, the fully non-local quasicon-
tinuum method and the CADD method Curtin and Miller [34]. A topical review on these
methods has been published by Curtin and Miller [34].

Rudd and Broughton [160] reformulated the continuum region byintroducing a method
called coarse-grain molecular dynamics (CGMD) in order to avoid difficulties in smooth
transitions from atomistic to continuum in the presence of temperature effects. The bridg-
ing scale method to concurrently couple MD and FEM was proposed by Wagner and Liu
[189]. The advantage of this method is that the FEM does not need to be graded down
in spacing, which allows the usage of different time steps in the FEM domain than in the
MD domain. The two-dimensional version was extended to three dimensions by Park et al.
[146]. A recent summary on the method can be found in Reference[121].

Methods developed for MD-FEM coupling are only applicable to solids, where the po-
sitions of atoms relative to each other do not change significantly. In the case of fluids, the
situation is more complicated because of the random atomic motion of the fluid particles,
which causes continuous mixing through molecular diffusion. This seems one reason why
there is only a relatively small number of studies dealing with the development of hybrid
molecular-continuum methods for fluid flow.

DSMC-CFD

Initially, the development of hybrid methods for fluid flow has been focused on dilute gases,
because these are easier to handle than dense fluids, where the boundary imposition is more
complicated. The fastest molecular method for the simulation of dilute gas flows is DSMC,
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developed by Bird [20]. As a statistical molecular method, itis of several orders of mag-
nitude more efficient than MD, however remains less efficient than CFD methods. For
DSMC-CFD hybrid methods the coupling is established through overlapping buffer cells.
This is very similar to the function of MD-CFD hybrid methods,which is explained detail
in the later chapters of this work. Wadworth and Erwin first demonstrated the function
of DSMC-CFD hybrid schemes for a one-dimensional shock wave [186] and for a two-
dimensional slit flow [187]. The schemes were developed further by Eggers and Beylich
[44] and others. In a pioneering work, Garcia et al. [59] suggested the AMAR (Adaptive
Mesh and Algorithm Refinement) method that uses a Navier-Stokes solver in conjunction
with mesh refinement as a natural framework for the introduction of the DSMC simulation
at a certain refinement level. A review on DSMC-CFD methods can be found in Reference
[195].

MD-CFD

MD-CFD hybrid methods for dense fluids are probably the most challenging methods be-
cause of the difficulties involved in applying the boundary conditions onto the MD domain.
At the same time, it is the scheme with potentially the broadest range of applications.
While, DSMC-CFD methods can only be applied for the simulation of dilute gas flows and
MD-FEM methods are restricted to solid state, a MD-CFD methodmay be used for liquids,
solids (providing the respective equations of state for thesolid material are available) and
for dense gases.2

Similar to the other two hybrid methods, the coupling between the MD and CFD domain
along the interface is established through overlapping cells which are used by a coupling
scheme to join the two differently modelled domains to one single physical space. This
part is the heart of a MD-CFD method and referred to ashybrid solution interface(HSI).
The HSI prescribes the geometrical arrangement on the interface (for example, how far the
domains overlap), and the protocol (or algorithm) of the coupling scheme. Essentially, all
coupling schemes measure some quantities on the molecular and on the continuum side of
the interface. Following a transformation into molecular or continuum formulation, these
quantities are then applied as boundary conditions on the respective sites of the molecular
and continuum domain. In a fully coupled scheme, the processis necessarily working in
both directions, i.e. from continuum to molecular and vice versa.

On which type of quantity the coupling should be based on has been a subject of some
debate. Some researchers advocatecoupling by state[111, 195], where the exchanged
quantities are state variables, such as pressure, velocities or temperatures. The alterna-
tive approachcoupling by fluxes, preferred by others [39, 55], is based on the exchange
of fluxes, i.e. mass, momentum and energy fluxes. While the state coupling approach is
restricted to incompressible steady state problems, the flux coupling approach can be used
for compressible unsteady flows as well. However, it is true that flux coupling methods
are limited in the computable time span by the fact that they are only spatial multiscale
methods for which the computable time span is still dictatedby the molecular simulation

2MD simulations are most efficient for dense systems. The lower the density the less efficient the MD
method becomes, compared to the number of simulated atoms.
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method, i.e. MD [195].

The first state coupling approaches were only applicable to scenarios without mass
or energy transfer across the interface. O’Connel and Thompson [142] simulated a one-
dimensional incompressible Couette flow using a hybrid MD-CFDscheme for liquids
based on an overlapping region between the CFD and MD domains for coupling of ve-
locities using constrained Lagrangian dynamics.

Hadjiconstantinou and Patera [69] proposed two-dimensional state coupling scheme.
To enable mass flow across the MD-CFD interface, the rectangular MD region is embed-
ded into a bigger simulation box with periodic boundary conditions that serves as particle
reservoir. A ‘Maxwell Demon’ is used to enforce the continuum velocities on the atoms
at the MD-CFD interface. The Schwarz alternating scheme for the incompressible formu-
lation was used as a time marching scheme to converge the solutions of the MD and CFD
domains to a steady state. This hybrid method was first applied to Poiseuille and Cou-
ette flows of supercritical Argon [69]. Later, the method wasextended to two species and
applied to the moving contact line problem [71].

The state coupling hybrid MD-CFD method was further developed by Werder et al.
[193]. They disposed the reservoir region and used specularwalls and consistent body
forces to confine the atoms within the molecular region. Particle insertion and removal
algorithms was used to ensure constant density in the boundary region and to realise in and
out flow of mass. The scheme was demonstrated on the flow of a Lennard-Jones fluid past
a carbon nanotube.

Hybrid methods based on flux-coupling are the latest type of hybrid MD-CFD methods
to be developed. The pioneering work was done by Flekkoy et al. [54] and Wagner et al.
[188]. They developed a flux coupling method for incompressible flows. The scheme
couples the mass and momentum fluxes on the interface betweenthe CFD and MD domain.
A reservoir region on the boundary of the MD region is used to implement the fluxes onto
the molecular domain. Mass fluxes are implemented by the insertion or removal of atoms
into or away from the reservoir region. The momentum fluxes are transferred through an
external force that is acting on the atoms in the reservoir region. The method was tested for
incompressible Couette and Poiseuille flows [53, 188].

Delgado-Buscalioni and Coveney [40] improved the flux coupling approach and ex-
tended it to compressible flows through incorporating the coupling of energy fluxes. This
required the development of a search algorithm, referred toas USHER [39], that seeks
insertion sites for atoms and molecules at a desired energy level. The MD flux boundary
conditions were verified for longitudinal and transversal waves in an one-dimensional sys-
tem [40]. The fully coupled scheme was then tested on oscillatory wall flows [38], though
only for an incompressible isothermal fluid. The method was also applied to the simulation
of a single tethered polymer in a solvent, subjected to oscillatory flow [17].

Later, the USHER algorithm was extended to incorporate the insertion of molecules
such as water [37]. Improved flux boundary conditions for theMD domain were achieved
by ensuring that the flux imposition fulfills the second law ofthermodynamics and thus
minimises the entropy production. Accounting for fluctuations of the state variables on the
continuum side at nanoscale by introducing fluctuation terms into the continuum solver,
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Fabritiis et al. [47] presented the respective MD-CFD flux coupling method which was
tested on sound waves travelling in bulk water reflected by a lipid monolayer.

Reviews and discussions on the hybrid MD-CFD methods have beenpublished by Wi-
jesinghe and Hadjiconstantinou [195] and Koumoutsakos [111]. Additional information on
the discussed methods can be found in [70, 194].

1.3 Alternative methods

Beside hybrid molecular-continuum methods, there are also other methods that may be
used for the simulation of certain types of meso- and nanoscale flows. Most of them are
based on the Boltzmann transport equation and can broadly be classified into pseudo par-
ticle methods and higher order moment methods. Generally, the validity of the Boltzmann
transport equation for a specific material, a gas or liquid, depends on the employed colli-
sion integral. Thus any model derived from this equation canstrictly only be applied within
the validity envelope of the collision integral. In case of the classical Boltzmann transport
equation, the collision integral is based on the kinetic gastheory and thus assumes binary
collisions, molecular chaos, and point mass molecules. Hence, it is strictly only valid for
gases and not for liquids.

Algorithms to solve the Boltzmann transport equation itselfare very complicated to
implement for general applications and are thus restrictedto geometrically simple cases,
such as channels [58]. Higher order moment methods can be derived from the Boltz-
mann equation. Unlike their lower order counterparts, the Euler equation (zeroth order)
and Navier-Stokes equation (first order), these equations contain higher order terms to ac-
count for departures from equilibrium. They are also known as extended hydrodynamic
equations (EHE) [1]. The most often used EHE is the Burnett equation, which was orig-
inally employed for rarified gas flows in the upper atmosphere, but has also been applied
for microscale gas flows [122]. However, solving EHE is challenging and involves signif-
icant numerical and computational difficulties that restrict the application of EHE models.
Furthermore, the EHE fail to capture some important microscopic phenomena, such as the
Kundsen layer [123].

Pseudo particle methods include the dissipative particle dynamics (DPD) method [66],
the direct simulation Monte Carlo (DSMC) method [20] and the lattice Boltzmann method
(LBM) [29]. DPD is basically a coarse grained MD simulation. The fundamental particles
are beads that comprise a number of atoms. All forces betweenparticles smaller than the
bead are assumed have averaged out and only the resulting forces between the beads are
modelled. Three forces types are modelled: (i) a harmonic conservative force, (ii) a dissi-
pative force representing the viscous drag (energy drain) and (iii) a random force (energy
input). Originally, DSMC has been developed for high-speedrarified gas flows. It is not as
effective for the simulation gas flows at micro- and nanoscale, because it suffers from slow
convergence and large statistical noise under these conditions [58]. Most importantly, the
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DSMC is limited to the simulation of rarified gas dynamics andcan not be used for dense
gases and liquids. The LBM has a relatively simple algorithm that moves pseudo particles
along a lattice. Two particles experience a collision when moving on the same lattice point.
The method has be applied for rarified and continuum gas flows.It can also be used in the
incompressible limit and for liquid flow. However, it is a relatively new method and all
implementations known to the author employ a collision model that is not valid for liquids;
thus the validity of the LBM for liquid flow is still questionable.

The methods described above are based on the simulation of average values that com-
prise the individual properties of a more or less large number of atoms. That makes these
methods unsuitable for all situations in which the behaviour can only be modelled appro-
priately by taking into account the interactions between individual atoms, such as it occurs
on interfaces, where several species are present or in the examples for continuum break-
down given in the previous section. Therefore, these methods do not substitute the need for
hybrid molecular-continuum methods.

1.4 Scope and objectives

The most complicated part of any hybrid MD-CFD method is the realisation of the MD
side of the hybrid solution interface, in particular the imposition of fluxes or states as MD
boundary conditions [40]. This is due to the fundamental difference in degrees of freedom
between the continuum and molecular formulation. The missing microscopic information,
i.e. atomic positions, velocities and/or forces, need to be reconstructed or reinvented based
on few macroscopic variables. Therefore, the design and implementation of the MD bound-
ary conditions is the most crucial step in the development ofany hybrid MD-CFD method.
Moreover, a functioning scheme to impose MD flux boundary conditions is not only the
most important part of the HSI for MD-CFD coupling, but can also be used for the reali-
sation of boundary conditions in pure MD simulations. For those reasons, the main focus
of this PhD is directed towards the analysis, design and development of MD flux boundary
conditions for hybrid MD-CFD methods.

Despite the great potential of hybrid MD-CFD methods, this field of research is still in
its infancy. Only few methods, by a limited number of research groups, have been pub-
lished and many open questions remain. So far, fully coupledMD-CFD simulations have
only been performed for incompressible flows, even if MD flux boundary conditions that
include the energy flux imposition, which is required for compressible flows, have been
proposed [40]. The knowledge about the most crucial part, the MD boundary conditions
for MD-CFD coupling, is still very limited. Little is known about different numerical de-
signs and their stability, accuracy, efficiency and physical correctness. To shed some light
on this issue, one purpose of this work is to give a structuredoverview over different flux
imposition schemes for the individual flux (fluxes by convection, by stress) and the combi-
nations of those.

To implement the momentum fluxes (these arise for example from static pressure) in
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MD boundaries, previous flux-coupling schemes use an external force to transfer the mo-
mentum to the boundary atoms. The external force creates a relaxation zone at MD bound-
ary of the MD-CFD interface in which the density falls from itsbulk value to zero. How-
ever, this approach has a number of undesired side effects, which, for example, cause sta-
bility problems. To overcome these issues, a detailed analysis on the implementation of
the momentum flux by an external force is carried out in this work; alternative schemes are
suggested.

Based on the above, the aims and objectives of this PhD can be given on a more detailed
level:

• To give an overview of, and analyse, different design possibilities of the HSI for
hybrid MD-CFD methods as spatial multiscale simulations.

• To carry out a detailed investigation on MD boundary conditions and the required
flux coupling schemes, including:

◦ Analysis of existing schemes for flux imposition on the MD boundary;
◦ Development of alternative schemes to overcome the deficiencies of the existing

schemes;
◦ Analysis and comparison of the existing and the alternativeflux imposition

schemes by performing MD simulations to subject these to standard flow sit-
uation in order to:

∗ verify them for standard flow situations and explore their stability, accu-
racy, physical correctness and efficiency;
∗ find their application range in terms of velocity and material phase, i.e. gas,

liquid or solid;
∗ explore the resulting characteristics of the molecular system on the bound-

ary, for example profiles of state variables across the boundary;
∗ identify the most suitable flux imposition schemes for usagewithin the

HSI.

Hybrid MD-CFD coupling schemes pose a number of special requirements on the em-
ployed MD code.3 Traditionally, MD codes simulate a constant number of atoms. For the
purpose of an MD-CFD coupling scheme, where an inflow or outflowof mass may occur,
the number of atoms is typically not constant. This excludesmost available open source
MD codes for coupling with a CFD solver. Thus, one important object was to find a suit-
able MD code that can accommodate MD flux boundary conditionsand to implement those
into the MD code.

1.5 Publications

Whist writing the thesis, a book chapter and several journal papers have been written and
submitted:

3By code, the source code of a software is understood. In the case of an MD code the software can be
used to perform MD simulations.
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• D. Drikakis and M. Kalweit,Computational Modelling of Flow and Mass Transport
Processes in Nanotechnology, Handbook of Theoretical and Computational Nan-
otechnology (eds. M. Rieth, W. Schommers), American Scientific Publishers, 2006.

• M. Kalweit and D. Drikakis,Molecular Dynamics of Colliding Nanoclusters, J. Com-
put. Theo. Nano Sci., pp. 367 – 377, 2004.

• M. Kalweit and Dimitris Drikakis,Collision dynamics of nanoscale Lennard-Jones
clusters, Phys. Rev. B 74, 235415, 2006.

• M. Kalweit, D. Drikakis,Molecular-continuum computational models for meso and
nanoscale flows and materials, Proceedings of the Institution of Mechanical Engi-
neers, Part C, Journal of Mechanical Engineering Science, 2007 (under review).

• M. Kalweit, D. Drikakis,Multiscale Methods for Micro/Nano Flows and Materials,
J. Comput. Theo. Nano Sci., 2007 (accepted).

Additionally, a conference paper and a poster have been written and presented:

• M. Kalweit and D. Drikakis,Computational Nanoclusters, in Proceedings of the 4th
European Congress on Computational Methods in Applied Sciences and Engineer-
ing, ECCOMAS, Jyvaeskyla, 2004.

• M. Kalweit and D. Drikakis.Computational Nanotechnology, poster at Symposia at
Shrivenham 21 – 22 February 2005, Shrivenham, 2005.

1.6 Outline of this work

To complete the introduction, the reader is provided with anoverview of the thesis includ-
ing a brief description of the content of the individual parts and chapters. The thesis is
organised in eight chapters: (1) Introduction; (2) Models and computational methods; (3)
Calculation of macroscopic quantities; (4) The molecular dynamics code and its valida-
tion; (5) Hybrid MD-CFD methods; (6) Test cases; (7) MD flux boundary conditions; (8)
Conclusions. Beside introduction and conclusion, the thesiscan be split into two parts.
The first comprises of chapters 2 – 4 and introduces the relevant computational simulations
techniques, underlying models, description of the employed codes and their validation.
The second part, constituting of chapters 5 – 7, describes the investigation of molecular-
continuum multiscale simulation methods for geometrical decomposition. The focus is on
the construction of the molecular dynamics boundary conditions that are the key part of
any MD-CFD coupling schemes. The following paragraphs give abrief description of the
content of the individual chapters.

The second chapter, ‘Models and computational methods’, describes the models and
computational methods at nanoscale that are being used within this work. The chapter
is divided into two parts; the first is concerned with molecular models and the molecular
dynamics simulation method, the second with the continuum.

The purpose of the third chapter is to introduce the formulasand schemes used for
the calculation of macroscopic quantities from the molecular description. It also describes
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relevant statistical considerations, including estimates of the expected fluctuations of the
calculated quantities.

Chapter 4 introduces LAMMPS [148], the MD code which has been used in this work.
The description covers the modules of the code that have beenimplemented during the
work. The remaining sections provide a description of the performed validation cases,
which have been carried out to ensure the correct functioning of LAMMPS.

The fifth chapter introduces multiscale MD-CFD methods basedon geometrical decom-
position. Several different approaches and designs for constructing the interface between
the molecular and continuum domain (HSI) are discussed.

In chapter 6, the test cases used for the investigation of themolecular dynamics flux
boundary conditions are described. Finally, chapter 7 contains a detailed description and
analysis of the molecular dynamics flux boundary conditionsusing a number of different
schemes that have been investigated based on the test cases described in chapter 6.
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C H A P T E R 2

Models and Computational Methods

This chapter introduces models and computational methods for numerical sim-
ulations at nanoscale. The first part focuses on the classical molecular model.
The underlying assumptions, equations of motion, interaction models and force
fields are described. This is followed by an explanation of themolecular dynamics
method, including different time integration schemes, force and energy calculation
algorithms, initialisation procedures and important techniques which have been
employed in this work.
The second part of the chapter is concerned with a descriptionof the model of

flow and mass transport processes in the context of continuummechanics. The
origins and approximations of the continuum equations are presented. For more
detailed information on this topic, the reader is recommended to consult one of
the standard books on CFD, such as References [10, 43, 184].

2.1 Classical molecular model

The classical molecular model has its origin in the traditional visual representation of
molecular structures. Chemists and physicists used balls connected by sticks to model
molecules in order to visualize the molecular three-dimensional structure. The model
considers atoms to be the smallest elements, which can form bigger structures, such as
molecules or crystals. Starting from this general description, the classical molecular model
relies on the following approximations:

Atoms as point masses: Atoms are modelled as point masses at the position of the nu-
cleus, where 99.9 percent of the atom’s mass is concentrated. In quantum mechanics,
this is known as the ‘Born Oppenheimer approximation’ [16] which separates the
movement of the nucleus and the electrons. The classical model considers the rapid
movement of the electron cloud to be averaged out.

Interaction via potential : The interaction of atoms is modelled by a potentialV. All
forces, whether intra- or inter-molecular, classical or non-classical have to be mod-

15
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elled by potential functions1 which depend on the atomic positions only. Having their
origin in the interaction of sub-atomic particles, the exact potentials are only approx-
imated by analytic functions in most of the cases. The shape of these functions
imitates the characteristics of the corresponding real-world forces. The accuracy of
the simulation results is mainly determined by the accuracyof these approximations.

Modelling of bonds: According to the picture of the classical bond-stick model, a molecule
is considered to be a collection of atoms kept together by rigid or semi-rigid bonds.
The reality is, however, different as a molecular bond is the result of the electron
density distribution between the atoms and the forces caused by the interaction of the
electrons and the protons (in the nucleus) which keep molecules together.

Bond forming intra-molecular forces are, at least, an order of magnitude greater than
inter-molecular forces. Compared to the molecular motion, vibrations of molecular
bonds are extremely rapid and their amplitude is very small.This justifies the use of
rigid or semi-rigid bond models in many cases within the regimes of normal temper-
atures [153].

Bonds can be subject to different types of deformations or movements corresponding
to the internal degrees of freedom:

• Stretching and compression (bond length);

• bending of two bonds relative to each other (bond angle);

• torsion of a bond by rotating the neighbouring two bonds towards each other
(torsion or dihedral angle).

Molecular bonds can be modelled at different degrees of approximations. In principle
one can:

• Freeze the movement, which means a certain property is kept fixed, for exam-
ple, the bond length;

• define a potential function that determines the bond forces;

• impose no restriction at all. This is not possible for the bond length, because it
would mean that there is actually no bond;

It is reasonable to model very small compact molecules as rigid structures with com-
plete unmovable bonds. However, for large molecules, especially chain molecules
such as proteins where the shape of the molecule is changing in time, fixed bonds
would be highly unrealistic. In this case it is essential to use parameterised potential
functions.

1An exception that consists of a further simplification is thecase of fixed bonds. Fixed bonds are modelled
by constraints that are inserted into the molecular equations of motion.
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Classical movement: The foundation of quantum mechanics, the uncertainty principle,
was formulated by Heisenberg [89]. It relates the uncertainty of a particle’s momen-
tumδpx to the uncertainty of it’s positionδx:

δx · δpx ≥
~

2
, (2.1.1)

where~ = h/2π with h as Plank’s constant. The direct consequence of Equa-
tion (2.1.1) is that the momentum and position of a particle can never be exactly
known.

The classical molecular model disregards the uncertainty principle. The canonically
conjugate variables position and momentum of a particle areprecisely known at any
point in time. With this approximation, the motion of molecules and atoms can be
described by the classical equations of motion.

The aforementioned constraints may limit the application of the molecular model, but
they provide the advantageous possibility of describing the complete system through the
equations of classical mechanics. These equations can be solved numerically with much
less effort than using the quantum mechanical equations of the system. By integrating
the equations in time, one can calculate, for example, the detailed trajectory of a particle,
the conformation of a chain molecule or macroscopic properties, such as temperature. In
fact, molecular models comply with the view of the physical world in the late nineteenth-
century. However, even though the model is not accurate in quantum mechanical terms,
within its validated limits it is an outstanding useful model and an effective description of
the nanoscale world.

2.1.1 Simulation types of molecules

Taking into account the considerations described above onecan divide molecular models
into different groups:

Single atoms: They are considered structureless and spherical symmetrical. A typical
example is Argon, which may be the most often simulated element in the early years
of MD [2]. Because the movement of monatomic molecules is purely translational,
Newton’s second law and a simple potential function are sufficient to compute their
motion.

Rigid molecules: For small compact molecules like water, it is often reasonable to con-
sider them as rigid structures that do not change their shape. That means that all
bonds are frozen and the consistent atoms do not change theirposition relative to
each other. The motion can be translational as well as rotational and any applied
force will act on the molecules as a whole. The Newton-Euler equations are the gov-
erning equations of motion which are not discussed here. Thegreatest advantage of
rigid molecules is that the time step does not need to be adapted to the rapid bond
vibrations, thus allowing the use of a relatively large timestep [153].
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Flexible molecules: In contrast to rigid molecules, the atoms of flexible molecules are
restricted as little as possible with respect to the movement towards each other. The
only necessary restriction is to keep the distance between bonded atoms constant.
This can be realized either by a soft-potential or by imposing constraints that keep
bonded atoms at a specified distance. For the former one needsonly Newton’s sec-
ond law, but for the latter the Lagrangian equations with constraints are necessary
to describe the molecules’ motion. Flexible molecules are mainly used to simulate
polymers especially one of chain-like shapes [153]. Sometimes, the aligning hydro-
gen atoms on a carbon atom are thought to be absorbed and are treated as part of the
carbon atom.2

Molecules with potential based bonds: The most realistic models involve the use of
molecules where all bond movements are governed by potential functions represent-
ing the underlying quantum-mechanical effects that create the binding and restrict-
ing intra-molecular forces. Such models are often used for the simulation of large
molecules, like proteins, to investigate their conformation where the bond-movement
are extremely important. There are cases in which it is sufficient to consider some of
the bond parameters, for example length, as constant where beside Newton’s second
law the constrained Lagrangian equation of motion should beapplied.

2.1.2 Equations of motion for atomic systems

One of the primary application of the classical molecular model is to simulate how the
system progresses in time. The aim is to generate atomic trajectories which can be analyzed
and compared with experimental data. In order to advance thesystem in time, one needs to
integrate the system’s equations of motion. The following section gives an overview of the
basic equations for different types of classical molecular systems. In the simplestcase, for
a system containing only single atoms, Newton’s second law is required. The simulation
of rigid molecules requires the use of the Euler equations which may be best expressed by
Hamilton’s quaternion. For flexible molecules which are subject to internal constraints, the
Lagrange description is employed [153]. Introduction intothe mathematical background
can be found in classical mechanics textbooks (for example,Goldstein et al. [62] provides
a comprehensive discussion of the subject).

From the classical point of view the state of a conservative system3 of particles (atoms)
interacting via a potentialV, can be described by a set ofN independent generalized coor-
dinates4, qi, and velocities, ˙qi, [62]. The governing equation of motion may be expressed
in various ways. A fundamental form is the Lagrangian equation of motion

d
dt

(

∂L
∂q̇i

)

− ∂L
∂qi
= 0 , i = 1, ...,N . (2.1.2)

2This avoids the use of a mixed, rigid and flexible structure.
3A conservative system is a system in which all forces (exceptforces caused by constraints) are derived

from a potential energy functionV and the potential energy function is an explicit function ofpositions only
[62].

4Generalized coordinates can have different physical meanings, such as length or angle.
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The LagrangianL is a function ofqi andq̇i, i.e. L = L(q, q̇), defined by the kinetic (K)
and potential (V) energies as

L = K −V . (2.1.3)

Hamilton’s principle is a fundamental principle for the motion of monogenic mechani-
cal systems5 and holds independent of the specific choice of coordinates.It states that the
actual path of the system in time is distinguished from all the other possible paths by the
fact that the line integral (action integral)

S =
∫

Ldt (2.1.4)

is an extremum. It is possible to prove that Lagrange’s equation (2.1.2) follows from Hamil-
ton’s principle [62].

Newton’s second law which governs the motion of a monatomic system can be derived
from the Lagrangian equation of motion. Consideringr i to be the Cartesian coordinate of
an atom and using the kinetic energy

K(ṙ i) =
∑

i

1
2

mi ṙ2
i , (2.1.5)

the LagrangianL is written as

L =
∑

i

1
2

mi ṙ2
i −

∑

i

V(r i) . (2.1.6)

For a single atomi Equation (2.1.2) reduces to Newton’s equation of motion

mi r̈ i = f i , (2.1.7)

wheremi is the mass and
f i = ∇r iL = −∇r iV (2.1.8)

the force on atomi. For a system ofN atoms one obtainsN Equations (2.1.7), which have
to be solved numerically.

The fundamental equations of motion can also be written in the form of Hamilton’s
equations. The generalized velocities ˙qi are replaced by generalized momentums6, pi, de-
fined by

pi =
∂L
∂q̇i

, i = 1, ..,N . (2.1.9)

The variables ˙qi andpi are calledcanonical variables. Eliminatingq̇i with the aid ofpi, the
HamiltonianH is defined by

H(qi , pi , t) =
N

∑

i=1

q̇i pi − L(qi , q̇i , t) , i = 1, ..,N . (2.1.10)

5A monogenic system is a system in which all forces (except forces caused by constraints) are derived
from a generalized scalar potential. The potential may be a function of time, position or velocity.

6The termsconjugate momentumor canonical momentumare also often used forpi .
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The HamiltonH depends on the generalized co-ordinates, on the conjugate momentums,
pi, and on the time,t. If H is time-independent (̇H = 0) then it represents the total energy
(sum of kinetic and potential energy) of the system [62].

The Hamilton equations of motion are the time derivatives ofgeneralized co-ordinates
and momentums, that is,

q̇i =
∂H
∂pi

and ṗi = −
∂H
∂qi

. (2.1.11)

For Cartesian coordinates and potential functions independent of velocities and time Equa-
tion (2.1.11) yields

ṙ i =
pi

mi
, (2.1.12)

ṗi = −∇r iV = f i . (2.1.13)

Computing the trajectories of aN-atomic system requires to solve either a system of 3N
second-order differential Equations (2.1.7) or a set of 6N first-order differential Equa-
tions (2.1.12) and (2.1.13).

2.1.3 Equation of motion with constraints

There are cases in which it is desirable to keep certain bond properties constant in order to
reduce the computational effort. Such restrictions are called constraints and appear asextra
forces which do not derive from the potential,V, in the equations of motion. The most
basic type is a fixed bond length, which is often applied because the vibrational changes in
the bond length are much faster than the changes of the bond ordihedral angle. A constraint
fixing the distance between two atoms can be expressed by the condition [62]:

|r i − r j |2 = di j
2 , (2.1.14)

wherei and j are the two atoms whose positions against each other are fixed. Using com-
binations of distance constraints one can fix the bond angle or dihedral angle where other
restrictions like planarity of several atoms are handled ina different way. Given a total ofnc

distance constraints applied on a molecule, these can be summarized as a set of equations
[153]:

σk = r2
i(k) j(k) − dk

2 = 0 , k = 1, ...,nc , (2.1.15)

where thekth constraint enforces atomsi(k) and j(k) at a distancedk. Using this constraint,
the Lagrangian equation of motion for atomi is given by

mi r̈ i = f i +Gi . (2.1.16)

This equation is identical to Newton’s second law exceptGi which is the extra force term
caused by the constraints to keep the desired bond lengths constant. It is defined by

Gi = −
∑

kǫC(i)

λk∇iσk , (2.1.17)

and stands for the set of constraints involving atomi. The parametersλk are the undeter-
mined Lagrangian multipliers.
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2.1.4 Potential energy surface (PES)

The term potential energy surface (PES) is derived from the visualization of a system’s
potential energy function. This function describes the potential energyV of a classical
molecular system in terms of the atomic positions, a highly simplified assumption. In Fig-
ure 2.1, the potential energy function is displayed for a two-dimensional system as height
over each point in the systems geometrical configuration,q. The resulting surface is similar
to a landscape in the real world where the potential energy corresponds to the the height
over a datum plane.

Potential

Energy

q1

q2

Figure 2.1: Potential energy surface for a two-dimensional system.

Because within the classical approximation the molecular motion is determined by
forces, the system can be imagined as sliding over the frictionless PES subject to a force
that is equal to the negative gradient of the potential energy function:

F = −∇V(q) . (2.1.18)

Significant features of the landscape are local potential minima (potential wells) and passes
between them denoted ascols [42]. For example, a stiff and stable molecular structure re-
sides in a well with steep walls. There may be accessible lowcols to other wells by which
the system can transit to another stable state provided thatenough energy is available to



22 Models and Computational Methods

allow the system to reach the col.

To compute the potential energy, one needs a so called ‘forcefield’ which is built up
from two components [182]:

• A set of equations which forms the potential functionV and can be used to compute
the potential energies and forces.

• The parameters used in the equation for every combinations of atomic types in the
force field.

It is mainly the accuracy of the force field that determines the quality of the simulation
results. This depends on how the form of the potential function coincides with the realistic
behaviour, as well as on the quality of the parameters used inthe equations. The parameters
can be obtained either by experimental data or by ab initio calculations. The terms of the
potential energy function can be classified into three groups:

• Non-bonded interactions:These are inter-molecular interactions potentials caused
by the van der Waals forces and electro-magnetic Coulomb forces.

• Bonded interactions:These are intra-molecular interaction potentials of bond-stretching,
angle-bending, improper dihedral and proper dihedral.

• Special contributions: This group stands for all contributions to the total potential
that do not arise from physical interaction of atoms or pairsof atoms. They may be
used to enforce boundary conditions or to incorporate forces that model other effects
of the simulation.

The potential functionV can be written as

V = VNon−bonded+VBonded+VSpecial , (2.1.19)

whereVNon−bondedandVBondedare the potential functions corresponding to the non-bonded
and bonded interactions, respectively.VSpecialcomprises all special contribution to the po-
tential.

2.1.5 Non-bonded interactions

The non-bonded (intermolecular) interactions originallyknown as van der Waals forces
encompass:

• Coulomb interaction between charged particles like ions,

• dipole-dipole interactions by permanent dipoles7 and

• London dispersion forces8 caused by temporarily fluctuating dipoles.

7Permanent dipoles are caused through different strong electronegativity of atoms inside a molecule.
8Today, the term ‘van der Waals forces’ is often used only for London dispersion forces. It was originally

an expression for all inter-molecular forces.
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Dipole-dipole interactions can be modelled by artificial charges inside molecules and
are treated like Coulomb interaction potentials. Thus, the non-bonded potential is the sum
of

VNon−Bonded=
∑

i

∑

j>i

VCol
i j +

∑

i

∑

j>i

VvdW
i j +

∑

i

∑

j>i

∑

k> j

VvdW
i jk , (2.1.20)

where the indiciesi, j andk are running over all interactions sites, i.e., atoms and arti-
ficial charged points [182].VCol

i j is the Coulomb potential andVvdW
i j the dispersion pair

potential. This last termVvdW
i jk represents the three-body interactions which despite signifi-

cant contributions9 are rarely included. The reason is the extreme high computational costs
that involved to calculate them. However, the effect of the three-body interactions can be
incorporated into the pair potential by defining a so calledeffectivepair potential [2].

Coulomb interaction:

Caused by the attraction and repulsion forces between charged particlesi and j the Coulomb
interaction is displayed in Figure 2.2 and given by [112]

VCol(r i j ) =
qiqj

4πǫ0r i j
, (2.1.21)

whereǫp is the permittivity of free space10 andr i j is the distance between particlesi and j.
The force derived from this potential is [182]:

f i(r i j ) =
qiqj

4πǫ0r2
i j

r i j

r i j
. (2.1.22)

Dispersion interaction:

Owing to the sensitivity of this interaction to different surrounding conditions various mod-
els have been developed. The models itself differ in terms of accuracy, application areas
and computational cost.

Lennard-Jones potential:

The probably best known is the simple Lennard-Jones 12-6 Potential11 [126, 130] originally
proposed for liquid Argon. The potential energy of a pair of atomsi and j is

VLJ(r i j ) = 4ǫ















(

σ

r i j

)12

−
(

σ

r i j

)6












, (2.1.23)

9For Argon, the contribution of three-body interactions hasbeen found to be about 10 percent of the lattice
energy. For more polarisable species the contribution is expected to be even higher.

10Note, that for dense systemsǫp has to be adapted.
11The expression ‘12-6’ specifies the exponents of the repulsive and the attractive terms in the potential

equation. Beside the common 12-6 version, other combination are possible.
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Figure 2.2: Coulomb potential: The solid and dashed lines show potential values for particles with
equal and opposite signed charges, respectively.

wherer i j = |r i − r j | is the distance between the two atoms. The parameterǫ defines the
strength of the interaction andσ is the length scale. As can be seen in Figure 2.3, the po-
tential is characterized by a strong repulsion arising fromthe overlapping of the electron
clouds and the attractive tail representing the dispersioninteractions.

By choosing the appropriate parameters, the LJ-potential can be used to model a variety
of elements, including Argon, Helium, Carbon, Nitrogen, Oxygen with varying accuracy.
For systems with a single species modelled by the LJ-potential, early MD simulations non-
dimensionalised Equation (2.1.23) to reduce the computational effort through eliminating
the parametersσ andǫ. In that case, all values in the simulation are in reduced LJ-units.
The respective relations are shown later in Section 6.5 (q.v. Table 6.1). The argument
of reduced computational effort is almost obsolete for nowadays computers and complex
simulations codes. However, results are still given in LJ-units so that they can easily be
converted to any material for which LJ-parameters exist.

Buckingham potential:

The Buckingham potential’s repulsive term is more realisticthan the Lennard-Jones poten-
tial [3]. This is, however, associated with more expensive computing costs. The interaction
is calculated by:

VBh(r i j ) = Ai j exp (−Bi j r i j ) −
Ci j

r6
i j

, (2.1.24)

whereAi j , Bi j andCi j are parameters similar to the Lennard-Jones potential which have to
be carefully specified for each combination of atomsi and j.
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Figure 2.3: Lennard-Jones potential.

Other dispersion potentials:

For some purposes it may be sufficient to use especially simple and highly idealized poten-
tial forms like the soft-sphere potential [2]

VSS(r i j ) = ǫ(σ/r i j )
v = ar−v

i j , (2.1.25)

wherev determines the hardness of the spheres andǫ (as well asa) is the strength of the
interaction.

2.1.6 Special potentials

Harmonic potential

Any boundary condition which is non-periodic imposes some restriction to keep the atoms
within the simulation domain. In cases where the boundary consists of solid material, the
system can be confined by preventing the boundary atoms, i e. atoms near the boundary,
to move away from their initial position. The easiest way to achieve this is freezing them,
which will prevent them from moving at all. A better solutionis to assign a spring force to
each boundary atom that pulls it to its original position. The advantage is that these atoms
still vibrate and therefore the wall can be used as a heat sinkor source. The spring potential
for an atomi is defined as

VSpring(r i) =
1
2

k(r i − r0i)
2 , (2.1.26)

wherer i is the current position of the atomi; its initial position isr0i. The spring constant
k defines the magnitude of the force acting on the atoms. Based onEquation (2.1.26), the
force is given as

f i = k(r i − r0i) . (2.1.27)
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2.1.7 Bonded interactions

Bonded interactions represent the forces created by chemical bonds between atoms keep-
ing the molecule together and are the primary cause of the molecular shape. The bonded
(intramolecular) potential is the sum of many different interaction types, where each in-
teraction can involve a different number of atoms such as pair potentials, three- or four-
body potentials. The most important bonded interactions are bond stretching(two-body;
Vstretch

i j ), bond angle(three-body;Vbend
i jk ), dihedral torsion(four-body;Vtors

i jkl ) andimproper

dihedral(four-body;Vimpdi
i jkl ). The set of interactions can be written as:

VBonded=
∑

bonds

Vstretch
i j +

∑

angles

Vbend
i jk +

∑

proper
dihedrals

Vtors
i jkl +

∑

improper
dihedrals

Vimpdi
i jkl . (2.1.28)

Note that there are also more interactions types available which can be found in the refer-
ences cited in Section 2.1.7.

Bond stretching:

Covalent bonds resist compression and stretching by ‘trying’ to maintain an equilibrium
length. The principle is shown Figure 2.4a and can be modelled in various ways by two-
body potentials with different degrees of realism [27].

i j

(a) Principle of bond stretching.

r0

r

V

harmonic

cubic

Morse

(b) Harmonic, cubic and Morse potential for bond
stretching, wherer0 is the equilibrium bond length.

Figure 2.4: Bond stretching.

Harmonic bond stretching potential:

The harmonic potential (Figure 2.4b) is a simple and idealistic function form based on the
behaviour of a spring

Vstretch(r i j ) =
1
2

kstretch
i j (r i j − r i j0)

2 , (2.1.29)
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wherer i j is the distance between the bonded atomsi and j, r i j0 the equilibrium distance
andkstretch

i j the force constant [182]. The potential approximation is only good close to the
equilibrium length, whereas for simulations outside this regime, more complicated function
forms are needed.

Cubic bond stretching potential:

A more realistic potential can be obtained by adding an non-harmonic cubic term to the
harmonic potential [42, 182]:

Vstretch(r i j ) =
1
2

kstretch
i j (r i j − r i j0)

2 − 1
2

kstretch
i j kcubic

i j (r i j − r i j0)
3 , (2.1.30)

wherekcubic
i j is the cubic correction value that may be invariant in some force fields. As can

be seen in Figure 2.4b, the model breaks down ifr moves too far fromr0, i.e., the bond
overstretches, and the potential becomes infinitely low.

Morse bond stretching potential:

For bonds under large tensile loads where the length does notremain near the equilibrium,
the harmonic and cubic forms are clearly inadequate [42]. Inthis case, it is common to use
the Morse potential [135]:

VMorse(r i j ) = Di j

[

1− e(−βi j (r i j−r i j0))
]2
, (2.1.31)

whereDi j is the depth of potential well,βi j is the steepness of the well andr i j is the equi-
librium distance. The value ofDi j can also be considered as the amount of energy required
to break the bond at zeroK, but it cannot be measured directly [42]. The parameterβi j can
be written as

βi j =

√

ki j

2Di j
, (2.1.32)

with ki j being the adjustable force constant. For small deviations the exponential term in
Equation (2.1.31) can be approximated by a Taylor expansion. Omitting the higher order
terms, the harmonic and the cubic functional forms can be derived [182].

Bond angle bending:

A bond angleθi jk is defined between the bondsi j and jk which share one atomj (Fig-
ure 2.5a). If more bonds share one atom then additional bond angles arise from the con-
stellation:

• two bonds define one angle;

• three bonds define three angles;

• four bonds define six angles.

For each angleθi jk exists a preferred valueθi jk0 where the potential energy is lowest and all
displacements are encountered by restoring forces [42]. There are several possibilities for
the approximation of the potential energy:
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(a) Principle of bond bending between the
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(b) Harmonic and sextic potential for bond bending.

Figure 2.5: Bond bending.

Harmonic bond bending potential:

The bond angle movement between the atomsi, j andk can be represented by the harmonic
potential of the angleθi jk :

Vbend(θi jk) =
1
2

kbend
i jk (θi jk − θi jk0)

2 . (2.1.33)

The form of the potential, as seen in Figure 2.5b, is similar to the harmonic stretch potential.

Sextic bond bending potential:

A more complicated form that contains an additional sixth-order term weighted by the
parameterksextic

i jk is given by [3]:

Vbend(θi jk) =
1
2

kbend
i jk (θi jk − θi jk0)

2
[

1+ ksextic
i jk (θi jk − θi jk0)

4
]

. (2.1.34)

Proper dihedral potential:

A rotation about a bond is not free of restricting forces. Each rotation angleφ is associated
with a value for potential energy. The resulting periodic potential energy function may have
several local minima and energy barriers between them.

According to the definition of the IUPAC12 a dihedral torsion angleφi jkl is defined
between the planesi jk and jkl, whereφi jkl = 0 corresponds to the constellation where the
atomsi andl are on the same side [145, 158] (Figure 2.6a).

12International Union of Pure and Applied Chemistry.
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(a) Principle of bond torsion: the angleφ is
defined between the planei jk and jkl.
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(b) Periodic and Ryckaert-Bellmans potentials for bond
torsion (proper dihedral).

Figure 2.6: Bond torsion.

Periodic torsion potential:

There are several approaches to model the proper dihedral potential energy. One way is to
use a Fourier series periodic function type (Figure 2.6b) which is, for example, applied by
the OPLS13-force field [101] (first four Fourier terms). The general form is given by

Vtors(φi jkl ) =
∑

n

1
2

Vtors
i jkln

[

1+ cos(nφi jkl − σn)
]

, (2.1.35)

whereVtors
i jkln is thenth order energy constant for thei jkl dihedral combination,φi jkl is the

dihedral angle andσn is the phase angle. The sum may run up ton = 12 wherebyσn is
defined in a way that yields a minima at 180o for terms with positiveVtors

i jkln:

σn =

{

0o for oddn
180o for evenn

. (2.1.36)

Figure 2.6b shows an example forn = 1. For this simple type of function some force fields
include an extra Lennard-Jones 1-4 potential [182].

Ryckaert-Bellemans potential:

The Ryckaert-Bellemans functional form, often used for alkanes, is based on:

Vtors(φi jkl ) =
∑

n

Cn cosn(ψ) , (2.1.37)

whereψ = φ − 180o. The potential function forn = 5 is shown in Figure 2.6b, where the
two-fold energy barrier is outstanding14. The Ryckaert-Bellemans functional form may be
transformed into the periodic type by multiplying each coefficientCn with (−1)n.

13Optimized Potentials for Liquid Simulations.
14The value ofψ is defined according thepolymer convention, whereψtrans = 0 [182].
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Improper dihedral potential:

A special form of dihedral interaction the (improper dihedral) is used at two occasions, to
prevent molecules from flipping over to their mirror image (opposite chirality) and to keep
planar groups (for example aromatic rings) [182]. It can be modelled either by a periodic
torsion potential function with only then = 2 term [30] or by using a simple harmonic
potential

Vimpdi(ξi jkl ) = kxi(ξi jkl − ξ0)
2 . (2.1.38)

The functional form is similar to the bond stretch potentialof Figure 2.4b. Because it does
not provide periodicityξ0, it should be defined as far away from 180o as possible [182].

Current force fields

Force fields have been developed by following one of the two main approaches [30]. The
first is to develop force fields that accurately predict molecular structures and properties.
The best known example for this approach may be the ‘Molecular Mechanics’ force field
family developed by Allinger and co-workers. The force fields MM1 [5] and MM2 [3]
have been replaced by the more sophisticated versions MM3 [6, 7, 117, 118] and MM4
[4, 8, 9, 138–140]. These force fields were created by using experimental data such as
vibrational frequencies and formation heats.

In addition, the five interactions that are common to most force fields MM3 has ad-
ditional interactions for stretch-bend, stretch-torsionand bend-bend that are also called
crossed terms[6]. The MM4 force field includes additional crossed terms for stretch-
stretch, torsion-bend, bend-torsion-bend, torsion-torsion, torsion-improper and torsion-torsion-
improper interactions [139].

The second approach is directed towards the modelling and simulation of large macro-
molecules like proteins. Here, the conformation of the longpolymer chain consisting of
several hundreds or thousand atoms is priority and this necessitates simpler forms of the
interaction potential functions. For example Van der Waalsforces are handled by the sim-
ple Lennard-Jones or bond-stretch potentials by harmonic approximations. Even though
they are simpler, these force fields give good results for condensed phase properties [30].
Typical representatives are the AMBER force fields [32, 147, 190–192] which comprise a
history of several versions; the CHARMM (Chemistry at HARvard Molecular Mechanics)
force field [26, 125, 134]; and the OPLS (Optimized Potentials for Liquid Simulations)
force fields [36, 101, 102, 106].

There have also been attempts to close the gap between the twomain directions. The
MMFF (Merck Molecular Force Field) [73–77, 79] is a good example because the com-
plexity of the functions and the number of different interactions lies between AMBER and
MM3/MM4. The parameters are completely determined by ab initio calculations rather
than experimental data. It produces good results for small organic molecules [78] but not
for simulations in a condensed phase. Comparisons and evaluations of different force fields
can be found in [46, 67, 68, 80, 91, 107].
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2.2 Molecular dynamics

This section provides a description of the most important aspects of the molecular dynam-
ics method.15 As a deterministic simulation method, molecular dynamics calculates the
evolution of a molecular system in time by computing the trajectory of the systems con-
stituents based on the classical molecular model. The modeldetermines the forces acting
on the constituents through the potentialV (Section 2.1.4), which is determined by a set of
approximate equations that mimic the forces of quantum mechanical origin.16

The motion of the constituents, i.e. atoms and molecules, are described by the Hamil-
tonian equations of motion (Equation (2.1.2)) on the basis of different types of classical
molecules:

• mono-atomic molecules: Newton’s equation of motion (Equations (2.1.7) and (2.1.8));

• multi-atomic molecules without constraints: Bonds are modelled by potentials and
Newton’s equation (Equations (2.1.7) and (2.1.8));

• multi-atomic molecules partly constraint: Lagrangian equations of motion (Equa-
tions (2.1.16) and (2.1.17)).

In any case, the equations of motion lead to a system of differential equations that cannot
be solved analytically; a numerical integration method must be used to advance the system
from time t to time t + δt.

2.2.1 Integration methods

The time integration method (or short integrator) is the engine of MD that moves the parti-
cles and creates their trajectories. Numerical methods fortime integration are usually based
on finite difference approaches. Knowing the molecular position, velocities and other dy-
namic information at timet, the algorithm calculates position, velocities etc. for a time
t + δt where the step sizeδt is mostly kept constant. There are many integration methods,
but not all are suitable for MD. Which algorithm fits best may bedecided by basic criteria
often used in numerical simulations [2, 157]: efficiency, accuracy and stability.

Efficiency: (of the simulation) is measured by the required resources, i.e. computing time
and memory, to perform the simulation. While memory may only be a limiting factor
for very large MD studies, computing time is of paramount importance.

Compared to the time-consuming force calculation (or calculation of the potential)
the speed of the algorithm itself becomes insignificant [2].Hence, the key for an
efficient algorithm lies in a low ratio of force calculations persimulation time. The
only way to achieve this is to minimize the number of force calculations per time
step and enable at the same time the application of a large time stepδt. This excludes
algorithms like Runge-Kutta variants.

Often, algorithms are assessed in terms of efficiency by the size of the applicable
time step [157]. It should be noted that size of the time stepδt also depends on the

15A more comprehensive overview has been published by the author in Reference [43].
16Note that the potential can also be calculated by quantum mechanical means.
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steepness of the potential gradient. As steep gradients result in fast changes of the
acting forces they limit the size of the applicable time step.

Stability: The algorithm should be stable in a sense that it conserves energy. Small de-
viations or perturbations should not result in instabilities [174]. For each method
stability is a function of several parameters such as step size and steepness of the
potential gradients.

Accuracy: The algorithm should create trajectories that resemble thephysical correct ones
as closely as possible. Together with stability, accuracy can be assessed on simple
models where an analytical solution is available. A good example is the harmonic
oscillator [60, 61, 93].

Truncation and round-off errors: Other important numerical issues concern truncation
and round-off errors.

Truncation errors are deviations from the exact solution caused by the approximation
of the numerical method. Finite difference methods are mostly based on a Taylor
series expansion that is cut off after some terms resulting in truncation errors. These
errors are intrinsic to the method and independent of the implementation.

Round-off-errors on the other hand are mostly caused through the finitenumber of
digit figures handled by computers. These errors are associated with the particular
implementation of the numerical method and the specific machine which is being
used for the simulation. Truncation errors are dominant forlargeδt, but decrease
quickly asδt is reduced. For smallδt round-off-errors are more significant, espe-
cially when the terms taking place for arithmetic operations are of different orders of
magnitude.

2.2.2 The Verlet algorithm

A widely used time integration method is theVerletalgorithm [183] which is a direct solu-
tion of the second-order Equation (2.1.7). The method can bederived from two third-order
Taylor expansions aboutr(t), one forward and one backward in time:

r(t + δt) = r(t) + δtv(t) +
1
2
δt2a(t) +

1
6
δt3b(t) +O(δt4) , (2.2.1)

r(t − δt) = r(t) − δtv(t) +
1
2
δt2a(t) − 1

6
δt3b(t) +O(δt4) , (2.2.2)

wherev = dr/dt, a = d2r/dt2 andb = d3r/dt3. Adding Equation (2.2.1) to Equation (2.2.2)
gives

r(t + δt) = 2r(t) − r(t − δt) + δt2a(t) +O(δt4) , (2.2.3)

which is the basic version of the Verlet method. It is based onthe knowledge of{r i(t), ai(t), r i(t−
δt)} and does not use velocities to compute the trajectory. As forthe calculation of the ki-
netic energy, temperature, total energy etc., velocities are necessary and may be obtained
by using acentral difference method:

v(t) =
r(t + δt) − r(t − δt)

2δt
. (2.2.4)
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As can be seen the inherent truncation error of Equation (2.2.3) is of the orderδt4, whereas
the velocities in Equation (2.2.4) are of the orderδt2. The calculation sequence for each
step is then:

1. Calculate the accelerationsa(t) with Equation (2.1.11).

2. Calculate the positionsr(t + δt).

3. Optionally: Calculate the velocitiesv(t + δt) to obtain the kinetic energy,

One disadvantage of the Verlet algorithm is the circuitous handling of the velocities.
Another is that in Equation (2.2.3) a small termO(δt2) is added to a difference of two
large termsO(δt0) entailing an unnecessary round-off-error [35, 183]. To eliminate these
problems several modifications have been developed. Two of them, the so-called ‘Leap-
Frog’ scheme and the velocity form of the Verlet algorithm, will be discussed below.

2.2.3 The Leap-Frog scheme

TheLeap-Frogscheme [50, 92] is a half-step scheme and is based on the triplet {r i(t), vi(t−
1
2), ai(t)}. It is named after the calculation sequence where position and velocity ‘leap over’
each other alternatively:

v(t +
1
2
δt) = v(t − 1

2
δt) + δta(t) , (2.2.5)

r(t + δt) = r(t) + δtv(t +
1
2
δt) . (2.2.6)

The current velocities can be calculated from the midstep values:

v(t) =
v(t − 1

2δt) + v(t + 1
2δt)

2
. (2.2.7)

By eliminating the velocities the basic Verlet algorithm canbe obtained. The calculation
sequence is the following:

1. Calculate the accelerationa(t) by use of Equation (2.1.11).

2. Calculate the velocitiesv(t + 1
2δt).

3. Calculate the positionsr(t + δt).

4. Optionally: calculate the velocitiesv(t) to obtain the kinetic energy.

2.2.4 The velocity Verlet scheme

Both, the Verlet and the Leap-Frog scheme have the disadvantage that the positions and
velocities are not available at the same time. In contrast, this variant of the Verlet method
uses positions, velocities and accelerations defined at thesame time,{r i(t), vi(t), ai(t)} and
minimises the round-off-error [176]. It has the form

r(t + δt) = r(t) + δtv(t) +
1
2
δt2a(t) , (2.2.8)

v(t + δt) = v(t) +
1
2
δt
[

a(t) + a(t + δt)
]

. (2.2.9)



34 Models and Computational Methods

An efficient implementation of the scheme can be obtained through atwo-stage algorithm:

1. Advance the velocity by a half step:

v(t +
1
2
δt) = v(t) +

1
2
δta(t) . (2.2.10)

2. Advance the position tor(t + δt) using Equation (2.2.8).

3. Calculate the accelerationsa(t + δt).

4. Complete the velocity calculation by another half step:

v(t + δt) = v(t +
1
2
δt) +

1
2
δta(t + δt) , (2.2.11)

and calculate the kinetic energy based onv(t + δt).

As for the Leap-Frog scheme, the basic Verlet algorithm may be recovered by eliminating
the velocities [2]. There is, however, an alternative way ofderiving it [174].

Another closely related scheme is the so-called calledposition Verlet schemewhich is
not described here. Both the velocity- and position-based Verlet schemes have the property
to propagate velocities and positions at half time steps. Because the schemes split the cal-
culation process into an applied force (acceleration) termand a free-flight (no acceleration)
term, the velocity- and position-based Verlet schemes are also calledhalf-kick/drift/half-
kick andhalf-drift/kick/half-drift, respectively [174].

2.2.5 Integration methods for constraint molecules

For all cases where the computational effort demands to fix some degrees of freedom,
the Lagrangian equation of motion with constraints described in Section 2.1.3 need to be
solved. Most often the bond length will be fixed since their vibrational motion is the fastest.
In principle, Equation 2.1.16 may be solved exactly, but small errors, which are inherent
to numerical integrators, would accumulate to significantly large errors in the constraints.
For that reason, a number of algorithms that compute approximate solutions, such as the
SHAKE and RATTLE, have been proposed [162]. Here, only the SHAKE algorithm, which
is incorporated into the code used, is described.

Developed by Ryckaert et al. [161], SHAKE may be the most widely applied algorithm
and must be used in connection with Verlet integrators. In the first step, the unconstrained
atomic positions are calculated by

ruc
i (t + δt) = 2r i(t) − r i(t − δt) +

δt2

mi
f i , (2.2.12)

wheremi is the mass of the atomi and f i is the force applied to it. The true positions,
however, are

r i(t + δt) = 2r i(t) − r i(t − δt) +
δt2

mi
( f i − gi) (2.2.13)
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and can be written using Equation (2.1.17) as

r i(t + δt) = ruc
i (t + δt) − δt

2

mi

M
∑

α=1

λα

(

∂σα(r(t))
∂r i

)

, (2.2.14)

where the sum runs over allM constraints withλα being the undetermined multipliers. The
atomic positions at timet + δt must satisfy the set ofM constraint equations:

σ1 (r(t + δt)) = 0
...

σM (r(t + δt)) = 0























(2.2.15)

which are solved by the SHAKE algorithm. After obtaining theunconstrained positions
r i(t + δt) the algorithm adjusts them iteratively until the constraints are satisfied within a
given tolerance [31, 161].

2.2.6 Potential energy calculation and optimisation method

The calculation of the atomic and molecular interactions isoften denoted as the heart of
molecular dynamics simulations. MD simulations require the computation of the con-
figurational energy and their derivative (Equations (2.1.19) and (2.1.18)). Because it is
the most time consuming part of the simulation, optimization is imperative. As specified
in Section 2.1.4, Equation (2.1.19) contains intra- and inter-molecular (bonded and non-
bonded) terms. Computationally, the most time consuming part is the calculation of the
inter-molecular terms since the number of interactions to be evaluated at every time step
scales withnf = Nm for a system ofN atoms, wherem is the number of interactions per
atom. This is a tremendous number if one takes into account that nowadays simulations
contain several millon atoms, thus involving huge computational costs. For this reason,
most simulations neglect three atomic interaction and use effective pair-potentials, which
limits the number of interaction to be evaluated tonf = N2, and considering only distin-
guishable interactions tonf = N(N − 1)/2.

In this section, the calculation of the inter-molecular interactions will be described,
including the applied optimisation techniques. The description is limited to short-range
forces, since only these have been used in this work. There are many other methods for the
computation of long range forces, which can be found in the review [43].

The calculation of intra-molecular forces does not pose a methodological challenge in
terms of exploding computational costs for larger systems.Instead, it only requires an ap-
propriate data structure to store the information about themolecular bonds in a way that
enable a convenient evaluation of the arising energies and forces.
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Basic calculation

The basic potential and force calculation is explained for the case of the simple Lennard-
Jones pair potential (Equation 2.1.23) which is used for most simulations in this work:

V(r i j ) = 4ǫ















(

σ

r i j

)12

−
(

σ

r i j

)6












.

Since the model defines the potential between all pairs of atoms, the total potential energy
has to be calculated through summation over all individual pairs

V =
N−1
∑

i=1

N
∑

j>i

V(r i j ) , (2.2.16)

wherer i j is the distance between atomsi and j. Equation (2.2.16) may easily be computed
in a double loop while each individual pair is only evaluatedonce. The potential of a single
atomi is the sum of all potential interactions in which atomi is involved, i.e.,

Vi =

N
∑

j,i

V(r i j ) . (2.2.17)

Substituting this into (2.1.8) one obtains the force actingon atomi

f i = −∇r iVi = −
N

∑

j,i

∇r i jV(r i j ) = −
N

∑

j,i

1
r i j

(

d(r i j )

dr i j

)

r i j . (2.2.18)

For the Lennard-Jones potential (Equation 2.1.23) this transforms into

f i =

N
∑

j,i

24ǫ
r i j

2
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r i j . (2.2.19)

The forcef i can be calculated easily for all molecules within a double loop in parallel with
the potential energyVi. Every atomic pair (i, j) needs to be evaluated only once, since
r i j = −r ji .

Because such a simple ‘brute force’ approach is highly inefficient and computational
expensive, it is limited to systems of small size and short simulation times. Several op-
timisation techniques have been proposed to reduce the computational effort. The ones
employed in this work are presented below. More details as well as other approaches can
be found in [2, 153, 162].

Cut-off distance and shifted potential

To reduce the number of interactions to be evaluated it is useful to distinguish between
short- and long-range forces. While long-range forces are more difficult to handle, short-
range forces offer effective possibilities for optimisation. Short-range forces like the Van-
der-Waals force decrease rapidly with increasing distanceand are only significant in the
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atoms nearest vicinity. Thus, contributions that arise from atoms further away than a certain
cut-off distance,rc, may be omitted. This reduces the number of potentials and forces to
be calculated tremendously, but it also introduces a discontinuity at cut-off distancerc,
which affects the energy conservation as well the atomic trajectories. The discontinuity
may be smeared out by changing the potential function, whichshould, however, be done
carefully because it is the potential that determines the physical model. Thus, altering the
potential function will affect the physical properties of the model as well. Another way
that is commonly used (also in this work) to remove the discontinuity is to use the so
calledshiftedpotential. Here, the potential function is shifted so that its value at the cut-off
distancerc becomes exactly zero [153]. The shifted potential is then given by

V(r) = V(r) −V(rc) −
d(r)
dr

∣

∣

∣

∣

∣

r=rc

(r − rc) , (2.2.20)

where the last term on the right side removes the kink atrc that emerges if the gradient ofV
at rc is non-zero. In order to compensate the effects of neglecting the atoms further away,
one could also introduce additional approximatelong range correctionsinto the potential
function [162, 174]. When applying periodic boundary conditions (Section 2.2.7), the use
of a cut-off distancerc smaller than half of the smallest size of the simulation box is neces-
sary in order to meet the minimum image convention [2].

Beside computational constraints, there is also a physical justification for adopting a
cut-off radius. Quantum mechanics dictates that energy can not be transferred continuously
but only in quantised amounts. Thus, the potential energy function of an interatomic inter-
action should not approach zero asymptotically (compare Equation 2.1.23), but rather jump
discontinuously to zero at the smallest transferrable amount of energy.

Neighbour list method

Though the use of a cut-off distance reduces the number of potentials to be computed, the
radii of all pairs still have to be calculated at each time step. Verlet [183] suggested to
reduce the computational effort further by using a list of neighbours. The list is constructed
by calculating the distance of each individual atomic or molecular pair. Starting with an
empty list, all pairs whose distance is less than a predefinedsphere of radiusr l are added
to the list. As shown in Figure 2.7,r l must be bigger thanrc because the space in between
serves as a buffer for the molecules that are just outside the cut-off sphere (or circle) and
may come closer thanrc within the next few steps. Therefore, only the distances of the
pairs in the neighbour list must be calculated to find out whether they are closer thanrc.
This reduces the computational effort substantially [2]. Usually, the list is updated every 10
– 20 steps since the atoms from outside the buffer zone may have moved inside the cut-off
sphere. The optimal number of time steps depends on the ratiorc/r l.

Fincham and Ralston [51] proposed to update the list automatically. This is accom-
plished by accumulating the sum of the magnitudes of the two largest movements of every
time step. If this value exceeds the radial thickness of the buffer zone(r l − rc) an atom from
outside the buffer zone may have entered the cut-off sphere and the neighbour-list must be
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Figure 2.7: The cut-off sphere (rc) and its buffer zone (r l − rc) around molecule 7; except 1, 8 and 9
all molecules are on the neighbour list of molecule 7, where at this point in time only the interactions
with the molecules 4, 5 and 6 are taken into account.

recalculated. The method reduces the number of force calculations forN atoms to

nf =
N2

2δs
+ NlN , (2.2.21)

whereNl is the average number of atoms within the neighbour list andδs is the number of
calculation steps between the list updates.

Cell subdivision (cell-method)

With increasing number of molecules (N >= 1000) the creation of the neighbour-list
(scaling withN2) becomes computationally expensive because the distance of all possi-
ble interaction-pairs must be calculated. To make the distance evaluation process more
efficient, alinked cells listmethod was proposed by Quentrec and Brot [152].

In this method the computational box of sizeL = (Lx, Ly, Lz) is divided into cells as
shown in Figure 2.8. The number of cells in each dimensionM = (Mx,My,Mz) deter-
mines the cell-size in the corresponding dimension asLC = (Lx/Mx, Ly/My, Lz/Mz). If M
is chosen in a way that the cell-sizeLC is in all dimensions slightly bigger than the cut-off
distance, then interactions within cut-off distance can only be found between atoms that
are inside the same cell or inside neighbouring cells. This means that for the calculation of
the total force acting on an atom, only the distances to all other atoms of the same cell and
immediate neighbour cells must be calculated and compared with the cut-off distancerc.
Furthermore, only half of the neighbour cells need to be evaluated since the interactions to
the other half is handled automatically by these cells. Thisis achieved by using a neighbour-
cell link list17 that is created before the simulations starts for each cell.A two-dimensional
example can be seen in Figure 2.8 where the four dark shaded cells are linked by the cell

17A list is a basic programming element that is described in almost every programming textbook.
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13. The four light shaded cells, applying the same scheme as cell 13, have a link to cell
13 in their own list. The handling of the boundary cells depends on the applied boundary
condition. The cells from the opposite boundary are the neighbouring cells, if periodic
boundary conditions are employed.
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Figure 2.8: Illustration of a two-dimensional cell subdivision; the cell number is printed inthe
upper right corner of each cell. Cell number 13 (x, y) is highlighted. It retains links (solid arrows)
to the dark shaded neighbouring cells while each of the light shaded neighbouring cells store a link
(dashed arrows) to cell (x, y).

Another list that each cell stores contains the indices of all atoms18 that are currently
inside the cell. This list can easily be assembled every stepby going through all atoms and
calculate the list index by

i = MxMy
rz

LCz
+ Mx

ry

LCy
+

rx

LCx
. (2.2.22)

Once the atoms have been sorted into the linked cells, the complete force/potential com-
putation starts with a loop over all cells. For each cell, thealgorithm successively processes
all atoms in the atomic list. To calculate the total force and/or potential of an atom, the dis-
tance between this atom and all following atoms of the list iscalculated, and if closer than
rc the force/potential is computed. Next, the same is done for all atoms inthe atomic list of
the linked neighbour cells.

Using the cell-method (and periodic boundary conditions) the number of potential/force
calculations scales with

nf ≈ (nn + 1)NcN , (2.2.23)

18A reference list stores the index of (or pointer to) the place(memory, array) where the actual information
(in this case data about atoms or molecules) are found. Like the neighbour list method the algorithm can also
be based on molecules, but the atomic version is more accurate.



40 Models and Computational Methods

wherenn denotes the number of neighbouring cells that isnf = 8 for two dimensions and
nf = 26 for three dimensions. It has been shown that in some circumstances the use of
neighbour-list may have some advantages over the cell method, though it is not suitable for
vector processors [154]. The cell method is, however, vastly superior for large number of
atoms and/or low densities [57]. The best approach, however, is to use the link-cell method
for creating an atomic neighbour list (Section 2.2.6) whichcan then be used for few time
steps.

2.2.7 Boundary conditions

Boundary conditions are an important and necessary part of all numerical simulations. In-
herently, a simulation can only be performed in a limited computational domain requiring
conditions to be defined at the boundaries. The simplest boundary condition for a MD sim-
ulation is an infinite vacuum in all directions. This is sufficient for simulations where the
material is kept together by inter-molecular forces, such as in the case of nanoclusters. The
situation changes when the material within the simulation domain is surrounded by more
material outside, whose effects have to be modelled through the boundary conditions, asis
normally the case. A brief description of the most commonly used boundary conditions is
given below.

Periodic boundary conditions

Traditionally, the most often applied boundary conditionsin molecular dynamics simula-
tions are periodic boundary condition because they allow the simulation of a homogenous
infinite system with a limited number of atoms, which were theonly systems that could
be simulated with early computers. Periodic boundary conditions copy identical images of
the computational box aligned to a space-filling array throughout the space, as sketched in
Figure 2.9. The approach mimics an infinite computational domain with a finite number of
molecules. To implement this condition the following has tobe applied:

1. An atom leaving the box in one direction enters it at the same time from the oppo-
site side. Therefore, one needs to check regularly whether an atom has crossed the
boundary and to correct its position in that case.

2. An atom whose position is within interaction distance of the boundary interacts with
the images of the atoms from the opposite side of the simulation box [153]. This
wraparound effect must be taken into account when calculating the interatomic po-
tentials or forces.

While the periodic boundary condition circumvent elegantlythe problem of surface atoms,
they create another. For calculating the potentials or forces, it would strictly be required
to evaluate the interaction between all pairs of the computational box and their images,
which is an infinite number of interactions. For short-rangeforces this problem is over-
come through theminimum image conventionwhich is based on the usage of a cut-off
distance. It dictates that only the closest periodic image of an interaction between two
atoms must be regarded. Figure 2.10 shows an example in two dimensions.
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Periodic boundary conditions may also be applied for other geometrical shapes of
the simulation domain. While the box is extensively used because of its simplicity all
space-filling bodies can be used in conjunction with periodic boundary conditions [2].
Two-dimensional systems may also be mapped on the surface ofa sphere [83] and three-
dimensional systems on a hypersphere [113]. Complications caused by the non-Euclidean
character of the geometry, become less important with bigger systems as the curvature of
the geometry decreases.
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Figure 2.9: Periodic boundary condition in
two dimensions; the simulation box in the
middle is dark and the images are light grey,
molecules that leave that box enter it at the
same time from the opposite side.
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Figure 2.10: Minimum image convention
for molecule 10 that only interacts with the
molecules and images that lie inside the
shaded box

Wall boundary conditions

Many interesting scientific questions are related to surface interactions. This may be a
liquid flowing through a channel or a cluster impacting on a surface. In such cases boundary
conditions that mimic or simulate the properties of the wallmust be applied. Instead of
reproducing real walls, various approximations can be used:

• Stochastic walls[180] reflect all molecules that try to cross the wall back to the
interior. The resulting velocity vectorv of the reflected particle is determined by the
wall properties. Its direction may be perfectly reflected, randomly generated, adapted
to a specific direction (moving wall) or be a blend of several weighted parameters.
The change in absolute amount of the velocity|v| is governed by the temperature of
the wall. It may be set to a certain value, heated or cooled.

• Fixed wall atoms that are arranged in layers may also be used to represent a wall.
Through this arrangement a desired roughness can be achieved [15].
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• Since atoms are in reality not immovable,tethered atoms[15] can be used to mimic
the thermal vibrations of the wall atoms. By accelerating or decelerating their move-
ments, one can transfer heat to or from the interior.

Flux boundary conditions

The prescription of mass, momentum and energy fluxes on the boundaries of MD simula-
tion are potentially very useful and can form the basis of boundary conditions as they are
usually applied in continuum simulations, such as Neumann or Dirichlet boundary condi-
tions [11]. Flux boundary conditions have been used for the application of heat fluxes in
simulations of heat transfer. Other fluxes, in particular mass fluxes have only been used
in few cases in MD simulations, due to the difficulties involved in their application. The
type of the hybrid MD-CFD method that is investigated in this thesis requires as core ele-
ment MD flux boundary conditions for mass, momentum and energy. The algorithms and
numerical techniques to impose them are discussed in detailin chapter 7.

2.2.8 Initialisation

Before any MD simulation can be started, the content of the simulation, i.e. the atoms or
molecules have to be generated. Generating means that the necessary structures are allo-
cated in the memory and each atom is assigned with a position and velocity. In case of
molecules, the bonds between the atoms that form the individual molecules have to be des-
ignated. The initialisation may require certain additional steps regarding the integration
algorithm, specific potentials, optimisation procedures or the initialisation of the hybrid
solution interface. After all necessary initialisation have been done, the actual simulation,
i.e. the time integration of the atomic trajectories, can commence.

Even if all parts of the initialisation procedure are important for a functioning simula-
tion, the atoms are the essence of a MD simulation and the discussion here will concentrate
only on the initialisation of positions and velocities. Thefirst of the following section is fo-
cused on the generation of the atomic positions and the second one addresses the handling
of the velocities.

Initialise atomic positions

The initial positions have to be generated as closely as possible to the natural structure of
the respective elements. Molecules and mono-atomic substances will either occur in a well
ordered solid state or a less ordered liquid or gaseous state. Whereas for the initialisation
of solid state materials thelattice filling schemeis the first choice, liquid or gaseous states
can be treated more easily by therandom filling scheme. Both schemes are discussed in
this section for mono-atomic cases only; they can however beextended to the initialisation
of molecules.

Lattice filling scheme Before an explanation of the lattice filling method, a few words
about solid state must be said to provide the fundamental definitions which are used in the
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algorithm. In solid state, most materials form a crystal structure, which is characterised by
the regular repetition of identical structural units, suchas atoms, molecules or groups of
these. This enables the description of the solid structure through a spaciallattice (a math-
ematical grid of point coordinates) and the structural units which are placed at every point
of the lattice. The structural unit of a crystal is calledbaseand has the same orientation at
each point of the lattice.

The standard way of describing the lattice is the definition of a unit cell, which is a
parellelepiped that contains a small part of the lattice points. By pure translational dis-
placement the unit cell can be used to reconstruct the complete lattice. Thus, the lattice is
formed as a three-dimensional array of identical unit cells. In Figure 2.11a such an array is
sketched with one unit cell highlighted in blue. The red marked unit cell vectorsax, ay and
az define the shape of the unit cell. In general, the angle between the unit cell vectors is
arbitrary, and the shape of the unit cell ranges from triclinic to cubic. It is advantageous to
choose the unit cell based on symmetry groups. In total thereare fourteen so calledBravais
lattices with the respective unit cells that cover all possible symmetries [96].

In this work, only materials that form a face centred cubic (FCC) lattice with a simple
atomic base are used. Figure 2.11b shows the respective unitcell of a FCC lattice. Atoms
are placed at each corner and in the middle of the each of the faces. Thus, each corner
atom belongs to four and each atom on a face to two adjacent cells. For generating a crystal
structure, one needs to assign each atom to one cell. Here, the non-transparent atoms are
atoms of the displayed cell and the transparent atoms belongto the neighbour cells.

The length of the unit cell vectors are called lattice parameters. They depend on the
density of the material and the type of the unit cell. In a FCC unit cells all vectors have
the same length and one lattice parameteral is sufficient to define the size of the unit cell:
|ax| = |ay| = |az| = al. The lattice parameter itself is determined through the number density
of the system and is calculated by

al =
3

√

4
n

(2.2.24)

for a FCC lattice.

For pure bulk materials, the size of the molecular domainL can be chosen to comprise
exactly the crystal lattice:L = al L l, whereL l is the size of the system in unit cells. This
enables also to create relatively small periodic systems with the exact density and without
any discontinuities.

To fill an arbitrary regionR with a crystal structure one has to select the originro and
to rotate the unit cell vectors (ax, ay, az) and the base atom coordinates to fit them to the
desired orientation. The atoms can now easily be generated as copies of the base atoms
at the lattice points which are obtained through addition ofwhole-numbered multiples of
the unit cell vectors. Algorithm 1 describes the procedure for a three-dimensional lattice
from 0 to L l unit cells. The position of the unit cell is calledru. The number of lattice
points per unit cell isNp and the relative position of a lattice point to the unit cell origin ru

is designated withrp. For the FCC lattice,Np = 4 with r1 = (0,0,0), r2 = (1/2,1/2,0),
r3 = (1/2,0,1/2) andr4 = (0,1/2,1/2). The number of atoms in the base isNb with the
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Figure 2.11: Unit cell and grid of a FCC crystal lattice.

relative coordinates of the base atoms beingrb. For the mono atomic caseNb = 1 and
rb = (0,0,0).

Problems arise when using the lattice filling method on the boundaries of non-trivial
geometries or when two or more different lattice constants are used in the same molecular
domain as it may occur for simulations of more than one material. Especially in conjunc-
tion with periodic boundary conditions, the domain size canonly be adapted to one lattice
parameter, so that one material fits exactly into the domain.If the other material needs to
be fitted into the periodic domain then its lattice parameterneeds to be slightly increased
or decreased, in order to avoid overlapping atoms or defectsin the material. This problem
is especially prominent for regions of small size in any direction.

For liquids or gases, one is often interested in filling a region of the molecular domain
with a certain density. The lattice parameter which corresponds to that density rarely fit
to the size of the region. As a result, the density in the region deviates from the desired
density. It is, therefore, better to use the random filling scheme for liquids and gases.

Random filling scheme The random filling schemeis particularly useful for filling an
arbitrarily complex region with atoms in liquid or gaseous state, because it delivers exactly
the required density. As the name suggest, the scheme generates the coordinates of the
atoms randomly. Each randomly generated coordinate must betested as to whether it is
inside the regionRand whether the closest distance to any other atomrclose is bigger than a
minimum distancermin to avoid overlapping of atoms. The random number generator must
be based on a uniform distribution to achieve an evenly filledregion.
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Algorithm 1 : Lattice filling algorithm [153].

i ← 0;
for l ← 0 to L l do

ru← lxax + lyay + lzaz (Calculate the unit cells position)
for p← 0 to Np do

r l ← ru + al rp (Calculate the lattice point position)
for b← 0 to Nb do

r i ← ro + r l + rb (Calculate the atoms position)
if r i is within the region Rthen

generate atomi at r i

i ← i + 1

Especially for large systems, the computation of the minimum distancerclose is com-
putationally expensive. For this reason a random filling scheme that uses a density grid
superimposed on the regionR has been devised during this work. This cartesian grid di-
vides the region into evenly spaced cells. For each cellC, the number of atoms inside is
stored together with a linked list to each of the respective atoms. To insert a new atom, the
density grid is used to find the cell with the lowest density and a new coordinate is gener-
ated inside this cell through a uniform random generator. Using the linked atom list of the
respective cell and its neighbour cells, only possible candidates for the closest atom need
be accessed for the calculation ofrclose. This enables a rapid calculation ofrclosebecause the
number of atoms that need to be checked is dramatically reduced.19 The principle operation
mode of the random filling scheme is given in Algorithm 2. The number of atomsN that
need to be generated is calculated from the number densityn = ρ/m (m is the molecular
mass) and the volumeVR of the regionR.

Algorithm 2 : Random filling algorithm.

Generate the initial density grid
N← nVR

i ← 0;
while i < N do

Find grid cellC with lowest density
repeat

Generate new random positionr i within the cellC
Calculate closest distancerclose to other atoms in cellC neighbor cells

until rclose> rmin ;
Generate atomi at r i

i ← i + 1
Add contribution of atomi to density of cellC

19The algorithm is similar to the linked cell list algorithm used for the force calculation (q.v. Section 2.2.6).
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When using the random filling scheme for higher densities suchas liquids, it has turned
out to be computationally more efficient to use a relatively small minimum distancermin

and to resolve the issue of overlapping atoms through an energy minimisation stage before
proceeding with the equilibration.

Initialise atomic velocities

There are two common ways of generating the initial velocities. The simplest is that of a
fixed magnitude and the other the sampling of a velocity distribution. Whatever algorithm
is chosen, the generated velocities have to meet the conservation law of momentum20 that
states that the overall momentum is zero:

vsys=

N
∑

i=1

mivi = 0 , (2.2.25)

ωsys=

N
∑

i=1

mivi ×
(

r i − rsys

)

= 0 , (2.2.26)

where the reference point is the system’s centre-of-massrsyswhich is calculated by

rsys=
1

Msys

N
∑

i=1

mi r i , (2.2.27)

with Msys being the total mass of the system. For statistical reasons,the translational mo-
mentumvsys and the angular momentumωsys will never be exactly zero. Hence,−vsys and
−ωsys need to be added to all of the system’s atoms after their velocity vectors have been
generated.

Distribution sampling: The natural velocity distribution of an atomic or molecularsys-
tem in equilibrium state is theMaxwell-Boltzmannvelocity distribution [19], which gives
the probability for the one-dimensional velocity components of an atom depending on the
temperatureT and the atom massmi. For each dimensionα = x, y, z, the probability density
f (viα) of the velocityviα is given by

f (viα) =

(

mi

2πkBT

)
1
2

exp

(

−mivi
2
α

2kBT

)

. (2.2.28)

The distribution is basically a parameterisedGaussiandistribution. Hence, it is possi-
ble to generate Maxwell-Boltzmann distributed velocities by creating random numbersRiα

according to a Gaussian distribution with unit variance (Riα ∼ N(0,1). These random
numbers can be transformed to obtain the velocities

viα =

√

kBT
mi

Riα . (2.2.29)

20Here it is assumed that the overall velocity of the system is zero.
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Fixed value: As a simple alternative, one can assign the same magnitude ofthe velocity
to all atoms and run the simulation until an equilibrium has been reached with the velocity
distribution corresponding to the natural Maxwell-Boltzmann distribution. In that case, the
magnitude of all translational vectors is set to

|vi | = vi =

√

3kBT
mi

. (2.2.30)

The direction of the velocity vectorvi is uniformlydistributed. A simple method to generate
isotropic distributed vectors is the acceptance-rejection technique [185]. The technique
creates a unit vectoreu by

eu =
1
n





















1− 2n1

1− 2n2

1− 2n3





















, n =
√

n2
1 + n2

2 + n2
3, n < 1 , (2.2.31)

where the numbersn1, n2 andn3 are sampled from a uniform distribution in the range [0,1].
The generated vectoreu is accepted ifn is smaller than one [157]. An improved version has
been suggested by Allen and Tildesley [2]:

eu =























2(1− 2n1)
√

1− n2

2(1− 2n2)
√

1− n2

1− 2n2























, n =
√

n2
1 + n2

2, n < 1 . (2.2.32)

Simulations of a fluid at different densities have been performed in order to demonstrate
that the fixed initialization approach leads to the Maxwell-Boltzmann velocity distribution.
The mono-atomic fluid was modelled by the Lennard-Jones potential. Units have been
made dimensionless by basing them on the choice of the atomicmassm and the Lennard-
Jones parameterσ andǫ. The resulting replacements are thenr → rσ for length,e→ eǫ
for energy, andt → t

√

mσ2/ǫ.

The liquid was simulated by adapting an example from [153] ina two-dimensional
150× 150 cell (22500 atoms). A Leap-Frog integrator with a time step of 0.001 was used.
At the start of the simulation every atom had the same velocity |v|. Figure 2.12 shows
the plot of the velocity distribution at different time points. It can clearly be seen that
it approaches the theoretical Maxwell-Boltzmann distribution which is displayed in the
background of the figure.

Another possibility for surveying the velocity distribution is to use the Boltzmann
H-function [130] which is defined as

H(t) =
∫

f (v, t) log f (v, t)dv . (2.2.33)

It can be shown that〈dH/dt〉 ≤ 0 is only valid if f (v, t) is the Maxwell distribution.
Figure 2.13 shows the time development of the analysis for the simulated system at different
densities. The convergence is faster for higher densities.For low density the convergence
does not change before the atoms come in interaction range.
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Figure 2.12: Velocity distribution for different times 0.2, 0.4, 0.8 and 3.2. The shaded curve is
the theoretical Maxwell-Boltzmann distribution. With the initial value being a spike at v =

√
2 the

graphs approach the theoretical distribution as the simulation evolves. The density of this run was
0.4.

2.2.9 Equilibrium and equilibration

The most important state of a molecular system in MD simulations is the state of thermo-
dynamic equilibrium. This is obviously true for equilibrium MD (EMD) simulations, but
also for non-equilibrium MD (NEMD) simulations. NEMD simulation, like most of the
simulations performed for this work, are started from a welldefined state, which is in most
case an equilibrium state.

A molecular system is considered to be in thermal equilibrium if the macroscopic state
does not tend to change in time [19]. In an isolated system, i.e. with constant number of
atoms, volume and energy (NVE), the equilibrium condition is that the entropy must be
constant, i.e.δS = 0. The equivalent condition for systems with constant number of atoms,
pressure and temperature (NPT) is that Gibbs free energy is constant, i.e.δG = 0. Even
if the system is in equilibrium, there will be a constant exchange between kinetic and po-
tential energy which causes these energies to fluctuate around an average value. The effect
is more noticeable for small systems; for large systems the magnitude of the fluctuations
relative to the total energy approaches zero.

It is practically impossible to initialise even a simple molecular simulation in a state
of equilibrium. Rather, the system will be more or less far from equilibrium after each
atom has been assigned with a position and velocity vector. Therefore, the initialisation is
normally followed by an equilibration phase. The equilibration phase is a normal MD run
during which the temperature, i.e. the kinetic energy of thesystem, is controlled. In the
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Figure 2.13: Boltzmann H-function in time for different densities 0.2, 0.4, 0.6 and 0.8; the denser
the faster the convergence.

course of the equilibration, the system will gradually approach an equilibrium state. The
temperature control scheme is explained in the following section.

There are several indications as to whether a system has reached equilibrium. A sim-
ple way is to monitor the instantaneous values of potential,kinetic and total energy [2,
chap. 2]. Here, a successful equilibration is indicated by the asymptotic course of energies
to steady mean values around which they oscillate in the equilibrium state. When using
any kind of flexible boundary conditions, like in some of the simulations performed for this
work, the systems shows large oscillations that arise from oscillations in volume. In such
cases, it is necessary to record the energies and the volume of the system in order to check
for successful equilibration according to the conditionδG = 0. Another way of checking
for equilibration is to verify whether the velocity distribution function has converged to
its predicted form, the Maxwell distribution [153, chap. 2], or to monitor structural order
parameters [2, chap. 5].

For large systems it may be necessary to control the temperature of smaller parts of the
system individually.

Temperature control

A range of schemes have been developed to accomplish this task. These include simple
velocity scaling, heat-bath coupling, Anderson thermostat and the Nośe-Hoover thermostat
[162]. In this work, only simple velocity scaling is used. This scheme scales the velocities
of the atoms by a factor to adjust the current temperature

T =
1

3NkB

∑

i

miv2
i (2.2.34)
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to the desired temperaturesTD. The temperature of the system can be brought toTD by
multiplying the velocity vectors{v} of the atoms with

√
TD/T. Because of the relatively

small size and the inherent fluctuations, velocity scaling should not be performed if the
temperature is within a small window of the desired temperature, i.e.|T − TD| < ǫ. Also,
velocity scaling influences the trajectories significantly, which is why an additional factor
fs is normally used to moderate the strength of the scaling. Thescaled velocities are given
by

v′i = vi

√

fs
TD

T
. (2.2.35)

2.2.10 Energy transfer scheme

Several schemes that are discussed in this work require the transfer of energy to or from a
set of atoms. Since the energy of each atom has a potential andkinetic part, the energy can,
at least in principle, be transferred to or from either of them. However, changes in the po-
tential part would require the repositioning of atoms, which is difficult and entails a number
of side effects. On the other hand, manipulating the kinetic part is relatively uncomplicated;
kinetic energy can be inserted or removed by scaling the atomic velocity vectors. This is
common practise in MD, but has the disadvantage of an involved momentum transfer due
to the change of the velocity vectors. For several schemes used in this work it is crucial to
eliminate any transfer of momentum when transferring energy. For this reason, an adapted
energy transfer scheme is suggested that allows the transfer of kinetic energy only, without
any transfer of momentum.

Let S be the set of atoms to which the energyEtrans is supposed to be transferred to.
The massMS and the velocityvS of the setS are given by

MS =
∑

i ∈ S
mi and vS =

1
MS

∑

i ∈ S
mivi . (2.2.36)

These can be used to determine the total, internal and external kinetic energies,EkS, Ei,kS
andEe,kS, by

EkS =
∑

i ∈ S

1
2

mivi
2 , Ee,kS = EkS −

1
2

MS(vS)2 and Ei,kS = EkS − Ee,kS . (2.2.37)

In order for the total momentum of the setS to stay constant, the energy can only be
transferred into or from internal kinetic energy. This is achieved by scaling the velocity
vectors of the atoms inS:

vnew
i = vold

i f + c , (2.2.38)

with the scaling factorf . The additional correction vectorc ensures the conservation of
overall momentum. It can be shown that the scaling factor andthe correction vector need
to be

f =

√

1− Etrans

Ei,kS
, and c = vS( f − 1) (2.2.39)
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for transferring the energyEtrans. It should be noted that Equation 2.2.39 is undefined if
Etrans < Ei,k. This corresponds to the case where more energy shall be removed than is ac-
tually available as internal kinetic energy in the system. The energy transfer is impossible
in that case.

In some of the investigated schemes, like the one described in Section 7.9, it is necessary
to transfer the energy to a specific dimension. In that case, the energy to be transferred is
a vector itself,Etrans, describing which amount of energy is to be transferred intowhich
dimension. Here, the scaled atomic velocities are

vi
new
α = vi

old
α + cα , (2.2.40)

where the respective dimension isα = {x, y, z}. The scaling vectorf and the correction
vectorc are defined respectively as

fα =

√

1− Etransα

Ei,kSα
and cα = vSα( fα − 1) (2.2.41)

with Ei,kSα being the internal kinetic energy ofS in dimensionα that is calculated by

Ei,kSα =
1
2

∑

i ∈ S
miviα

2 . (2.2.42)

The implemented scheme for the version with separated dimensions is given in Al-
gorithm 3. Both, the general and the dimensional energy transfer can easily be proven
analytically. The implemented algorithms have been testedon sample systems and proved
their functionality on various test cases.

2.3 Computational fluid dynamics: The continuum model

The continuum model is not concerned with the motion of individual atoms. Instead, the
properties of a large number of atoms are summarised to macroscopic quantities, where
the most important are densityρ, flow velocity u, energye, temperatureT and pres-
sure p. Each quantityA is a function of positionx in space and timet. In Cartesian
form this is A(x, t) = A(x, y, z, t) for scalar quantities, i.e.ρ = ρ(x, t), e = e(x, t) and
T = T(x, t). The equivalent notation for vector quantities, such as velocity is u = u(x, t) =
iu(x, y, z, t)+ jv(x, y, z, t)+ kw(x, y, z, t), where the velocity componentsu,v andw are com-
bined to the vectoru = (u, v,w). The Cartesian base vectors arei, j and k. All extensive
quantities are given per unit volume, i.e. mass as density, momentum asρu and energye
is energy per unit volume.e is the total energy density which is the sum of internal and
external energy density (e = ei + ee), where the external energy densityee accounts for
the motion of the fluid:ee =

1
2ρ(u2 + v2 + w2). The internal energy densityei consists of

a potential and kinetic part,ei = ep + ei,k, and the total kinetic energy isek = ee + ei,k.
The physics of the continuum model is based on the conservation of mass, momentum and
energy, which is formulated in a set of equations known as theNavier-Stokes equations.
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Algorithm 3 : Energy transfer algorithm that takes into account the individual dimen-
sions.

MS ← 0;
vS ← 0;
EkS ← 0;
foreachatom i inS do

MS ← MS +mi;
vS ← vS +mivi;
EkS ← EkS + (1/2)miv2

i ;
vS ← vS/MS;
Ei,kS ← EkS − (1/2)MSvS2;
if −Ei,kS < Etrans then

Output error message that not enough internal energy is available;
return ;

for α = x, y, z do
fα =

√

1− Etransα/Ei,kSα;
cα = vSα( fα − 1);

foreachatom i inS do
vi x← vi x fx + cx;
vi y← vi y fy + cy;
vi z← vi z fz+ cz;

These will be presented below. A more extensive presentation can be found in Anderson
[11], Drikakis and Rider [43] or Versteeg and Malalasekera [184].

The equation that describes the conservation of mass is thecontinuity equation, which
is given in its differential form as:

∂ρ

∂t
+ ∇ · (ρu) = 0 . (2.3.1)

For a small fluid element, the first term on the left is the rate of change in time of density.
The second term is theconvective term, which describes the net out flow of mass across the
boundaries of the fluid element.

Starting point for the formulation of the momentum equationis Newton’s second law.
The time rate of the change of the momentumρu of a fluid element with the volumeV
enclosed by surfaceS is equal to the total force acting on the volumeV plus the net mo-
mentum across the surfaceS. Thus, the conservation law for the momentum can be written
as

∂

∂t

∫ ∫ ∫

V
ρu dV = −

∫ ∫

S
u(ρu · n) dS

+

∫ ∫ ∫

V
FV dV +

∫ ∫

S
FS dS . (2.3.2)
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where the first term on the right hand side is the convection ofmomentum across the sur-
faceS. The normal vectorn is the outward pointing unit vector at each point ofS. The
volume forcesFV originate from inertial, gravitational or electromagnetic forces. The sur-
face forces account for the fluid stresses at each point of thesurfaceS. They are given as
FS = n · Π, whereΠ ≡ σi j (i, j = x, y, z) is the stress tensor. Fluid stresses are caused by
the static pressurep and the viscous stresses. Thus, the pressure tensorΠ can be written as

Π = −pI + T , (2.3.3)

whereI is the identity matrix. The viscous stress tensorT is defined as

T =



































τxx τxy τxz

τyx τyy τyz

τzx τzy τzz



































, (2.3.4)

It should be noted thatσi j = τi j for i , j. Normally, the stress tensor,T, is symmetrical,
but in cases like in the presence of electrostatic fields, thesymmetry may be broken [43].

Applying Gauss’s theorem to transform a surface integral into a volume integral, Equa-
tion 2.3.2 can be recast into the differential form

∂(ρu)
∂t
+ ∇ · (ρu ⊗ u) = −∇p+ ∇ ·Π + FV . (2.3.5)

The notation of the operators is explained in the appendix A.The tensor productu ⊗ u is
given by

u ⊗ u =
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wu wv w2



































. (2.3.6)

The third equation ensures the conservation of energy and describes how energy is
transported. It is, therefore, calledenergy equationand given as

∂ρe
∂t
+ ∇ · (uρe) = −∇ · pu + u · ∇ · T + ∇ · q , (2.3.7)

where the flux of heat isq = λ∇T with λ being the thermal conductivity.

The continuity, momentum and energy equations (Equations (2.3.1), (2.3.5) and (2.3.7))
that describe the motion of a fluid in three dimensions contain the variables pressurep and
temperatureT. These have not yet been linked to the other unknowns. Assuming that the
fluid is locally in a thermodynamic equilibrium [184], the equilibrium equations of state
from thermodynamics can be used to establish the missing links. Usingρ ande as state
variables, the pressurep and temperatureT are given by

p = p(ρ,ei) and T = T(ρ,ei) . (2.3.8)
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For a perfect gas, in which the potential energy density is zero (ep = 0), these equations are

p = ρRT and T =
ei

cv
, (2.3.9)

whereei = e− 1
2ρ(u2 + v2 + w2). For a single atomic material, such as the LJ-fluid, the

temperature is simply

T =
2eim
kBρ

. (2.3.10)

Besidep = p(ρ,ei) andT = (ρ,ei), hybrid MD-CFD methods also require the knowl-
edge of the relations between the potential, kinetic and internal energy densities:

ep = ep(ρ,ei) and ei,k = ei,k(ρ,ei) . (2.3.11)

More complex fluids, such as multi-component fluids and/or fluids consisting of large
molecules, require even more equations of state to describethe state of the fluid macro-
scopically.

The viscous stress tensor,T, contains two different type of viscous stressesτi j , the shear
stresses fori , j and the normal stresses fori = j. In Newtonian fluids, the viscous stresses
are related linearly to the strain rate, i.e. velocity gradients. For such fluids, Stokes obtained
for the normal and shear stresses

τxx = 2µ
∂u
∂x
+ λv(∇ · u) (2.3.12a)

τyy = 2µ
∂v
∂y
+ λv(∇ · u) (2.3.12b)

τzz= 2µ
∂w
∂z
+ λv(∇ · u) (2.3.12c)

τxy = τyx = µ

(

∂u
∂y
+
∂v
∂x

)

(2.3.12d)

τxz = τzx = µ

(

∂u
∂z
+
∂w
∂x

)

(2.3.12e)

τyz = τzy = µ

(

∂v
∂z
+
∂w
∂y

)

(2.3.12f)

whereµ is the dynamic (first) viscosity andλv is the bulk (second) viscosity. The bulk
viscosity is difficult to obtain, but for gases a good working approximation isλv = −2

3µ.
For incompressible cases, e.g. liquids,∇·u = 0, so that the normal viscous stresses are zero.

Finally, the equation system that governs the fluid flow is given the conservative form
in Table 2.1. In each of the Equations (2.3.13a) – (2.3.13c),the term on the left side is the
change of the respective quantity in time. On the right hand side, the first terms are the
convective terms, and the second terms are the diffusion terms.



2.3 Computational fluid dynamics: The continuum model 55

∂ρ

∂t
= −∇ · (ρu) (2.3.13a)

∂ρu
∂t

= −∇ · (ρu ⊗ u) − ∇ ·Π (2.3.13b)

∂e
∂t
= −∇ · (eu) − ∇ · (Π · u) − ∇ · q (2.3.13c)

The stress tensorΠ for a Newtonian fluid, the heat flux vectorq and the equations of state
for p andT given by

Π = pI − λv(∇ · u)I − µ[(∇u) + (∇u)T ] , (2.3.13d)

q = λ∇T , (2.3.13e)

p = p(ρ,ei) and T = T(ρ,ei) . (2.3.13f)

Table 2.1: The complete Navier-Stokes equations in differential form.



56 Models and Computational Methods



C H A P T E R 3

Calculation of Macroscopic Quantities

This chapter is concerned with the calculation of macroscopic variables. Dif-
ferent schemes for the assignment of atoms to grid points areexplained. The
necessary relations to calculate the macroscopic variables from detailed atomic
information is given. Furthermore, fluctuations that arisefrom these calculations
are discussed and the relevant estimations for the fluctuations strengths are dis-
cussed.

3.1 Particle to Mesh

The connection from the molecular model to the continuum model is accomplished by
transferring the molecular variables into the macroscopichydrodynamic variables. This
is known as statistical physics. Statistical physics relates the properties of many individ-
ual atoms, i.e. their mass, position, velocities, forces etcetera to the macroscopic variables
such as density, pressure or velocity. The quantities can becalculated globally for the entire
simulation or locally for a small volume around a point. Using local calculations, a grid of
points can be laid into the simulation domain and the calculations be performed locally for
each grid point. A two-dimensional example is illustrated in Figure 3.1. By this, one may
generate profiles, cross-sections, flow fields and similar graphs, which can be related to the
results of continuum simulations.

Assigning the atomic properties to the grid nodes allows to translate the microscopic
state into a grid based macroscopic presentation that is used by the CFD solver. This is
a key element for the hybrid MD-CFD scheme and therefore some attention should be
given to this. Schemes for assigning particles to grid points have been investigated in con-
nection with particle-mesh techniques [94]. Originally, the particle-mesh technique was
invented by Harlow [84] for the simulation of compressible flows. It is widely used in
particle type simulation with long range interactions, such as electrostatic or gravitational
forces. The main applications are simulations of plasmas, gravitational N-body systems
and incompressible fluid flows (vortex method [115]). These methods use the field, such
as the electrostatic or gravitational field, which is presented by the values at the grid nodes,
to compute efficiently far field interactions that otherwise had to be obtained through an

57
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Figure 3.1: Illustration of a mesh laid over a molecular simulation domain. The grid nodes are
displayed as small filled circles at the centre of each cell of the grid. The bigger shaded circles
represent the atoms.

expensive particle to particle evaluation.

Using a three-dimensional cartesian grid, a node is identified by the indexesi, j, k; its
coordinate isx(i, j,k). Generally, a quantityA(i, j,k) of a grid nodei, j,k is calculated as an
instantaneous averageover a finite number of atomsN by

A(i, j,k) = 〈A(i, j,k)〉w =
N

∑

s=1

AsW(d, l) (3.1.1)

whereAs is the propertyA of atoms, d the distance of atoms to nodei, j,k (d = rs− x(i, j,k))
and l the grid cell width. The weighting functionW(d, l) is evaluated for each dimension
separately:

W(d, l) =W(dx, lx)W(dy, ly)W(dz, lz) . (3.1.2)

It depends on the distancedα of the particle to the node and on the cell sizelα in the
respective dimensionα. Three types of weighting functions are commonly used:nearest-
grid-point (NGP),cloud-in-cell(CIC) andtriangular-shaped-cloud(TSC).

For NGP, which is the simplest scheme, the properties of an atom are accounted com-
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pletely to the nearest node. The NGP weighting function is defined as

WNGP(dα, lα) =



























1 dα ≤
lα
2

0 otherwise

. (3.1.3)

As an example, the assignment of three atoms is illustrated on the left hand side of Fig-
ure 3.2. The scheme requires minimum computing time, but because it is of zeroth order,
it shows a discontinues behaviour when atoms move from one cell to another cell. This
introduces noise into the calculations.

In the CIC scheme, atomic properties are considered as a uniform distributed cloud
centered about the atomic position. This is illustrated forone atom on the right hand side
of Figure 3.2. The scheme is linear and the weighting function is given as

WCIC(dα, lα) =



























1− dα
lα

dα ≤ lα

0 otherwise

. (3.1.4)

Though the computational costs are slightly higher than forthe NGP scheme, the numerical
properties are better because it reduces spacial and temporal fluctuations [94]. Particle to
mesh algorithms are also used for the calculation of long range forces from the first deriva-
tive of the potential field. When using the CIC scheme the first derivative is discontinues
and introduces jumps in the forces. For this reason, the TSC scheme was derived. By as-
suming a triangular shape distribution of the atomic properties, it is continuous also for the
first derivative. However, more computational effort is required and because no forces need
to be calculated from the potential field, this scheme is not considered here.

x

x

lx

xi xi+1xi-1

(a) NGP

x

x

lx

xi xi+1xi-1

(b) CIC

Figure 3.2: Weighting function for assigning atoms to a grid node. The left hand side represents
the NGP scheme and the right hand side the CIC scheme.
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3.2 Calculation of specific quantities

Basic quantities

In the previous section, the assignment of atoms to grid nodes was discussed. This part
deals with the concrete formulas for the calculation of the macroscopic quantities from the
properties of the individual atoms. Table 3.1 contains the calculation formulas for the basic
quantities for a cell nodei, j, k from the collectivity of the all atoms, which are indicated
by the subscripts. The weighting functionW(d, l) has been replaced byWs for reasons of
brevity.

Quantity Symbol Formula Equation

mass M(i, j,k) =
∑

s

Wsms (3.2.1)

density ρ(i, j,k) =
M(i, j,k)

V(i, j,k)
(3.2.2)

velocity u(i, j,k) =
1

M(i, j,k)V(i, j,k)

∑

s

Wsmsvs (3.2.3)

potential energy density ep(i, j,k) =
1

V(i, j,k)

∑

s

WsEps (3.2.4)

kinetic energy density ek(i, j,k) =
1

V(i, j,k)

∑

s

Wsms
1
2

vs
2 (3.2.5)

external kinetic energy densityee,k(i, j,k) =
1
2
ρ(i, j,k) v(i, j,k)

2 (3.2.6)

internal kinetic energy densityei,k(i, j,k) = ek(i, j,k) − ee,k(i, j,k) (3.2.7)

total energy density e(i, j,k) = ep(i, j,k) + ek(i, j,k) (3.2.8)

degrees of freedom f(i, j,k) =















∑

s

3Ws















− 3 (3.2.9)

temperature T(i, j,k) =
2ei,k(i, j,k) V(i, j,k)

f(i, j,k)kB
(3.2.10)

Table 3.1: Calculation of the molecular quantities.

3.2.1 Pressure and stress tensor

For hybrid MD-CFD methods the calculation of the scalar pressure and the stress tensor
of molecular system are fundamental and critical. One reason is that the pressure obtained
from the equation of state (Equation 2.3.13f,P = P(ρ,ei)) is used in the continuum for-
mulation and must fit the pressure actually exerted by the molecular system for the same
state, which is defined by densityρ and internal energyei. Generally,P(ρ,ei) is calculated
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in advance for the respective molecular system and it is, therefore, important that the pres-
sures calculated in that stage are correct. Depending on thecoupling scheme, it may also
be necessary to calculate the local pressure or stress tensor during the simulation. Unlike in
the macroscopic limit, where the stress tensor is well defined, its definition from the molec-
ular point of view is less clear. Here, the stress tensor arises from atomic velocities and
interatomic forces, which result from n-body interactions(pair interactions, bond bending,
bond torsion,. . .). Schemes for the calculation of the local and average stress tensor have
been a subject of research since the early MD simulations [99] and still are [88, 203]. The
different schemes that have been suggested include the method ofIrving and Kirkwood
[99], the method of planes [178], and the virial theorem [127].

The most often applied method is the one based on the virial theorem, from which the
instantaneous stress tensor is given by [88]

Π =
1
V

∑

i

mivi ⊗ vi +
∑

i

f i · r i , (3.2.11)

with the first sum being the kinetic pressure and the second sum the pressure due to forces.
The advantage of Equation (3.2.11) is that it uses the total force on each atom and is there-
fore easy to implement and computationally efficient. Unfortunately, it is only appropriate
for the calculation of the average pressure of a simulation box with periodic boundary con-
ditions and not for local stress evaluations [203]. Schemessuitable for the calculation of
the local stress tensor are based on the evaluation of the individual forces between atoms.
For example, Irving and Kirkwood [99] evaluate the forces across an imaginary plane to
obtain the pressure due to forces. Each elementΠαβ of the pressure tensor is given for a
small volumeδV = (δα)3 with the side lengthδα by

Παβ =
1

2Aαδα

∑

i

miviβviα +
1
Aα

∑

r i j∩Aα

fi j β . (3.2.12)

where the first sum is the kinetic pressure. The second sum, the pressure due to forces, runs
over all pair interactionsr i j that act across an imaginary planeAα (r i j ∩ Aα). The planeAα

is located at the centre ofδV, its surface normal vector is parallel toα and its surface area
is Aα. Equation (3.2.12) is only valid for pair interactions. Heinz et al. [88] extended the
method to n-body interactions. The disadvantage of these methods is the computationally
expensive force evaluation, which is why they are not considered in this work.

Independent on the specific calculation of the pressure tensor, the scalar pressure is
obtained from the stress tensor by averaging the main diagonal:

P =
Πxx + Πyy+ Πzz

3
. (3.2.13)

Another method, employed here, for calculating the scalar pressure makes use of the
setup which has two reflecting walls that enclose the molecular region in one dimension
(the other two dimensions are periodical). The pressure on the walls can be calculated by
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integrating the momentum change of the particles that are reflected. The scalar pressure is
then given by

P =
1

Aδtm

∑

i

2mivi , (3.2.14)

where the sum is over the reflected atomsi. The velocityvi is the one before the reflection
which reversesvi to−vi. It should be noted that this approach is not applicable for negative
pressures.

Because the virial based method is only suitable for periodicboundary conditions and
a system using a HSI is essentially non-periodic, the virialmethod can not be applied
in that case. To confirm this, pressure calculations of a system with 5600 LJ-atoms in
gaseous, liquid and solid state have been performed. First,periodic boundary conditions
were applied in all three dimension. Afterwards, periodic boundary conditions were only
applied in y- and z-dimension, whereas the x-dimension was constrained by two reflective
walls. The scalar pressures calculated by Equation (3.2.11) for both types of boundary
conditions differed by approximately 9%. On the other hand, the scalar pressure calculated
by Equation (3.2.14) did correspond to the pressure obtained by Equation (3.2.11) for the
fully-periodic system. These values also agreed with the equation of state published by
Meier [131]. Therefore, Equation (3.2.14) was used for the pressure calculation in this
work, especially to obtain the pressure values for the equation of state,P(ρ,ei).

3.3 Statistical considerations

Because of the small scales considered here, calculations ofany hydrodynamic quantityA,
such as density, velocity or pressure, within one grid cell is obtained from a relatively small
number of atoms. Therefore, these calculated quantities will be subject to fluctuations, both
in space and time. These originate from the thermal motion ofthe atoms and may also be
called thermal fluctuations or noise.

It is important to be able to quantify these fluctuations for several reasons. When
analysing results of any simulation, one needs to give the statistical error as a grade of
the precision, just like in any experiment. In fact, molecular simulations are computa-
tional experiments. In some cases, for example when measuring the flow velocity for small
Mach-numbers, the fluctuations may exceed the actual quantity by several orders of mag-
nitude. For MD-CFD coupling, the fluctuations will be transferred from the MD-domain to
the continuum-domain where it may cause stability problemsfor the CFD-solver. In both
cases, the method of calculation has to be adapted in order tokeep the fluctuation below a
desired level.

For reducing the strength of the fluctuations, one can increase the number of atoms
from which the respective quantity is calculated. This is achieved by increasing the volume
of the cell for which the calculation is performed. However,this approach is limited due
a possible required minimum grid resolution, or in relationto the MD-CFD hybrid simu-
lation, through the thickness of the HSI-layer or the requirements of the coupling scheme.
Often, simulations are run in three dimensions even if the problem is effectively of one or
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two-dimensional nature. In such cases, the cells can be stretched in the third dimension to
increase the volume. The only limitations are the computational resources available. Us-
ing a particle to mesh scheme like CIC, as described in the previous section, also helps to
reduce the fluctuations.

The next three sections focus on the reduction and estimation of fluctuations. The
discussion is started with time averaging and the involved time correlation issues. Subse-
quently, estimates for the fluctuation strength are given.

3.3.1 Time averaging

Another way of reducing statistical fluctuations is to applyadditional averaging for which
two types are available. Firstly, one can average over a number of molecular systems. This
is calledensemble averageand is obtained when a simulation or an experiment is carried
out repeatedly with slightly different initial conditions. The ensemble average is more use-
ful for probabilistic simulations, like DSMC, but for MD it would necessitate running the
same simulation with alternated initial positions and/or velocities. This is not practical
and therefore the second type of averaging, which istime averaging, is usually employed.
Here, the instantaneous values ofA are averaged over a period of timeδtav. For steady
state problems, the only limit of the length of the period, are computational resources. For
unsteady problems, the characteristic time scales of the changes inA pose an upper limit to
δtav. When ensemble and time averages are identical, then the molecular motion is called
ergodic. In this work, only time averaging is used.

Averaging over a period of timeδtav, a macroscopic quantityA at timetm is given by

〈A〉t =
1
δtav

∫ tm+δtav

tm

A(t)dt =
1

Nm

Nm
∑

τm=1

A(τm) , (3.3.1)

where the second equation is the discretised form, for whichA is calculatedNm times dur-
ing δtav. The averaging time is related to the number of calculationsby δtav = Nmδtm .
The measuring time stepδtm is a multiple of the simulation time step:δtm = τmesδt. The
relation factorτmes is any positive integer. In practise, its minimum value is dictated by the
correlation time.

3.3.2 Correlation time

For time averaging, one also has to take into account that subsequent time steps in molec-
ular simulations are correlated. Especially in MD simulations at low densities, the changes
from one time step to the next are small and therefore macroscopic variables are correlated
over many subsequent time steps. Hence, it is inefficient to perform the calculation at ev-
ery simulation time step (δtm = δt). Additionally, there is a danger of underestimating the
variance of the fluctuations [2]. For these reasons,τmesshould be chosen large enough so
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that subsequent calculations are uncorrelated.

A simply way of obtaining the correlation time is to read it off the autocorrelation
function over time lags. The autocorrelation function of a variableA for a series of time
lags is calculated by

φ(A, τc) =
1

Nm− τc

Nm−τc
∑

τm=1

A(τm)A(τm+ τc) , (3.3.2)

whereτc is the time lag and the sum runs over the products of the variable of interest at
the timesτm andτm+ τc. Nm is the number of total calculations available. The most useful
form is probably the correlation coefficient depending on the time lag. It is defined as the
covariancecov(A, τc) over the varianceσ2(A):

ρ(A, τc) =
cov(A, τc)
σ2(A)

, (3.3.3)

cov(A, τc) =
1

Nm− τc

Nm−τc
∑

τm=1

(A(τm) − 〈A〉t)(A(τm+ τc) − 〈A〉t) . (3.3.4)

3.3.3 Fluctuation strength and confidence interval

A useful measure of the strength of fluctuations in time is thestandard deviation of〈A〉τ.
It describes the average deviation of the calculated and time averaged value〈A〉τ from the
true value ofA. Only the necessary relations to calculate the fluctuation strength are in-
cluded in this chapter. For a detailed description please refer to Allen and Tildesley [2],
Chap. 6, Rapaport [153], chap. 4.2 and Hadjiconstantinou et al. [72].

The underlying assumption is that fluctuations in time ofA(t) are Gaussian distributed.
If the individual calculated quantitiesA(τ) are independent from each other, i.e. they are
not correlated and have been obtained at time steps which areseparated more than the
correlation time (τm > τc), the standard deviation of〈A〉τ is defined by

σ(〈A〉t) =
√

σ2(〈A〉t) , (3.3.5)

with σ2(〈A〉t) being the variance of〈A〉t that is simple given by

σ2(〈A〉t) =
σ2(A)

Nm
, (3.3.6)

whereσ2(A) is the variance of the individual valuesA. When obtained from a sufficient
large number of time steps, instead of the strictly unknown varianceσ2(A) the sample
variances2

N−1(A) can be used [25, chap. 16.3]. The variance and the unbiased squared
sample variance are then given by

σ2(A) = s2
Nm−1(A) =

1
Nm− 1

Nm
∑

τm=1

(A(τm) − 〈A〉t)2 . (3.3.7)
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The average deviation from the mean, the standard deviation, is σ(A) =
√

σ2(A) for
the instantaneous values andσ(〈A〉t) =

√

σ2(〈A〉t) = σ(〈A〉t)/
√

Nm for the time average
respectively.

Confidence interval

To obtain a statistically significant average ofA, the minimum number of valuesNm,min

from which the average needs to be taken, can be calculated for a chosen confidence level
Pcl and a relative confidence intervalδlci. For the confidence interval

CONFPcl {〈A〉t(1− δlci) ≤ A ≤ 〈A〉t(1+ δlci)} , (3.3.8)

the minimum sample size is obtained from the relation

Nm,min = 2σ2(A)

(

erf−1(Pcl)
δlci〈A〉t

)2

, (3.3.9)

where erf−1(Pcl) is the inverse error function [114]. The corresponding minimum number
of MD time steps is thenNτ,min = Nm,minτc, whereτc is the correlation time.

Fluctuations

In the MD-CFD hybrid schemes, the state variables densityρ, velocityu and energy density
e are calculated in the molecular dynamics domain and imposedas boundary conditions
on the continuum domain. The knowledge about fluctuations inρ, u ande are therefore
necessary for the construction of the HSI. For a time averaged quantity〈A〉t, the average
fluctuation strength can be defined as the fractional error, which is the standard deviation
of 〈A〉t over its true value:

F〈A〉t =
σ(〈A〉t)
|A| =

√

σ2(〈A〉t)
|A| . (3.3.10)

Now, the most interesting question is: over how many valuesM must one average
to reduce the fractional fluctuation below an acceptable level, for instance below 5 %
(F〈A〉t ≤ 0.05). To this end, Equation (3.3.10) can be rearranged to givethe minimum value
for Nm,min:

Nm,min =
σ2(A)

F2A0
2
, (3.3.11)

whereA0 is the true value or the limit of the average:A0 = lim t→∞〈A〉t.

Of course, the fluctuations can be computed in preliminary test runs before the actual
simulations, but this effort may be saved by using the theoretical derived expressions of
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Hadjiconstantinou et al. [72] for fractional errors in gases and dense fluids. The predictions
are given for: density,ρ; velocity in one dimension,uα; internal energy densitye; tempera-
ture,T; and pressure,P. Since the fluctuation strength is based on the standard deviations
σ(A) of the variables (q.v. Equation (3.3.10)) one has to start with those definitions:

σ(ρ) =
m
√

N
VAc

(3.3.12)

σ(uα) =

√

kBT
mN

(3.3.13)

σ(eint) =

√

kBT2cV(P)N

V2
(3.3.14)

σ(T) =

√

kBT2

cV(P)N
(3.3.15)

σ(P) =
kBT Ac

√
γN

V
. (3.3.16)

It is assumed that the variables of interest are calculated from N atoms. The acoustic num-
ber Ac is the ratio of the speed of sound of the fluid,c, to the speed of sound of an ideal
gas,ai: Ac = a/ai. kB is Boltzmann’s constant,m the molecular mass,cV(P) the isochoric
heat capacity per particle andγ the ratio of the heat capacities:γ = cP(P)/cV(P).

From the instantaneous standard deviations of Equations (3.3.12) – (3.3.16) one easily
obtains the time averaged standard deviation (q.v. Equation (3.3.7)). These can be related
to the absolute variable values:ρ0 for the density;u0α for velocity in dimensionα; eint0 for
the internal energy density;T0 for temperature; andP0 for pressure, to give a prediction for
the fluctuation strength (q.v. Equation (3.3.10)):

F〈ρ〉t =
σ(〈ρ〉t)
ρ0

=
1

√
NmN

1
Ac

(3.3.17)

F〈u〉t =
σ(〈uα〉t)
|u0α|

=
1

√
NmN

1
AcMa

√
γ

(3.3.18)

F〈eint〉t =
σ(〈eint〉t)

ei0
=

1
√

NmN

T N
√

kBcV(P)

eint0V
(3.3.19)

F〈T〉t =
σ(〈T〉t)

T0
=

1
√

NmN

√

kB

cV(P)
(3.3.20)

F〈P〉t =
σ(〈P〉t)

P0
=

1
√

NmN

kBT AcN
√
γ

P0V
, (3.3.21)

whereMa is the local mach-number:Ma = u0α/c. For the cases considered here, i.e. mono
atomic substances,cV(P) = (3/2)kB.
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Rearranging Equations (3.3.17) – (3.3.21), the minimum number of calculation,Nm,min,
over which one needs to average to reduce the fractional fluctuationsF below a desired
level can be determined:

Nρ

m,min =
1
F2

1

NAc2
(3.3.22)

Nu
m,min =

1
F2

1

NAc2Ma2γ
(3.3.23)

Nei
m,min =

1
F2

kBT2cV(P)N

(ei0)2V2
(3.3.24)

NT
m,min =

1
F2

kB

NcV(P)
(3.3.25)

NP
m,min =

1
F2

kB
2T2Ac2N2γ

P0V
. (3.3.26)

3.4 Automatic calculation simulation mode (ACSM)

For calculating a quantity, it is necessary to know about theaccuracy of the calculation.
This is true for experiments as well as for simulations. For equilibrium MD simulations,
the accuracy can be increased arbitrarily, within the computational resources, to a desired
level by running the simulation longer and averaging over more calculated values. A prac-
tical problem one faces is that the varianceσ(A) and correlation timeτc are usually not
known in advance. Hence, the required minimum number of valuesNm,min for achieving
the required accuracy is unknown and thus the minimum numberof time stepsNτ,min which
need to be performed as well. Thus, one needs to run the simulation for a period of time
Nτ,mp which seems appropriate and to calculate the mean, correlation time, variance and
confidence level from the values obtained during this run. Ifthe confidence level is too
low, the simulation has to be extended to the estimated minimum number of integration
time steps (Equation 3.3.9) with a new analysis being carried out. This procedure is re-
peated until the confidence level has reached the required level. Several iterations may be
necessary, since the estimates variance, correlation timeand confidence level change as the
number of calculated values increases.

Executing the described procedure manually, by using statistical software tools1 for the
analysis is elaborate and time consuming. Therefore, anautomatic calculation simulation
mode(ACSM) has been developed by the author and implemented into the MD-code. It
provides a fast and convenient way to calculate variables inequilibrium MD simulations
without the requirement of human interaction. The basic principle is to extended the MD
simulation automatically until the mean value of the calculated variable satisfies the chosen
statistical confidence criteria. As input parameters, the procedure requires

1. the calculation frequencyτmes;

1Such as the mathematical software package MATLAB [119]
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2. the calculation periodNτ,mp;

3. the threshold of the time correlation coefficientρmax;

4. the confidence intervalδlci;

5. the confidence levelPcl.

The flow chart of the ACSM operation mode is plotted in Figure 3.3. During the
first part, the molecular system is initialised and run untila thermal equilibrium has been
reached. Subsequently, the simulation is run in equilibrium state forNτ,mp time steps.
Thereby, the variable of interest is calculated everyτmes time step and appended to an
array that contains all calculated values. The simulation run is followed by the statistical
analysis of the recorded array of values to calculate the mean 〈A〉t, varianceσ2(A), corre-
lation timeτc, minimum number of valuesNm,min and eventually minimum number of time
steps to run,Nτ,min. The results of the statistical analysis are printed into a file to inform
the user about the progress of the calculation and to providean estimate of how many time
steps are still to be performed. The ACSM is finished if the total number of integrated time
steps is bigger than the calculated minimum (Nτ > Nτ,min). Otherwise, the simulation is run
for anotherNτ,mp time steps.

The correlation time is determined by calculating the correlation coefficient ρ(A, τc)
using Equation 3.3.3 forτc increasing stepwise fromτc = 1 by 1 until ρ(A, τc) < σmax.
For τc = 0, the correlation coefficient is unity (ρ(A,0) = 1) and will approach zero for
increasingτc.

The ACSM can be used to conveniently calculate any quantity from a MD simulation in
thermal or dynamic equilibrium to the desired confidence level. It should be noted that the
procedure conditions the calculated variable to be, in principle, constant in time, apart from
the fluctuations. Situations in which this condition is not satisfied will lead to meaningless
results.

3.4.1 State variables for LJ-material

In later chapters, the state variables: potential energy density ep, kinetic energy densityek

and static pressurePs are required for different combinations of density and temperature
of the LJ potential modelled material. These variables havebeen calculated, by using the
ACSM to obtain the desired accuracy. All simulation parameters were chosen to match the
ones that were used for the following simulations in order tobe able to use the calculated
quantities there. The simulations were run in reduced LJ-units (q.v. Section 2.1.5). The
LJ potential was shifted to give zero at the cut-off distance (rc = 2.5,VLJ(rc) = 0). The
employed integration time step wasδt = 5 × 10−3. It should be noted that for ensuring a
perfect total energy conservation, the time step would haveto be chosen one order of mag-
nitude smaller, i.e.δt = 5×10−4. However, for all subsequent simulationsδt = 5×10−3 was
employed to limit the computational effort. Therefore, this time step was used here as well.
To compensate the minor total energy drifts, a weak temperature scaling was employed
every 1,000 time steps with a scaling factorfs = 0.1. A comparison run withδt = 5× 10−4
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Start calculation
equation of state

Initialise basic simulation parameters
and MD domain

Initialise atomic positions and velocities

Run equilibration for target temperature

Run equilibrium simulation
for Nτ,mp time steps,

calculate variableA everyτmestime steps

Calculate mean value ofA

Calculate variance value ofA

Determine correlation time ofA

Calculate minimum number of time stepsNτ,mp

Nτ ← Nτ + Nτ,mp

Nτ > Nτ,mp

End calculation
equation of state

yes

no

Figure 3.3: Flow chart of the automatic calcuation procedure that runs the simulation until the
calculated value satisfies the confidence criteria.

showed basically no differences in the results.

For each state the system was initialised with a fcc lattice with L l = (20,5,5) unit
cells, resulting in 2,000 atoms. The lattice filling scheme that was used for this task is
explained in Section 2.2.8. To calculate the bulk energies,periodic boundary conditions
have been applied in all dimensions. For the calculation of the pressure through the wall
method (q.v. Section 3.2.1), the system was confined by two reflective planes in the x-
dimension. The setup is identical to the one used for the static test case in Section 6.1
which is illustrated in Figure 6.1. For each state, the system was equilibrated to the re-
spective temperature before the ACSM procedure was started.The calculation frequency
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was set toτmes = 10 time steps and the simulation intervals wereNτ,mp = 10,000. The
potential energies were computed by using Equation (3.2.4)and the static pressure from
the reflective wall through Equation (3.2.14).

In Table 3.2 the calculated values for the variablesep(ρ,T), ek(ρ,T) and p(ρ,T) are
given. The values for the kinetic energy density are exact through the prescribed tempera-
ture,ek =

3
2nkbT. The correlation timeτcorr is the time stepτc, where the threshold of the

time correlation coefficient has beenρmax(A, τc) = 0.1. The chosen confidence level for all
cases was 99 %. The left and right sided confidence interval isgiven relative to the mean
value and ranges fromδlci = 1 % to δlci = 0.01 %. The concrete size of the confidence
interval was chosen based on the computational costs to achieve the required accuracy and
the absolute value of the respective variable. Considering aconcrete value from table 3.2,
for example,p(ρ = 0.1,T = 2) = 0.19, it implies that the mean value of a new series of
calculations would be within the interval [0.188,0.191] with 99 % certainty.

State ACSM statistical analysis
ρ T

Variable
Mean Std. dev τcorr δlci Nm,min Nτ,min

ep -0.0555 1.83× 10−6 24 0.1 % 4,001 960,240
0.1 2 ek 0.3 — exact value —

Ps 0.19 0.037 1 1 % 67,694 676,940
ep -3.7512 0.0139 2 0.01 % 9,086 181,720

0.8 1 ek 1.2 — exact value —
Ps 1.63 0.865 1 1 % 21,562 215,620
ep -6.659 0.0239 1 0.01 % 8,525 85,250

1.2 1 ek 1.8 — exact value —
Ps 17.25 51.4 1 0.1 % 188 18,800

Table 3.2: Calculated state variables for the used LJ-material including the statistical accuracy and
minimum time steps. All quantities are given in LJ-units (q.v. Table 6.1).

The last two columns contain the minimum number of calculations Nm,min and inte-
gration time stepsNτ,min. For each considered state, the simulation has been run for the
respective maximumNτ,min. From the data it is obvious that for all states energies can be
calculated with much higher precision than the pressure with comparable computational
effort. When comparing the number of required integration time steps, one needs to bear in
mind that the computational effort per time step is less for lower densities than for higher
ones, because of the lower number of interactions that need to be computed.

The ACSM has shown to be an excellent tool for calculating any equilibrium variable
with a desired precision. After defining the desired correlation time and confidence criteria
the procedure runs independently and the investigator can devote their time to other tasks.
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The Molecular Dynamics Code and Its
Verification

This chapter describes LAMMPS, the molecular dynamics code, that has been
used for this work. The most important fundamental properties of LAMMPS are
presented including the modules that have been added within this work. LAMMPS
has been verified, based on momentum and energy conservation, the radial distri-
bution function of Argon and the collision dynamics of binary cluster collisions.

The implementation of hybrid MD-CFD coupling methods with geometrical coupling
poses a number of special requirements on the MD code. This isdue to the fact that the
boundary of the MD domain at the interface to the CFD domain allows in- and outflow
of material. For this reason, the number of atoms within the MD domain is not constant
throughout the simulation.

Traditionally, MD codes have been developed to simulate a fixed number of atoms. The
internal data and source code structure of these is based on aconstant number of atoms.
For this reason, it would require an inappropriately high programming effort to change such
MD codes in a way that they could handle a varying number of atoms. Consequently, such
MD codes are not suitable for hybrid MD-CFD simulations.

It was necessary to find a MD code that allowed the insertion and removal of atoms
during the actual simulation. At the beginning of the PhD, a MD code with the desired
properties was not available. Thus, the author started the development of a MD code that
would be suitable for geometrical coupling of MD and CFD. However, the development
and especially the verification of a MD code that is flexible, parallelised and can accom-
modate potentials for a broad range of materials is an extensive task, in particularly within
the time frame of a PhD. Therefore, after the publication of LAMMPS [148], it was de-
cided to use this MD code. The reason why LAMMPS is suitable for hybrid MD-CFD
coupling originates in the way in which the parallelisationis achieved. In LAMMPS, the
MD domain is basically subdivided into a cartesian grid of individual sub domains, where
each sub domain is simulated by one processor as a self-contained MD simulations. The
connection between neighbouring sub domains is established by including the atoms inter-
action distance as ‘ghost’ atoms. When crossing the boundaries between the sub domains,
atoms are passed from one processor to another one. Thus, thecode structure of LAMMPS
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enables the insertion and removal of atoms innately. It has been adapted for the purposes
of this work, extended by several modules and used for all performed simulations.

4.1 LAMMPS

LAMMPS was developed at and is distributed by Sandia National Laboraties. The source
code, examples and documentation can be found at [148]. For integrating the atomic motion
in time, a velocity Verlet algorithm is employed. LAMMPS uses the previously explained
optimisation techniques for the computation of the interatomic interaction: cut-off distance,
shifted potential, neighbour lists and linked cell list algorithm for generating the neighbour
lists. Simulations are controlled through a script file, that contains all necessary commands
for setting up and running the simulation. The code itself iswritten in C++, using an
object-orientated structure. This allows a relatively uncomplicated extension of additional
modules into the existing code.

Implementation of additional parts

Several additional parts have been implemented into LAMMPSto be able to perform the
simulations necessary for this work:

ACSM: The automatic calculation simulation mode (ACSM) runs an MD simulation in
static or dynamic equilibrium until a desired precision fora calculated quantity has
been achieved. It is described in Section 3.4.

Grid analysis: This is an analysis module that can be used to relate the molecular states to
the continuum description. For using it, one defines a virtual grid of cells throughout
the molecular domain. For each grid cell, or the grid node in the centre of the cell,
the chosen macroscopic variables are calculated and averaged in time. These may
comprise mass, density, number density, momentum, velocity, temperature, potential
energy, internal kinetic energy, external kinetic energy,total energy and temperature.
The results are printed into a file for further postprocessing. The details of the calcu-
lations are described in Section 3.1. To assign atoms to gridnodes, the NGP or CIC
scheme can be chosen.

Fragment identification: The purpose of this module is to identify fragments of con-
nected atoms. It has been used in the study of colliding cluster, that is being described
in Section 4.3. The algorithm is described in [104].

Reflective wall: This module is based on the algorithm described in Section 7.7. It poses
a boundary for atoms, which are reflected perfectly on it.

Flux boundary conditions: This module is the implementation of the MD flux boundary
conditions that are part of the HSI between MD domain and CFD domain. It is the
central part of this work and was implemented with flexibility as a primary design
target to allow the investigation of the different flux imposition methods. These can
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be switched on or off through a number of parameters. The investigated parameters
are described in chapter 7.

4.2 Basic verfication

Even though LAMMPS is being used by a relatively large community of researchers, the
version that was used in this work was verified with several test cases. For basic verification
a three-dimensional atomic system modelled with the LJ-potential and periodic boundary
conditions was used. The used time step wasδt = 0.005 in LJ-units (Compare table 6.1)
and the cut-off distancerc = 5.0.

Conservation of total momentum and energy

The most basic verification case is to check the conservationof total momentum and total
energy in an equilibrium simulation. For equilibrium simulations with constant number
of atoms, volume and energy, a so called NVE ensemble, the total momentum and energy
must be conserved in time. The tests were performed for gaseous, liquid and solid (fcc
lattice structure) states. In all performed cases, the total momentum and total energy of the
system stayed constant in time.

Radial distribution function

The second basic verification case is concerned with the radial distribution function (RDF),
a structural correlation function that is characteristic of the internal atomic organisation of
a material at a specific state, i.e. at a certain density and temperature. Because the RDF
can be measured experimentally, for example by neutron scattering experiments [201], and
calculated from MD results it is a suitable for verification and validation of a MD code.

Imagine a particle at the positionr1 in a volume element dr1 as part of aN particle
system in a statistical ensemble. The probability that, at the same time, another particle is
at positionr2 in a volume element dr2 (regardless where the remainingN − 2 particles are
located) is proportional to thepair distributionfunctiong(r1, r2) dr1dr2. If the system is in
a homogeneous equilibrium theng(r1, r2)dr1dr2 depends only on the distancer = r1 − r2

between both particles [157]. Furthermore, if isotropy is assumed,g is only a function of
the magnitude of the distancer = |r|. This function is known as radial distribution function
g(r) and is a measurement for the probability of finding a particle at the distancer from
another particle.

For a simple mono-atomic system, in which only pair-interactions are modelled by a
potentialV(r), the radial distribution function is given by [167]

g(r) = V2

∫

dr3 · · · drN exp
[

− 1
kBT

1
2

∑N
i

∑N
j,iV

(

| r i − r j |
)]

∫

dr1 · · · drN exp
[

− 1
kBT

1
2

∑N
i

∑N
j,iV

(

| r i − r j |
)] . (4.2.1)
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Figure 4.1: Comparison of the radial distribution function of Argon (T = 85 K, n = 0.021251/Å3)
between experimental measurements by Yarnell et al. [201] and MD simulationresults using
LAMMPS.

The computation of (4.2.1) poses difficulties. However, using particle positions that have
been computed by a molecular simulation, one can determineg(r) directly by an algorithm
which is formally written as [157]:

g(r) =
V
N

n(r, δr)
4πr2δr

, (4.2.2)

wheren(r, δr) is the number of all particles within a spherical shell thatranges from the
radiusr to r + δr around a randomly selected particle.

The verification was done for Argon at a temperature of 85 K andnumber density of
0.02131/Å3. To model Argon, the Lennard-Jones potential (Equation 2.1.23) with the pa-
rametersǫ = 1.654× 10−21 J andσ = 0.341 nm was used. The simulated system was a
three-dimensional box with periodic boundary conditions containing 27,000 atoms. The
RDF was calculated from all atoms using Equation 4.2.2 up to a distance ofr = 13.6 Å,
every 500 time steps and averaged over 20 independent calculations. In Figure 4.1, the cal-
culated RDF function is plotted together with the RDF functionobtained experimentally
by Yarnell et al. [201] in neutron scattering measurements.The plots show excellent agree-
ment and it can assumed that LAMMPS is verified for simulations using the Lennard-Jones
potential.
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4.3 Study on binary cluster collisions

As a further verification study, an investigation on the binary collision of spherical clus-
ters was performed. The collision results have been compared with models that have been
developed based on the results of binary droplet collisionsexperiments. Beside the pur-
pose of validating the MD code, the investigation also has a number scientific contributions
which are discussed in the following sections. The detailedresults of the study have been
published in [105].

The interaction of particles, i.e. drops, droplets or clusters, play an important role in
various natural phenomena and technical applications. Understanding of collision dynam-
ics of binary droplets under different conditions is pertinent to a broad range of processes
including nucleation and growth of aerosols in the atmosphere [14, 151]; technical sprays
used in material manufacturing processes, internal combustion engines, surface treatment
and coating [108, 149, 151]; sintering during which bulk material is generated through
inter-particle collisions, where the properties of the material depend strongly on the shape
of the coalescence or agglomerated particles [52, 202]; growth, handling and utilisation of
atomic and molecular clusters [100], particularly as applied in cluster beams, where the
growth of clusters is driven by monomer addition and clustercoalescence [169]. Further-
more, research studies have been conducted to understand the fundamental mechanisms
associated with coalescence of liquid drops [45] as well as drop deformation and breakup
in viscous flows [172].

Binary collisions of particles can occur at different scales ranging from macroscopic
particles, such as raindrops, down to nano-sized particles, i.e. clusters and nanodroplets. In
the context of macroscopic scales, binary collision of droplets have been the subject of ex-
tensive investigations over the last few decades. Experimental studies of Ashgriz and POO
[14], Brazier-Smith et al. [23], Brenn et al. [24], Qian and Law[151], Willis and Orme
[196, 197], have identified four main collision modes: coalescence, reflexive separation,
stretching separation and shattering. Models predicting the outcome of a collision for a
given set of initial conditions have been developed and enhanced using experimental re-
sults, e.g. Arkhipov et al. [13], Ashgriz and POO [14], Brazier-Smith et al. [23], Gopinath
and Koch [63], Ko and Ryou [108], Post and Abraham [149]. However, the details of the
collision processes are difficult to obtain through experiments, especially at small length
and time scales.

As an alternative, numerical simulations can be employed toshed light into the details
of collisions. Previous studies on three-dimensional simulations of binary droplet collisions
have been published by Rieber and Frohn [156], based on the incompressible Navier-Stokes
equations in conjunction with the volume-of-fluid method, and Schelke and Frohn [164]
based on the Lattice Boltzmann equation method. Mashayek et al. [128] used the Galerkin
finite element method to simulate the coalescence of liquid droplets in two dimensions.
The method is limited to coalescence and cannot handle separation. Meléan and Sigalotti
[132] employed smoothed particle hydrodynamics (SPH) to simulate the binary collisions
of equal-sized drops in two dimensions, while simulations based on the incompressible
Navier-Stokes equations covering main modes of binary droplet collisions have also been
recently published by Pan and Suga [144].



76 The Molecular Dynamics Code and Its Verification

At nanoscale, the atomic structure of the particles becomesimportant since they consist
of a few hundred or thousand of atoms. At present, these scales are not directly accessible
by experiments, hence, numerical simulations become even more important. Quantum me-
chanical methods such as the density functional theory (DFT) would give the most accurate
results, but they are computationally very expensive and can only be applied to small clus-
ters. MD methods based on phenomenological potential functions to model interatomic
interactions, have turned out to be an excellent tool for conducting numerical experiments
at small scales. Continuum methods would reduce the computational effort even further,
but they are not valid for the simulations of binary collisions in the nanoscale range.

Greenspan [64] and Greenspan and Heath [65] presented two- and three-dimensional
molecular dynamics simulations of droplets consisting of 1,128 molecules interacting via
a Lennard-Jones potential. The simulations showed that coalescence, stretching separation
and shattering modes occur for droplet collision at nanoscale. Wyatt [199] presented re-
sults from MD simulations of binary collision of (H2O)400 droplets using the simple point
charge model (SPC) and a new derived hybrid model (HYB) for the water molecules. The
first systematic investigations of binary collisions were performed by Ming et al. [133] for
Ar1000 clusters, for different collision velocities and angles, confirming the modesfound
in previous studies, i.e. coalescence, stretching separation and shattering. Svanberg et al.
[175] employed the same setup for the simulation of (H2O)125 and (H2O)1000and performed
simulations for two different initial temperatures of 160 K and 300 K in conjunction with
the SPC water model. They found that the boundary between coalescence and stretching
separation is in good agreement with macroscopic models. However, reflexive separation
which is observed at macroscale was not found in any of the above investigations. In a pre-
vious study, the authors have investigated the collision dynamics of the head-on impact of a
small cluster (Ar309) onto a large cluster (Ar10973) for a broad range of impact speeds [104].
Both clusters had an initial temperature of 5 K. In addition tocoalescence, the collisions
resulted in partial scattering, eversion and total disintegration (shattering).

For sintering, collisions between clusters at thermal energies, i.e. at very low speeds,
which are likely to lead to the coalescence of the involved particles, play a key role at
nanoscale level. MD simulations of these processes are performed by starting with two
equilibrated clusters, initially placed in single point contact with each other. As the simu-
lation advances, the attracting interatomic forces cause the coalescence of the two clusters,
which takes place through two distinguishable stages: Initially a neck, following a power-
law growth, forms between the clusters. The neck disappearslater and one particle is
formed. Several authors have compared MD results with phenomenological models for
coalescence time, neck growth, surface area reduction, temperature change and change of
gyration radii. Simulation for coalescence of Si15 clusters were carried out by Blaisten-
Barojas and Zachariah [21]. A combination of MD and DFT was used by Schmidt et al.
[166] to study the fusion and reaction cross sections of small metal-metal cluster collisions.
Zachariah and Carrier [202] performed MD simulations to investigate the morphology of
particles in binary collision of spherical silicon particles, created by coalescence of zero
impact factor (see§4.3.2 for definition), and validate phenomenological models of parti-
cle growth. They found that the shape of the generated particles (from 30 up to 480 atoms)
depends on the size and temperature of the original particles. Similar simulations were
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performed by Hawa and Zachariah [85], for hydrogen-neutralised silicon particles, in or-
der to investigate possibilities of controlling the size ofsilicon particles generated through
vapour phase. Hawa and Zachariah also developed a mathematical model for the coales-
cence of coated particles [86] and extended the investigations to coalescence of unequal
sized particles [87]. Rogan et al. [159] used the embedded atom method (EAM) potential
to model binary collisions between small gold clusters and observed fusion, fragmentation
and scattering collision modes. Arcidiacono et al. [12] hasperformed MD simulations of
coalescence of solid gold nanoparticles for sintering processes. The clusters were mod-
elled by using the glue potential. They reported that coalescence of gold clusters with radii
greater than 20Å agreed well with macroscopic phenomenological models, whereas for
smaller particles the models do not hold.

One aim of the present study is to investigate a variety of phenomena occurring during
the binary collision between spherical particles at nanoscale (henceforth called clusters)
for a broad range of collision angles and impact speeds. Eachcluster consists of approxi-
mately 10,000 atoms, which is about one magnitude bigger than the largest cluster that has
been used in previous binary collision studies. This is an attempt to shed light on the colli-
sion dynamics at nanoscales and examine similarities between nanoscales and macroscopic
scales. Qualitative comparisons with previous MD studies and analytical prediction models
derived for macroscopic droplet collisions, are also presented. In addition to the collision
identification approaches that have been used in previous MDstudies, an alternative iden-
tification scheme is proposed, which enables classificationof the collision phenomena into
main modes and sub-modes with respect to different collision angles and impact speeds.
Finally, it is investigated whether the collision mode referred to as reflexive separation,
which has been observed in macroscopic droplet collisions,occurs at nanoscale.

4.3.1 Molecular model and definitions

MD has been employed in several previous investigations of cluster-cluster [65, 104, 133,
159, 175, 199] and cluster-surface collisions [22, 136, 150, 179, 200].

The clusters of the present study consist of atoms that are modelled by the widely used
12-6 Lennard-Jones (LJ) potential. A distance of 5×σ has been used as cut-off distance in
the present simulations. All units are given in LJ-units (see Table 6.1). Similar to previous
investigations [104], a dimensionless time step of 0.0023 has been used. Different crite-
ria have been used for analysing the computed trajectories.Collision fragments that are
formed during the collision process are classified according to their size. The absolute size,
Sα, of a fragmentα is defined as the number of atoms in the fragment. The relativesize,sα,
is the number of atoms in fragmentα relative to the initial number of atoms in one cluster
N (sα = Sα/N). Using the relative size, fragments have been classified into four categories,
very large, large, medium and small (Table 4.1). The largestfragment is labelled as F1 with
a relative sizes1; the second and third, . . . andNf th largest fragments are labelled as F2, F3,
. . . FNf with relative sizes2, s3, . . .sNf .
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Type Abbrev. s S

very large Fvl 10%≤ s 1000≤ S
large Fl 1%≤ s< 10% 100≤ S < 1000
medium Fm 0.1%≤ s< 1% 10≤ S < 100
small Fs s< 0.1% S < 10

Table 4.1: Classification of fragments according to their size;sandS are the relative and absolute
size of the fragments, respectively.

Depending on the collision dynamics, there may be one or two main fragments. Per
definition, scattered atoms are all atoms that do not belong to the main fragments:

Nsca=

{

2N − S1 : one main fragment
2N − (S1 + S2) : two main fragments

. (4.3.1)

For the identification of fragments the nearest neighbour distance criterion of Stoddard
[171] has been applied with a critical atom separation ofrcl = 1.76. A description of the
fragments detection algorithm can be found in [104].

The analysis of collision dynamics involves the calculation of several fragment and
cluster properties; henceforth, the word fragment will apply to clusters as well. For a frag-
ment Fα the centrerα is considered as the centre of mass. The translational and angular
velocities arevα andωα respectively.ωα is calculated from angular momentumlα and the
inertia tensorIα. In the analysis, both internal and external energies have been considered.
The internal potential energyEα

p,int of a fragment Fα is calculated by the sum of the inter-
actions between the atoms within the cluster. Furthermore,the internal,Eα

k,int, and external,
Eα

k,ext, kinetic energies are used in the analysis of the results.Eα
k,int comprises of the linear,

Eα
kl,ext, and the angular,Eα

ka,ext, parts. The calculation of these variables is standard mechan-
ics and can be found in textbooks, e.g. Goldstein et al. [62].

The fragments temperatures are obtained from the internal kinetic energy by

Tα =
Eα

k,int

2kB f α
, (4.3.2)

wherekB is Boltzmann constant andf α are the degrees of freedom of the fragment;f α =
3Sα − 6 for an atomic fragment.

4.3.2 Setup of the nanoclusters

The initial setup for the two binary clusters, CA and CB, is shown in Figure 4.2. Each
cluster consists ofN = 10,973 atoms, has a diameter ofd ≈ 27, a temperature of 0.33
and an internal potential energy ofEp,int ≈ 8× 104. They have been spherically cut from a
face-centred cubical crystal and equilibrated over 100,000 time steps.
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Figure 4.2: Initial setup of the binary nanoclusters. Both clusters are assigned a speed ofu/2 in
opposite direction. The right cluster is displaced byX in the negative y direction.

The collision dynamics is investigated with respect to relative speedu and impact pa-
rameterX. The absolute velocities are given by
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for the clusters CA and CB, respectively. The linear momentums arepA = NmavA and
pB = NmavB; the initial relative momentum isp= 2Nmau; and the total linear momentum
is pt = pA + pB = 0.

The impact parameter,X, determines how far off-centre the collision occurs and is
defined as the distance from the centre of one cluster to the relative velocity vectoru orig-
inating from the centre of the other cluster [14]. Non-dimensionalisingX yields x that can
be easily related to the collision angleα (Figure 4.3),

x =
X
d
, x = sin(α) . (4.3.4)

For x = 0 (α = 0o) both clusters are subject to head-on collision, whereas for x = 1
(α = 90o) the collision is marginally avoided.

The displacementX must be perpendicular to the relative velocity vectoru that is
aligned to the horizontal direction. Therefore, the right cluster is moved byX in the nega-
tive y direction and the two initial positions of CA and CB are set as
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. (4.3.5)
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Figure 4.3: Relation of impact factorx and collision angleα.

For x , 0 an angular momentuml in the z direction is introduced, which is conserved
throughout the simulation:

lz =
1
2

Nmaux . (4.3.6)

4.3.3 Investigation of the collision dynamics

The collision dynamics of two LJ10973 clusters was investigated for different values of the
impact parameterx in the range of 0 to 1 and at different speeds,u, in the range of 1.58 to
6.33 (non-dimensional). Initially, simulations were carried out for all combination ofx =
{0,0.13,0.24,0.36,0.42,0.5,0.6,0.71,0.87,0.97,0.99} andu = {1.58,3.17,4.75,6.33}, in
order to identify the main collision modes. Furthermore, simulations were performed for
selectedx andu, to obtain a clearer understanding of the transition between the collision
modes and to render more precisely the location of the transition lines. Simulations were
conducted for up to 100,000 time steps (a non-dimensional time interval of 232). Forx =
0.13 andu = 5.33 computations were performed for 250,000 time steps (a non-dimensional
time of 580) in order to investigate the evaporation processes that follow a collision with
relatively high energy. The trajectories have been visualised by using the VMD software
[95].

During the simulation the state of fragmentation was monitored, i.e. the number of very
large,Nvl

f , large,Nl
f , medium,Nm

f , and small fragments,Ns
f ; the number of atoms in each

classNl
a, Nb

a, Nm
a , Ns

a; and the number of scattered atoms,Nsca. Other parameters were
recorded in relation to the two largest fragments F1 and F2 including the total sizes,S1 and
S2; the relative sizes,s1 ands2; the fragments positions,r1 andr2; the velocities,v1 andv2;
their angular velocities,l1 and l2; the linear external kinetic energies,E1

kl,ext andE2
kl,ext; the

angular external kinetic energies,E1
ka,ext andE2

ka,ext; the internal kinetic energies,E1
k,int and

E2
k,int; the internal potential energies,E1

p,int andE2
p,int; the external potential energies,E1

p,ext

andE2
p,ext; and the temperatures,T1 andT2.

An overview of the collision dynamics for different impact factors, velocities, and times
is shown in Figure 4.4. The scale varies between the images inorder to enable visualisation
of the spatial distribution of the resulting fragments. Forlow x and/or low u the collision
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x\u 1.58 1.9 2.53 3.17 3.93 4.75 5.38 6.33

0.00 116 116 116 174 174
0.13 116 116 116 174 174 174
0.24 116 116 116 174 290 174
0.36 116 116 116 116 290 174 232 174
0.42 116 116 116 116 174 116 232 116
0.50 116 116 116 116 116 116
0.60 116 116 116 116 116 116
0.71 116 116 116 116 116 116
0.87 116 116 116 116
0.97 116 35 35 116
1.00 116 35 35 35

Table 4.2: Non-dimensional times at which the fragment parameters were calculated (see Tables
4.3 – 4.5).

results in one main fragment whose shape depends on thex andu values. This collision
mode is referred to ascoalescence(henceforth labelled as (I)). For higherx and/or u values
the collision yields two main fragments and in some cases it may also include satellite
droplets. As described later in more detail, the temporarily formed cluster separates after
being stretched, thus the mode is referred to asstretching separation(labelled as (II)). A
third collision mode,shattering(labelled as (III)), which corresponds to the destruction of
both clusters, occurs for high velocities,u, in connection with low impact factors,x. In the
following section, classification of the collision modes ispresented in detail.

Modes Classification

Different techniques and criteria can be used for identifying the collision modes. One possi-
bility is to classify the dynamics visually as done in experiments [14]. The same procedure
can be used in the context of MD simulations and, additionally, one can obtain a more
thorough analysis of the dynamics using the computed trajectories. To identify the colli-
sion modes the following parameters were employed: the relative size of the largest,s1,
and second largest fragment,s2; and the difference of the relative sizes of the two largest
fragmentss|1−2| = |s1 − s2|. These parameters are calculated at different times (Table 4.2)
depending on the duration of the collision. The values of these parameters for different
impact factors and velocities are given in Tables 4.3 – 4.5.

Identification scheme A: One possibility is to adapt the scheme used by Ming et al.
[133], which comparess1 and s2 with threshold valuescA1 = 70% andcA2 = 20%, re-
spectively. These values provide the best agreement with the visualisations. The collision
modes can then be classified as:

(I) Coalescence fors1 > cA1 = 70%.
(II) Stretching separation fors2 > cA2 = 20%).
(III) Shattering fors1 < cA1 = 70% ands2 > cA2 = 20%.
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Figure 4.4: x − u matrix showing an overview of collision outcomes for different impact factors
and velocities. The scale varies between the individual images because thedistribution of material
in space is different in each case (see Figures 4.5a, 4.5b and 4.6 for classification of modes and
sub-modes). All numbers are non-dimensional.
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x\u 1.58 1.9 2.53 3.17 3.93 4.75 5.38 6.33

0 100.0 99.5 90.7 78.2 58.7
0.13 100.0 99.5 98.4 89.5 77.0 39.6
0.24 100.0 99.6 98.8 48.8 38.5 20.8
0.36 100.0 100.0 99.9 99.7 48.9 43.1 35.8 26.1
0.42 100.0 100.0 99.9 51.3 47.3 45.0 44.6 32.7
0.5 100.0 100.0 99.9 50.4 47.2 40.2
0.6 100.0 100.0 50.1 50.5 47.8 44.2
0.71 100.0 100.0 50.7 49.7 47.8 47.4
0.87 100.0 50.1 49.7 49.8 49.3
0.97 50.1 50.0 49.9 49.9

1 50.0 50.0 50.0 50.0

Table 4.3: Relative size of the largest fragment,s1, for different collision speeds,u and impact
factors,x.

x\u 1.58 1.9 2.53 3.17 3.93 4.75 5.38 6.33

0.00 .0 .0 1.1 1.5 3.8
0.13 .0 .0 .0 1.3 4.8 17.6
0.24 .0 .0 .0 41.4 29.1 20.4
0.36 .0 .0 .0 .0 47.4 43.1 33.1 22.6
0.42 .0 .0 .0 48.1 45.8 43.5 42.0 32.7
0.50 .0 .0 .0 48.4 37.0 38.8
0.60 .0 .0 49.8 48.9 46.9 42.5
0.71 .0 .0 49.0 48.8 47.8 47.0
0.87 .0 49.9 49.5 49.8 49.2
0.97 49.9 49.9 49.9 49.8
1.00 50.0 50.0 50.0 49.9

Table 4.4: Relative size of the second largest fragment,s2, for different collision speeds,u and
impact factors,x.

x\u 1.58 1.9 2.53 3.17 3.93 4.75 5.38 6.33

0 100.0 99.5 89.6 76.7 54.9
0.13 100.0 99.5 98.4 88.3 72.2 22.1
0.24 100.0 99.6 98.8 7.5 9.4 .4
0.36 100.0 100.0 99.9 99.7 1.5 .0 2.7 3.7
0.42 100.0 100.0 99.9 3.1 1.4 1.5 2.6 .1
0.5 100.0 100.0 99.9 2.0 10.3 1.4
0.6 100.0 100.0 .4 1.6 .9 1.6
0.71 100.0 100.0 1.7 .9 .0 .5
0.87 100.0 .2 .2 .0 .1
0.97 .2 .1 .0 .1

1 .0 .0 .0 .0

Table 4.5: Values ofs|1−2|, for different collision speeds,u and impact factors,x.
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(a) Collision modes depending on the impact fac-
tor, x, and velocity,u based on the identification
schemes. Coalescence is denoted by (•), stretch-
ing separation by (◦) and shattering by (N).
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(b) Collision modes depending on the impact fac-
tor, x, and velocity,u based on the identification
schemes B. Coalescence is denoted by (•), stretch-
ing separation by (◦). The shaded area displays the
strength of scattering.

Figure 4.5: Collision modes for two different identification schemes.

Even though these criteria allow, in theory, a collision to belong simultaneously in coa-
lescence and stretching separation modes, none of the simulated cases resulted in this sce-
nario. Applying the above criteria in conjunction with the computeds1 (Table 4.3) ands2

(Table 4.4), yields the collision modes of Figure 4.5a. The transition between coalescence
and stretching separation is clearly identified. The shattering mode is somewhat arbitrarily
defined due to the diffusive nature of the transition towards shattering comparedto the other
two collision modes.

Identification scheme B: This scheme usess|1−2|, i.e. the size difference of the largest
and second largest fragment, to distinguish between coalescence and stretching separation
modes based on a threshold value,c2 = 15%. It also examines the percentage of scattered
atomsNsca/N instead of defining the shattering mode. The criteria for scheme B are listed
as follows:

(I) Coalescence fors|1−2| > cB = 15%).
(II) Stretching fors|1−2| < cB = 15%.

Figure 4.5b demonstrates application of the above criteriaon the present MD results.
The shading denotes the intensity of scattering (Nsca/N), where the dark areas correspond
to strong scattering. The collision dynamics discussed in the next sections is based on
the identification scheme B. The boundaries between the collision modes are shown in Fig-
ure 4.6 including various submodes, which are explained in detail in the following sections.



4.3 Study on binary cluster collisions 85

u

x

1 2 3 4 5 6

0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

0.9

1 (Ia)

(Ib)

(Ic)

(IIa)

(IIb)

(IIc)

(Ic)

(Ia)

(Ib)

(II) 
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4.3.4 Coalescence (I)

Generally, the coalescence mode prevails at low velocities, u, and/or small impact param-
eters,x. Common to all collisions belonging to this mode is the formation of one main
cluster or a droplet that is created by the two original clusters. Scattering of atoms occurs
only at high velocities. The structure, shape, temperatureand motion of the final aggre-
gate, as well as the dynamics of the collision process, differ within the coalescence mode.
The present simulations revealed three different submodes: (a)sticking mode, (b) slide and
locking modeand (c)droplet mode. The locations of these submodes are illustrated in the
x-u diagram of Figure 4.6. Transition between submodes occurs gradually, thus collisions
occurring in the vicinity of borderlines encompass features of two different submodes.

Sticking mode (Ia)

Figure 4.6 shows that foru < 1.58 the sticking submode covers the entire range of impact
factor x, except forx > 0.87, where the collision results in both clusters sticking together,
while their internal structures remaining intact. The shape of the resulting cluster resembles
that of a dumb-bell (Figure 4.4) thus it is also referred to asdumb-bell mode [65].

The collision dynamics of a typical (Ia) case, e.g.x = 0.36 andu = 1.58, is shown in
Figure 4.7. During impact, only the material near the contact interface is deformed. Once
the dumb-bell cluster is created, the two clusters are ‘locked’ to each other. The transla-
tional motion is transformed into rotation. The trajectories of the two original clusters, CA

and CB, are plotted in Figure 4.8; starting on the left side for CA and on the right side for
CB, respectively. For the sticking mode case (x = 0.36,u = 1.58), the initially straight path
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time = 0 time = 4.6 time = 9.3

time = 23.2 time = 46.4 time = 69.6

Figure 4.7: Collision typical to coalescence mode (x = 0.36, u = 1.58) with the resulting cluster
taking a dumb-bell shape.

is followed by a circular one (dashed line in Figure 4.8). Thepoint at which the motion
changes is marked as contact point and this is exactly the position where the two clusters
come into contact. The transition from linear to circular motion occurs in a very short pe-
riod of time. The distance between the mass centres of the twoinitial clusters,rA,B, remains
constant after the clusters have come into contact with eachother (Figure 4.9).

Figures 4.10 and 4.11 show the variation of the angular velocity ω1
z and angular momen-

tum l1z in time of the dumb-bell cluster F1. Before the initial clusters come in contact there
is no rotation. Following impact, the angular momentum,w1

z, steeply rises and reaches
a plateau value, while, as expected, the angular momentum,lz, of the resulting cluster is
conserved (Figure 4.11) .

For impact factorsx < 0.2, the collision can still be characterised as ‘sticking mode’,
even for velocitiesu > 2, with the original clusters being flattened at impact. The dump-
bell shape appearing at loweru is replaced by an elliptical or a spherical shape. A typical
example is the collision forx = 0 andu = 3.17 (Figure 4.4). The change ofrA,Bis shown
in Figure 4.9. The distance between the clusters’ centres issmaller compared to the case
of (x = 0.13,u = 1.58). By further increasing the impact velocity (u > 4), the collision
mode will gradually take on the characteristics defining thedroplet mode. The collision
in sticking mode is governed by transformation of the initial external linear kinetic energy
Ekl,ext into: internal kinetic energyEk,int; internal potential energyEp,int corresponding to
the structural changes of the deformation and angular kinetic energyEka,ext.
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Slide-and-locking mode (Ib)

The slide-and-locking mode forms a narrow (transition) region in x − u space between
coalescence and stretching separation (Figure 4.6). The collision dynamics for a typical
case (x = 0.36,u = 3.17) is shown in Figure 4.12. The clusters are flattened at impact
(t = 4.6 − 11.6) and the initial contact point evolves to a flat, circular interface. The heat
generated at the contact interface liquifies the material inthis region and a (liquid) layer
with reduced friction is formed. This layer acts as a cushionbetween the clusters facil-
itating their sliding along each other. The direction of their motion is slightly deflected
outwards and aligns parallel to the contact interface. During sliding the heat is dissipated
away from the interface to the rest of the cluster thus cooling down the interface and in-
creasing friction. The linear motion is transformed into rotation of the entire complex.
Eventually, the interface ‘locks’ and the sliding motion completely stops, leaving behind a
rotating cluster. The shape of the resulting cluster depends mainly on the extent of flatten-
ing and sliding of the original cluster.

The motion of the clusters can be traced by plotting the position of the mass centres pro-
jected onto a two-dimensional plane (solid line, Ib case in Figure 4.8), where the contact
and locking points as well as sliding area are shown. After the initial contact the clus-
ters’ trajectories remain parallel to each other, while symmetry is preserved throughout.
As the friction increases, the trajectories enter a circular motion and the contact interface
is locked thus not permitting further sliding of the clusters. The distance of the mass cen-
tres,rA,B, (Figure 4.9) shows that the closest approach occurs immediately after the clusters
have come in contact. The distancerA,Bincreases during the sliding phase and approaches
asymptotically a plateau value as sliding continues. The angular momentum,l1z, of the
formed cluster is conserved (Figure 4.11) and the angular velocity, ω1

z, decreases (solid
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lines in figures 4.9 and 4.10). The initial, linear kinetic energy,Ekl,ext, is transformed into:
(i) internal potential energy,Ep,int, causing deformation and increasing pressure; and (ii)
internal kinetic energy,Ek,int, in the vicinity of the contact interface. During the sliding-
and-locking phase, the remaining part ofEkl,ext is transformed intoEk,int and angular kinetic
energy,Eka,ext, of the entire cluster.

Increasing the velocityu results in faster and longer sliding motion, which eventually
leads to the separation of both clusters; this is the transition to the stretching separation
mode. Higher values ofx entail a smaller contact interface. Consequently, the transfor-
mation of impact energy,Ekl,ext, into heat,Ek,int, and deformation,Ep,int, takes place more
slowly and therefore leads to stretching separation.

Further comments are given on how the classification of sticking mode (Ia) and slide-
and-locking modes (Ib) has been obtained. The trajectoriesof the two clusters are projected
onto a two-dimensional (x−y) plane and, if the path follows a straight line after the clusters
come in contact, the collision mode is considered to be (Ib),otherwise it is classified as
(Ia). An example is given in Figure 4.13 for constantu = 3.17 and increasingx. Because
the trajectories of CA and CB are symmetrical, only those of CA are displayed. The path for
x = 0.0 is a straight line (central collision), but because there is no sliding, the collision is
characterised as (Ia). The path forx = 0.13 shows no distinct linear section and is therefore
considered to belong to mode (Ia). Note that the short straight line is due to compression
and flattening of the cluster, thus it does not account for sliding. In increasing the values of
x to 0.24 and 0.36, a distinct linear segment can be found in thetrajectories following the
contact point. Hence, both cases are regarded as mode (Ib). The classification of the colli-
sion modes was also checked by examining simulation movies created using the computed
trajectories.
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Figure 4.12: Development of coalescence featuring slide-and-locking mode (x = 0.36,u = 3.17).
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Figure 4.13: Trajectories of the clusters CA for u = 3.17 and different impact factorsx. For
x = {0,0.13} the collision belongs to sticking mode (Ia), while forx = {0.24,0.36} belongs to
slide-and-locking mode (Ib).
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Droplet mode (Ic)

For impact factorsx < 0.2 and velocitiesu greater than approximately 4.5, the collision
dynamics is classified as droplet mode (Figure 4.6). The highimpact energy results in one
main fragment in liquid phase. In contrast to the previous cases, where the original clusters
can still be identified within the newly formed aggregate, inthe droplet mode the material
of the two initial clusters is mixed. The droplet mode also involves significant scattering
and evaporation as can be seen in Tables 4.3 – 4.5.

The collision dynamics for a typical example (x = 0.13 andu = 5.33) is shown in fig-
ures 4.14a and 4.14b, where each column shows a different view: from the side (along the
z-axis), along the velocity vectoru and from a perspective view. The clusters are flattened
along a planar contact interface (t = 4.6). Radial, disc-like scattering originating from the
contact interface is observed att = 4.6 andt = 9.3. The scattering is due to the transfor-
mation of the largest part of impact energy into heat at the contact interface. The internal
pressure force acts outwards and is opposed by an inward pressure force due to the inter-
atomic and deceleration forces. Because the pressure actingperpendicular tou is much
smaller than the one acting in the direction ofu, the contact interface expands radially.
The expansion overcomes the binding forces and results in asymmetric scattering, which
reaches a peak value att ≈ 14. While the contact interface widens out into a circular plane,
asymmetric momentum distribution forces the planar interface to bend and take an S-like
shape (see, for example, side view att = 23.2 in Figure 4.14a). The onset of this behaviour
is already visible in the slide-and-locking case (Figure 4.12). At later times an elongated
droplet is formed (t = 138.9 in Figure 4.14b), which finally approaches a spherical shape
(last row of Figure 4.14b).

During the collision process, evaporation and condensation of the liquid and gas atoms,
respectively, occur. The process gradually leads to reduced size and temperature of the
formed droplet, while the evaporation rate is also gradually reduced. The effect of evapora-
tion is encountered by condensation of the vapour phase surrounding the droplet. When the
rate of evaporation equals the rate of condensation an equilibrium is achieved. To exam-
ine evaporation and confirm the spherical shape of the final fragment, the simulations have
been extended forx = 0.13,u = 5.38 until t = 925. The change of absolute sizeS1 and
temperatureT1 of the largest fragment, F1, are shown in Figure 4.15. The initial stages are
dominated by scattering and fromt = 34 onwards the decay inS1 is caused by evaporation.
The sudden change att = 122 is due to the separation of a satellite droplet; cf.t = 69.5
andt = 138.9 in Figure 4.14b. The reduction of the absolute sizeS1 shows an asymptotic
behaviour towards the end of the simulation.

Effects of the impact factor

Further investigations have been dedicated to the dependence of angular momentum, an-
gular velocity and distance of the clusters’ centres on the impact factorx. According to
(4.3.6) the angular momentum of the final fragment is determined by the initial setup. The
l1z values obtained from the simulations are shown in Figure 4.17 and agree exactly with the
values calculated by (4.3.6), i.e., follow a linear variation with slope1

2Nmau. Because the
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Figure 4.14: Collision dynamics in coalescence-droplet mode with strong scattering and evapora-
tion, for x = 0.13 andu = 5.33.
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angular momentum is conserved the angular velocityω1
z depends only on the shape of the

final fragment. Figure 4.18 shows that larger impact factorsresult in largerω1
z. Deviation

from this behaviour is observed foru = 3.17 andx = 0.36 because of the slide-and-locking
effect (q.v. Figure 4.12), which results in high values ofI zz, due to the elongated shape of the
formed cluster. The angular velocity,ω1

z, depends on the inertia of the main fragment, F1,
thus depending onrA,B. The normalised distancer |A,B|(normalisation factor is 1/d) between
the clusters’ centres is plotted in Figure 4.16. For low velocities,u = 1.58,1.9, r |A,B|follows
a linear dependency onx. At higher values (e.g., foru = 3.17) the effect of sliding reflects
on the steep increase ofr |A,B|, especially for higherx.

4.3.5 Stretching separation (II)

In stretching separation, the common fragment, i.e. the cluster or droplet that is temporarily
formed by the two original clusters, separates again into two main fragments and, possibly,
into additional satellite fragments. Stretching separation occurs for high impact factors
and/or at high velocities (see Figure 4.5b), and can be further classified into three submodes:
(a) normal stretching separation, (b) stretching separation with satellite dropletsand (c)
shearing-off. A collision is considered to belong to submode (b) if the there is at least
one large fragment beside the two main fragments, while the submodes (a) and (c) can be
distinguished only by observation.

Normal stretching separation (IIa)

Collision dynamics in normal stretching separation share similarities with the slide-and-
locking coalescence mode (Figure 4.6). The major difference is that for the normal stretch-
ing separation the sliding motion is so distinct that stretching of the temporarily formed
cluster causes separation again. Below, the collision dynamics for a typical case corre-
sponding tox = 0.42 andu = 3.17 (Figure 4.19) is explained. The first part of the collision
is identical to that in slide-and-locking mode. Following the impact, both clusters are flat-
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Figure 4.19: Collision dynamics in normal stretching separation mode (IIa) forx = 0.42 and
u = 3.17.

tened along the interface plane and start to slide along eachother. In contrast to mode (Ib)
the sliding motion lasts longer because of higher velocityu and/or smaller contact interface
due to higherx. As the sliding continues the distance between the originalclusters in-
creases. This leads to a narrower contact interface and reduced binding forces. Eventually,
the contact interface shrinks until it breaks. At this pointthe temporary common fragment
has turned around 135 degrees before splitting into two clusters again. The centrifugal
forces prevail over the binding forces, whereas in mode (Ib)the situation is reversed. Fig-
ure 4.19 shows that fromt = 23.2 onwards the interface starts to contract until it becomes
very thin att = 115.2 and eventually breaks apart.

The trajectories of the original clusters CA and CB, as well as the distancerA,Bare plotted
in figures 4.20 and 4.21, respectively. The trajectories indicate sliding after the first contact
of the clusters. The clusters enter a circular path and the distancerA,Bincreases linearly (or
almost linearly) for all cases in collision mode (II). Note that there is no discontinuity at
the separation point.

The conversion of the initial translational energyEkl,ext is identical to mode (Ib). The
only difference is that during stretching and separation the angularenergy of the temporary
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aggregate is transformed back into translational energy,Ekl,ext, of the two final main frag-
ments.

Stretching separation with satellite droplets (IIb)

For high velocities (u > 3.93) and for a broad range of moderate impact factors (0.13≤ x ≤
0.7), the collisions belong to stretching separation mode including production of satellite
droplets (Figure 4.6). A satellite droplet is a large fragment which is not, however, one of
the main fragments. Figure 4.22 shows the development of thecollision for x = 0.42 and
u = 4.75. Note that the impact parameter is the same as for mode (IIa), but at higher impact
velocity. Similar to mode (IIa) the collision begins with flattening of the colliding clusters
along a contact interface. Because of the higher initial impact energy in the present case,
the process features scattering and faster stretching motion. Therefore, less rotation of the
temporary common fragment occurs for (IIb) compared to (IIa).

The material at the contact interface is stretched into a long tubular mass. Around
t = 69, one can observe the formation of three necks along the stretched connection. These
are the points in which the connection breaks into two satellite droplets, while the two main
fragments still continue to move straight in opposite directions (see Figure 4.22 fort = 92.6
andt = 115.6).

The trajectories of the main fragments are shown in Figure 4.20 (dashed lines). After a
short sliding the main fragments continue to travel along a straight line and, therefore, the
distancerA,Bincreases linearly in time (Figure 4.21).
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Figure 4.22: Collision dynamics forx = 0.42 andu = 4.75; the case belongs to stretching separa-
tion mode with satellite droplets (IIb).
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Figure 4.23: Collision dynamics for the shearing-off case (x = 0.87,u = 6.33).

Shearing-off (IIc)

For x > 0.8, the overlapping cross section of the original clusters (see Section 4.3.2) be-
comes very small thus the collision is minimised and the internal structure of the original
clusters is not significantly altered. This case is referredto as shearing-off mode and a
typical scenario is demonstrated in Figure 4.23 forx = 0.87 andu = 6.33. The trajectories
are shown in Figure 4.20 and the distance of the mass centres in Figure 4.21. The binding
forces of the material in the collision region are too small to withstand the inertia of the
entire cluster, thus, fragments of the material are sheared-off. The collision also results in
slight rotation of both clusters. In the shearing-off mode, a small percentage ofEkl,ext is
converted into potential energy,Ep,int, and kinetic energy,Ek, of the scattered atoms.

Effects of the impact factor on stretching separation mode

To assess the effects of the impact factor,x, on the clusters deflection and molecular mixing,
two parameters have been employed: (i) the deflection,β, of a cluster, which is defined by
the angle between the initial velocity vector,u, and the velocity vector of the cluster after
the collision; and (ii) the mixing parameter,m f, representing the mass fraction of a main
fragment that consists of atoms from the other cluster.

The difference ofβA andβB was insignificant for all cases: less than 5% for highu in
connection with lowx, otherwise less than 1%. Figure 4.24 shows the average ofβA and
βB against different impact factor values. As expected,β tends to be zero whenx→ 1. For
u = 3.17,β increases exponentially when decreasingx; lower x entails higher overlapping
regions leading to stronger interaction with the highest value measured in the borderline to
coalescence (forx = 0.5), where the common cluster rotates 135 degrees before it separates.

Them f values for the two main fragments differ less than 6% for lowx combined with
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highu and less than 1% in all other cases. Figure 4.25 shows the averaged mass fractionm f
againstx. The three curves for the velocities almost coincide, suggesting that the impact
velocity has no influence. Instead, the mixing depends primarily on the impact factor and
increases faster for smaller values ofx, reaching a peak value ofm f = 0.36 for x = 0.13.

4.3.6 Discussion and relation to macroscopic droplet collisions

In the past, collision of droplets at macroscopic scales have been the subject of many exper-
imental [13, 14, 23, 24, 151] and numerical [156, 164] investigations. The setup of these
experiments is very similar to the present simulations. There are, however, two noticeable
differences. Firstly, the length-scale of the present simulations is smaller by five orders of
magnitude than the macroscopic droplet experiments. Secondly, in the macroscopic case
the droplets are in liquid phase and retain the same temperature throughout the simulation.
At nanoscale the temperature of the clusters varies significantly during the development of
the collision: the clusters are initially in a solid phase and depending on the collision sce-
nario they are transformed to liquid droplets. Like in previous studies [65, 133, 175, 199],
similarities in the collision dynamics of droplets at macroand nanoscale are examined be-
low, despite the mentioned differences.

Binary droplet collisions at macroscales are characterisedby the impact factor,x, and
the Weber number,We = (ρd/γ) u2, whereρ is the density andγ is the surface tension.
Four modes have been observed: coalescence, stretching separation, reflexive separation
and shattering. These modes correspond to the ones described in the previous section for
collisions at nanoscale. The reflexive separation mode is observed at macroscales for al-
most central collisions (x < 0.25) at high velocities (We≥ 19) [14]. Here, the two droplets
merge to a temporary common droplet, which is elastically flattened into a disc-like or a
torus-like shape during impact. The subsequent reflexive motion, caused by surface ten-
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sion, re-shapes the formed droplet into an elongated cylinder that eventually breaks up into
two droplets. Depending on the values of the Weber number andimpact factor satellite
droplets may be formed.

For the length scales less than 10−8m considered here, reflexive separation was not
observed. This agrees with previous studies for clusters smaller than the ones considered
here, e.g. LJ1000 [133], (H2O)729 [199] and (H2O)1000 [175]. It should be noted that the
clusters in the present study are initially in solid state and, therefore, one cannot exclude
the possibility that reflexive separation may occur for liquids at nanoscale. Because the
clusters are immediately liquified one could argue that the initially solid state is not the
reason for the absence of reflexive separation. Nevertheless, this is a subject of a separate
investigation.

Because all macroscopic investigations have been carried out using liquid droplets, sub-
modes associated with the coalescence mode have not been previously reported [14]. Com-
parison with the results of Brenn et al. [24] shows that the formation of satellite droplets in
the stretching separation mode can be much more pronounced at macro than at nanoscales.

Previous investigations of macroscopic binary droplet collisions have pursued to find
analytical criteria that describe the boundaries between coalescence and stretching sepa-
ration [13, 14, 23]. Ming et al. [133] found satisfactory accuracy between MD simula-
tion results for binary collisions of Ar1000 clusters and the analytical model predictions of
Brazier-Smith et al. [23] . Brazier-Smith’s model is based on the balance of centrifugal
forces and forces originating from the surface tension. Fordroplets of the same diameter,
d, the transition criterion is given by

xcrit =

(

c

√

γ

ρd

)

1
u
, (4.3.7)

where different values of the constantc have been proposed:c = 2.50 by Brazier-Smith
et al. [23] andc = 3.47 by Arkhipov et al. [13]. In the presented work, the densityρ of the
initial cluster is 1.042ma/σ

3. In general, it is difficult to estimate the surface tensionγ of
Lennard-Jones clusters [173] since this depends on the internal structure and temperature
of the clusters [168], which, however, changes during the collision process.

When using the same surface tension value as Ming et al. [133],i.e. γ = 1.7ǫ/σ2,
one obtains similar predictions from the analytical model and simulations. However, the
best agreement between the Brazier-Smith’s/Arkhipov’s model and the present results is
obtained forc

√

ρd/γ = 1.2 (Figure 4.26). For thed andρ considered here, the value of
c
√

ρd/γ = 1.2 implies a surface tensionγ in the range of 3.4− 6.5ǫ/σ2. These values are
still within the range of the surface tension for Lennard-Jones clusters [97].

The discrepancies between the analytical models and simulations may be due to the
following reasons:

For macroscopic particles, the temperature varies insignificantly compared to the nanopar-
ticle case: the smaller the particle size the higher the temperature rises during the collision.
Let us consider two pairs of particlesa andb with diametersda anddb, respectively, and
a diameter ratiof : db = da f . For identical Weber numbersu2

b = u2
a/ f thereby for smaller

particles the impact velocity is higher. Using the definition of the Weber number, one



4.3 Study on binary cluster collisions 99

obtains

u2
b =

Weγ
ρda f

. (4.3.8)

For central impact (X = 0), the external kinetic energy,Ekext =
1
2mu2, is converted entirely

into internal energy. The temperature then changes as

△Tb =
Ekextb

2cm
=

mu2
b

4cm
=

u2
b

4c
=

Weγ
4cρda f

, (4.3.9)

with c being the specific heat capacity, whereu2
b has been replaced by 4.3.8. According to

4.3.9,△Tb ∼ 1/ f , i.e. the smaller the particles, the higher the temperaturerise (for binary
collisions of comparable outcome).

As an example, compare the temperature rise for water droplets of diameter 500µm,
such as in Ashgriz’s [14] experiments, with that of water particles of diameter 10 nm as
used in the presented study. For a typical Weber numberWe= 35; density of waterρ =
1003 kg/m3; surface tensionγ = 73×10−3N/m and specific heat capacitycp = 4.187 J/gK),
the droplets of 500µm colliding with a velocity of 2.26 m/s result in a temperature rise of
3 × 10−4K. This temperature rise should not influence material properties such as surface
tension and viscosity. However, for the nanoscale particles withd = 10 nm a collision with
the same characteristics at 505 m/s will result in a temperature rise of 15 K. Monoatomic
substances like the ones used in the present study have lowerheat capacity and, therefore,
the temperature rise will be even higher. For the cases considered in the present study,
We= 35 andX = 0, the temperature rise was about 30 K (considering that the LJ-potential
represents Argon cluster).

For the nanoparticles considered here, phase transformation occurs, with the tempera-
ture and phase of the material influencing the strength of thebinding forces and, hence, the
details of the collision dynamics including the transitionregime.

Finally, scattering of atoms, especially at high impact velocities, reduces the size of the
clusters significantly in some cases. This effect is not observed in macroscopic droplets
and it is not, therefore, accounted for by (4.3.7). A better fit of the simulation data can be
obtained by usingxcrit = aub instead of (4.3.7), witha = 2 andb = −1.5 for best fitting.
This result is plotted as a solid line in Figure 4.26.

4.3.7 Summary

MD offers the possibility of investigating the details of nanoparticle (molecular clusters
or droplets) collisions, which are more difficult to study by experiments due to the small
length and time scales involved. The collision dynamics of nanoclusters has been inves-
tigated for a broad range of impact factors and speeds. Similar to macroscopic droplets
collision, coalescence and stretching were also found in the present case. The collision
results obtained by MD simulations showed good agreement with collision models derived
from results of experimental investigation of binary droplet collision. Reflexive separation,
another mode observed in macroscopic droplet collisions, was not found for the collision
of the initially solid nanoclusters.



100 The Molecular Dynamics Code and Its Verification

u

x

0 2 4 6

0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

0.9

1

mode (I)
mode (II)

0 1 2 3 4 5 6

xcrit Brazier-Smith/Arkhipov
xcrit Best fitting

Figure 4.26: Comparison of the macroscopic analytical model (dashed line) of Brazier-Smith et al.
[23] (Eq. 4.3.7) with the present MD simulation results as well as an alternative modelxcrit = aub,
a = 2 andb = −1.5, (solid line) proposed here.

Detailed analysis of the collision processes has revealed different submodes that lead
to coalescence, which are classified according to their dynamics into: sticking (Ia), slide-
and-locking (Ib) and droplet (Ic) modes. Submodes also exist within stretching separation:
normal stretching separation (IIa), stretching separation with satellite droplets (IIb) and
shearing-off (IIc). Macroscopic analytical models that describe the borderline between
coalescence and stretching separation were found to describe qualitatively the transition
between the two modes at nanoscale. The development of a new analytical model that de-
scribes collision mode boundaries at nanoscale requires further understanding of the transi-
tion between modes (Ib) and (II). This requires simulationsfor larger clusters and droplets
to be conducted in order to find the lower length-scale limit for the occurrence of reflexive
separation. Future studies should also include a vapour atmosphere surrounding the cluster
in order to capture the equilibrium between evaporation andcondensation.
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Hybrid MD-CFD methods

This chapter discusses methods for multiscale modelling using CFD and MD
methods in conjunction with geometrical decomposition. Theprinciple function
of geometrically coupled MD-CFD methods are explained, in particular the de-
sign of the hybrid solution interface (HSI). Different basic designs of the HSI,
i.e. coupling by state or by flux, are described, including their advantages and de-
ficiencies. The preferred design is selected and reasons forthe choice are given.

In CFD the physical behaviour of the simulated material is modelled by the Navier-
Stokes equations, which are based on the continuity assumption. For this reason, CFD can
only be used for problems where the material within the entire simulation domain forms a
continuum and for which an adequate macroscopic model can bedefined on all boundaries.
For the majority of macroscale problems, well-defined boundary conditions are available.
However, when advancing to nanoscales, one inevitably reaches a point, where the conti-
nuity assumption breaks down because the atomic or molecular properties of the materi-
als start to play a significant role. In such situations molecular simulation methods, such
as MD, need to be used to obtain physically correct results. Theoretically, any problem,
including macroscale problems, could be simulated using molecular methods, providing
the computational effort is not prohibitive. Current computational resources only allow
the simulation of systems smaller than a micrometer, for very short time intervals of few
nanoseconds. Many interesting problems have larger characteristic length and time scales
and are beyond the practical limits of MD methods. Still, in most situations, the continuum
model is valid for the vast majority of the simulation domainand only small parts really re-
quire molecular modelling. In particular this is true for cases, where no macroscopic model
for a boundary can be formulated. There is no convincing reason to waste computational
resources by performing a complete MD simulation of a systemthat can be treated using
CFD techniques for 99 % of the simulation domain. The obvious idea is to decompose the
simulation domain and to use the fast CFD continuum methods for the large parts in which
the continuum model is valid while the computationally expensive MD methods are only
used within small parts for which the continuum model does not hold. An example of a
conceivable setup is sketched in Figure 5.1, where the MD domain is a small part of the
lower boundary. The red lines mark the interfaces between the molecular and continuum
domains.
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MD - region

Continuum region

HSI

Figure 5.1: Schematics of a conceivable application of domain decomposition into continuumand
molecular domain.

Within the individual domains the solution is computed independently through the ac-
cording method. At the interfaces between the domains, a link needs to be established
between the solutions of the two quite different simulation methods. It is the purpose of
the hybrid solution interface(HSI) to create and maintain this link throughout the simu-
lation and to join the domains into one single physical space. From the viewpoint of the
individual simulation method, i.e. CFD or MD, it essentiallyacts as boundary condition.
This perspective also points to another application of the MD-CFD coupling, which is to
provide ‘infinite’ boundary conditions to a MD simulation. To this end, the MD simulation
can be embedded completely or partly into the continuum domain to simulate the far field
for the MD domain, which would be computationally far to expensive to be treated by MD.
Such a setup would enable substantially more realistic MD boundary conditions than those
currently available.

On question that arises is how to decide a priory, which partsof the simulation domain
should be simulated by MD and which by CFD. Generally, there are two types of situations:
(i) where it is unknown in advance which parts of the domain must be modelled molecu-
larly or (ii) where geometrical features enable to determine the locations of MD regions.
However, even if one knows where to place the MD regions, there is still the question of
how large these regions need to be. Therefore, a sensible possible approach in situation
(ii) is to perform a hybrid MD-CFD simulation with an initial guess and to correct the size
of the MD domain if necessary. Alternatively and in case of situation (i), one can run the
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entire domain as a CFD simulation and decide based on the simulation result, like the lo-
cation of strong gradients, mixing regions or material interfaces, which regions need to be
changed to MD. For DSMC-CFD hybrid methods, Garcia et al. [59] developed an adaptive
mesh and algorithm refinement method that refines the mesh of the CFD solver depending
on the flow situation and initiates a DSMC simulation in cellsthat are smaller than a certain
critical size. For the MD-CFD hybrid methods a similar approach is conceivable, but the
development of the necessary coupling methods has not progressed sufficiently far yet.

5.1 Principle HSI construction

The first step in constructing the HSI is to identify its required properties. Independent of
the specific design, a number of requirements can be given:

• The conservation of mass, momentum and energy fluxes across the interface as the
most basic physical principle must be satisfied. Any mass, momentum or energy
flowing out at one side of the interface must enter on the opposite side of it.

• The gradients of the primitive variables must be continuousacross the interface in
space and time.

• The profiles of the primitive variables, such as density, velocity or temperature, across
the interface must be physically correct. The position of the interface should not
be recognisable from the solution of the simulation. This means that close to the
interface, the hybrid MD-CFD solution should be identical toa solution obtained by
using one simulation method, CFD or MD, exclusively.

• The design of the HSI should be as simple as possible.

• In terms of computational resources, the HSI must be inexpensive. Otherwise, the
advantage in calculation speed over a pure MD simulation would be diminished.

In Figure 5.2 the principle construction of the HSI is sketched. At the interface the
molecular and the continuum domain overlap; how far dependson the scheme used and
will be explained in the subsequent sections of this chapter. The figure also indicates the
two different ways of modelling the material in both domains, the continuum domain on the
left and the molecular domain on the right. To solve the continuum domain, a finite volume
method would be used, for which the domain is subdivided intocells. The state of the
material, i.e. the primitive variables of density, momentum and energy density, is stored for
each cell. The simulation is advanced by calculating the fluxes across the surfaces between
the cells. The obtained fluxes are then integrated over the faces of each cell and added to
the primitive variables that define the cell state. The cellsadjacent to the interface, which
are coloured blue in Figure 5.2, are called boundary cells. In the displayed case, their right
side coincides with the interface to the molecular domain. The cells on the right of the
boundary cell are so called ghost cells. These are auxiliarycells with a single purpose of
imposing the boundary conditions onto the boundary cells.

In the molecular domain, the properties of each individual atom, i.e. its mass, position
and velocity, are stored explicitly. These atoms move freely according to governing equa-
tions of MD and there is no explicit boundary confining them within the molecular domain.
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Instead, the HSI needs to ensure that the atoms are kept within the molecular domain and
do not move uncontrolled into the continuum domain. Because,the molecular dynamics
method is grid less,virtual cellsat the interface must be defined that can be mapped onto
the respective continuum grid cells. The name ‘virtual’ symbolises that there are no real
grid cells in the molecular domain; rather, the virtual cellspecifies a volume and there-
fore the atoms inside the respective volume. For obvious reasons the virtual cells of the
molecular side must be defined in such a way that they coincidewith the ghost cells of
the continuum domain. The coupling will be established between the respective continuum
and virtual molecular cells whose normal projection on the interface coincide. The num-
ber of overlapping cell rows depends on the coupling scheme,with a minimum of two cells.

Continuum domain Molecular domain

Ghost cells

Interface

Boundary cells

Figure 5.2: Principle overview of the HSI between CFD grid on the left side and atom based MD
domain on the right.

In any conceivable MD-CFD coupling scheme the coupling must be established in two
directions: from molecular to continuum (M→ C) and from continuum to molecular (C→
M). These two parts are largely independent of each other, which is easily understood when
considering the case where one of the domains is kept constant, so that only the part of the
coupling in direction of the non-constant domain has an effect. Of course, in a fully cou-
pled situation both directions will influence each other, though indirectly, through changes
in the states of the materials close to the interface.

For both directions, the coupling is performed in three steps: 1. Calculation of the nec-
essary quantities on the source side; 2. Translation of these quantities into the formulation
of the destination side; 3. Imposing the translated quantities onto the destination side. On
which quantity the coupling should be based on, has been the subject of previous investiga-
tions on the coupling of continuum and molecular simulationmethods. It has been found
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that it can be based on cell states or on fluxes [38]. These two different approaches are
discussed within the next two sections.

5.2 Coupling by state

Coupling by states means that the coupling is realised troughcalculating, transferring and
imposing cell states, i.e. density, momentum and energy [70]. Figure 5.3 is an illustration
of the one-dimensional setup for coupling of states with thecontinuum domain on the left
and the molecular domain on the right respectively. Physically, both domains form a single
one-dimensional space. The exploded drawing fashion is used to give a better view on the
functionality of this coupling approach. As can be seen in Figure 5.3, both domains are
overlapping on the interface by one cell on each side. Generally, this could be extended
to a higher number of cell pairs, for example when employing higher order CFD schemes.
More than one cell one the molecular side would enable to enforce gradients and instead
of pure states. However, for the purposes of explaining the principle, the minimum cell
number is sufficient. The red arrows between the two domains symbolise the direction of
the coupling. For the M→ C coupling, the cell state of the inner virtual molecular cell
is calculated, translated into continuum formulation and imposed onto the ghost cell of
the continuum domain. Inversely, the C→ M coupling is established by translating the
cell state of the boundary cell of the continuum domain into molecular formulation and
imposing it onto the outer virtual cell of the molecular domain.

CaM
(impose the continuum cell state

onto the molecular cell)

(impose the continuum cell state
MM

Continuum domain

Molecular domain

Interface

Interface

outer

 virtual cell
inner

virtual cell

MaC
(impose the molecular state

onto continuum cell state)

ghost cellboundary cell

Figure 5.3: A one-dimensional illustration of coupling by state in both directions. The continuum
and molecular domains are exploded to aid visualisation. The arrows symbolisethe transfer of cell
states.

To translate cell states between the continuum and molecular formulation, it is neces-
sary to relate continuum and molecular cell quantities to each other. Table 5.1 compares
the primitive variables1 and the corresponding molecular formulas for the cell states. The
sums in the molecular formulas are taken over all the atomsi within the cellC, which has

1In continuum formulation, variables that describe the cellstate are denoted as primitive variables.
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the volumeVC. The assignment of the atoms to the cell is done either by the NCP or CIC
scheme. These are described in Section 3.1.

It is the fundamental assumption of the continuum formulation that each quantity rep-
resents the local average of a large number of atoms over a sufficient period of time. That
means that the represented material is in a local equilibrium, i.e. microscopic fluctuations
in space and time are negligible. On the molecular side, in most cases the number of atoms
over which the sum is taken will be far below the required number of atoms for achiev-
ing practically zero fluctuations. Hence, the molecular side will be subject to fluctuations
which have no equivalent expression on the continuum side. To compensate for this dis-
crepancy one can introduce fluctuation terms into the continuum equations [48]. Without
extra fluctuation terms, the standard way of reducing the fluctuations to an acceptable level
is to average the molecular expressions in time, which is expressed by the angular brackets
(〈. . .〉t) in the equations 5.2.1 – 5.2.3. For a detailed discussion ontime averaging, including
choosing the appropriate parameters, such as sampling rateand minimum sample number,
the reader should refer to the previous Section 3.3.

For reasons of lucidity the macroscopic model is based on a single species; multi species
cases would require additional primitive variables. Such cases are not addressed in this
work.

Both models, the continuum and molecular, describe the same cell state. Obviously,
the degrees of freedom in the microscopic formulation of themolecular version are much
greater than that of the macroscopic continuum one. For a mono atomic system, the molec-
ular side hasDo f M = 6N degrees of freedom, compared toDo fC = 5 of the continuum
side. In thermodynamic language this is the relation of the number of microscopic states
that correspond to the macroscopic state, known as entropy.If the material is locally in
equilibrium, then the entropy must be maximal.

The M→ C coupling by state is relatively uncomplicated, asρ, ρu ande can be ob-
tained directly from the molecular formulation. These values are simply assigned directly
to the corresponding ghost cell. In terms of information transfer, the detailed microscopic
description is condensed into five macroscopic primitive variables.

The C→ M coupling is more difficult [193]. It requires the reconstruction of the mi-
croscopic state withDo f M = 6N from the macroscopic state withDo fC = 5. The dif-
ference in degrees of freedom means that the microscopic state can not be generated from
the macroscopic information without additional assumptions or stochastically generated
values. While the number of atoms in the cell can easily be obtained byNC = ρVC, the po-
sitions and velocities must be chosen in a way that equations5.2.2 and 5.2.3 are satisfied.
Still, a tremendously large number of possible combinations fulfill these requirements. In
order to satisfy the second law of thermodynamics, only microscopic states with maximum
entropy are allowed. Therefore, positions and velocities of the atoms in the outer virtual
cell must be generated randomly in a way that satisfies equations 5.2.1 – 5.2.3 and the
second law of thermodynamics. This is an extremely difficult task, algorithmically and in
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Quantity Continuum Molecular Equation

Density ρ =
1

VC

〈

∑

i ∈C

mi

〉

t

(5.2.1)

Momentum ρu =
1

VC

〈

∑

i ∈C

mivi

〉

t

(5.2.2)

Energy e =
1

VC

〈

∑

i ∈C

Epi + Eki

〉

t

=
1

VC

〈

∑

i ∈C

Epi +
1
2

miv2
i

〉

t

(5.2.3)

Table 5.1: Primitive variables in continuum and molecular formulation.

terms of computational effort.

5.3 Coupling by fluxes

Contrary to coupling by state, coupling by fluxes does not exchange the state of material
itself but fluxes of the properties that define the state, i.e.the conservative variables. Thus,
coupling by fluxes is close to the functionality of a finite volume CFD-sover [54], where
the algorithm calculates the fluxes between adjacent cells and changes the conservative
variables by the sum of the these fluxes (compare Section 2.3). The flux of the conservative
variables mass, momentum and energy is distinguished by theway of transport into flux
by convection, stress and conduction [38]. A convective fluxis the transport of a quantity
bound to a fluid element which moves from one place to another through the flow field.
Flux by stress and flux by conduction are the transport of a conservative quantity through
interatomic forces, predominantly in solids, and/or diffusion, predominantly in gases. For
a single species compressible material, there are six different fluxes in total:

• convective mass fluxFmc,

• convective momentum fluxFpc,

• convective energy fluxFec,

• momentum flux due to stressFps,

• energy flux due to stress (dissipation)Fes and

• conductive energy fluxFeq.
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For incompressible isothermal cases, the fluxes are reducedto mass flux and momentum
fluxes by convection and by stress, which simplifies the coupling by fluxes significantly.
For this reasons, most previous coupling investigations have been limited to isothermal in-
compressible flows [17, 47, 193].

Figure 5.4 gives an illustration of coupling by fluxes. Similar to the previous figure
for coupling by states, the one-dimensional physical spaceis divided into a continuum and
molecular domain, which overlap at the interface by one cellon each side.

For the C→ M direction, the fluxes are calculated by the CFD-solver on thewestern
face of the boundary cell. Then, these fluxes are translated into molecular formulation
and imposed onto the outer virtual cell of the molecular domain. Reversely, the M→ C
coupling is established by calculating the fluxes across theeastern face of the inner virtual
cell of the molecular domain and imposing them onto the ghostcell in the continuum do-
main. It should be noted that the described combination of cells is not the only possible
one. Moreover, it is imaginable to establish flux coupling inother combinations as well.
However, this work concentrates on the basic principles; and these are the same for every
combination.

C
a

M
Continuum domain

Molecular domain

Interface

Interface

outer

 virtual cell
inner

virtual cell

M
a

C

ghost cellboundary cell

Figure 5.4: A one-dimensional illustration of coupling by fluxes in both directions. The continuum
and molecular domains are exploded to aid visualisation. The arrows symboliseimposing the fluxes
that have been calculated across the face between two cells of one domain onto the respective cell
in the other domain.

Before beginning to discuss the fluxes coupling, it is necessary to establish a number of
fundamental conventions. The flux of any quantity,A, can be given either for a volume,V,
or across a surfaceS. For a volume, the flux is a vector quantity that states how much ofA
per volume and time flows in which direction:

FV
A = An , (5.3.1)

where the unity vectorn points in the direction of the flux.A is the quantity per volume
and time. The flux ofA across the surface,FS

A, is a scalar that states how much ofA flows
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Figure 5.5: Flux coupling schemes on the molecular side.

acrossS per volume and time. The volume and surface fluxes are connected through

FS
A = FV

A · nS , (5.3.2)

wherenS is the unity normal vector of the surfaceS. Any flux in this document that is
given without specific specification refers to a surface flux,i.e. FA = FS

A.

The fluxes of a quantityA across the surfaces that confine a cell are related to the
change ofA inside this cell. To this end, the directions of the cell faces must be defined
and for this work, the surface vectors of the cell faces pointinwards for each cell. For a
three-dimensional cartesian grid, each cell is enclosed bysix faces with the normal vectors
nw = (1,0,0)T on the western face,ne = (−1,0,0)T on the eastern face,ns = (0,1,0)T on
the southern face,nn = (0,−1,0)T on the northern face,nb = (0,0,1)T on the bottom face
andnt = (0,0,−1)T on the top face. Thus, the rate of change ofA inside a cell is the sum of
all fluxes at each cell faceFV

A times the respective cell surface vectornS times the surface
areaAS:

∂A
∂t
=

∑

S

FV
A · (ASnS) =

∑

S

FS
AAS . (5.3.3)

The sum is over the western, eastern, southern, northern, bottom and top cell faces, i.e.S =
{w,e, s,n,b, t}.

5.3.1 M→ C flux coupling

For the M→C direction of the flux coupling, there are two conceivable ways of calculating
the fluxes on the molecular side. One approach, illustrated in Figure 5.5a, calculates the
fluxes across the surface directly. The alternative, which is indicated in Figure 5.5b, is to
obtain the fluxes from the atoms within a finite volume that encloses the surface of interest.
The translation of the fluxes from the molecular to the continuum formulation differs in the
two schemes.

Calculating molecular fluxes across the surfaceS: The molecular-continuum relations
for the molecular mass, momentum and energy flux across the surfaceS are given by the
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equations 5.3.4 – 5.3.9 in Table 5.2, wherenS is the normal vector of the surface across
which the flux is calculated. For the reasons explained in theprevious paragraphs on cou-
pling by states, all molecular expressions are time averaged using Equation 3.3.1. It is im-
portant to note that the equated molecular and continuum expressions are no actual fluxes
themselves, but rather the resulting increase or decrease of the flowing quantity in time,
i.e. ∂A/∂t. This is due to the way in which the convective fluxes are calculated on the
molecular side.

The convective fluxes in the equations 5.3.4 – 5.3.9 are obtained by summing over all
atomsi that have crossed the surfaceS during the period of calculation. Their contribution
is either positive or negative, depending on the direction in which they have moved across
the surfaceS (sign(vi · n)). Because the calculation is based on atoms that have crossed S,
the convective fluxes are directly bound to the actual surfaceS.

The sum
∑

i, j in the stress and dissipative flux terms stands for the doublesum
∑

i
∑

j,
where the former sum is over all atomsi on the side of the surface at which the surface
vectornS is pointing. The latter sum is over all atomsj on the other side ofS. Here, only
the pairwise interactions are included. For interactions between more atoms, the sum will
be over the resulting forces on each atomi across the surfaceS.

Flux Continuum Molecular Eq.

Mass

convective ρu · nS =
1

AS

〈

∑

i that
crossedS

mi sign(vi · nS)

〉

(5.3.4)

Momentum

convective (ρu ⊗ u) · nS =
1

AS

〈

∑

i that
crossedS

mivi sign(vi · nS)

〉

(5.3.5)

stress Π · nS =
1

AS

〈

∑

i, j

f i j

〉

(5.3.6)

Energy

convective eu · nS =
1

AS

〈

∑

i that
crossedS

Ei sign(vi · nS)

〉

(5.3.7)

dissipative (Π · u) · nS =
1

AS

〈

∑

i, j

f i j ·
∑

i

vi

〉

(5.3.8)

conductive q · nS =
1

AS

〈

∑

i, j

f i j · vi −
∑

i, j

f i j ·
∑

i

vi

〉

(5.3.9)

Table 5.2: Molecular fluxes calculated across a surfaceS translated to continuum fluxes.

Calculating molecular fluxes from a volumeVS: Calculating the fluxes from a volume
VS that encloses the surfaceS, first requires the definition of the volumeVS [188]. In Fig-
ure 5.5b this volume is the red shaded area. The size ofVS must be chosen as a compromise
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between minimising the fluctuations and accuracy in terms ofposition. In Table 5.3 the re-
lations to translate the fluxes from molecular to continuum formulation are given. Unlike
the flux calculation across the surface, these expressions are actual fluxes and stand for the
flow velocity of the respective quantity. As for the previously given relations, the molecular
fluxes are time averaged to cancel the intrinsic fluctuations. The double sums

∑

i, j∈VS
in the

formulations for stress and dissipative fluxes are over all pairs of atoms inside the volume
VS. The termr i j ⊗ f i j is effectively a viral [127] and may be substituted by other equivalent
formulations for the local stresses in molecular system, such as the one from Zimmerman
et al. [203]. The dissipative and conductive energy fluxes have been merged into Equa-
tion 5.3.14, because it was not possible to find separate expressions for each of the fluxes in
molecular formulation for a finite volume. The reason for this is that both the energy trans-
fer by dissipation and by heat conduction have their molecular origin in diffusion processes
and energy exchange through interatomic forces. These can not be separated in a situation
that involves both energy transfer mechanisms.

Flux Continuum Molecular Eq.

Mass

convective ρu =
1

VS

〈

∑

i ∈ VS

mivi

〉

(5.3.10)

Momentum

convective ρu ⊗ u =
1

VS

〈

∑

i ∈VS

mivi ⊗ vi

〉

(5.3.11)

stress Π =
1

VS

〈

∑

i, j ∈VS

r i j ⊗ f i j

〉

(5.3.12)

Energy

convective eu =
1

VS

〈

∑

i ∈ VS

Eivi

〉

(5.3.13)

dissipative

+ conductive
Π · u + q =

1
VS

〈

∑

i, j ∈VS

(r i j ⊗ f i j ) · vi

〉

(5.3.14)

Table 5.3: Molecular fluxes calculated from a volumeVS translated to continuum fluxes.

5.3.2 C→M flux coupling

For flux coupling in C→ M direction, the fluxes are calculated by the CFD-solver, trans-
lated to molecular formulation and imposed onto a virtual cell in the molecular domain.
In Figure 5.5c, the C→ M flux transfer is illustrated for the one-dimensional case of Fig-
ure 5.4. The cell face corresponds to the left cell face of theouter virtual molecular cell.
It also forms the boundary of the molecular domain. Generally, no atoms are on the left
side of the cell face, though this depends on the scheme whichis used to impose the flux
onto the molecular region. The flux imposing scheme must ensure that the exact values of
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the mass, momentum and energy fluxes that have been calculated by the CFD-solver are
introduced into the cell.

Table 5.4 is a summary of the translation from continuum intomolecular formulation
for the C→M coupling. Positive convective mass fluxes,ρu · n, correspond to an influx of
atoms across the cell face into the outer virtual cell. Inversely, a negative convective mass
flux means that atoms flow out of the cell across the cell face. Because the cell face also
forms the outer boundary of the molecular domain, inflowing atoms must be generated and
inserted. Respectively, outflowing atoms must be deleted. How this can be accomplished
is the subject of the following chapter.

The atomic in- and outflows in Equation 5.3.15 are accounted by the sum over the
generated or removed atoms. The termsi, which is defined in Equation 5.3.21, stands for
the increasing or decreasing contribution of the atomi, depending on whether the atom is
inserted or removed.si also occurs in the convective momentum and energy flux equations
5.3.16 and 5.3.18.

Momentum transfer due to stresses are related in Equation 5.3.17. On a molecular level,
the momentum flux by stress, (Π · u) · nS, corresponds to an external force,f ext, across the
cell face on the atoms close to the surface. The distributionof the total force,Fext, into the
individual forces,f ext

i , onto each atomi depends on the employed scheme. Applying the
external force,f ext, onto the atoms on the boundary an atom entails an energy transfer of
∑

i f i ·vi, which is required to match the dissipative energy flux, (Π ·u) ·n (Equation 5.3.19).
As will be demonstrated in the following sections, matchingthese fluxes is one of the major
difficulties in designing a HSI.

Finally, the conductive heat flux,q · nS, is translated in a molecular energy flux〈Q〉.
The molecular energy flux may be realised easily through velocity scaling or by employing
a thermostat.

5.4 Which type of coupling?

The two previous sections gave a description of the different principle construction possi-
bilities for the HSI between CFD and MD in both directions. Thelogical question, which
one of them is best to be used, can currently not be answered with complete satisfaction,
because the research field of hybrid MD-CFD methods is still inits infancy. This work fo-
cuses on a combination of coupling by state for the M→C direction and coupling by fluxes
for the C→ M direction. An illustration of the setup is given in Figure 5.6. The reason for
this choice becomes clear when considering the advantages and the involved difficulties of
different coupling types.

M → C direction: For the M→ C direction, coupling by state is the most easy and un-
complicated version. Using equations 5.2.1 – 5.2.3, the states, i.e. the primitive variables,
are easily calculated for the virtual molecular cells and can simply be assigned to the cor-
responding continuum cells. The procedure requires minimum computational effort, since
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Flux Continuum Molecular Equation

Mass

convective ρu · nS =
1

AS

〈

∑

i

mi si

〉

(5.3.15)

Momentum

convective (ρu ⊗ u) · nS =
1

AS

〈

∑

i

mivi si

〉

(5.3.16)

stress Π · nS =
1

AS

〈

∑

i

f ext
i

〉

(5.3.17)

Energy

convective eu · nS =
1

AS

〈

∑

i

Ei si

〉

(5.3.18)

dissipative (Π · u) · nS =
1

AS

〈

∑

i

f ext
i · vi

〉

(5.3.19)

conductive q · nS =
1

AS
〈Q〉 (5.3.20)

Auxiliary terms

convective si =















1 for an inflown atom,

−1 for an outflown atom
(5.3.21)

Table 5.4: Continuum fluxes across a surface translated to molecular fluxes and applied to a molec-
ular volume.

it only involves the summation of basic atomic properties that are directly stored by the
MD-solver, i.e.{mi}, {r i} and{vi} are calculated each time step, i.e.{Ei}. The alternatives,
which are to calculate the fluxes over a cell face or for a volume enclosing the cell face,
pose some difficulties.

For calculating fluxes across the surface, problems arise inconjunction with the nu-
merical integrator. When an atom crosses the surface that is interacting with other atoms
ambiguities arise over the contribution of this atom to the stress and energy terms in equa-
tions 5.3.6 and 5.3.8. Another problem is that most time integration methods, like the
velocity Verlet scheme, do not evaluate the positions, velocities and forces for the exactly
same points in time, which also increases the uncertainty ofthe calculation. Unlike for the
M→C coupling by state, the computational effort is significantly higher due to the require-
ment to evaluate the forces across the surface. Even if theseforces are computed by the
standard routines of the MD-solver, it is, at least, necessary to alter this highly optimised
part of the MD-code.

A very high computational effort is also involved in calculating the fluxes from a volume
by using equations 5.3.10 – 5.3.14. Especially, the calculation of the stress tensor is a
computationally intensive task, because it requires either averaging over a large number
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Figure 5.6: The investigated coupling scheme of the HSI between CFD grid on the left sideand
atom based MD domain on the right. Coupling by state is used for C→M direction and flux based
coupling for the M→ C direction [188].

of samples, the use of large cells sizes or the application ofsmoothing schemes like the
thermodynamic field estimator [193]. Another important disadvantage is that not the exact
flux, but only an average over the volume and the period of calculation, is obtained by
using this method. Also, no separation between dissipativefluxes and conductive fluxes is
possible.

C→M direction: The situation is different for coupling in the C→M direction. Gener-
ally, this direction is the most difficult part of any coupling scheme, due to the mentioned
difference in degrees of freedom. If one decided to used C→ M state coupling, it would
require the reconstruction of density, velocity and energydensity in each virtual molecu-
lar cell according to equations 5.2.1 – 5.2.3. For this sake,the microscopic state with its
6N degrees of freedom must be invented on the basis of five primitive variables. This is a
very formidable task and can not be achieved easily, even forsimple mono-atomic systems.
Also, the computational effort is expected to be high.

On the other hand, the practicability of C→ M flux coupling is less problematic. The
main reason is that the motion of the atoms in the outer virtual molecular cells is still
computed normally through the MD solver while the fluxes are imposed additionally. Cal-
culating of fluxes across the cell faces is the core of a finite volume CFD solver, so that
no additional effort for their calculation is required. Imposing these fluxesonto the virtual
molecular cells poses difficulties as well, but contrary to the state version, the MD solver
essentially calculates the motion of atoms within the virtual molecular cells in normal fash-
ion. A scheme is required to impose the fluxes across the outerboundary onto the atoms
inside the virtual molecular cells, and to add and delete atoms.
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5.5 Development stages and development range

At this point, the practical and theoretical foundations for developing of a HSI between
CFD and MD have been discussed. The different aspects can be separated into a number
subtasks:

1. Development of a molecular dynamics code

2. Development or adaptation of a CFD code

3. Design and implementation of HSI for the CFD side

(a) C→ M direction

(b) M→ C direction (boundary conditions)

4. Design and implementation of the HSI for the MD side

(a) M→ C direction

(b) C→ M direction (boundary conditions)

5. Validation of the HSI for steady continuum boundary conditions

6. Validation of fully coupled MD-CFD simulation for steady and unsteady situations

The first stage has been covered in Section 2.2. The most important requirement of the
HSI on the MD-solver is the capability to insert and remove atoms during the run of the
simulation. LAMMPS fulfills this requirement and this is themajor reason for choosing it
as MD code.

The second stage is concerned with the development or adaption of a suitable CFD
solver. The basic principles of continuum model and CFD solver have been discussed in
Section 2.3. In principle, any CFD solver that is based on the finite volume method should
be easily adaptable for being run in a coupled mode with a MD solver. The number of
ghost cells beyond the boundary depends on the order of the numerical method and must
be matched by the inner virtual cells in the MD region (see Figure 5.2). The implementa-
tion of the HSI design, as described in the previous section,requires the calculation of the
fluxes across the boundary into the ghost cells and the transfer of this information to the
MD solver (Point 3a). In the reverse direction, the primitive variables that are provided by
the MD solver are assigned to the respective ghost cells (Point 3b). The required changes
on the CFD solver are minimal.

In the fourth stage, the HSI is designed and implemented intothe MD solver. The
principles have been discussed in the previous sections of this chapter. For the chosen
setup, i.e. , the direction M→ C (Point 4a), the primitive variables have to be calculated
for each virtual molecular cell. The details the of calculations are explained in chapter 3.

From all development stages, number 4b is the most critical.For the C→ M flux cou-
pling the task is to design and to implement a scheme for imposing mass, momentum and
energy fluxes locally onto a MD simulation. More generally, one could regard this part of
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the HSI scheme as MD flux boundary conditions. Because of its importance for the hybrid
MD-CFD method and its challenges, the remainder of this work is dedicated to this Point
4b.

Stage 5 is essentially a test and validation programme of theMD flux boundary con-
ditions for all standard flow situations. The test cases and their relevance are explained in
Section 6. All test cases have been selected so that the continuum solution can be obtained
analytically. Hence, the C→ M fluxes can be calculated in advance and the MD flux
boundary condition tested independently of the variationswithin the continuum domain.
This is especially important in respect of finding a stable flux imposing design that does
not rely on the CFD solver to compensate possible fluctuationsor counterbalance instabil-
ities of the flux imposition scheme.

The final stage 6 is beyond the scope of this work. The difficulties, which were involved
in the pursuit of designing and validating MD flux boundary conditions have made it neces-
sary to tackle this stage in the continued research programme, which is based on the work
presented here. This includes all synchronisation issues that arise from the different time
steps of the MD and CFD simulations. However, as stated before, the MD flux boundary
conditions are the keystone of a successful hybrid MD-CFD simulation and it was therefore
more prudent to achieve a stable and effective design before proceeding to fully coupled
cases.



C H A P T E R 6

Test Cases

The MD boundary conditions for the hybrid solution interface have been tested,
analysed and validated for standard flow situations. A test case was devised for
each flow situation. These are described in the coming chapter.

The flow on the boundary between continuum and molecular domain, i.e. at the HSI,
can be subject to different flow situations. The multiplicity of conceivable situations can be
reduced to a number of basic flow situations that may occur on the HSI:

• static case (fluid at rest),

• steady flows

◦ flow parallel to the interface,

◦ flow perpendicular to the interface,

• unsteady flows.

Any other more complex situation may be understood as a combination these and it is rea-
sonable to assume that a HSI scheme that is validated for these basic situations will also
work for other cases which are a mixture of the basic situations.

The static situation, i.e. where the fluid is at rest, is the most simple one. The only flux
across the interface is the momentum flux due to the static pressure.

For steady flows, two fundamental situations can be distinguished: flows with the veloc-
ity vector parallel and flows with the velocity vector perpendicular to the interface. Flows
parallel to the HSI do not involve mass flux across the interface. Thus, the only fluxes
beside the momentum flux that is already present in the staticsituation are momentum and
energy fluxes arising from viscous forces. The distinctive feature of flows perpendicular to
the HSI is the transport of mass across the interface, which is represented by the convective
mass flux that entails convective momentum and energy fluxes as well.

Unsteady flows comprise cases such as oscillatory flows, longitudinal waves, transver-
sal waves, shock waves, turbulence and similar phenomena. No other fluxes than the ones
that are already present for steady flows are involved. Higher complexity is caused by the
time dependency of the fluxes. Unsteady flows are outside the scope of this work and must
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be addressed in further investigations.

For steady flow situations, i.e. the static case, flow parallel and perpendicular to the
boundary, suitable test cases have been devised to investigate the different schemes for the
realisation of the HSI. Because the continuum side is constant in all employed test cases
(steady), the fluxes across the HSI are constant too and can beprecalculated based on the
analytic solution, i.e. no CFD is used at this stage. From the continuum point of view,
the basic flow situations are of one-dimensional nature. This is beneficial, because the
investigation of the fundamental properties of coupling schemes should be done for sit-
uations with a minimum of complexity. Still, on the molecular side all simulations are
three-dimensional. The connection to the one-dimensionalcontinuum is enabled through
the fact that only the boundaries in one dimension of the molecular domain are coupled
to the continuum while the boundaries in the other two dimensions are realised through
periodic boundary conditions.

For all basic flow situations, test simulations have been performed to validate the C→M
coupling of the HSI for different coupling methods. In the subsequent sections, the test
cases and respective validation criteria are described. The concrete geometrical dimen-
sions of the test systems depend on the specific matter of state. Because each test case has
been performed for different matter of states, no geometrical dimensions are givenin the
descriptions of this chapter. Instead, these are summarised in Table B.1 (Appendix B) for
the performed simulations.

6.1 Static test case

The natural starting point for the investigation is the static situation. The setup for this test
case is shown in Figure 6.1. The constant pressure boundary conditions are applied on the
left side of the molecular domain (x dimension). The right side of the molecular domain is
realised by a perfectly reflecting wall (see Section 7.7). Periodic boundary conditions have
been applied in the y and z dimension.

The only flux across the HSI is the momentum flux that originates from the static pres-
sure:

Fps = −pI · n (6.1.1)

where the pressurep can be calculated or measured in advance for the chosen density and
temperature. For the concrete setup the momentum flux over the western face onto the
molecular domain is

Fps =





















0
p
0





















. (6.1.2)

It can be expected that the HSI is working correctly if theρ andT inside the molecular
domain keep constant, the interface stays at its initial position and the profiles ofρ, u and
T are constant across the molecular domain.
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Figure 6.1: Schematic of the static test case.

6.2 Couette flow

A fundamental test case for the flow parallel to the interfaceis the Couette flow [10]. Orig-
inally, the Couette is the laminar flow of a viscous fluid between two parallel plates, where
one plate is moving relative to the other. A distinguishing feature of the flow field between
the plates or walls is that the only velocity component is parallel to the plates changing
linearly from between the walls. All other velocity components are zero, which makes the
Couette flow an ideal validation case of the HSI for the situation of flow parallel to the
interface.

To ensure that the flow is parallel to the HSI, it needs to be aligned parallel to the plates.
The basic setup is shown in Figure 6.2. The flow is from left to right, in x direction. Periodic
boundary conditions are applied x and z dimension. The HSI forms the upper boundary in
y dimension of the molecular domain; it is positioned atye. On the lower side, the liquid is
confined by a wall of three atomic layers of Lennard-Jones atoms arranged in a fcc lattice.
The interface between wall and liquid is atyw, so thatD is the distance between the lower
wall and the HSI (D = ye − yw). In order to keep the wall in place, each atom is fixed
by a spring force to its initial position. The energy and force model is described by the
Equations (2.1.26) and (2.1.27) in Section 2.1.6. The wall is kept at a constant temperature,
Tw, by velocity scaling of the wall atoms (see Section 2.2.9).

For the steady test case considered here, it is assumed that the flow speed in x direction,
ux, at ye is ue. With the velocitiesuy and uz being zero, the flow is parallel to the HSI
and exclusively in x direction with the velocityux increasing linearly fromux = 0 on
lower side to maximum on the upper side. This is only exactly true for Kn < 10−3. For
Kn > 10−3, the number of interatomic collisions is not high enough equilibrate the flow
locally near the wall. In that case the velocity profile closeto the wall is not linear and slip
occurs. Due to viscous dissipation, the kinetic energy of the flow will partly transformed
into heat through which the temperature rises within the flowfield [10]. Because the lower
wall is kept at constant temperature, the heat is conducted towards the wall which acts as
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Figure 6.2: Schematic of the Couette test case for flow parallel to the HSI. The arrows on the right
side symbolise the flow speed in x direction.

a heat sink. For moderate temperature gradients in connection with relative smallD, the
transport properties, i.e. viscosityµ and thermal conductivityλ, will be nearly identical
throughout the flow field. In that case, an analytical solution can be given for the velocity
and temperature profiles [10]:

ux(y) = ue
y− yw

D
, (6.2.1)

T(y) = Tw +
µu2

e

2λ

[

1−
(ye− y

D

)2
]

. (6.2.2)

where the velocity profile of is obviously linear. The temperature profile is quadratic and
determined by the ratio of viscosity to thermal conductivity, with the viscosity standing for
how much heat is generated and the thermal conductivity how fast the heat is transported
towards the wall. The temperature at the upper boundary, i.e. the HSI, is designated by
Te. To separate heat flux issues from the momentum flux validation, it is assumed that no
heat is conducted across the HSI, i.e. that the interface is adiabatic. This is also a necessary
condition for Equation (6.2.2). The temperature on the interface,Te, is then obtained by

Te = Tw +
µu2

e

2λ
. (6.2.3)
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For flows parallel to the interface, the momentum flux across the HSI arises from two
contributions. One part originates from the static pressure and is identical to the static
situation in the previous test case. The other part represents the momentum flux due to the
viscous forces which are caused by the velocity gradient in ydirection. This momentum
transfer also entails an energy transfer. The fluxes are given by

Fn
ps = −Π · nn (6.2.4)

Fn
es = −Π · u · nn (6.2.5)

where the stress tensorΠ is

Π = pI − λ(∇ · u)I − µ
[

(∇u) + (∇u)T
]

. (6.2.6)

For the described test case, one can calculate the concrete steady momentum and energy
fluxes over the upper face into the molecular domain:

Fps =





















µue

D
−p
0





















and Fes=
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u2

e

D
0
0























. (6.2.7)

Due to the periodic boundary conditions in y and z direction,it is not of importance
whether the HSI is divided several cells or a single cell is used. It can be assumed that the
momentum and energy transfer through the HSI is validated if

• the simulation converges to a steady solution,

• the density is equal along the y direction,

• the velocityux atye equalsue,

• the velocity profile ofux in y direction is linear and follows Equation (6.2.1),

• the temperature atye equalsTe and

• the temperature profile in y direction follows the theoretical prediction of Equa-
tion (6.2.2).

6.3 Steady free flow test cases

The most demanding situation for the HSI is flow across the interface. Depending on the
direction of the flow, this is either flow into or out of the molecular domain. A steady free
flow test case that contains both inflow and outflow is schematically shown in Figure 6.3.
The simulation domain comprises two continuum domains which enclose the molecular
domain between them. Both continuum domains are effectively one-dimensional and in
a steady state, the fluxes at the MD boundary are constant and can be precalculated. The
MD domain is however three-dimensional with periodic boundary conditions in the y and z
dimension. The simulated material may be gaseous, liquid orsolid with a uniform density
ρ and temperatureT. The flow is in positive x direction, i.e. from the left to the right,
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Figure 6.3: Schematic of the free flow test case, where a molecular domain is enclosed bytwo
continuum domains.

with the speedux, so that the western HSI is subject to an inflow and the easternHSI to an
outflow situation.

The HSI is expected to be validated for in and out flow, if

• the solution is steady, i.e. what flows in on the western side flows out on the eastern
side,

• density, velocity and temperature of the fluid across the molecular domain are con-
stant and match the expected values.

On the first glance this may look trivial, but, as will be seen later, there are substantial is-
sues that need to be resolved.

In a free flow, the fluxes are the same at every position of the flow field, hence also at
the western and eastern interface. Like for the two previoustest cases the static pressure
means a momentum transfer. However, through the velocity,ux, which is now perpendic-
ular to the HSI, this momentum transfer entails an energy fluxas well, even if the flow
velocity is constant. The general formulation ofFps andFes has already been given in the
Equations (6.2.4) and (6.2.5).

Because of the in- and outflow of mass this test case involves convective mass, momen-
tum and energy fluxes:

Fmc = −ρu · n (6.3.1)

Fpc = −ρ(u ⊗ u) · n (6.3.2)

Fec = −ρeu · n (6.3.3)

For the steady case, the constant fluxes can be given:

Fmc = nsρux , Fpc = ns





















ρu2
x

0
0





















and Fec = nseux . (6.3.4)

The factorns stands for the direction and originates from the normal surface vector of the
face. For the western sidens = 1, whereas for the eastern sidens = −1. The energy density
e is the total energy, i.e. potential, internal kinetic and external kinetic energy, per volume:
e= ep + ei,k +

1
2ρu2.
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6.4 Simulation procedure

The simulation procedures are very similar for all test cases and C→ M flux coupling
schemes. Thus, it is convenient to describe the general procedure for cases here. In some
cases, deviations from the general procedure is necessary and additional steps are given as
appropriate. On the top level, the procedure is separated into three stages: (1) Calculation
of the state variables, (2) Preparation and (3) Investigation.

All simulations have been performed with an adapted and extended version of LAMMPS
(see Section 4.1). Atomic visualisations have been produced by using the freely available
softwareVMD [95]. For the analysis of results, the mathematical software MATLAB[119]
and the visualization and postprocessing softwareTecplot[98] have been used.

6.4.1 Stage 1: Calculation of the equation of state

The purpose of the first stage is to calculate the state variables of the LJ-fluid for the re-
spective states which are used in stages (2) and (3). The required state variables are the
potential and kinetic energy densities of the fluid at rest (ep,ek) and the static pressure,
Ps, for the used density,ρ, and temperature,T, combinations. The LJ-potential has been
used extensively in the past and a wealth of numerical simulation data is available on its
phase diagram [28, 120]. However, the usage of different cut-off distance, time step or time
integration algorithm may result in deviations of the statevariables. To avoid possible im-
plications, the required state variables have been calculated by using the ACSM procedure.
The ACSM procedure is explained in Section 3.4, together withthe relevant results for this
part.

6.4.2 Stage 2: Preparation

The aim of the preparation stage is to establish the system tothe point where the actual
investigation can start. The procedure is similar for all test cases and the general flow chart
is plotted in Figure 6.4. The individual points have been marked with numbers and are
explained in the subsequent list:

1. Definition of the molecular domain including dimensions;simulation box: subre-
gions, i.e. walls and fluid areas; interatomic potentials with parameters; force cal-
culation routines; optimisations; the time integration scheme and all other necessary
simulation parameters.

2. Definition of the boundary conditions as given in the descriptions of the individual
test cases:

(a) Assign periodic boundary conditions to the respective dimensions.

(b) If the case involves atomic wall boundary conditions, the wall atoms are placed
by using the appropriate lattice structure and density. In all cases, the walls are
made of LJ-atoms whose solid crystal structure is fcc.

(c) Place the HSI on the appropriate boundaries.
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3. The initialisation of the atoms:

(a) If the material is actually solid, the lattice filling scheme is applied. In all cases
the FCC crystal structure is used in connection with the lattice parameter corre-
sponding to the density.

(b) For liquid or gaseous material state, the random filling scheme is used to gen-
erate the appropriate number of atoms in the molecular domain.

(c) In case that some of the created atoms are overlapping, i.e. the generated con-
figuration has an excessive high energy gradient, an energy minimisation run is
performed to relax the systems configuration.

4. The velocities are sampled from a uniform distribution tomatch the selected temper-
ature (q.v. Section 2.2.8) (The velocity distribution approaches the natural Maxwell-
Boltzmann distribution normally rapidly within the first fewthousand time steps).

5. Equilibration: a MD run with temperature scaling is performed to lead the system
into a stable thermal equilibrium.

6. The total momentum is set to zero to enable an exact measurement of inserted and
extracted momentum into and from the system through the MD flux boundary con-
ditions and to prevent a constant drift of the entire system through any initial overall
movement.

7. The prepared system is saved to a restart file which can be reloaded for the actual
investigation.

As result, the preparation stage delivers a restart file of the molecular system in thermal
equilibrium which can be reloaded and serves as starting point for the actual investigation
stage.

6.4.3 Stage 3: Investigation

In the investigation stage, the prepared system is subjected to different conditions in order
to test the MD flux boundary conditions. For each test case andeach set of parameters
the procedure, as shown in Figure 6.5, is conducted. A detailed explanation of these steps
follows:

1. The restart file, which has been generated in the preparation stage, is loaded to restore
the complete molecular system in thermal equilibrium state.

2. If the test case involves an overall initial velocity, this velocity is imposed by adding
the velocity vector to each atom. For free flow test cases, thesame velocity vector
is added to each atom. In case of the Couette flow, the additional velocity per atom
depends on the distance of the atom to the wall:δu = ue(r i y − yw)/D, wherer i y − yw

is the distance of atomi to the wall (ForKn < 10−3, which is satisfied for all selected
fluid states).

3. The simulation is run with the active MD flux boundary conditions and calculations
of macroscopic quantities and/or analysed variables are carried out. By standard, the
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Figure 6.4: Flow chart of the preparation procedure to obtain the starting point for investigation of
the MD flux boundary conditions schemes.

calculations include the overall density, momentum, velocity, temperature, potential,
kinetic and total energies of the entire system. These quantities are also calculated for
a grid superimposed on the molecular domain to obtain the local states and gradients
across the domain.

4. The recorded measurements are analysed to determine whether the MD flux bound-
ary conditions have worked as expected.
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Figure 6.5: Flow chart of the investigation procedure test the MD flux boundary conditions
schemes.

6.5 Fluid model, units and simulation parameters

A simple LJ-material has been used for all the fundamental test cases. Even if the LJ-model
is only accurate for noble gases, its simplicity makes it an ideal model for basic test cases.
Also, tabulated transport quantities, such as specific heats, speed of sound and viscosity, are
available for the LJ-model for many areas of the phase space [131]. Thus, these quantities
did not have to be calculated or measured for the usage in thiswork.

All simulations have been performed in reduced LJ-units. The non-dimensionalisation
of relevant variables are listed in the second column of table 6.1. The third column con-
tains the respective quantities for Argon whose LJ-parameters areσ = 0.341 nm and
ǫ = 1.654× 10−21 J.

Depending on density and temperature the LJ-material is gaseous, liquid, solid or super-
crititical state.

6.5.1 Shifted potential

It has been found that it is important to use shifted interatomic potential functions (q.v. Sec-
tion 2.2.6) to avoid an energy jump at the cutoff distance. If non-shifted potential were used,
it was extremely difficult in any test case to check through the change in total energy of the
system, in order to know whether the correct amount of energywas introduced or removed
from the system and to trace energy ‘leaks’. There is, however, no convincing reason why
the investigated methods and schemes should not work for unshifted potentials in the way
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Physical quantity Factor Unit for Argon

mass ma 39.948 amu
length σ 0.341 nm
energy ǫ 1.654× 10−21 J
time σ

√
ma/ǫ 2.16 ps

velocity
√
ǫ/ma 158 m/s

angular velocity
√

ǫ/(maσ2) 0.463 THz
linear momentum

√
maǫ 6.31× 103 amu m

s

angular momentum σ
√

maǫ 2.15× 10−6 amu m2

s
temperature ǫ/kB 119.8 K

Table 6.1: Non-dimensionalisation based on the atomic mass and the Lennard-Jones potential pa-
rameters. The symbol amu denotes the atomic mass unit.

they do for the shifted ones.

6.5.2 Transport properties

For the calculation of gradients and to estimate the fluctuation strength, the knowledge of
a number of transport coefficients is necessary: specific heat capacity at constant tempera-
ture,cv; specific heat capacity at constant pressure,cp; speed of sound,a; internal energy
density,eint; and adiabatic coefficient,γ. Because these properties vary with density and
temperature, Table 6.2 gives the state variables and transport coefficients for all used states
of the LJ-fluid. Please note that the employed cut-off distance isrc = 2.5. The values of
specific heat capacity, speed of sound, and viscosity have been taken from Meier [131].
The relative error in these values was reported to be 5 % for the viscosityµ, less than 0.5 %
for the isochoric heat capacitycv and less than 0.7 % for the isothermal pressure coefficient
γV. It should be noted that slight discrepancies arise from thefact that in the referenced
work a cut-off distance (rc) of twice the size was used. The smaller value ofrc, used in this
work, gives satisfactory results and the minimal improvement in accuracy, which would be
gained by using a largerrc, does not justify the entailed computational effort.

Values for the thermal conductivity,λ, have been published by Nasrabad et al. [137].
However, values for temperature ofT = 2 were only available for densitiesρ ≥ 0.2 so that
the value forρ = 0.1 had to be obtained through extrapolation via fitting an exponential
function. The relative error of the values ofλ that are given in Nasrabad et al. [137] are
about 0.4 for gaseous states and 0.34 for liquid states. This is a surprisingly high values,
but other measurements for the required states were not available.

For the adiabatic coefficient,γ, no tabulated values could be found. However,γ can be
obtained from the relationship:

a2

cvγ(γ − 1)
= T . (6.5.1)
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where the values ofcP(P) have been obtained from Heyes [90].

Property Symbol dense gas liquid

Density ρ 0.1 0.8
Temperature T 2 1
Isochoric heat capacity cV(P) 1.6 2.38
Speed of sound a 1.87 5.5
Ratio of specific heats γ 1.71 1.8
Acoustic number Ac 1 4.1
Internal energy density eint 0.245 −2.55
Viscosity µ 0.24 2.0
Thermal conductivity λ ≈ 1.1 6.41

Table 6.2: State variables and transport properties of a Lennard-Jones-fluid for the test cases.
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MD Flux Boundary Conditions

This chapter describes the investigation of the MD flux boundary conditions. In
the first part, basic conventions of fluxes in molecular termsand techniques fun-
damental for the flux imposition are introduced. These include the methods for
imposing convective fluxes, the required algorithms for theinsertion and removal
of atoms and the definition of the conditions of a breakdown of the flux boundary
conditions. The second part of the chapter contains the discussion on different
combinations of the investigated schemes for imposing the mass, momentum and
energy fluxes onto the MD domain. Each combination is evaluated for its ap-
plicability and validated for the three basic flow situations at different states of
matter.

On the molecular side, the C→ M flux coupling is realised through imposing flux
boundary conditions onto the molecular system. The fluxes are either provided by the con-
tinuum solver in the coupled cases or, alternatively, may becalculated based on analytical
or empirical models. In both cases, flux boundary conditionsimitate a much larger system
beyond the boundary of the molecular system. In the next sections different designs of the
flux boundary conditions are discussed and validated, basedon the test cases which have
been described in Section 6. All formulations of this section are related to a single virtual
boundary cell of the molecular dynamics region and apply in the same manner to multiple
cells, even if not stated explicitly in each case.

In Figure 7.1, a one-dimensional example of the situation ona MD flux boundary is
illustrated. The normal vector of the boundary surface,nS, points into the MD domain.
The blue shaded area is the outer virtual cell, which is called reservoir. The atoms inside
the reservoir are outside of the actual MD domain, i.e. beyond the boundary. Henceforth,
they are referred to as boundary atoms and it is these atoms, onto which the fluxes are
imposed. The velocity of the boundary atoms is given by

vb =
1

mb

Nb
∑

i=1

mivi with mb =

Nb
∑

i=1

mi , (7.0.1)

wheremb is the mass of the boundary atoms. Some of the flux imposition methods that are
discussed in the following part require the access to the boundary atoms in order of their

129
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distance to the boundary surface. To this end, each outer virtual cell has aboundary atom
list (BAL) into which the boundary atoms are sorted in descendingorder of their distance
to the boundary surface. For a general surface orientation,the distancedbi of a boundary
atom i is calculated bydbi = −nS · (r i − rb), whererb is an arbitrary point on the surface
of the boundary. The boundary atom list is generated each time step before the fluxes are
applied. The sorting is done while inserting the atoms into the list by comparison of the
distances.

molecular

domain

nS

MD

boundary

outer

virtual cell

 (1.) inner

virtual cell

 (2.) inner

virtual cell

boundary

atoms

Figure 7.1: Illustration of the MD flux boundary conditions for an one-dimensional example.

7.1 Fluxes

As described in Section 5.3.2, the fluxes across the boundarycomprise of mass, momentum
and energy fluxes, where the transport may occur through convection, stress or conduction.
The convective fluxesFc are the convective mass fluxFmc, the convective momentum flux
Fpc and the convective energy fluxFec. From Table 5.4, the fluxes across the boundary are
defined in molecular formulation

Fmc =
1
A

〈

∑

i

mi si

〉

t

(7.1.1)

Fpc =
1
A

〈

∑

i

mivi si

〉

t

(7.1.2)

Fec =
1
A

〈

∑

i

Ei si

〉

t

(7.1.3)

with

si =















1 for an inflown atom,

−1 for an outflown atom
(7.1.4)
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where each of the sums in each equation is over the atomsi, which have been inserted into,
or removed from, the boundary cell. The convective energy flux Fec consists of a potential
part,Fecp, and a kinetic part,Feck. The ratio between these is determined by the relation of
kinetic and potential energy at the respective state of matter at the boundary:

Fecp

Feck
=

ep(ρ,T)

ei,k(ρ,T) + ee
=

ep(ρ,T)

ei,k(ρ,T) + 1
2ρu2

. (7.1.5)

The Fluxes caused by stress are the momentum flux,Fps, and the energy flux,Fes,
which are related to theNb boundary atoms as

Fps = 〈
Nb
∑

i=1

f ext
i 〉t , (7.1.6)

Fes= 〈
Nb
∑

i=1

f ext
i · vi〉t . (7.1.7)

The energy flux,Fes, is of kinetic nature and corresponds to the energy gain or loss due
to the acceleration of the boundary atoms due toFps. It is bound to the direction of the
momentum flux,Fps, and the velocity,vb, of the boundary atoms. Thus,Fes is the sum of
three energy fluxes, one from each dimension:

Fes= |Fes| where Fes=





















Fpsxvbx

Fpsyvby

Fpszvbz





















, (7.1.8)

where the components ofFesα stand for the energy transfer in the respective dimensionα.
The distribution of the external force,f ext

i , is discussed below.
Finally, energy can also be transported by conduction, where the conductive energy flux

is
Feq = 〈Q〉t (7.1.9)

with 〈Q〉 being the heat transfer per unit time and area to or from the boundary atoms atoms.

In principle, fluxes can be imposed in two distinctive ways, eithercontinuouslyor inte-
grated. Continuous flux imposition is achieved through the application of external forces,
which are then automatically incorporated into the numerical integration algorithm. Oth-
erwise, fluxes can be integrated in time and imposed at discrete time steps for which the
numerical integrator calculates the solution. The latter applies, in particularly, to convec-
tive fluxes, where the translation of continuous density values into discrete atoms requires
the integration of the mass flux, since no ‘half’ atoms can be inserted or removed. How
the integrated flux imposition is incorporated into the numerical time stepping algorithm
depends on the specific scheme. In general, the integrated fluxes are imposed everyτ f time
steps, whereτ f is a positive integer. For a period of time fromts to ts+ δt f , with δt f = δtτ f ,
an integrated flux across a constant surface with the areaA is

F int
αβ = A

∫ ts+δt f

ts

Fαβ(t) dt = Aδt f

τs+τ f
∑

τ=τs

Fαβ(τ) , (7.1.10)
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whereδt is the time step of the numerical integrator and the subscripts α = {m, p,e} and
β = {c, s} denote the flux quantity and the way of transport respectively. The integrated
fluxes from Equation (7.1.1) – (7.1.9) are then

F int
mc = Aδt f

τs+τ f
∑

τ=τs

Fmc(τ) =
∑

i

mi sia; , (7.1.11)

F int
pc = Aδt f

τs+τ f
∑

τ=τs

Fpc(τ) =
∑

i

mivi si , (7.1.12)

F int
ec = Aδt f

τs+τ f
∑

τ=τs

Fec(τ) =
∑

i

Ei si , (7.1.13)

F int
ps = Aδt f

τs+τ f
∑

τ=τs

Fps(τ) = Aδt f

τs+τ f
∑

τ=τs

Nb
∑

i=1

f ext
i , (7.1.14)

F int
es = Aδt f

τs+τ f
∑

τ=τs

Fes(τ) = Aδt f

τs+τ f
∑

τ=τs

Nb
∑

i=1

f ext
i vi , (7.1.15)

F int
eq = Aδt f

τs+τ f
∑

τ=τs

Feq(τ) =

τs+τ f
∑

τ=τs

Q(τ) . (7.1.16)

The integrated fluxes constitute the prescribed mass, momentum and energy that need to be
imposed onto the reservoir region. They do not, necessarily, match the actual implemented
quantities, which will be referred to asF imp

αβ
, with α andβ defined as before. The aim of the

flux imposition is to match the integrated and actually implemented fluxes (F int
αβ
= F imp

αβ
).

7.2 Overview of flux imposition

There are a number of possible ways in which each of the individual fluxes, i.e. fluxes due
to convection, fluxes by stress and fluxes by conduction, can be imposed onto the reser-
voir region. Some of these have been designed and used in previous works on coupling
[40, 70, 111]. Different schemes for different fluxes can be combined in various ways,
however, it is not necessary and would be very elaborate to investigate all possible combi-
nations. Thus, only some schemes and combination have been selected and applied to the
test cases of Section 6; these are listed in Table 7.1.

The two fundamentally different options for imposing the convective fluxes are the
direct (DC) and theindirect (ICS,ICC) mass flux imposition. More variety exists for mo-
mentum fluxes caused by stress, which can be imposed through:a combination of are-
flective plane(MTRP) andforce(MTF) scheme; force ordirect velocity change(MTDVC)
scheme; or by thereverse velocity(MTRV) scheme. The imposition of energy by stress
depends primarily on the chosen scheme for the momentum flux by stress. When imposing
the momentum flux by a reflective plane, force or direct velocity change scheme for mo-
mentum fluxes, the energy flux is imposedindirectly. However, for some of the schemes
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fluxes
Combination

convective momentum by stress energy by stress

static part: reflective plane
DC-MTRP

viscous part: force indirect

DC-MTF
direct

force or direct velocity change

DC-MTRV reverse velocity

ICS-MTRV reverse velocity (separated) direct

ICC-MTRV
indirect

reverse velocity (coupled)

Table 7.1: Overview of flux impositions schemes.

it may deviate from the calculated value and requires correction if an exact energy flux is
desired. Since the reverse velocity scheme is energy neutral, the energy needs to be im-
poseddirectly. The conductive fluxes are not considered here, but they are easily imposed
using the direct energy transfer algorithms that are employed to impose the energy by stress.

The discussion is continued with an explanation of how the flux imposition schemes are
integrated into the time integration method of the MD-code.This is followed by a descrip-
tion of how atoms are inserted and removed. By then the fundamentals are introduced and
the selected combinations of flux impositions schemes can bediscussed, each in a separate
section. The functionality of the individual schemes is explained in the section of their first
usage.

7.3 Flux imposition within the time integration algorithm

To implement the MD flux boundary conditions within the MD code, the flux imposition
schemes need to be integrated into the time integration method of the MD code. The time
integration method may use several intermediate steps to advance positions and velocities
in time. It is important that the fluxes are imposed only at steps which enable exact inser-
tion and removal of the flux quantities (mass, momentum and energy). Which step of the
algorithm is suitable, depends on the chosen flux impositionscheme and time integration
algorithm itself. For most time integration methods, positions, velocities and forces are not
valid for exactly the same points in time at each intermediate steps. For example, in the
Leap-Frog time stepping method, velocities and positions are never evaluated for the same
point in time, but always differ by half a time step. Initial tests have shown that only if the
positions and velocities are available for the same point intime can an exact imposition of
mass, momentum and energy be successful. Attempts to introduce any of these quantities
at intermediate steps where positions and velocities were not advanced to exactly the same
time resulted in significant differences between the quantities intended to insert and remove
to the ones actually inserted and removed.

The formulated condition makes it clear that there would be no easy efficient way to
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apply flux boundary condition in conjunction with the Leap-Frog method. The situation
is better for velocity Verlet method, which is used in LAMMPS. In the velocity Verlet
method, positions and velocities are available at the startand the end of each time step.
Therefore, convective fluxes, fluxes due to stresses and conduction can be applied before
the first step of the velocity Verlet algorithm. This includes the flux imposition schemes
MTRP, MTDVC and MTRV for the imposition of momentum transfer due to stress.

If the momentum flux is imposed through external forces, it isbest to add this external
force on the boundary atoms after all interatomic forces have been calculated. The momen-
tum change is then applied automatically within the time stepping method.

In Figure 7.2, the flow chart of a single time step of the adapted velocity Verlet algo-
rithm is shown. The algorithm includes the different flux imposition schemes, which have
been investigated. Depending on the case, the respective schemes which are being used are
activated while others are bypassed. The individual steps are explained in the following
subsections.

At the beginning of each time step, the fluxes are integrated in space and time (Integrate
fluxes). To this end, each boundary cell stores a variable for each integrated flux. The inte-
grated flux variables are named according to Equations (7.1.11) – (7.1.16) withF int

αβ
, where

α is the flux quantity andβ the way of transport. They basically contain the absolute amount
of the according quantity that needs to be inserted (F int

αβ
> 0) into or removed (F int

αβ
< 0)

from the respective reservoir region. One could consider the integrated flux variables as a
buffer of flux quantities which needs be imposed. The buffer is filled or evacuated through
integrating the fluxes and evacuated through adding or removing the flux quantities into or
from the reservoir region. In Algorithm 4, the flux integration is provided. The surfaceAS

is the surface of the face boundary cell over which the fluxesFαβ(C, τ) flow during the time
stepτ.

Algorithm 4 : Flux integration.

foreachboundary cell Cdo
foreachflux Fαβ do

F int
αβC
← F int

αβC
+ ASδtFαβ(C, τ)

Some flux imposition schemes require the treatment of atoms which have crossed a
limiting surface (Handle crossed atoms). The limiting surface may coincide with the outer
surface of the boundary cell or may be another parallel surface in a certain distance. Dif-
ferent treatments of the atoms that have crossed the limiting surface are required for the
different flux imposition schemes and have been investigated fortheir operability. In the
case of the MTRP scheme, the crossed atoms are basically reflected. For the MTF or MT-
DVC schemes, several different treatments were tested. These include the removal and
reinsertation of the respective atoms further inside the boundary cell or the restriction of
the movement of the atoms across the limiting surface. The details are explained in the
subsequent sections. In any case, these algorithms involvethe manipulation of the velocity
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Begin of time step

Integrate fluxes

Handle crossed atoms

Impose convective fluxes

MT-scheme
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through MTDVC-scheme
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other
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other

Figure 7.2: Flow chart of one time step of the Verlet algorithm with incorporated flux imposition
scheme.

vectors or positions. For reasons given before, this needs to be done before the first step of
the Verlet algorithm. The most suitable place is before any other other flux is imposed.

The stepimpose convective fluxeshandles the insertion and removal of atoms and the
entailed momentum and energy transfer. Followed by the convective fluxes imposition, the
fluxes due to stresses are imposed depending on whether the MTDVC or the MTRV is used.
Subsequently, the conductive fluxes are transferred. Then,the first and second step of the
normal velocity Verlet algorithm are performed. The force calculation in the second step
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uses a number of optimisation schemes to accelerate the computational costly pair evalua-
tion. If a neighbour list method is used, it must be rebuild each time after atoms have been
inserted or removed during the imposition of the convectivefluxes. When using the MTF
scheme, the external forces are added to the already calculated forces on the atoms in the
reservoir region. The time step is completed by the third velocity Verlet step.

The implemented method of the described algorithm, includes the calculation, collec-
tion, preparation and output of a large number of statistical and debug information. This
enabled the error free implementation of the flux impositionscheme and the analysis of
their performance. Because it has no direct contribution to the methodology, the part has
been omitted from description above.

7.4 Imposition of convective fluxes

The two methods of convective flux imposition considered here are the DC (direct convec-
tive flux imposition) and IC (indirect convective flux imposition).

Direct flux imposition

The idea of DC is to insert and remove the exact amount of mass,momentum and energy
prescribed by the convective fluxesFmc, Fpc and Fec. Because no fractional, but only
entire, atoms can be inserted or removed, the imposition of convective fluxes is based on
the integrated fluxesF int

mc, F int
pc andF int

ec . A new atom is inserted ifF int
mc > m, wherem is the

molecular mass of the inserted atom. Respectively, an atom isremoved ifF int
mc < m. The

remaining fractional fluxes, which could not be applied, arestored within the integrated
fluxes and applied whenever|F int

mc| becomes greater than one. The principle operation for
DC is given in Algorithm 5. The two subsequent sections contain detailed descriptions on
finding a new position,rnew, and generating a velocity vector,vnew.

Algorithm 5 : DC (Direct convective flux imposition)

if F int
mc > m then
find new positionrnew;
generate new velocity vectorvnew;
insert atomi at positionrnew with velocityvnew;
F int

mc← F int
mc−mi;

F int
pc← F int

pc −mivi;
F int

ec ← F int
ec − Epi − (1/2)miv2

i ;

if F int
mc < m then
determine atomi to be removed;
F int

mc← F int
mc+mi;

F int
pc← F int

pc +mivi;
F int

ec ← F int
ec + Epi + (1/2)miv2

i ;
remove atomi;
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Indirect flux imposition

The principle of indirect convective flux imposition is to impose the convective fluxes not
directly, but to obtain them as a result of material moving inor out of the reservoir volume.
This is achieved by keeping the number of atomsNb in the reservoir within chosen limits
(Nb,min ≤ Nb ≤ Nb,max) through removing or inserting atoms whenever the number ofatoms
in the reservoir is too high or too low. The properties of new atoms correspond to the
convective fluxes and the properties of the removed atoms must correspond to that of an
average atom in the reservoir region or virtual boundary cell.

IC is not a pure unidirectional flux coupling scheme, becausethe convective fluxes are
not implemented strictly; rather they are a result of the simulation. The actual realised
convective fluxes are determined by the properties of the atoms that have entered or left the
boundary. Those concrete values are summed up automatically in the integrated convec-
tive fluxes,F int

mc, F int
pc andF int

ec , which can be transferred back to the continuum solver during
each synchronisation. There, they can easily be incorporated by the continuum solver when
updating the conserved variables of the cells from the fluxesover the cell faces.

From a number of different IC schemes that have been investigated for their applicabil-
ity, two gave stable results as MD-boundary conditions:

(1) Separated momentum fluxes (ICS):Here, the convective momentum flux and the mo-
mentum flux by stress are still imposed separately. This means that the implemented
momentum flux depends on the number of atoms that enter the system.

(2) Combined momentum fluxes (ICC): In this IC scheme, the momentum fluxes by con-
vection and stress are combined by applying the coupling of integrated fluxes by con-
vection and by stress, which is explained in the following section. The advantage of
the scheme is that the total prescribed momentum flux (Fpc+Fps) is always imposed,
independently on the number of in- or outflowing atoms.

In Algorithm 6 the indirect convective flux imposition algorithm is shown. The momentum
flux coupling in the last part is discussed in the next section.

7.4.1 Coupling of integrated fluxes by convection and by stress (FCCS)

As already mentioned, some flux imposition designs require the coupling of the integrated
convective fluxes with the integrated fluxes by stress, whichwill be referred to as FCCS. In
this work, FCCS is the transfer of the integrated convective fluxes to the integrated fluxes
by stress. The transfer can apply to momentum and/or energy fluxes. In terms of when
the transfer takes place, three types are applicable: at every time step, after inserting a new
atom or after removing an atom. Additionally, it is necessary to distinguish between in- and
outflow conditions (Fmc > 0 or Fmc < 0). The different possibilities for flux type, transfer
time and flow condition result in many conceivable combinations. Here, only the four most
useful have been considered:

IMP: The integrated momentum fluxes are transferred at every timestep for inflowing
conditions (Fmc > 0). The transfer is accomplished by the following rule that is
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Algorithm 6 : IC (Indirect convective flux imposition)

while Nb < Nb,min do
find new positionrnew;
generate new velocity vectorvnew;
insert atomi at positionrnew with velocityvnew;
F int

mc← F int
mc−mi;

F int
pc← F int

pc −mivi;
F int

ec ← F int
ec − Epi − (1/2)miv2

i ;

while Nb > Nb,maxdo
determine atomi to be removed;
F int

mc← F int
mc+mi;

F int
pc← F int

pc +mivi;
F int

ec ← F int
ec + Epi + (1/2)miv2

i ;
remove atomi;

if Coupling of momentum fluxes for inflow(IMP)then
if Fmc > 0 then

F int
ps← F int

ps + F int
pc;

F int
pc← 0;

if Coupling of momentum fluxes for outflow(OMP)then
if Fmc < 0 then

F int
ps← F int

ps + F int
pc;

F int
pc← 0;

executed every time step:

F int
ps← F int

ps + F int
pc , (7.4.1)

F int
pc← 0 (7.4.2)

The IMP transfer is implemented as subsequent step after theimposition of the con-
vective fluxes (q.v. Algorithm 6).

OMP: The transfer is identical to the preceding IMP transfer, with the only difference that
it applies for outflows (Fmc < 0). The OMP transfer is also implemented directly
after the IMP transfer (q.v. Algorithm 6).

OMAR: The integrated momentum fluxes are transferred every time after an atom has
been removed. The purpose of the transfer is to circumvent the difficulties of match-
ing the convective momentum fluxes on the outflow. This issue is explained in Sec-
tion 7.4.3. The update rule is identical to the IMP and OMP rule:

F int
ps← F int

ps + F int
pc , (7.4.3)

F int
pc← 0 (7.4.4)

The implementation of the rule follows immediately the removal of an atom.
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OEAR: The integrated energy fluxes are transferred each time an atom is removed. The
purpose is similar to the previous point and enables it to match the convective energy
fluxes on the outflow. The update rule is

F int
es ← F int

es +





















F int
ec/3

F int
ec/3

F int
ec/3





















, (7.4.5)

F int
ec ← 0 (7.4.6)

Because the energy fluxes by stress are given for each dimension individually, the
convective energy needs to be split into three parts.

It is stated at the appropriate sites in the text which of the FCCS schemes are employed for
the individual test cases.

7.4.2 Insertion of atoms

For inflow conditions on the boundary, new atoms enter the molecular system which need
to be assigned with a position and a velocity. The position ofa new atom determines its po-
tential energy, the velocity its momentum and kinetic energy. These values are prescribed
by the convective fluxes.

Assuming that the flow across the boundary, with the surface vector nS, is in a local
equilibrium the average properties of the inserted atoms can be calculated. The average
velocity of an inserted atomi is then

〈v〉 = vi ext =
Fpc

Fmc
=
ρu(u · nS)
ρ(u · nS)

= u , (7.4.7)

wherevi ext is the external velocity of the atomi that equals the velocityu of the inflowing
material. Knowingu, the density can be recovered through

ρ =
Fmc

(u · nS)
=
ρ(u · nS)
(u · nS)

, (7.4.8)

and the average total energy is calculated by

〈Etot〉 =
Fec

(u · nS)
m
ρ
=

e(u · nS)m
(u · nS)

= e
m
ρ
, (7.4.9)

with m being the mass of an inserted atom. The average total energy of an inserted atom
comprises of the average external kinetic energy〈Ek,ext〉 (this is bound to velocityu with
which the material flows across the boundary) and the averageinternal energy〈Eint〉 of an
atom. It is given by

〈Eint〉 = 〈Etot〉 −
1
2

m〈v〉 . (7.4.10)

The internal energy is the sum of a potential and kinetic part: 〈Eint〉 = 〈Ep〉+ 〈Ek,int〉, where
the average potential energy of an inserted atom,〈Ep〉, is related to the potential energy
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density,ep, by 〈Ep〉 = (m/ρ)ep. The potential energy density,ep, is a state function, which
must be measured in advance for any occurring combination ofdensity and internal en-
ergy: ep = emes

p (ρ,ei). Alternatively, an analytical equation of state may be used instead:
ep = eana

p (ρ,ei). For all cases in this work, the respective values forep have been measured
by using the AMSM scheme described in Section 3.4.1.

Knowing 〈Ep〉, the internal kinetic energy is obtained through

〈Ek,int〉 = 〈Eint〉 − 〈Ep〉 , (7.4.11)

and must be used to generate the internal velocities of the new atoms.

At this point, all variables necessary to describe the average inserted atom that satis-
fies the convective flux conditions are available. It remainsto describe the generation of
concrete positions and velocities of the inserted atoms based on the average values. The
explanation starts with the determination of the positionsand is followed by the equivalent
description for the velocities. Instead of the fluxesFαβ, in some cases the corresponding
integrated fluxesF int

αβ
are used. This is noted where necessary.

Determination of the position

From the description above it is clear that each new atom has to be placed at a position
in the molecular system at which its potential energy corresponds to〈Ep〉. Also, since the
flux imposition always considers a boundary cell, the atom has to placed somewhere inside
the corresponding cell or wherever the insertion region of this cell is defined. A typical
example is shown in Figure 7.3a. The schematic is based on a case with a reflective plane
as flux imposition scheme. One boundary cell has been highlighted through blue shading.
Depending on the size of the boundary cell, the region of insertion may comprise the entire
volume of the boundary cell or be more restricted to its outerside.

Which scheme is employed for insertion depends, first of all, whether it is a single
atom that needs to be inserted or a molecule. Here, only single atoms acting through a pair
potential are considered, but a scheme for inserting polar molecular has been published
by De Fabritiis et al. [37]. Depending on the density of the medium into which the atom
is to be inserted, different schemes may be used. For low densities, such as in gaseous
states, the potential energy of an atom is close to zero and the potential energy gradients
are very flat. A typical example is the gaseous state of the LJ-fluid (n = 0.1, T = 2),
which is used in many test cases throughout this work. Under these conditions it is efficient
to userandom position samplingwith a minimum distance check in conjunction with a
density grid. The minimum distance to any other atom ensuresthat the energy of the
inserted atom is not too high. The scheme is the same as for theinitialisation procedure and
explained in Section 2.2.8. It has been used in all test casesof a gaseous state and convective
fluxes across the boundary. For higher densities, such as in liquids or solids, the structure
of the energy landscape becomes very complex, even for a simple pair potentials. For
typical moderate temperatures, the atoms reside in deep potential energy wells surrounded
by steep gradients of the energy surface. Therefore, the potential energy of an average
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boundary

Boundary cell

(a) Insert atoms via density grid scheme or
USHER

α

nS
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boundary

Boundary cell

(b) Insert atoms via modified USHER scheme

Figure 7.3: Schematic display of the insertion of atoms into the boundary cell. In each case, the
new atom is coloured green. The respective boundary cell is shaded blue.

atom〈Ep〉 is extremely low compared to the average energy level [39]. To insert atoms in
a dense medium, one has to find these extremely low energy sites. Inserting atoms at other
sites with high energies values and steep gradients would lead to an excess of introduced
energy and cause the system to ‘explode’. The problem one faces is how to find the energy
holes. Simply using the density grid and random sampling is extremely inefficient and
would lead to a situation where most of the simulation time isspent in sampling random
positions. Hence, this scheme can not be used for inserting atoms into dense fluids. Instead,
the USHER algorithm can be used to locate the low energy holesin the potential energy
landscape. For dense fluids, this algorithm is much more efficient than the random sampling
scheme. Also, the algorithm is easy to implement.

USHER scheme

Developed by Delgado-Buscalioni and Coveney [39], the USHER algorithm is essentially
a steepest-descent scheme with the step width adapted to thelocal topology of the potential
energy surface. The algorithm starts with generating an initial positionr(0) randomly within
the inflow zone. It then performs a number of successive iterations. Each iteration moves
the current position,r(n), to a new position,r(n+1), according to the update rule

r(n+1) = r(n) +
f (n)

f (n)
δs(n) , (7.4.12)

where f (n) is the force on the atom, which is equal to the negative potential energy gradient:
f (r) = −∇V(r). The positions of the existing atoms are constant during all the time. The
displacement,δs(n), depends on the potential energy and the force:

δs(n) =















δsovlp if Vn > Vovlp ,

min
(

∆s, V
n−V0
f n

)

if Vn ≤ Vovlp .
(7.4.13)
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V0 is the target potential energy of the atoms (V0 = 〈Ep〉).

Depending on the randomly generated starting position, theiterations need to be down-
hill (V(0) > V0) or uphill (V(0) < V0). Both cases can be unified through mirroring the
uphill case into a downhill one. This is easily achieved by scaling the potential energy as
V(r) −→ sgnV(r), where sgn≡ (V(0) − V0)/|V(0) − V0)|. This step redefines the forces
as well, so that the uphill case (sgn= −1) is converted into a downhill one. For the entire
discussion on the USHER algorithm, the potential energy andforces are considered to be
scaled by sgn even if ‘sgn’ is not explicitly included in the equations. Thus, only the down-
hill case is discussed below, which obviously covers the uphill case as well.

The following explanation on how the USHER algorithm works follows the original
article of Delgado-Buscalioni and Coveney [39]. The optimal values for the parameter
for the LJ-fluid have also been taken from there. Due to the randomly chosen starting
position,r0, it is very likely that the position overlaps with an existing atom. The overlap
is detected in the first line of Equation (7.4.13) if the potential energy,V(0), is higher than
the thresholdVovlp, which is chosen to be sufficiently high: Vovlp ≈ 104. The initial
overlapping can be resolved in one iteration step by choosing the appropriate displacement
δsovlp = rσ − (4V(n))1/12. The value ofrσ should be slightly larger than the characteristic
distance between two atoms. For LJ fluids, a value ofrσ = 0.9 has been used.

After resolving the initial overlap (V(n) < Vovlp), the atom is moved downhill towards
the target energy,V0. The second line of Equation (7.4.13) ensures that the energy V(n)

decrease linearly as the atom is moved along the steepest-descent direction. When the gra-
dient of the energy slope becomes flat (f (n) ≈ 0), the maximum displacement is limited
to ∆s. The maximum displacement is important for the rate of convergence. For optimal
convergence rates, the value should be matched to the width of the low-energy tubes in the
landscape of the potential energy field. The value used here is∆s= 0.1n−3/2.

The search terminates successfully if a position with the desired energy has been found.
Obviously, it is not necessary that the energy,V(n+1), at the position,r(n+1) matches with
extreme precision to the target energyV0. Therefore the following criteria is used to deter-
mine whetherV(n+1) is acceptably close toV0:

|ξ|(n+1) < ξmax , with ξ(n+1) =
V(n+1) −V0

|V0|
. (7.4.14)

whereξmax is the maximum deviation ofV(n+1) from V0 relative toV0. In this work a
ξmax = 0.05 was used. The differenceV0 − V(n+1) is added to the internal kinetic energy
Ek,int in order to really insert the prescribed amount of energy.

It has been shown that it is computationally more efficient to abort the search and to
restart from a new randomly generated position [39], once the search leads uphill instead of
downhill, i.e. whenV(n+1) > V(n). The reason is that it is very likely that the current energy
well is not deep enough to find a position with the target energy level. The implementation
of the USHER scheme as used in the MD-code is given in Algorithm 7.
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Algorithm 7 : USHER algorithm to insert an atom into a dense medium.

Generate random positionr;
Calculate potential energyV and forcef for positionr;
ScaleV and f with sign← (V −V0)/|V −V0|;
repeat

if V > Vovlp then
δs← rσ − (4V)1/12;

else
δs← (V −V0)/| f |;
if δs> ∆s then δs← ∆s;

r ← r + ( f /| f |) · δs;
Calculate potential energyVnew and forcefnew for positionr;
ScaleV and f with sign← (V −V0)/|V −V0|;
if Vnew> V then Return and restart search;
V ← Vnew, f ← fnew;
ξ ← (V −V0)/|V0|;

until |ξ| < ξmax ;

Computational optimisations

The majority of computational time of the USHER algorithm isspent in the calculation
of the potential energy of the new atom on the investigated position and the force that
would act on it. Hence, it is worth generating a temporary neighbour list for this purpose
that contains the indexes of all atoms that are within a radius of rneigh around the initial
position r0. The radius,rneigh, is the cutoff distance,rc, extended byradd (rneigh = rc +

radd). Before each force and energy calculation it must be checkedwhether the position has
moved further thanradd. If yes, the neighbour list is rebuild, using the current position, r (n),
as centre.

Modified USHER scheme

The USHER scheme works especially well in situations where the density across the bound-
ary cell gradually decreases. Here, the scheme has no difficulties finding a suitable place
to insert the atom. If the density falls to zero by a sharp drop, the zone in which USHER
can find a suitable position with little computational effort is very small. In solid state, ma-
terials have a specific structure, also near the boundary. Inserting atoms into the structure
would alter it and cause defects that would otherwise not be there. In these cases it is more
desirable to add the new atom onto the outer ‘surface’. To this end, the USHER scheme
was modified by the author to an algorithm that basically moves the new atom from outside
to a suitable place on the surface. This is indicated in Figure 7.3b where the search path
for the position of the green marked new atoms is drawn in. Thefigure has been prepared
based on a solid LJ-system with a density ofρ = 1.2. For reasons of simplicity, only cases
where the direction of the surface normal coincides with onedimension are considered in
the modified USHER algorithm. The dimension in which the surface normal (nS) is di-
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rected is labelled withα and the two other dimensions withβ andγ (nSα = 1, nSβ = 0,
nSγ = 0). In principle the boundary face can point in positive or negativeα direction. Both
cases can be handled unified by usingnSα as directional factor.

The main difference of the modified USHER scheme to the original one, is that the posi-
tion is moved primarily in dimensionα towards the surface. Only if the move in dimension
α direction would lead uphill, the position is moved within the two other dimensionsβ and
γ. This can easily be achieved by scaling the force vector,f (0), with

f (n) ←
(

f (n) ·
(

cα, cβ, cγ
))T

, (7.4.15)

where the factorscα, cβ andcγ are:

cα =















1 fαnSα < 0

1 fαnSα ≥ 0
, (7.4.16)

cβ =















0 fαnSα < 0

0 fαnSα ≥ 0
, (7.4.17)

cγ = cβ . (7.4.18)

To start the position search, the componentsr (0)
β

andr (0)
γ of the initial positionr(0) are

generated randomly within the area of the boundary cell. Projecting a circle in theβ,γ
plane with the cutoff radiusrc and the centre (r (0)

β
, r (0)
γ ) along the surface vectornS gener-

ates a cylinder. The contours of this cylinder are coloured green in Figure 7.3b. If one
moved the position of the new atom along the central axis of the cylinder, it would interact
with each of the atoms within at some position along the line.From all atoms within the
cylinder, the algorithm determines the atomj which is furthest outside innS direction. The
initial positionr (0)

α is assigned withr jα + rminnSα, whererminnSα is an additional shift innSα

direction to exclude any initial overlapping. A value ofrmin = 1.22, which is the position of
the potential well of the LJ potential, has be used throughout this work. The pseudo code
of the modified USHER scheme is given in Algorithm 8.

When using for solids, the target energy cannot be exactly thepotential energy of the
bulk system, but must be the average energy of a surface atom.This condition has further
implication on the imposition of convective fluxes which will be addressed later.

Random velocity vector generation

After, the position for a new atom has been found, it needs to be assigned with a velocity
vector that satisfies the conditions that have been introduced at the beginning of this sec-
tion. Because of the unidirectionality of the internal energy 1, this can only be achieved by
matching the averages of a number of atoms that are inserted during a period of time. For

1Here it is meant that the internal kinetic energy, which is the thermal motion of the atoms, is not bound
to the movement in any direction, but rather has zero overallvelocity by definition.
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Algorithm 8 : Modified USHER algorithm to insert an atom into a dense medium
with a very sharp density profile.

Generate initial position componentsrβ andrγ randomly;
Build list Ltmp of atoms within the circle (rβ, rγ) at projected alongnS;
Find atomj in Ltmp furthest in directionnS;
Setrα ← r jα + rmin;
Calculate potential energyV and forcef for positionr;
ScaleV and f with sign← (V −V0)/|V −V0|;
repeat

if (nSα · fα) < 0 then
cα ← 1;
cβ, cγ ← 0;

else
cα ← 0;
cβ, cγ ← 1;

f ←
(

f ·
(

cα, cβ, cγ
))T

;

if V > Vovlp then
δs← rσ − (4V)1/12;

else
δs← (V −V0)/| f |;
if δs> ∆s then δs← ∆s;

r ← r + ( f /| f |) · δs;
Calculate potential energyVnew and forcefnew for positionr;
ScaleV and f with sign← (V −V0)/|V −V0|;
if Vnew> V then Return and restart search;
V ← Vnew, f ← fnew;
ξ ← (V −V0)/|V0|;

until |ξ| < ξmax ;

a period of time with constant convective fluxes, the velocities ofNins inserted atoms must
fulfill the conditions:

〈v〉 = u =
1

Nins

Nins
∑

i

vi , (7.4.19)

〈Ek,int〉 =
1

Nins

Nins
∑

i

1
2

mi(vi,int)
2 , (7.4.20)

wherevi,int is the internal velocity of the inserted atomi that is related to the absolute
velocity vi by vi = vi,ext+ vi,int; the external velocity vectorvi,ext being equal for all inserted
atoms:vi,ext = 〈v〉 = u. In connection with Equation (7.4.19), this requires the sum of the
internal velocities to be zero:

vsum
int =

Nins
∑

i

vi,int = 0 . (7.4.21)
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Since the external velocitiesvi,ext of the inserted atoms are determined, the remaining
task is to generate the internal velocity vectorsvi,int in a way that Equation (7.4.20) and
Equation (7.4.21) are satisfied. Being of macroscopic nature(four degrees of freedom),
these conditions require the reconstruction of the microscopic information (3Nins degrees
of freedom), which are the direction and speed of the individual velocities. Principally, this
is identical to the initialisation of velocities at the beginning of a MD simulation (q.v. Sec-
tion 2.2.8).

Maxwell-Boltzmann distribution: As in the velocity generation schemes for the initial-
isation of the molecular dynamics simulation, the internalvelocity vectors can be sampled
from a Maxwell-Boltzmann distribution and as far as known to the author, this has been
done in all previous works [38, 40, 188, 193]. The Maxwell-Boltzmann distribution has
already been defined in Equation (2.2.28), where the averageenergy is expressed in terms
of temperature. Here, the average energy level is〈Ek,int〉 and the probability of the velocity
vα in dimensionα = {x, y, z} is given by

f (vα) =

√

3m
4π〈Ek,int〉

e

(

− 3mv2α
4〈Ek,int〉

)

, (7.4.22)

where the individual dimensions,α, are independent from each other. Sampling from
Equation (7.4.22), one obtains a set of isotropic velocity vectors with the average length
of 〈|v|〉 =

√

2〈Ek,int〉/m. As demonstrated in Section 2.2.8, a generator that draws random
numbers from a gaussian distribution and a subsequent scaling vα ← vα

√

2〈Ek,int〉/3m will
deliver the desired velocity vectors.

Summed momentum: An unexpected effect occurs for free stream test cases when sam-
pling the internal velocities of the inflowing atoms from a Maxwell-Boltzmann distribution.
When direct convective flux boundary conditions (DC) are used,the momenta which are
removed on the outlet, correspond exactly to the analyticalvalue (Equation (6.3.2)). There-
fore, any deviations of the inserted momenta on the inlet from the prescribed momentum
fluxes remain within the molecular system.

Sampling the internal velocities from the Gaussian distribution, the average sampled
velocity 〈vintα〉 in each dimensionα = {x, y, z} approaches 0 for increasing numbers of
inserted atoms. However, this is not true for sum of the internal velocities,vsum

int , as required
by Equation (7.4.21). Rather,vsum

int fluctuates stronger, the more atoms are inserted. This
is easily realised when considering that the standard deviation of the sum of the inserted
atoms grows with increasing number of samples:σ(vsum

int α
) ∼
√

Nins. Therefore, the longer
the simulation runs, the more likely larger deviation ofvsum

int from 0 become. The logical
effect, which has been observed in test simulation, are deviations in the velocitiesux, uy

anduz of the overall system.
Figure 7.4 shows the development of the velocity of a system with 10,000 atoms at a

temperature ofT = 2 during the influx of 5,000 and 50,000 atoms. The figures have not
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been recorded from an actual simulation, but to avoid any side effects, the velocity gener-
ation algorithms have been run independently and the generated internal velocity vectors,
corresponding to a temperature ofT = 2, have been summed up. The blue line marks the
velocity,uy, of the system for which the velocities of the inserted atomshave been sampled
from the Maxwell-Boltzmann distribution (Equation (7.4.22)). The velocities in the other
two dimensions are not shown because the curves are effectively similar and would not
contribute any additional insight. It is obvious that the velocity, uy, starts to deviate up to
0.015 for less than 5,000 inserted atoms. Continued influx causesuy to rise nearly to 0.05
after 50,000 atoms have been inserted. How problematic thisvalue is depends on the free
stream velocityux of the specific test case.2 For example in several test cases, a velocity of
ux = 0.1 was used. The deviation, in Figure 7.4b, is nearly half of this value, which is very
significant.

For free stream test cases, deviation of the free stream velocity u from the analytic
value have direct and indirect implications on stability ofthe MD flux boundary condition
schemes. The decisive point is the outlet, which for direct convection (DC) schemes only
function in a stable manner as long as the actual fluxes of density, momentum and energy
on the interface correspond to the prescribed ones. Small deviation are buffered, but persist-
ing deviations eventually lead to a breakdown of the MD flux boundary conditions, either
because of a lack or excess of mass, momentum or energy. The flow of mass, momentum
and energy on the outlet boundary is influenced directly by changes inux or indirectly by
any velocitiesuy or uz different from 0. The latter effect is because any velocity in y or
z dimension also binds a part of the total energy. Because no momentumρuy or ρuz is
removed by the MD flux boundary conditions on the outlet, the energy that is bound to this
momentum cannot be extracted. Instead, more internal energy is removed until the internal
energy near the outlet boundary is zero and the boundary conditions break down.

Obviously for a fully coupled system, any change of the velocity in the molecular sys-
tem would also change the calculated fluxes on the outlet, so that the effect would probably
not be noticed. However, the idea of the free stream test caseis, that MD flux boundary
conditions introduce and remove the prescribed flux. Also, the velocities of the inflowing
atoms are not strictly independent and uncorrelated from each other, because any greater
random fluctuation leading to a change in flow speed would be cause a ‘physical reaction’
of the system counteracting the disturbance.

Zero net momentum: To avoid the unwanted effects that arise by sampling velocities
from a Maxwell-Boltzmann distribution, azero net momentum(ZNM) algorithm for the
generation of the internal velocities with was devised by the author. Instead of drawing the
components of the velocity vectorsvx, vy andvz individually from a basically infinite pool
of possible numbers, the underlying idea of the ZNM algorithm is to select the complete
vector v randomly from a limited set of possible vectors. To this end,a setSpv of Npv

possible unit velocity vectors is generated initially. Whena new velocity vector is needed,
one elementvk of Spv is selected through a randomly generated indexk, wherek is an in-

2As defined in the description test case (Section 6.3), the free flow direction is in x direction.
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Figure 7.4: Example for the change in velocity of a system with 10,000 atoms atT = 2 through
the influx of atoms, with velocities sampled through Maxwell-Boltzmann distribution (blue lines)
or ZNM algorithm (purple, red and green lines).

teger that obeys a discrete uniform distribution (k ∈ J1,NpvK, k ∼ U(1,Npv). The selected
random vector is removed fromSpv (Spv ← Spv\vk, Npv ← Npv − 1). OnceSpv is empty
(Spv = ∅), the complete set of possible velocity vectors is generated again. If the sum of
the all vectors in the full setSpv is 0, then the maximum deviation of the summed velocities
is effectively restricted, because every time the entire setSpv has been used, the introduced
net momentum must be zero.

To achieve an isotropic distribution of the velocity vectors in Spv, a virtual sphere is
used with centre at the point of origin and unity radius. The vectors are generated from
the centre of the sphere to evenly distributed points at the surface. In order to ensure exact
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symmetry in all dimensions the surface points are defined in the first octant (vx ≥ 0, vy ≥ 0,
vz ≥ 0) and then mirrored into the seven other octants. The vectors in the first octant are
calculated through
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(7.4.23)

where the anglesα andβ are obtained by stepping through all combinations of the indexes
a andb

α =
πa
2R

and β =















b
Rsin(α) α > 0

0 α = 0
. (7.4.24)

The indexa is an integer that rotates the vector within the xy-plane andruns from 0 to the
selected resolutionR: a = {0,1, . . . ,R}. The indexb rotates the vector in theyz-plane at
vx = cos(α). The resolution ofb depends on the circumference, 2πsin(α), of the circle that
forms the intersection line of the sphere and theyz-plane atvx = cos(α). Hence, the value
b runs throughb = {0,1, . . . . ,Rsin(α)}.
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Figure 7.5: Illustration of a the first octant of the
virtual sphere for the ZNM velocity vector gener-
ation.

In Figure 7.5, the first octant of the
virtual sphere for the velocity vector gen-
eration is illustrated. The points marked,
show some of the points on the surface,
to which the velocity vectors are drawn.
The first number in the denotation is the
index a and the second is indexb: (a,b).
The blue shaded surface represents the yz
plane fora = 3 and the drawn vector the
velocity of the combinationa = 3 and
b = 4. The length of the vectors that are
generated by Equation (7.4.23) are of unity
length. To match the required energy level
(Equation (7.4.7)), they are scaled with
√

2Ek,int/m. Obviously, all velocity vectors
are of the same length and do not corre-
spond to the natural Maxwell-Boltzmann
distribution. However, as previously tested
in Section 2.2.8, velocity vectors gener-
ated with a fixed length quickly approach a
Maxwell-Boltzmann distribution. Also, the
new atoms are not inserted all at once, but over a period of time, which reduces the effect of
the fixed length. The implementation of the ZNM algorithm is given in Algorithm 9. The
required input data is the internal kinetic energyEk,int and the atomic massm. It returns a
random velocity vector for the requested energy level.
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Algorithm 9 : Zero net momentum (ZNM) algorithm for generating the velocity vec-
tor for a new atom.

input : Energy levelEk,int and mass of the new atomm
output: New velocity vectorvout

if Npv = 0 then
for a← 0 to R do

α← πa/(2R);
Rb← sin(α)R;
for b← 0 to Rb do

if Rb > 0 then β← b/(sin(α)R);
elseβ← 0;
vx← cos(α);
vy← sin(α) · cos(β);
vz← sin(α) · sin(β);
Add v to Spv (Npv← Npv+ 1);

foreachCombination ofo= ({−1,1}, {−1,1}, {−1,1}) do
foreachvectorv in Spv do

if o · v <> v then
Add vectoro · v to Spv (Npv← Npv+ 1);

s← U(0,Npv− 1);
vout← element number s ofSpv;
Remove element numbers from Spv;
vout←

√

2Ek,int/m · vout;

The ZNM algorithm has been tested under the same conditions as the previously dis-
cussed Maxwell-Boltzmann distributed velocity vector generation. Firstly, 5,000 new ve-
locity vectors, corresponding toT = 2, were generated by the ZNM algorithm and added
to the velocityu of a 10,000 atom system. In a second step, the insertion was continued
to 50,000 atoms. The resolution ofSpv was set toR = 30 for the test run. The indi-
vidual velocity componentsux, uy anduz for the first 5,000 atoms have been plotted into
Figure 7.4a. It is obvious that the deviations from 0 are muchsmaller than for the sum
of the Maxwell-Boltzmann distributed velocity vectors. Thecontinued insertion of up to
50,000 atoms, shown in Figure 7.4b, demonstrates this even moreclearly since the sum of
velocity vectors generated with the ZNM algorithm stays close to zero, independent of the
number of atoms inserted. The curves are similar in all threedimensions, with a mean of
ux = uy = uz = 0 and a standard deviation ofσ(ux) = 9.1 × 10−4, σ(uy) = 8.9 × 10−4 and
σ(uz) = 9.3× 10−4. These values were calculated from the run that is shown in Figure 7.4;
they vary slightly between individual runs, because of the random number generation.



7.4 Imposition of convective fluxes 151

7.4.3 Removal of atoms

Any outflow across the boundary requires the physical removal of boundary atoms from the
reservoir region in Figure 7.1. While for inflow boundary conditions it is possible to insert
atoms that match exactly the constraints prescribed by the convective fluxes, the same is
not true for the removal of atoms for outflow boundary conditions. Based on the integrated
fluxes, any removed atom should ideally have the momentumpida = F int

ec/F
int
mc and the total

energyEt ida = F int
ec/F

int
mc. It is basically impossible to find a boundary atom whose momen-

tum and energy match exactlypida andEt ida. Thus, outflow boundary conditions require a
special treatment to ensure the agreement of the actual removed quantities to the prescribed
integrated convective fluxes:F imp

pc = F int
pc andF imp

ec = F int
ec .

The first step of an appropriate outflow scheme is to select theatom to be removed
from the set ofNb boundary atoms in the reservoir region. A number of different selection
schemes have been investigated for their applicability:

Random: The atom is determined randomly from entire set ofNb boundary atoms.

Position based: Probably the most intuitive scheme is to chose the atom whichis furthest
away from the boundary, i.e. highest value ofdbi. Conveniently, the boundary atom
list, which is sorted bydbi, can be used for this purpose; the first atom in the list being
the one furthest away from the boundary.

Momentum based: Both previous schemes do not guaranteeF imp
pc = F int

pc. To ensure the
correct convective momentum flux implementation, one can select the atom whose
momentum matches the required momentum transfer closest. This is the boundary
atomi with the smallest momentum difference∆pi that is calculated by

∆pi = |vi − pida| . (7.4.25)

Energy based: Similar to the momentum based scheme, the selection of the atom can be
based on the convective energy flux. In that case the criteriais

∆ei = |Epi +
1
2

mivi
2 − Et ida| , (7.4.26)

where the atomi with the smallest∆ei is chosen to be removed.

Best fit: The position, momentum and energy based schemes focus on only one aspect,
neglecting the other two. Therefore, it is only logical to derive a scheme that com-
pensates this deficiency by taking into account the position, momentum and energy
fluxes. To this end, one can define the criteriacb f by

cb f i =
1

dbi
2
+
∆pi

2

pida
2
+
∆ei

2

eida
2
. (7.4.27)

The atomi with the lowestcb f i is the one that is selected to be removed.
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Which of the above selection schemes is used for the test cases, is stated at the respective
sections.

Even when using the best fit scheme for the atom selection, a match of actual imple-
mented (F imp

αβ
) and integrated (F int

αβ
) fluxes is not guaranteed. The main reason is that with

the density in the reservoir region gradually approaching zero, the average atomic values
of velocity, 〈v〉 and energy〈Et〉 also differ from the values of the bulk materials in the
boundary cell. The density profile across the interface, detailed in Section 7.8.3, is of lesser
importance for the removal of atoms, but naturally influences the velocity and energy pro-
files. The exact shapes of velocity and energy profiles are complicated in many cases and
subject of oscillations and fluctuations. These are mainly aresult of the employed imposi-
tion scheme for the fluxes due to stress (MTRP, MTF, MTDVC or MTRV), but also subject
to the interplay of these schemes with implementation of theconvective fluxes. Therefore,
the boundary atoms in the reservoir region may, sometimes only temporarily, not corre-
spond to the convective flux constraints. In Figure 7.6, the profiles across the boundary are
shown for the average values of density, velocity, temperature and atomic energy. Clearly,
the atoms in the area of the boundary have different average velocities and energies than
the atoms inside the bulk material. The four plotted cases also demonstrate that the profiles
of the curves depend on the selected scheme and fluid properties. Hence, the expectation
of finding an atom selection scheme that matches exactly the convective momentum and
energy fluxes is unrealistic.

One possibility to overcome the mismatch between the implemented and the integrated
convective fluxes is to correct the respective differences subsequently after the removal of
an atom. This is achieved by coupling the convective fluxes with the fluxes by stress. The
approach is suitable in conjunction with direct convectiveflux imposition; it is being dis-
cussed in Section 7.4.1.

Momentum and energy correction for removed atoms

When employing indirect convective flux imposition schemes (IC), the convective fluxes
are not prescribed directly. The atoms removed under outflowconditions in these schemes
are expected to have the same properties as the ones in the boundary cell adjacent to the
reservoir. However, because the energy of an average atom inthe reservoir region, i.e. be-
hind the boundary, is higher (see Figure 7.6 or 7.4.3), the removal of atoms from the reser-
voir region without some kind of correction leads to a convective energy outflow that is
too high. This is demonstrated for static test case in Section 7.10.1. Figure 7.45 shows
that without correcting the energy of removed atoms, the average atomic energy in a static
system decreases because of the mentioned effects.

A similar situation prevails for the average momentum of an atom in the reservoir re-
gion. Due to the static pressure that is applied onto the boundary atoms in the reservoir, the
average momentum of an atom in the relaxation zone tends to behigher than the average
momentum of atoms in the boundary cell under inflow conditions and lower under outflow
condition (for static situations the deviation is zero). Removing atoms without correcting
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the value of the removed momentum to the average atomic valueof the boundary cell will
therefore lead to a situation where too much or too less momentum is convected across the
boundary.

The idea of the momentum and energy correction for removed atoms is to remove an
atom whose momentum and energy level correspond to the average atomic momentum and
energy level inside the first inner boundary cell. To this end, the average atomic momentum
and energy of the atoms in the boundary cell (q.v. Figure 7.1)are calculated and used as
reference values〈p〉re f and〈Et〉re f for momentum and energy respectively. The value of
〈p〉re f is obtained from theNc atoms in the inner virtual cell by

〈p〉re f =
1
Nc

Nc
∑

i

mivi . (7.4.28)

〈Et〉re f is a vector that contains the reference energy for the individual dimensions. The
potential energy is split in three equal shares, so that〈Et〉re f is calculated over theNc atoms
in the inner virtual cell by

〈Et〉re f =
1
Nc

Nc
∑

i
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After an atomi has been removed from the reservoir region, the difference between the
energy of the atomi and the reference energy value:

Edi f f = 〈Et〉re f − Et i = 〈Et〉re f −
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(7.4.30)

is transferred as kinetic energy onto the remaining reservoir atoms. The energy transfer
scheme (Algorithm 3), as described in Section 2.2.10, has been employed for transferring
the energy at each dimension separately.

The difference in momentum,pdi f f = 〈p〉re f−mivi, is added to the integrated momentum
fluxes by stress,F int

ps, and transferred along with the momentum flux transfer scheme. The
transfer of pure momentum without transfer of energy is, however, only guaranteed when
using the reverse velocity scheme (MTRV), which is described in Section 7.9.1, for the
momentum transfer. Thus, momentum correction of removed atoms is only possible in
conjunction with this scheme. When using other momentum transfer schemes, the transfer
of momentum will, by construction, always transfer some energy as well.3

7.5 Breakdown of flux boundary conditions

Before continuing, it is useful at this point to define the conditions under which the flux
boundary conditions are considered to have broken down. These comprise a number of

3Except for the unlikely case, where the velocity of the atomsonto which the momentum is transferred is
zero.
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situations in which the simulation must be aborted because it has become impossible to
impose the prescribed flux boundary conditions. In detail, those situations are:

No atom that can be removed:The outflow of mass requires the actual presence of an
atom that can be removed, i.e. there must be material within the reservoir region.
If no boundary atom is left then the convective fluxes can not be imposed and the
boundary conditions are violated. This type of break down only applies for direct
convective flux imposition. For indirect convective flux imposition, the condition
can not occur by construction.

Not enough internal energy: For the outflow of energy, Algorithm 3 is used. Since the
energy is removed from the internal kinetic energy, a situation can occur where more
energy needs to be removed than is actually available as internal kinetic energy within
the reservoir. In this case the flux boundary conditions cannot be fulfilled and are
considered to have broken down.

Unable to find an insertion site: For the inflow boundary conditions, situations can occur
where the algorithm to find an insertion site fails. These lead to a failure of the
boundary conditions as well.

No atom in the reservoir: This situation is similar to the first point, but applies to the
fluxes by stress. If no atom is in the reservoir, fluxes by stress can not be applied and
their imposition must fail, i.e. flux boundary conditions have broken down.

7.6 Further remarks

From the previous description of the MD flux boundary conditions it should be clear that
there are a large number of parameters that determine the wayin which the fluxes are im-
posed onto the boundary of the molecular system. In fact, theboundary conditions, as they
are implemented into the MD code, have twenty four parameters, some of them containing
several sub parameters. It is obvious that the investigation needs to be restricted to a few
combination of these parameters and that there is no guarantee that any of the non-tested
combinations provides better results than the ones presented. During the investigation a
large number of different combinations have been tested, which can not be included into
the discussion here due to the restriction in available space and time. However, none of the
excluded versions gave better results than the ones presented here. Most of the excluded
ones, proved to be unstable for numerous reasons.
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(a) MTF, gaseous state (ρ = 0.1,T = 2)

x

ρ u
x

T<
E

t>

-20 -10 0 10 20
0

0.05

0.1

0.15

0.2

0.25

-0.4

-0.2

0

0.2

0.4

0.6

0.8

1

0

0.5

1

1.5

2

2.5

3

0

1

2

3

4

5

ρ
ux
T
<Et>

(b) MTRV, gaseous state (ρ = 0.1,T = 2)
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(c) MTF, liquid state (ρ = 0.8,T = 1)
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(d) MTRV, liquid state (ρ = 0.8,T = 1)

Figure 7.6: Profiles of density (ρ), velocity (ux), temperature (T) and average total atomic energy
(〈Et〉) across the boundary for two different momentum transfer schemes: momentum transfer by
force (MTF) and momentum transfer by reverse velocity (MTRV). The upper and lower figures
show the a gaseous and liquid state respectively.
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7.7 Direct convective flux and reflective planes (DC-MTRP)

This section starts with a discussion on reflective planes for equilibrium situations, followed
by a description on how these are used in conjunction with theflux boundary condition.

Reflective plane

A reflective plane is a simple and passive means to confine a molecular system as well as
to insert momentum into it. The idea of using a reflective wallin conjunction with MD flux
boundaries is that in a local equilibrium situation, in average, for each atom that crosses
the boundary, another atom, with opposite velocity vector,will enter the molecular domain.
Instead of removing the atom and inserting another one, it issimply reflected. Hence, ap-
plying a reflective plane, the part of the momentum flux by stress Fps which arises from
the static pressurep is automatically transferred to the system. For each reflected atomi a
momentum of−2mivi · n is introduced into the system.

Reflective planes have been regularly used as boundary conditions in MD simulations
such as for channel walls [153, chap 7], rising bubbles [129]or lubricants on surfaces [143].
A reflective plane is commonly understood as an artificially defined surface that reflects all
atoms whose paths cross the surface. The velocity vectorvo of an atom that is to be reflected
is inverted. The reflected velocity vectorvn is calculated by

vn = vo − 2n(vo · n) , (7.7.1)

wheren is the unity normal surface vector. In case, the surface is moving with a speed ofu
into the direction ofn, the atom’s new velocity is

vn = vo + 2n(u− vo · n) . (7.7.2)

The energy in and out flow can be controlled through scaling the velocity vector by a factor
f . In the most general case the new velocity vector is then

vn = f (vo + 2n(u− vo · n)) . (7.7.3)

However, manipulating the energy in that manner also involve momentum changes that
need to be considered.

In all works known to the author that have used reflective planes as boundary condition,
the algorithm to enforce the reflective plane is similar to Algorithm 10, in whichrp is a
point anywhere in the plane with the normal vectorn. If the distanced to the plane is neg-
ative, the atom has crossed the plane and is reflected. Thereby, its position is shifted back
behind the plane by a small distance,ǫ [153, chap 7]. Other options involve the calculation
of the point of impact and compute the new position of the atomfrom this point.

Regardless of the precise way, changing the position of the reflected atom from the
position that has been obtained by the numerical integration algorithm has consequences
for the potential energy of the atom. To demonstrate this, Algorithm 10 was tested for
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Algorithm 10 : Standard reflective plane algorithm.

foreachatom ido
d = (rp − r i) · n;
if d < 0 then

r i ← r i + n(d + ǫ);
vi ← f (vi + 2n(u− vi · n));

time step
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(a) Reflective plane using Algorithm 10
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Figure 7.7: Total energy per atom is time for a box enclosed in x direction by two reflective walls.

equilibrium simulations of a box filled with 3200 LJ atoms in gaseous (n = 0.001), liquid
(n = 0.8) or high density (n = 1.1) states. Periodic boundary conditions have been applied
in y and z direction. In x direction the box was enclosed by tworeflective planes based on
Algorithm 10. The simulations were run through an NVE ensemble. Hence, the energy
was expected to be constant in time. From Figure 7.7a it is obvious that the energy is only
conserved for the gaseous state. The simulation for the liquid state shows a drop in energy,
while in the high density case the energy increases rapidly.

The reason for this unwanted behaviour is the shift of the reflected atoms back in front
of the wall. By doing so, the potential energy of the shifted atom is changed as it is moved
closer to other atoms near the reflective plane. In the liquidcase the average atomic distance
is just far enough that when moving two average atoms closer together by a small distance,
the pair potential energy between them becomes lower due to the potential well of the
LJ potential (see Section 2.1.5). For higher densities, thesituation is different. Moving
two average atoms towards each other will bring them in the region of strong repulsion
of the LJ potential, where the energy increases rapidly for smaller distances. Hence, for
these densities, a reflective plane, using Algorithm 10, introduces additional energy into
the system. In the gaseous state, atoms are separated so far from each other that a slight
shift of the atomic positions has negligible influence on itspotential energy.
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In theory, one could measure the change in potential energy,Epi, of the shifted atom,i,
and correct it by rescaling its velocity vectorvi. This procedure is impractical for two rea-
sons. Firstly, the energy to be subtracted may be higher thanthe kinetic energy of the atom;
the procedure would fail in that case. Secondly, it would involve additional computational
and programming efforts to compute the potential energy of the reflected atom outside the
standard force calculation procedures.

Another approach, much simpler and practical, is thereforesuggested: Reflected atoms
are not shifted back behind the wall. Only the velocity vector is reversed. The reflected
atom will then travel back, by itself, behind the reflective plane in the next time step. The
pseudo-code of the new algorithm is given in Algorithm 11. Anidentical simulation as the
one compared for Algorithm 10 was carried out for Algorithm 11. The total energies per
time for each are plotted in Figure 7.7b. The energy is clearly conserved for the gaseous,
liquid and high density state.

Algorithm 11 : None shifted reflective plane algorithm.

foreachatom ido
d = (rp − r i) · n;
if d < 0 then

vi ← f (vi + 2n(u− vi · n));

7.7.1 Static Case

Using the (DC-MTRP) flux boundary imposing scheme for the static case, the momentum
fluxes, which for that case only arise from the static pressure, are transferred automatically
through the presence of the reflective plane. Thus, the momentum flux does not need to
be measured or calculated in advance for the chosen state. For other schemes, the precise
knowledge of the equation of state for the pressure,p(ρ,ei), to apply the correct equilib-
rium momentum flux across the boundary is necessary. The pressure on the interface can
be measured by using Equation 3.2.14 and has already been used for obtaining the results
in Section 3.4.

The static case was tested for gaseous (MDS-G:ρ = 0.1, T = 2), liquid (MDS-L:
ρ = 0.8, T = 1) and solid (MDS-S:ρ = 1.2, T = 1) states. The setup, preparation and
investigation procedures were described in Section 6.1. Not unexpectedly, all cases gave
stable results with the correct quantities for density, velocity and temperature in total as
well as for the profiles across the x dimension. For reasons ofcompleteness, the profiles
have been plotted for the three considered states in the Figures 7.8a – 7.8c. The plots have
been averaged overNm = 10,000 measured everyτmes= 10 time steps.

Through its nature, the reflective plane gives a very sharp transition of the density from
the respective value to zero, on the boundary. This is the ideal situation; it will later be
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(b) Liquid state (ρ = 0.8,T = 1), MDS-L system
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(c) Solid state (ρ = 1.2,T = 1), MDS-S system

Figure 7.8: Profiles of density, velocity and temperature across the x dimension for the different
states.

shown that for other methods of momentum transfer the transition is more gradual and,
therefore, involves a zone where density and material properties change.

The small discrepancies in velocity on the boundaries, (negative on the western side and
positive on the eastern side) are only a measuring artefact.It arises from atoms that enter
the measuring cell only briefly and the whose contribution ismostly negative or positive,
depending on the side. The very low density magnifies the contribution of single atoms
enormously.
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7.7.2 Flow parallel to the boundary

The Couette flow test case, as described in Section 6.2, was investigated for the molec-
ular systems MDCF-G, MDCF-L1 and MDCF-L2. The dimensions of thetest cases are
described in Table B.1 (Appendix B). Different velocities,ue, at the interface were con-
sidered. The selected combination of test cases and velocities are listed in Table B.2 (Ap-
pendix B). It also contains the expected temperatures at the interface.

Like in the static test case, the flux of momentum perpendicular to the surface (ρv) is au-
tomatically transferred through the reflective plane. The parallel fraction of the momentum
flux can be transferred by the MTF, MTDTV or MTRV scheme. Here,the MTF scheme
was selected. It is discussed in detail in the next section, so that at this point only a few
important parameters will be given (Their meanings are described in the next section). The
external force was applied using a weighting functiong(r, v) = 1 and an interaction depth
of NPb = 1.

The most important simulation parameters are given in Table7.2. For the liquid case,
the equilibration was performed in two stages. In the first equilibration run over 10,000
time steps, the temperature control was applied to the entire system for obtainingT = 1.
A second equilibration run, over 30,000 time steps, was performed this kind of tempera-
ture control only applied to the wall atoms. It should be noted that temperature control
applied directly on the wall during the simulation is artificial. In reality the increased wall
temperature would cause a heat flux which would keep the temperature of the wall nearly
constant, provided the heat is transported away fast enough. A fully realistic simulation
has to model these effects, but for the purpose of investigating MD boundary conditions, a
constant wall temperature is sufficiently accurate. The simulations had to be run for a long
time to allow the temperature profile to develop. It was considered to have reached an equi-
librium situation when the last three calculated profiles did not show significant differences.

SystemParameter
MDCF-G MDCF-L1 / MDCF-L2

Momentum flux by stress (perpendicular) MTRP
Momentum flux by stress (parallel) MTF

NPb 1.0
Crossed atoms reflect

Equilibrium time steps 10,000 40,000
Simulation time steps 4,000,000 400,000

Measuring frequency (τm) 100 100
Averaged over (Nm) 10 000 1,000

Table 7.2: Parameter settings for the DC-MTRP Couette flow test cases.

For obtaining the minimum number of time steps for sufficient averaging, the following
assumptions have been made. For the gaseous case at the slowest velocity ofue = 1, the
temperature range of interest is≈ 0.1. To obtain a standard deviation of less than 5 %
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relative to this interval, one needs to keep the fluctuationsrelative toT = 2 below 0.003
(0.1 · 0.05/2). For this level, Equation (3.3.25) gives a minimum numberof samples of
NT

m,min ≈ 1200. With an estimated correlation time of 600 time steps, the minimum number
of time steps is approximately 72,000. The number of simulated time steps that results
from the chosen combination ofτm = 100 andNm = 10,000 is larger; therefore, the size of
the fluctuations is expected to be below the desired level. The fluctuations of density and
velocity are below the one of the temperature and since all quantities are evaluated together
their fluctuations are lower than the one for the temperature.

For the liquid cases, the number of samples from which the average needs to be chosen
to limit the fluctuations below 5 % of the considered ranges of0.8 for the density, 0.5 for
the velocity and 0.1 for the temperature. Again, the calculation of the temperature requires
the highest number of values to average:Nm,min ≈ 250. Therefore, the chosen combination
of τm = 100 andNm = 1000 is sufficient to fulfill these conditions. For all following sim-
ulations, the minimum number of samples needed to calculatethe macroscopic quantities
have been obtained in the same manner. For reasons of brevity, the precise figures are not
given for every single case.

The Figures 7.9a – 7.9d show the profiles of density, velocityand temperature in y di-
rection for the Couette flow cases. As expected, the simulations were stable for all tested
cases and the results obtained correspond to the analyticalsolution. In all cases, the den-
sity is nearly constant. The slight decrease towards the interface is because of the higher
temperature away from the wall. The velocity is, in all cases, linear and at the upper end
(ye) very close to the expected velocity,ue. The slight discrepancies are causes by sev-
eral contributions. The error in the measured value for viscosity causes a relative error of
ueerr ≈ 5 % in ue [25, 131]. Also, the finite size of the measuring cells (δl = 3.2) does
not allow a perfectly exact solution. The largest contribution, however, can be expected
from the variation in temperature and density. These in turncause changes in the viscosity
and, hence, influence the velocity at the HSI. The analyticalmodel, as described before,
has been plotted as orange dashed line in all figures. Clearly,the simulation results match
the theoretical temperature profiles very well apart from the gaseous test case withue = 1.
There, the measured temperatures are lower than the prediction from the model. The er-
ror in the temperature profile have similar reasons to those discussed regarding velocity.
However, considering that the reported error in the thermalconductivity is 40 % [137], the
coincide of the other cases with the theoretical temperature profile is actually surprising.
Also, the temperature profile depends on the viscosity and thermal conductivity. It is there-
fore subjected to a greater extent to changes in density and temperature. Considering these
facts, the results can be considered in good agreement with the analytical model.

7.7.3 Flow perpendicular to the boundary

As mentioned before, the flow across the boundary poses the most difficult situation for the
MD flux boundary conditions since it requires the insertion and removal of atoms into and
out of the MD system. For the insertion of new atoms on the inlet, the USHER algorithm
was used in conjunction with the ZNM scheme for generating the velocities of the new
atoms. The number of boundary atoms was set to 100, which is less important because the
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Figure 7.9: Profiles for density, velocity and temperature of the Couette flow using the reflective
plane scheme for gaseous (upper figures) and liquid state (lower figures). Tmodel is the analytical
solution for the temperature profile.

only fluxes imposed on the boundary atoms in the reservoir areFes (energy flux by stress).
The results show that these fluxes are of no importance for thecases where the DC-MTRP
scheme is working. For all cases, where these fluxes play a significant role, the DC-MTRP
scheme was unstable for any tested configuration with or without imposition of energy flux
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by stress. For removing atoms on the outlet, it made no difference, which atom selection
scheme was used. The same applies to any FCCS scheme for correcting the convective mo-
mentum and/or energy flux. Hence, no energy correction scheme was applied. A summary
for the employed parameters is given in Table 7.3.

SystemParameter
MDFF-G MDFF-L

Momentum flux by stress (perpendicular) MTRP
insert atoms USHER

velocities of inserted atoms ZNM
NPb 1.0

Crossed atoms reflect
Equilibrium time steps 25,000 25,000
Simulation time steps 200,000 200,000

Measuring frequency (τm) 100 100
Averaged over (Nm) 100 100

Table 7.3: Parameter settings for the DC-MTRP free flow test cases.

The DC-MTRP scheme was tested for the free flow test case for the gaseous state (sys-
tem MDFF-G1,n = 0.1, T = 2) with the velocitiesux = {0.5,1.0,2.0,3.0} and for the
liquid state (system MDFF-L1,n = 0.8, T = 1) with the velocitiesux = {0.1,0.25,0.5,1.0}.
The simulations were stable forux ≤ 1.0 in the gaseous state and forux ≤ 0.25 in the liquid
case. For higher velocities, the simulations led to physically incorrect conditions causing
the breakdown of the flux boundary conditions. All simulation were started with the sys-
tem at the respective velocity. This is easily achieved through an equilibration run of the
system at rest with subsequently adding the respective velocity u = (ux,0,0) to the velocity
of every atom in the system.

The analysis is started with the gaseous state at the velocity ux = 0.5. On the left
side of Figure 7.10, the overall velocities and temperatureof the system are plotted over
time. On the right side, the profiles in x dimension are shown for density, velocity in flow
direction,ux, and temperature. As shown, the overall velocityux stays at the correct level.
The velocity profile shows small deviation on the in- and outlets. The same applies for
the temperature and density. While on the inlet, the density and temperature are slightly
too high and the velocity is too low, the situation is reversed on the outlet. In between
the profiles are flat and at the correct levels. Because the DC-MTRP scheme is a direct
convection scheme, i.e. the number of inserted atoms is equal to the number of removed
atoms, the overall density matches at all times exactly at the correct value ofρ = 0.1.

For a higher velocity ofux = 1.0 the graphs are shown in Figure 7.11. Here, the
situation is similar with an amplified distortion in the profiles. On the inlet, the temperature
is significantly too high and velocity is too low; the densityis slightly increased also. The
overall velocity and temperature are within an acceptable range.

For the velocities ofux = 2.0, the DC-MTRP scheme was not stable. This can be seen
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on the left hand side of Figure 7.12, where the temperature starts to increase and fluctuate
rapidly. Also the profiles on the right side show severe distortions. The profiles have been
taken shortly before the breakdown of the flux boundary conditions. It was not possible
to achieve a stable simulation with any of the tested parameter combinations for the DC-
MTRP flux boundary conditions.
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Figure 7.10: Free flow test case of the gaseous system (MDFF-G1,n = 0.1, T = 2) atux = 0.5 with
the DC-MTRP scheme for flux boundary conditions.
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Figure 7.11: Free flow test case of the gaseous system (MDFF-G1,n = 0.1, T = 2) atux = 1.0 with
the DC-MTRP scheme for flux boundary conditions.
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Figure 7.12: Free flow test case of the gaseous system (MDFF-G1,n = 0.1, T = 2) atux = 2.0 with
the DC-MTRP scheme for flux boundary conditions.

For the liquid case, the situation is similar to the gaseous one. At the relatively low
velocity of ux = 0.1, the flux boundary conditions (using the DC-MTRP scheme) generate
a stable simulation. Figure 7.13 shows that the systems velocity and temperature over time
as well as the profiles of density, velocity and temperature match the physically expected
levels. However, minor oscillations of the overall velocity, ux, are observable. These oscil-
lations must be accounted for waves, which are travelling inx direction through the system
being reflected on the walls. Forux = 0.1 the oscillations are reasonable damped and a
stable simulation is possible.

For the higher velocity ofux = 0.25, one can observe that the waves overlaying the
flow in x direction are stronger than for the previous case with lower velocity. The stronger
oscillations herald the unstable regime for even higher values ofux. However, the profiles
in Figure 7.14b still show good results with a plateau acrossthe entire domain.

Increasingux to 0.5 leads the simulation into the unstable regime where the oscillations
in velocity, caused by the DC-MTRP flux boundary conditions, are unstable. This can be
seen in Figure 7.15a, where the velocity oscillation grows until the flux boundary conditions
break down. Figure 7.15b on the right side shows the profiles shortly before.

7.7.4 Summary of results of the DC-MTRP

From the performed test cases, a number of advantages and disadvantages of imposing MD
flux boundary conditions by the direct convective flux and reflective plane scheme (DC-
MTRP) can be deduced. These apply especially for the use of thereflective plane. The
advantages are:

• No prior knowledge of the exact equation of states (Equation(2.3.13f)) are required.

• The density profile on the interface is very sharp.
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Figure 7.13: Free flow test case of the liquid system (MDFF-L1,n = 0.8, T = 1) atux = 0.1 with
the DC-MTRP scheme for flux boundary conditions.
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(b) Density, velocity and temperature profiles.

Figure 7.14: Free flow test case of the liquid system (MDFF-L1,n = 0.8, T = 1) atux = 0.25 with
the DC-MTRP scheme for flux boundary conditions.

• The scheme is simply designed and easy to implement into an MD-solver.

The disadvantages of the applying the static pressure via a reflective plane are:

• The reflective plane does not actively choose how many atoms are reflected. Thus,
the transferred momentum and energy depends on the number ofatoms that actually
try to cross the plane.

• The scheme is completely inflexible and deviations of the molecular mass and mo-
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Figure 7.15: Free flow test case of the liquid system (MDFF-L1,n = 0.8, T = 1) atux = 0.5 with
the DC-MTRP scheme for flux boundary conditions.

mentum fluxes from the expected values lead to physically incorrect solutions that
cause the breakdown of the flux boundary conditions.

• The reflective plane schemes cause the generation of waves travelling through the
system. While these waves seem to be damped for lower velocities, they appear to
grow for higher velocities and cause the MD flux boundary conditions to break down.

To summarise, the performed test cases show that the (DC-MTRP)flux imposing scheme
is suitable for the simulation of static cases, flows parallel to the boundary and for slow
flows across the boundary, i.e. where the external kinetic energies are insignificant com-
pared to the internal kinetic energies. In the case of the tested LJ-system the scheme was
only stable for low convective momentum fluxes across the boundary, i.e.ρun < 0.1. For
gaseous Argon (ρ = 0.1, T = 2) this value corresponds to a velocity of approximately
157m/s. In the liquid state (ρ = 0.8, T = 1), the respective velocity is 20m/s. In terms of
micro- and nanoscale flows these velocities are still high and, in many cases, the veloci-
ties of interest will be much lower. For these, the DC-MTRP flux imposing scheme is an
attractive scheme because of its straightforward implementation.
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7.8 Direct convective flux and momentum transfer by force
(DC-MTF)

The combination discussed in this section is the direct convective flux imposition and the
MTF momentum transfer scheme, which imposes the fluxes due tostress by an external
force. The alternative and very similar MTDVC scheme (momentum transfer through direct
velocity change) is treated as well.

7.8.1 The external force

To the knowledge of the author, the usage of an external force, Fext, has been the means
to impose the momentum and energy fluxes due to stress for all previous flux imposition
schemes. The external force is applied onto theNb outermost boundary atoms in the reser-
voir and related to the momentum flux by stress through

Fps =
1
gt

Nb
∑

i=1

g(r i , vi)Fext or (7.8.1)

F int
ps

δt
=

1
gt

Nb
∑

i=1

g(r i , vi)Fext with (7.8.2)

gt =

Nb
∑

i=1

g(r i , vi) , (7.8.3)

where the weighting function,g(r i , vi), distributes the total force,Fext, onto theNb boundary
atoms. In the first equation (Equation 7.8.1), the external force is related directly to the
momentum flux,Fps. The alternative, Equation (7.8.2), relates the external force to the
integrated momentum flux in order to impose the full value ofF int

ps in one time stepδt.
The advantage of the latter version is that it allows additional momenta to be applied.
For example, it is used for the coupling of integrated fluxes by convection and by stress
(Section 7.4.1). Thus Equation (7.8.2) has been used in all test cases. Applying the external
force automatically introduces the energy fluxFes through

Fes=
1
gt

Nb
∑

i=1

g(r i , vi) Fextvi (7.8.4)

or for individual dimensionsα

Fesα =
1
gt

Nb
∑

i=1

g(r i , vi) Fext
α viα , (7.8.5)

whereFext
α is the force,viα the velocity andFesα the energy flux in dimensionα.

Different weighting functions have been proposed, however it isdifficult to find one that
satisfies both Equations (7.8.2) and (7.8.4). Delgado-Buscalioni and Coveney [40] pointed
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out that this is a formidable task and that a solution is likely to by computationally very
demanding. They suggested using the simplest function,g(r i , vi) = 1, because it automati-
cally transfers the correct energy fluxes,Fes= Π · u, if the velocity of the boundary atoms
(vb = (1/M)

∑Nb f

i mivi with M =
∑Nb f

i mi) is equal tou. In this work, this route was fol-
lowed and the weighting functiong(r i , vi) = 1 was used in all cases.

When using the simple weighting functiong(r i , vi) = 1, only the parameter on how
many atoms the external forceFext is acting on needs to be chosen. Initially, one may be
tempted to simply applyFext onto allNb atoms within the reservoir. However, this can lead
to situations where the external force is distributed to a such a large number of atoms, that
the force felt by the outermost atoms is so weak that almost nopressure is exerted on them
and these atoms literally evaporate into the vacuum beyond the boundary.

Even if the described scenario does not occur, the number of boundary atoms onto
which the external force is applied determines the characteristics of the material in the
boundary zone. This is because the external force does not produce a sharp discontinuous
transition in density on the boundary. Rather, it creates a relaxation zone in which the den-
sity slowly falls from its bulk value to zero. Forg(r i , vi) = 1, the number of atoms onto
which the external force is applied is the only parameter to influence the characteristic of
the boundary zone. This relationship is investigated in detail in the subsequent sections.

For the direct convection (DC) scheme the number of inserted and removed atoms cor-
responds strictly to the convective fluxes. For that reason,the number of atoms in the
relaxation zone is not constant but varies and is subject to fluctuations. It is, therefore, not
possible to choose the size of the relaxation zone in a way that gives exactly the desired
number ofNb boundary atoms. Rather, the external force can only be exerted onto the
outermost boundary atoms. In the course of the text these will be still be referred to asNb

boundary atoms, even if there can be more atoms within the relaxation zone, i.e. beyond
the boundary. By using the sorted boundary atom list, these atoms are easily identified.

The external force is integrated into the MD-code by simply adding it to force on the
respective atoms after the usual interatomic forces have been calculated (q.v. flow chart
in Figure 7.2). The momentum and energy transfer takes placeautomatically through the
normal MD time integration algorithm.

7.8.2 Direct velocity change (MTDVC)

Alternatively, the momentum fluxes by stress can also be imposed by changing the velocity
vectors directly. The advantage of this way of imposing the momentum flux, is that it is
based on the integrated momentum fluxesF int

ps. Using integrated fluxes makes it easier to in-
clude any additional fluxes, which may need to be added or subtracted through an employed
scheme for coupling the convective fluxes and fluxes by stress(q.v. FCCS in Section 5.3).
When these corrections are simply added to the integrated fluxes their imposition is done
automatically.

For MTDVC, the integrated momentum fluxes,F int
ps, are transferred every time step by
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adding∆v to theNb boundary atoms:

v
′

i = vi + ∆v with ∆v =
F int

ps

Nb f
, (7.8.6)

wherev
′

i are the new velocities. The transferred energyEes can be calculated precisely as

Ees=

Nb
∑

i=1

1
2

mi

(

v
′

i
2 − vi

2
)

=

Nb
∑

i=1

mivi∆v+
1
2

Nb
∑

i=1

∆v2 (7.8.7)

or for individual dimensionsα

Eesα =

Nb
∑

i=1

miviα∆vα +
1
2

Nb
∑

i=1

∆v2
α . (7.8.8)

Similar to the usage of the external force, the transferred energy Ees corresponds to the
prescribed energy transfer ofF int

es = Π · uδt under the condition that
∑Nb f

i=1 mivi =
∑Nb f

i=1 mi u.
However, additional contributions to the integrated energy mean that the integrated energy
fluxes may not correspond necessarily toΠ · uδt. Thus, after the integrated momentum
flux F int

ps has been transferred by Equation (7.8.6), the transferred energy is subtracted from
the integrated energy fluxes,F int

es. In addition, the remaining integrated energy inF int
es is

transferred to the boundary atoms using Algorithm 3.

The complete algorithm for the transfer of the integrated momentum and energy fluxes
by stress (F int

ps, F int
es) through direct velocity change (MTDVC) is given in Algorithm 12. In

the first part, the integrated momentum flux is transferred and in the second part the inte-
grated energy flux is transferred. The algorithm is executedbefore the first step of the MD
time integrator (q.v. flow chart in Figure 7.2).

7.8.3 Relaxation profile for static case

Any design of the MD flux boundary conditions, which does not employ solid or artificial
walls, will have a relaxation zone. In this zone the density relaxes from the value inside
the molecular zone down to zero. The characteristic of the relaxation zone depends on the
transfer scheme of the momentum and energy fluxes by stress tothe boundary atoms. When
constructing the HSI, it is important to know the characteristics of the relaxation zone, par-
ticulary its width which puts constraints on the selection of cell sizes on the HSI. For this
reason the density profile across the relaxation zone, specifically the width and gradient,
have been investigated. When using an external force or direct velocity change as trans-
fer scheme in conjunction with the weighting functiong(r i , vi) = 1, these characteristics
depend on:

a) the type of the fluid and specific properties, for example, the molecular size, surface
tension, etc.;
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Algorithm 12 : Imposition of fluxes by stress through MTDVC

∆v← F int
ps/Nb f ;

M ← 0;
pb← 0;
Ek ← 0;

Impose momentum flux by direct velocity change;
foreachboundary atom ido

vi ← vi + ∆v;
M ← M +mi;
pb← pb +mivi;
for α = {x, y, z} do

F int
esα ← F int

esα +mivi alpha∆vα;
Ekα ← Ekα + (1/2)mivi

2
α;

F int
ps← 0;

vb← pb/M;
for α = {x, y, z} do

F int
esα ← F int

esα + (1/2)M∆v2
α;

Ei,kα ← Ekα − (1/2)Mvb
2
α;

Impose energy flux by scaling internal velocities;
if −Ei,k < F int

es then
Output error message that not enough internal energy is available;
return ;

for α = x, y, z do
fα =

√

1− F int
esα/Ei,kα;

cα = vbα( fα − 1);

foreachboundary atom ido
vi x← vi x fx + cx;
vi y← vi y fy + cy;
vi z← vi z fz+ cz;

b) the state of the material, for example, the density and temperature at the boundary;

c) the number of atoms onto which the momentum is transferred;

This work focuses on the dependencies b) and c). The dependency a) will of course de-
pend on the specific material and needs to be analysed for eachmaterial. Here the general
Lennard-Jones potential has been employed and it is reasonable to expect that discovered
characteristics also hold true for other simple fluids.

An illustration of the relaxation zone is displayed in Figure 7.16. The static pressure
that keeps the atoms inside the molecular domain is realisedby the external forceFext that
transfers the momentum flux to the right. The width or thickness of the relaxation zone
is designated byδlb. As indicated on density profile at the top of the figure, the density
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function across the zone shows an asymptotic behaviour, meaning that the point where it
reaches full density and zero density cannot be determined precisely. For this reason a cri-
teria was employed that is also used for the definition of the thickness of shockwaves. A
threshold value of 5% defines the thickness of the density transition zone from the lower
value to the upper value. Hence, per definition, the relaxation zone ranges fromn = 0.05n0

to n = 0.95n0, wheren0 is the number density inside of the bulk material.

density

δl
b

momentum

transfer

relaxation

zone
n = n

0

n = 0

α

Figure 7.16: Illustration of the relaxation zone.

The number of atoms onto which the momentum is transferred isdesignated byNb.
Relating this value to the surface area of the boundary,Ab, one obtains the number of atoms
per surface area:

nbA =
Nb

Ab
. (7.8.9)

Assuming a discontinuous density profile (n = 0 for x < xb, n = n0 for x > xb) for a single
atomic material, the interaction depth can be defined as

idb =
nbA

n0
. (7.8.10)

Imagining that the atoms are arranged in a crystal structure, the interaction depth can also
be expressed in atomic layers (atomic planes):

NPb =
nbA

(n0)2/3
, (7.8.11)

NPb = idb (n0)
1/3 , (7.8.12)
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whereNPb is the interaction depth in atomic layers.

Another way of characterising the density profile across therelaxation zone is to use
the normalised inverse maximum gradient,imgb, which is obtained by relating the number
density to the maximum gradient:

imgb =
n0

max
(

dn
dα

) , (7.8.13)

with α being the distance perpendicular to the interface.

For low density gaseous mediums, one can derive a theoretical expression for the relax-
ation zone width by balancing the kinetic energy of the atomsin one dimension with the
energy field that is generated by the external forceFext. The Boltzmann distribution [198],

f (E) = Ae−
E

kBT , (7.8.14)

gives the probability for an atom to have the energyE in one degree of freedom, which, for
the purpose here, is the velocity in x direction (perpendicular to the boundary). The factor
A normalises the integral of Equation (7.8.14) to one.

The external force generates a potential energy field withinthe relaxation zone. In
the normal direction to the boundary surface (here the x direction) the potential energy is
Ep(x) = (Fext

x /Nb)x, wherex is the distance from the boundary (located atxb) andFext
x is the

component of the external force,Fext, acting in x direction. The distance an atom will travel
against the external force depends on its kinetic energy in xdirection. Thus the potential
energy can be inserted into Equation (7.8.14) to obtain the density distribution within the
relaxation zone:

nmodel(E) = Ae−
Fext

NbkBT , (7.8.15)

The normalisation factorA is determined by the condition that atx = 0 the number density
is nmodel(x) = 0.95n0 (This point is defined above as start point of the relaxation zone). Since
for static cases,Fext

x arises purely from the static pressure it can be replaced byFext
x = PAb.

The density profile on the boundary can then be written as

nmodel(E) = 0.95n0 e−
PAb

NbkBT , (7.8.16)

From Equation (7.8.15), the width of the relaxation zone canbe derived:

δlb =
NPb n

2
3
0 kBT

P
ln

0.05
0.95

, (7.8.17)

which is in the given form based on the interaction depth in atomic layers,NPb. The con-
stant (ln(0.05/0.95)) emerges from above’s definition of the relaxation zone width (from
n = 0.05n0 to n = 0.95n0).

To investigate the dependency of the relaxation zone width,δlb, on the interaction depth,
a series of simulations were performed to calculateδlb for the range of interaction depths
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(NPb = {0.1, . . . ,10}) for both low-density (gaseous state:n0 = 0.1, T = 2) and high-
density (liquid state:n0 = 0.8, T = 1) cases. The temperature dependence ofδlb was
investigated by repeating the simulations for the high-density case with a higher tempera-
ture (supercritical state:n0 = 0.8, T = 2). Finally, the dependence ofδlb on the number
density was investigated forn = {0.001, . . . ,1} andNb = 100.

As illustrated in Figure 7.16, the flux boundary conditions were applied from the neg-
ative x direction (α = x). In positive x direction, the system was confined by a reflecting
wall. For all simulations, periodic boundary conditions were applied in y and z direction.
The equilibration was performed over 50,000 time steps withδt = 0.005. Velocity scaling
was applied to settle the temperature at the desired value, i.e.T = 1 or T = 2. After the
density profile at the boundary had stabilised, the density profiles were calculated for each
case over 100,000 time steps by using a one-dimensional meshin x direction. The calcu-
lation procedure is explained in Chapter 3; the employed weighting scheme was CIC and
the calculations were performed everyτmes= 100 time steps and averaged overM = 1,000
values.

In Figure 7.17, the density profiles for the gaseous case, with n0 = 0.1, have been
plotted. To achieve a better comparison, the profiles have been shifted so that the density
value ofn = 0.95n0 is at xb = 0. The measured density profiles fit well to the theoretical
prediction of Equation (7.8.16), showing a sharp decrease from the bulk value followed by
an asymptotic approach to zero. Obviously for higherNb, the width of the relaxation zone
increases, because the density function drops more slowly.

The corresponding density plots for a liquid withn0 = 0.8 and temperature ofT = 1 are
presented in Figure 7.18. Comparing these with the previous results for a gas, it is obvious
that there is no sharp density drop fromn ≈ n0. Instead, one can see a smooth transition to
a linear section, followed by an asymptote to zero. For smallNb, the liquid density profiles
shows an oscillatory behaviour nearxb that resembles the density plot of solid materials.
In fact, very low interaction depths tend to resemble a reflecting wall and therefore have an
‘ordering’ effect on the liquid, which imposes a crystal like structure onto the liquid at the
boundary. Obviously, Equation (7.8.16) does not model the density profile for the liquid
case because it predicts a sharp decrease atxb instead of the smooth transition observed in
Figure 7.18. The origin of the smooth transition lays in the attractive interatomic forces
between the individual atoms, which cause energy transfersthat are not accounted for in
the model. Therefore, the number density profiles predictedby the model are not included
in the plot.

For the supercritical state (n0 = 0.8, T = 2), the situation is similar to the liquid one.
The profiles of number density are plotted in Figure 7.19. Here too, a smooth transition
nearxb = 0 can be seen for higher values ofNPb and oscillations for small values ofNPb.

One interesting question is: how does the width of the relaxation zone change depend-
ing on the interaction depth? From Equation (7.8.17), it is expected that the relaxation
zone widthδlb depends linearly on the interaction depth, at least for gaseous states. In Fig-
ure 7.20δlb is plotted over the interaction depth in atomic layers,NPb, for different states.
The left side shows the complete investigated space and the right side contains a magnified
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Figure 7.17: Number density profile across the relaxation zone for a set of interaction depths:
NPb = {1,4,1}. The bulk material is in gaseous state with a number density ofn0 = 0.1 and
temperature of 2. All graphs have been shifted so thatn(0) = 0.95n0. The lines are the curves
according to the theoretical model.

view of the smaller values ofNPb.
The complete plot shows a good agreement between Equation (7.8.17) and measured

relaxation zone widths for the three investigated states. In the gaseous case (n = 0.1, T =
2), the prediction only fails for very low values ofNPb (NPb < 0.5), where the measured
values are higher than predicted by the linear trend (magnified view).

The relaxation widths are also well predicted for the liquid(n = 0.8, T = 1) and super-
critical state (n = 0.8, T = 2). This is particulary surprising considering that the theoretical
density profiles do not correspond with the model at all. The curve for the supercritical
state fits very well over the entire investigated range. In the liquid case the measured values
are higher than the predicted ones forNPb < 6 and lower forNPb < 6.

Another interesting question is: how does the relaxation zone width change for different
densities. Based on Equation (7.8.17),δlb must be proportional ton2/3

0 /P. In Figure 7.21
one can see that this is indeed true for the series of calculations which has been performed
with Nb = 100 for a range of number densities,n = {0.001, . . . ,1}. The compliance is
within the predicted values, but measured values are slightly higher than anticipated.

Next, the results of all performed simulations are comparedin the Diagrams 7.22, where
δlb is plotted over the termNPbn2/3T/P. For reasons of clarity, the data is plotted on a lin-
ear scale (left sided figure) and logarithmic scale (right sided figure). According to Equa-
tion (7.8.17), the measured values forδlb should lay along the theoretical line, which is
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Figure 7.18: Number density profile across the relaxation zone for a set of interaction depths:
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X

n

-20 -15 -10 -5 0 5
0

0.2

0.4

0.6

0.8

1

n (Nb = 10, NPb = 0.1)
n (Nb = 50, NPb = 0.5)
n (Nb = 200, NPb = 2.0)
n (Nb = 600, NPb = 6.0)
n (Nb = 1000, NPb = 10)
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NPb = {0.1,0.5,2.0,6.0,10.0}. The bulk material is in supercritical state with a number density of
n0 = 0.8 and temperature of 2. All graphs have been shifted so thatn(0) = 0.95n0.



7.8 Direct convective flux and momentum transfer by force (DC-MTF) 177

NPb

δl
b,

δl
b,

m
od

el

0 2 4 6 8 10 12

0

10

20

30

40

50

60

70

δlb (n=0.1, T=2)
δlb (n=0.8, T=2)
δlb (n=0.8, T=1)
δlb,model (n=0.1, T=2)
δlb,model (n=0.8, T=2)
δlb,model (n=0.8, T=1)

(a) Complete

NPb

δl
b,

δl
b,

m
od

el

0 2 4 6

0

5

10

15 δlb (n=0.1, T=2)
δlb (n=0.8, T=2)
δlb (n=0.8, T=1)
δlb,model (n=0.1, T=2)
δlb,model (n=0.8, T=2)
δlb,model (n=0.8, T=1)

(b) Magnified

Figure 7.20: Relaxation zone width,δlb, over interaction depth in atomic layers,NPb.
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Figure 7.21: Relaxation zone width,δlb, overn2/3
0 /P for Nb = 100.

printed as a solid line in both figures. This is true for all investigated series for values of
NPbn2/3T/P larger than 1. The series that aligns best with the predictions is the one of the
supercritical state, for which the measured values ofδlb follow the theoretical line even for
values ofNPbn2/3T/P smaller than 1. The other series show more or less strong deviations
for low NPbn2/3T/P. That especially concerns the liquid state, which has also the largest
deviation in Figure 7.18. One should, however, note that thedeviations in Figure 7.22b
appear especially large due to the logarithmic scale, wherethey can be considered as rela-
tive deviations. On the linear scale, which shows absolute values, the deviation are almost
unnoticeable.
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Figure 7.22: Relaxation zone width,δlb, overNPbn2/3T/P.

Finally, the gradients of the density profile within the relaxation zone are analysed. As
described above, one way to analyse this is to use the inversemaximum gradientimgb, nor-
malised relative to the densityn0. In Figure 7.23,imgb has been plotted overNPbn

−1/3
0 for

the performed series of cases. One could say, that parts of these curves also obey a linear
law. However, the available data is not enough to firmly support this hypothesis and no
theoretical model has been found.
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Summarising the investigation on the relaxation zone widthfor LJ-fluids, it has been
found that:

• The interaction depth in atomic layers,NPb, is the most suitable parameter to describe
the number of atoms, onto which the external force is applied.

• The relaxation zone width,δlb, increases with increasing interaction depth.

• The density profile for gaseous states are well described by the theoretical model
represented by Equation (7.8.16).

• The relaxation zone width,δlb, is well predicted by Equation (7.8.17) for the investi-
gated gaseous and supercritical states and partly for the performed liquid states.

• A linear relationship is suspected between the inverse maximum gradient,imgb, and
NPbn

1/3
0 .

It should be noticed that the analysis has been performed forsituations with no flow across
the interface, i.e. for velocity zero or parallel to the interface. For fast flow velocities
perpendicular to the interface, the density profile is distorted.

7.8.4 Confinement of atoms

The previous section gave a detailed description of the relaxation zone and made clear
that the usage of an external force (MTF), or direct velocitychange (MTDVC), to transfer
the momentum flux by stress creates a relaxation zone within which the density falls from
its bulk value to zero. The profile of energy has an even more complex shape (q.v. Fig-
ures 7.6). It is obvious that the different values of density and energy have a significant ef-
fect on the properties of the material and its transfer coefficients inside the relaxation zone.
Altered transfer coefficients, such as viscosity, thermal conduction coefficient or speed of
sound, mean that the transfer rates of momenta and energies differ as well. This may lead
to unphysical profiles across the HSI for hybrid MD-CFD simulations. In addition, the
asymptotic character of the density profiles implies that some atoms with higher kinetic
energy travel very far into the vacuum of the relaxation zone, thereby completely losing
contact with the other atoms in the bulk material. This behaviour is particularly dominant
for low densities.

For the reasons stated, it has been suggested to confine the atoms close to the boundary
by restricting their movement to within a distance ofδxmax from the boundary [40, 54, 55].
Atoms that have moved further away from the boundary thanδxmax, are calledcrossed
atoms. The confinement can be achieved by different measures to handle crossed atoms:

Remove and reinsert crossed atoms:One way is to remove atoms that have crossed the
threshold ofδxmax and to reinsert them a distanceδx further inside the relaxation
zone. This requires finding a new position for the respectiveatom with exactly the
same potential energy as it had in the old position. Basically, this approach is re-
stricted to single atoms only.
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Move atoms back: A crossed atom would be moved back towards the boundary by a small
δx = δxnS at every time step. The changes in potential energy,δEpi = Epi(xi + δx)−
Epi(xi), are added to the integrated conductive fluxes:F int

eq ← F int
eq + δEpi.

Adapting the integration algorithm: Another possibility is to adapt the time integration
algorithm in a way that the positions of crossed atoms are notupdated if they would
proceed beyond the boundary. However, velocity changes dueto the external forces
are still integrated. In this case, the atoms at the boundarystill experience the external
force, which eventually reverses the velocity vector. Oncethe velocity vector is
pointing into the molecular domain (vi · nS > 0) the atom will move back towards
the boundary. When adapting the integrator, one has to make sure that the velocity of
the crossed atoms is only updated through external forces. The internal forces must
be zeroed, otherwise the integration algorithm is changed,and will generate kinetic
energy without decreasing the potential energy accordingly.

If the boundary is parallel to the cartesian coordinates, the rules can be implemented
easily by introducing a test before updating the position and velocity of each atomi.
The position and velocity in the dimensionα that is perpendicular to the boundary
are not updated if the condition

(rb − r iα) · nSα > δxmax ∧ viα · nSα < 0 (7.8.18)

is fulfilled, wherexb is the position of the boundary.

Testing the flux boundary conditions with MTF momentum transfer in conjunction with
the confinement schemes for the static cases (MDS-G and MDS-L), one expects the sim-
ulation to give a stable solution and a confined relaxation zone. However, the simulations
showed a drop in the total energy of the system for all described confinement schemes.
This is shown clearly in Figure 7.24 (dashed line), where thetotal energy of the MDS-G
system is plotted over time when using the adapted integration algorithm to confine the
atoms within the relaxation zone (Equation (7.8.18)). Clearly, the total energy density,et,
is not conserved.

The (unexpected) energy drain has its origin in the component Fext
S of the external force

Fext that is acting perpendicular to the boundary surface:Fext
S = Fext · nS. It generates a

potential energy field and every atom that experiences the external force has an additional
external potential energy that is:

Eext
p (r i) =

1
Nb

Fext
S

[

(rNb − r i) · nS
]

, (7.8.19)

whererNb is the position of theNbth atom of the atom boundary list that marks the border of
the external force field. Shifting the position,r i, of an atom towards the boundary reduces
the potential energyEext

p (r i) as well.
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Figure 7.24: Equilibrium state foru = 0 for test case (MDS-G) of the adapted integration algorithm.
The figure shows the conservation of energy densityet with and without energy correction.
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Consider the unconfined tra-
jectory of a single atom, as il-
lustrated in Figure 7.25, that
moves towards the boundary. For
this thought experiment, all other
atoms are considered to be frozen
and the moving atom is not influ-
enced by them. As indicated in
Figure 7.25, the external force is
acting on all atoms that are fur-
ther away from the boundary than
theNbth atom of the atom bound-
ary list. After the atom crosses the
virtual line, marked by theNbth
atom, at timet = 1, it starts to
experience the external forceFext

S
which decelerates the atom. At
some point, at timet = 2, its ve-
locity component perpendicular to
the boundary surface will be zero
(vt=2 · nS = 0) and it starts moving back towards the boundary. When it leaves the zone of
the external force at timet = 3, the velocity component respective to the boundary surface
is simply reversed (vt=3 · nS = −vt=1 · nS). The velocity vectorvt=3 has the same magnitude
as the initial velocity vectorvt=1 (|vt=1| = |vt=3|); no energy has been added or removed.
However, confining the atoms by any of the suggested schemes has the effect that the atom
is moved closer to the boundary. This means that the distancethe atom is travelling from
time t = 2 to timet = 3 while it is being accelerated becomes shorter than in the uncon-
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fined case. Therefore, it picks up less velocity (|vt=1| > |vt=3|) and its energy att = 3 is
less than att = 1. This is what causes the decrease in energy that is shown in Figure 7.24.
For indirect convective flux imposition, the reference line, i.e. where the external force
starts acting, coincides with the boundary surface becausethe number of atoms inside the
relaxation zone is kept constant.

For constant momentum fluxes by stress, the energy decrease that is entailed when
shifting an atom byδr is

δEext
p =

1
Nb

Fext
S · δr . (7.8.20)

The energy differenceδEext
p can be re-introduced using Algorithm 3 or by adding it to

the integrated conductive fluxes:F int
eq ← F int

eq + δE
ext
p . It is then introduced automatically

along with the transfer ofF int
eq. Thisenergy correctionhas been tested in conjunction with

the adapted integration algorithm to confine the atoms for the MDS-G system. The total
energy,et, over time is plotted as solid line in Figure 7.24. It kept itsoriginal level through-
out the simulation, meaning that simulation was stable whenusing the energy correction
scheme. The simulation was also stable for the tested liquidcase MDS-L.

The profiles of density, velocity and temperature, that correspond to the investigated
case (system MDS-G), are plotted for the left boundary in Figure 7.26a. The atoms were
confined to a minimum position ofδxmax = −10, using the adapted integration algorithm.
At this position,x = −10, the density profile shows a positive and the velocity a negative
peak. This is a logical consequence of the employed confinement scheme, because atoms
which travel fast in a negative x direction stay in the area close tox = −10 until their ve-
locity vector becomes positive again before they move back into the system. Even if it is
only within the relaxation zone, where the molecular description is not completely valid,
the peaks in density and velocity still constitute an unwanted artefact. In Figure 7.26b, the
profiles for the same test case are shown, when using the remove and reinsert scheme to
confine the atoms atx = −10. There is no peak in density, because the atoms that have
crossed the lower boundary atx = −10 are distributed equally in the relaxation zone. This
is also the reason why the velocity throughout the relaxation zone is negative.

Using the confinement scheme of removing and reinserting atoms gives better results
for the profiles, however, the computational effort is much greater, because it requires the
continuous removal and insertion of atoms. Especially in the liquid case, the insertion al-
gorithm requires significant computing time to find new insertion sites.

7.8.5 Further implications of momentum transfer by force

Beside the complications that arise from confining atoms, theexternal force fieldEext gen-
erated by the external forceFext has further implications on the insertion and removal of
atoms from the relaxation zone for flows across the boundary.This is because, inserting or
removing an atom into or out of the relaxation zone also alters the potential energy field
itself and thus the external potential energy of the other boundary atoms. Even if the energy
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Figure 7.26: Density, velocity and temperature profiles for the left boundary for gaseous static
(u = 0) test case (MDS-G) using confinement schemes.

change can be calculated theoretically, this is elaborate in a practical sense. Alternatively,
the atoms can be inserted or removed from the behind the zone in which the external force
is acting, i.e. between the boundary surface and theNbth boundary atom. In Figure 7.25
the area is marked withEext

p = 0. Inserting or removing atoms from this area withEext
p = 0

leaves the external potential energy of the other boundary atoms unchanged. The applica-
bility of this solution is investigated in Section 7.8.7.

For indirect convective flux imposition this problem does not occur, because the number
of atoms inside the relaxation zone is constant and the external potential energy is exactly
Eext

p (r i) = (1/Nb)Fext
S [(rb − r i) · nS], whererb is a point on the boundary surface. One, only

has to take into account the external energyEext
p (r i) when inserting or removing an atom.

7.8.6 Flow parallel to the boundary

The previous sections have concentrated on the static case of the momentum transfer by
force (MTF) and the characteristics of the arising relaxation zone. In this section, the mo-
mentum transfer by force is analysed for the flow parallel to the boundary. The general
setup is explained in Section 6.2. The used test cases were MDCF-G and MDCF-L1 and
MDCF-L2 (q.v. Table B.1). The gaseous case, MDCF-G, was simulated with the velocities
ue = {1.0,2.0}, the liquid case MDCF-L1 withue = 0.5 and the larger liquid case MDCF-
L2 with ue = 1.0. This corresponds to the velocities and systems that have already been
used to investigate the reflective plane momentum transfer scheme in Section 7.7.2.

The most important simulation parameters are given in Table7.4. For the liquid case,
the equilibration was performed in two stages. In the first equilibration run over 10,000
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time steps, the temperature control was applied to the entire system to obtainT = 1. A
second equilibration run over 30,000 time was performed with the temperature control ap-
plied to the wall atoms only. The simulations had to be run fora long time to allow the
temperature profile to develop. It was considered to have reached an equilibrium situation
when the last three calculated profiles did not show significant differences.

SystemParameter
MDS-G MDS-L1/MDS-L2

Momentum flux by stress MTF
Crossed atoms no confinement

NPb 1.0
Equilibrium time steps 10,000 40,000
Simulation time steps 4,000,000 400,000

Measuring frequency (τm) 100 100
Averaged over (Nm) 10,000 1,000

Table 7.4: Parameter settings for the DC-MTF Couette flow test cases.

In Figure 7.27 the profiles of the performed simulations for the gaseous and liquid
systems are gathered for the selected velocities. Each figure shows the profiles of density,
velocity in x direction and temperature in y direction for the respective case. The theoretical
temperature profiles, which are based on Equation (6.2.2), are plotted as orange lines in all
figures. The sharp jump in density at the lower sides marks thebeginning of the wall, which
has a higher density (ρwall = 1.0) than the fluid.

As can be seen in all cases, the velocity profiles are linear asexpected and the veloci-
ties atye match well to the theoretical values,ue. Only for the liquid case withue = 1 is
the velocity slightly higher, because of the stronger effect of the decreased viscosity due to
increased temperature and lower density for higher values of y. The temperatures match
well to the theoretical predictions, considering the uncertainties of the values of the trans-
port coefficients and their slight variations across the fluid in y direction due to the viscous
heating of the material.

7.8.7 Flow perpendicular to the boundary

For the free flow test case with the flow perpendicular to the boundary, three parameter com-
binations have been tested for the gaseous and liquid cases.A complete overview is given
in Table 7.5. In all cases, the momentum flux by stress is transferred through the external
force that is calculated on the base of the integrated momentum flux, F int

ps. Three param-
eter combinations have been tested, for the gaseous (MDFF-G) and the liquid (MDFF-L)
system. These are named in Table 7.5 as MTF-G1, MTF-G2, MTF-G3 for the gaseous and
MTF-L1, MTF-L2, MTF-L3 for the liquid system respectively.The difference between
the parameter combinations is the employed scheme of the coupling of integrated fluxes
by convection and by stress (FCCS). For the combinations MTF-G1 and MTF-L1, no flux
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Figure 7.27: Profiles for density, velocity and temperature of the Couette flow using the momentum
transfer by force scheme (DC-MTF) for gaseous (upper figures) and liquid state (lower figures).
Tmodel is the analytical solution for the temperature profile.

coupling was used. In the MTF-G2 and MTF-L2 combination, theFCCS has been applied
to the momentum only, i.e. the integrated convective fluxes of momentumF int

pc are coupled
with the integrated momentum flux by stressF int

ps. For the combination MTF-G3 and MTF-
L3, the energy fluxesF int

ec andF int
es were coupled additionally. The gaseous combinations

MTF-G1, MTF-G2 and MTF-G3 were tested for the velocitiesu = {0.5,1.0,2.0}, the liq-
uid combinations MTF-L1, MTF-L2 and MTF-L3 for velocitiesu = {0.5,1.0} in order to
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investigate the behaviour of the combinations at different velocities.

CombinationParameter
MTF-G1 MTF-G2 MTF-G3 MTF-L1 MTF-L2 MTF-L3

System MDFF-G MDFF-L
Momentum flux by stress MTF of F int

ps

FCCS momentum coupling no yes yes no yes yes
FCCS energy coupling no yes yes no no yes

Crossed atoms no confinement
NPb 1.0

Insertion algorithm USHER
Removal of atoms outermost one

Equilibrium time steps 10,000 40,000
Simulation time steps 4,000,000 400,000

Measuring frequency (τm) 100 100
Averaged over (Nm) 10,000 1,000

Table 7.5: Parameter settings for the DC-MTF free flow test cases.

Because of the issues connected with the external force field that is generated by the
external forceFext, the areas for inserting and removing atoms must be carefully selected.
As pointed out in Section 7.8.5, the change in potential energy of the boundary atoms can
not be determined when adding or removing an atom for situations with a non-constant
number of boundary atoms. Thus, initially the insertion area was assigned between the
boundary atrb and the position of the innermost boundary atom, onto which the external
force is applied, theNth atom in the boundary atom list. The average position of theNth
atom was calculated in advance from the simulation of the static test cases. For remov-
ing atoms, several selection schemes were tested for their applicability. Theoretically, the
atoms should be removed from an area equivalent to the insertion area. However, it was
not possible to achieve any stable simulation when using this selection scheme. The results
showed that best choice is to base the selection on the position and to remove the outermost
atom. Other schemes, such as selecting the best fit or random selection, led to a breakdown
of the MD flux boundary conditions.

First, the test cases MDFF-G1 and MDFF-L1 were investigated. For those, no FCCS
scheme is applied, i.e. the momentum fluxes by convection were not coupled with the fluxes
by stress nor the respective energy fluxes. This parameter combination proved to be unsta-
ble for all tested simulations because it caused oscillations in the overall values of velocity
and temperature of the system. The development in time of theoverall values for density,
velocity and temperature are plotted in Figure 7.28 for selected velocities. Clearly notice-
able are the oscillations of velocity and temperature for all shown cases, except MDFF-G1
at u = 2, where the boundary conditions break down before the end ofthe simulation. The
reason for the oscillations is that the external force acts like an harmonic oscillator, caus-
ing the position of the boundary atoms to move in and out. During this motion, energy is
alternatingly added and removed from the system. This causes the fluctuations which can
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be seen in Figure 7.28. In Figure 7.29, the position in the x dimension of the boundary
atoms, which is simply the centre of mass of theNb boundary atoms (rx = (1/Nb)

∑Nb
i=1 r i x)

is plotted over time together with overall temperature and velocity. The positionrx of the
boundary atoms oscillates with the same frequency as the overall velocity and temperature,
indicating that these oscillation are connected to each other. The oscillating motion of the
boundary can actually also be seen when visualising the trajectories of the system as an
animation in time. For obvious reasons, this animation can not be included here.
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Figure 7.28: Overall values for density, velocity and temperature of free flow test case for the
combination MDFF-G1 and MDFF-L1.

Obviously, the parameter combinations in MDFF-G1 and MDFF-L1 are not suitable for
flows perpendicular across interface. One reason is that theproperties of the atoms removed
on the outlet do not correspond with the convective fluxes. This causes the flow velocity
of the boundary atoms on the outlet to differ from the constant flow velocity,u. Thus, the
amount of energy by stress that is removed on the outlet is incorrect as well. This is what
triggers the onset of the oscillations in Figure 7.29. It is therefore necessary to correct the
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Figure 7.29: Overall velocity and temperature compared to the positionrx of the boundary atoms
of the western boundary over time.

convective fluxes to its precalculated value by using the FCCS (Section 7.4.1) scheme.

The second attempt was to only couple the convective momentum fluxes convection and
by stress for outlet conditions. This corresponds to the parameter combinations MDFF-G2
and MDFF-L2 for gaseous and liquid material states respectively. The results, shown in
Figure 7.30 for the gaseous and in Figure 7.31 for the liquid test cases, confirm that this
parameter combination provides stable flux boundary conditions. The overall values of
density, velocity and temperature are plotted in the diagrams on the right column. These
confirm that in all performed simulations a stable constant flow was established with den-
sity, velocity and temperature being constant in time at thecorrect value. In the diagrams
on the left side in figures 7.30 and 7.31, the profiles in x direction have been plotted. For
all cases, the conditions on the inlet (left side) appear to give good results. However, on the
outlet (right side), all profiles, except the gaseous case with u = 2, show a peak in velocity
while the temperature is decreasing within the relaxation zone.

A closer analysis of the conditions on the inflowing boundary(left side) revealed that
actually the boundary atoms moved slightly closer to the boundary, so that the insertion area
was partly inside the external potential energy field. This was observed for all performed
simulations. The inserted atoms, therefore, had a slightlyhigher energy than actually pre-
scribed by the convective fluxes. It was not possible to measure the amount of additional
energy that is inserted or removed.

The actual energy transferred through the external force isnot exactly equal to the inte-
grated energy flux by stressF int

es, which is calculated on basis of the analytical solution. This
is caused by the velocity of the boundary atoms being different from the respective analyt-
ical flow velocityu. For the gaseous test case MDFF-G2, too much energy was transferred
on the inlet and removed on the outlet:≈ 1 % for u = 0.5, ≈ 1 % for u = 1.0 and≈ 0.4 %
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for u = 2.0. In case of the liquid, i.e. MDFF-G2, too little energy was transferred on the
inlet ≈ 9 % for u = 0.5 and≈ 7 % for u = 1.0. While for the gaseous cases the differences
are small, they are significantly higher for the liquid cases. The solutions are only stable
because the deviations are counterbalanced through the convective momentum and energy
fluxes on the outlet, which exhibit the inverse deviations from the analytical solution.

The MDFF-G2 and MDFF-L2 test cases were also tested with the random and best fit
selection schemes for the removal of atoms. Neither of them gave a stable solution; the flux
boundary condition broke down relatively quickly.

The last tested combination was to couple the momentum and energy fluxes by convec-
tion and by stress to ensure that the transferred momentum and energy fluxes correspond
exactly to the analytical solution. This corresponds to thetest combinations MDFF-G3
and MDFF-L3. Two different position-based selection schemes for removing atomshave
been tested. First, the outermost atom, that does not experience the external force, which
is the (Nb + 1)th atom, was selected. Removing this atom, avoids the problem encountered
with the potential energy field that is generated by the external force. However, using this
selection scheme led to a fast breakdown of the flux boundary conditions on the outlet in
all tested cases. The reason is that if no atoms are removed from the outer boundary atoms,
their average velocity must be zero. Thus, the energyF int

es is removed on expanse of the
internal kinetic energy in flow direction of the boundary atoms. This leads rapidly to a sit-
uation where no internal energy is available, i.e. temperature is zero. At this point, the flux
boundary conditions on the outlet break down. Next, the selection scheme for removing
the atom that is furthest away from the interface was tested.As expected, removing the
atoms from the external potential energy field caused byFext lead to a decrease in the total
energy. This is shown in Figure 7.32 for the gaseous test caseMDFF-G3 withu = 2.0. The
green curve is the average energy per atom,〈Et〉, which decreased constantly until the flux
boundary condition broke down on the outlet, because no energy that could be removed
was available. The same applies for the liquid test case MDFF-L3, which was investigated
for u = 0.5 andu = 1.0. The corresponding results are shown in Figure 7.33, wherethe
same energy decrease was observed as in the gaseous case.

The momentum transfer by external force is also very sensitive to the region where the
atoms are inserted. If the atoms are inserted within the region where the external force is
acting, then the added energy by stress,F int

es, is higher than it should be. This was tested for
all parameter combinations, i.e. MDFF-G1, MDFF-G2, MDFF-G3, MDFF-L1, MDFF-L2
and MDFF-L3, and led to a breakdown of the flux boundary conditions in each case.

In Section 7.8.3, the relaxation profile was investigated indetail for the static cases.
For flows parallel to the boundary, the relaxation profile is expected to be very similar to
the static case. However, for flow perpendicular to the boundary, some distortions were
expected, due to the effects of the external force and the insertion and removal of atoms.
The effects of different interaction depths was tested for the MDFF-L2 case with u = 1.0.
In Figure 7.34, the profiles of density, velocity and temperature are plotted on the inlet for
the two interaction depths,NPb = 0.5 andNPb = 3.0. The respective profiles on the outlet
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are plotted in Figure 7.35. On the inlet, as well on the outlet, there are no big differences in
the profiles between two interaction depths, although they exhibit sharper transitions and
smaller deviation from the desired values for theNPb = 0.5 than forNPb = 3.0. In terms
of stability, no difference could be registered betweenNPb = 0.5 andNPb = 3.0. Clearly
apparent is the difference between the inlet and outlet profiles, where those on the outlet do
not correspond to the ideal characteristics.

7.8.8 Summary of results of the DC-MTF

From the performed test cases, a number of conclusions can bedrawn. Using momentum
transfer by force, one can obtain stable boundary conditions in the standard situations for
static fluids, flows parallel to the boundary and flows across the boundary.

The external force,Fext, should be distributed on the boundary atoms by the simplest
weighting function,g(r i , vi) = 1. In the relaxation zone that is generated by the external
force, the density falls from its maximum value to zero. For gaseous states, the density pro-
file can be described by Equation (7.8.16). The relaxation zone width,δlb is well predicted
by Equation (7.8.17) for the investigated gaseous and supercritical states and partly for the
performed liquid states. An undesirable side effect is that some atoms travel far into the
vacuum beyond the interface. Attempts to confine such atoms lead to a decrease in energy
and, therefore, should not be used.

Static cases and flows parallel to the boundary posed no difficulties for the momen-
tum transfer by force. For flow across the boundary, the only stable combinations were
MDFF-G2 and MDFF-L2. The main feature of these are to includethe coupling of the
momentum fluxes by convection and by stress. It is not possible to insert the atoms into
an area in which the external force is not acting. Similarly,for the removal of atoms, the
only working scheme is to select the respective outermost atom. Thus, when using direct
convection in conjunction with momentum transfer by force,it is not possible to transfer
the prescribed convective energy fluxes, because of the changes in the external potential
energy field when inserting or removing atoms. Additionally, the actually transferred en-
ergy can not be measured accurately and can thus not be reported back to the continuum
solver for correcting the discrepancies. The density profiles show good characteristics for
both inflow and outflow conditions. The velocity and temperature profiles are satisfactory
for inflowing situations, but are distorted for outflows. It was found that smaller values of
NPb, i.e. smaller interaction depth, give more ideal profiles than larger ones. Any other
parameter combination was unsuitable for the simulation offlow across the interface. The
absence of FCCS led to oscillations of the system and a full coupling of momentum and
energy fluxes by convection and by stress caused the flux boundary conditions to break
down.

The conclusion is that momentum transfer can create a stablesystem, but the precise
value of the actually transferred energyFes is unknown and does not correspond to the
analytical fluxes. This circumstance makes the MD flux boundary conditions scheme of
direct convection and momentum transfer by force not the ideal scheme for the usage within
the HSI for coupling of MD and CFD based on mass, momentum and energy fluxes.
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Figure 7.30: Profiles in x direction and overall values of density, velocity and temperature of
gaseous free flow test case MDFF-G2 (ρ = 0.1, T = 2) (FCCS coupling of momentum fluxes
by convection and by stress).
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Figure 7.31: Profiles in x direction and overall values of density, velocity and temperature of liquid
free flow test case MDFF-L2 (ρ = 0.8, T = 1) (FCCS coupling of momentum fluxes by convection
and by stress).
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Figure 7.32: Overall values of density, velocity and temperature of gaseous free flowtest case
MDFF-G3 (ρ = 0.1, T = 2) for u = 2 (FCCS coupling of momentum and energy fluxes by convec-
tion and by stress).
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Figure 7.33: Overall values of density, velocity and temperature of liquid free flow test case MDFF-
L3 (ρ = 0.8, T = 1) (FCCS coupling of momentum and energy fluxes by convection and by stress).
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Figure 7.34: Profiles of density, velocity and temperature on the inlet for different interaction depths
of liquid free flow test case MDFF-L2 (ρ = 0.8, T = 1) (FCCS coupling of momentum and energy
fluxes by convection and by stress).
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Figure 7.35: Profiles of density, velocity and temperature on the outlet for different interaction
depths of liquid free flow test case MDFF-L2 (ρ = 0.8, T = 1) (FCCS coupling of momentum and
energy fluxes by convection and by stress).
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7.9 Direct convective flux and reverse velocity (DC-MTRV)

7.9.1 The reverse velocity scheme

Both previously investigated momentum transfer schemes, MTRP and MTF, have serious
limitations in their application. The problems connected with the MTF scheme (this in-
cludes MTDVC), have their origin in the interwoven transfer of momentum and energy
fluxes by stress,Fps andFes. The energy transfer can not be controlled directly and any
fluctuation of velocity in the relaxation zone leads to the transfer of the incorrect amount of
energy, causing oscillations and, in many cases, the breakdown of the flux boundary con-
ditions. The issue could be overcome if one could separate the transfer of the momentum
flux by stress from the transfer of energy flux by stress. This is exactly what the reverse
velocity scheme, which has been invented by the author, does. It is based on the idea that
reversing one component,viα, of the velocity vector,vi, of an atomi transfers a momentum
of −2miviα to the atom without changing its energy.

The implemented scheme is given in Algorithm 13. For each dimension x,y and z, the
algorithm checks whether the integrated momentum fluxes is ‘pointing’ in the same direc-
tion as the momentum flux (F int

psα
· Fpsα > 0). If this is true, it finds the outermost atom that

is moving in the opposite direction of the momentum fluxFpsα and reverses the direction
of its velocity componentviα to transfer momentum to the system. The process is repeated
until the integrated momentum flux is ‘pointing’ in the opposite direction of the momentum
flux. If this is true, the algorithm has transferred more momentum than actually was nec-
essary at this time step. However, in the next time steps the integration of the momentum
flux will eventually correct this.

Algorithm 13 : Reverse velocity momentum transfer scheme.

foreachα = {x, y, z} do
Get first atomic indexi from SAIL;
while F int

psα
· Fpsα > 0 do

if viα · Fpsα then
if atom i is last in SAIL then return ;
Get next atomic indexi from SAIL;

viα ← −viα;
F int

psα
← F int

psα
+ 2miviα;

Because Algorithm 13 introduces only momentum, the energyF int
es has to be transferred

separately. To this end, the dimensional version of Algorithm 3 is used to transfer the
kinetic energyF int

esα of each dimensionα individually.
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7.9.2 The static case

As for the previously investigated momentum transfer schemes, the first analysed test cases
were for the static fluid. Compared to the momentum transfer byforce, the velocity re-
verse scheme does not have any parameters that need to be chosen for static case. The
employed settings for measuring and the number of time stepsused for the simulations are
summarised in Table 7.6.

SystemParameter
MDS-G MDS-L

Momentum flux by stress MTRV
NPb 1.0

Equilibrium time steps 10,000 40,000
Simulation time steps 4,000,000 400,000

Measuring frequency (τm) 100 100
Averaged over (Nm) 10 000 1,000

Table 7.6: Parameter settings for the DC-MTRV static test cases.

The reverse velocity scheme exhibits absolutely stable boundary conditions for static
gases and liquids. Figure 7.36 shows the profiles and overallvalues of density, velocity and
temperature for the gaseous and liquid static test cases. The overall values kept constant
and the profiles were flat with sharp transitions on the boundary for density, velocity and
temperature. No unwanted deviations were observed.

In order to asses the properties of the momentum transfer by the reverse velocity scheme
(MTRV), it is useful to compare it to the momentum transfer byforce scheme (MTF). To
this end the density profiles of the left boundary are plottedfor both methods into one di-
agram. Figure 7.37 shows the respective curves for the gaseous state on the left side and
for the liquid case on the right side. The applied interaction depth of the MTF scheme
wasNPb = 1.0 for the liquid case. For the gaseous state, two profiles withNPb = 1 and
NPb = 4 are shown. In both diagrams, the profiles of the MTF scheme appear in black
and the ones of the MTRV scheme in red. In the liquid case, bothprofiles are very similar,
though the reverse velocity scheme generates a slightly sharper gradient. The difference is
much more developed for the gaseous state; no asymptotic behaviour is perceivable for the
reverse velocity scheme. This is a decisive advantage because it makes any need to confine
atoms within the relaxation zone obsolete, even if confiningwould not encounter the same
problems caused by the application of an external force.

7.9.3 Flow parallel to the boundary

The Couette flow has been investigated in the same manner as forthe previous flux impo-
sition schemes. The general setup is explained in Section 6.2 and the employed test cases
were again MDCF-G and MDCF-L1 and MDCF-L2 (q.v. Table B.1). The gaseous case
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(c) Profiles for liquid state (MDS-L,ρ = 0.8,T = 1)
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Figure 7.36: Profiles in x direction and overall values of density, velocity and temperature of the
static fluid test case, applying the momentum transfer by the reverse velocity scheme (DC-MTRV).

MDCF-G was simulated with the velocitiesue = {1.0,2.0}, the liquid case MDCF-L1 with
ue = 0.5 and the second, larger, liquid case MDCF-L2 withue = 1.0. An overview about
the applied parameters is given in Table 7.7. The energy flux by stress was applied to the
number of boundary atoms corresponding toNPb = 1.0. The results were almost identical,
when the energy flux was applied to values of up toNPb = 3.0.

The profiles of density, velocity and temperature in the y dimension are plotted in Fig-
ure 7.38 for the performed test cases. The diagrams also include the analytical prediction
of the temperature profile based on Equation (6.2.2), which is the orange coloured curve.
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Figure 7.37: Comparison of density profiles between imposition of momentum flux by stress an
through external force (MTF) and the reverse velocity scheme (MTRV).

SystemParameter
MDS-G MDS-L1/MDS-L2

Momentum flux by stress MTRV
Crossed atoms no confinement

NPb (for application ofF int
es) 1.0

Equilibrium time steps 10,000 100,000
Simulation time steps 5,000,000 500,000

Measuring frequency (τm) 100 100
Averaged over (Nm) 10,000 1,000

Table 7.7: Parameter settings for the DC-MTRV Couette flow test cases.

In all cases, the velocity profiles show the expected linear gradient4 from u = 0 at y = 0
to the respective velocityu = ue at ye. Also, the measured temperature profiles fit well
to the analytical predictions. The density decreases slightly with increasing y due to the
viscous heating. From the results it can be reasoned that theMTRV scheme is suitable for
the standard situation of flow parallel to the boundary without any restrictions.

7.9.4 Flow perpendicular to the boundary

Both previously discussed schemes for the transfer of momentum by stress had major prob-
lems in handling the mass flux across the boundary. For this reason the reverse velocity
scheme has been suggested. Using the reverse velocity scheme in conjunction with direct
convective flux transfer, the values of the integrated fluxes, F int

mc, F int
pc, F int

ec , F int
ps and F int

es,

4This is satisfied, becauseKn < 10−3 for the investigated cases.
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Figure 7.38: Profiles for density, velocity and temperature of the Couette flow transferring the
momentum by stress through the reverse velocity scheme (MTRV) for gaseous (upper figures) and
liquid state (lower figures).Tmodel is the analytical solution for the temperature profile.

are imposed exactly. This is achieved by using the FCCS scheme for coupling both, the
momentum and energy, fluxes by convection and by stress. The integrated energy flux by
stress,F int

es, was imposed onto theNb outermost boundary atoms, withNb corresponding
to NPb = 1.0. For the gaseous state, the positions of new atoms were generated randomly.
For the liquid and solid material states, the modified USHER scheme was used. While for
the liquid state, the basic USHER scheme could be applied as well, it cannot be used in
the case of solids. This is because the implemented version of the USHER scheme is not
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able to find a new position for an atom to be inserted into solidstate material. In all cases,
the respective outermost atom was selected for removal. Thediscrepancies in convective
momentum and energy fluxes were automatically balanced through the FCCS scheme. A
summary of the employed parameters is given in Table 7.8.

SystemParameter
MDFF-G MDFF-L MDFF-S

Momentum flux by stress MTRV
Crossed atoms no confinement

NPb 1.0
FCCS momentum coupling yes

FCCS energy coupling yes
Insertion algorithm randomly modified USHER
Removal of atoms outermost one

Equilibrium time steps 10,000 10,000 30,000
Simulation time steps 100,000 200,000 50,000

Measuring frequency (τm) 10 10 10
Averaged over (Nm) 1,000 1,000 100

Table 7.8: Parameter settings for the DC-MTRV free flow test cases.

The free flow test cases were carried out for gaseous, liquid and solid material states.
The gaseous state (system MDFF-G) was tested for the velocities u = {0.5,1.0,2.0}, the
liquid state (system MDFF-L) for the velocitiesu = {0.5,1.0} and the solid state (system
MDFF-S) for the velocityu = {0.1}. The equilibration times and measuring parameters are
also listed in Table 7.8.

The flux boundary conditions, using the reverse velocity momentum transfer, produced
stable simulations for all performed test cases. The overall values and profiles in x dimen-
sion of density, velocity and temperature are plotted in Figure 7.39 for the gaseous system
MDFF-G. The overall values show a constant flow and the profiles give the desired rect-
angular shape without any major deviations. The small deviations observable at the lowest
velocity of u = 0.5 are because the number of samples required to reduce the fluctuations
even further was too high. Comparing the profiles with those obtained from the simulations
using the MTF scheme (external force) for the momentum transfer (Figure 7.30), it can be
seen that the MTRV scheme delivers more ideal results than the MTF scheme for flows
perpendicular to the boundary.

In Figure 7.40, the overall values and profiles in x directionare shown for the liquid test
case. As for the gaseous cases, the overall values indicate aconstant flow. The density, ve-
locity and temperature profiles have the rectangular shape.Only the velocity profiles show
a small peak on the inlet (left side). This probably results from the insertion of new atoms
and may be corrected by further improvements of the modified USHER scheme. As for the
gaseous state, the profiles that have been obtained by using the MTRV scheme are qualita-
tively better than the profiles obtained by using the MTF scheme (compare Figure 7.31).



7.9 Direct convective flux and reverse velocity (DC-MTRV) 201

For applying the flux boundary conditions to solid material under the conditions of mass
transfer across the boundary, the modified USHER scheme is essential to find the insertion
site for new atoms. Using the original USHER scheme, it was not possible to find a single
new site for inserting a new atom. The modified USHER scheme, on the other hand, per-
formed very well for the solid and for the liquid states. For the solid state material (ρ = 1.2,
T = 1), it required averagely 28.7 trials with 4.2 iterations per trial to find a new position
with the desired energy; these are about 120 total iterations. For the liquid state (ρ = 0.8,
T = 1), the modified USHER scheme required averagely 9.8 trials with 5 iterations per
trial; hence about 49 total iterations to find a new insertionsite.

In Figure 7.41, the overall values and profiles in x directionfor the solid material mov-
ing with u = 0.1 are plotted. As for the previously presented gaseous and liquid cases,
the flux boundary conditions produce a stable simulation with the profiles showing the de-
sired rectangular shape. Contrary to the gaseous and liquid states, the solid material has an
ordered crystal structure. For the LJ-material this is the face centred cubic (FCC) lattice,
which has been used to initialised the system MDFF-S (compare Section 2.2.8). The ini-
tial structure after the equilibration is shown in Figure 7.42. The left and right boundaries
are drawn as dashed lines and the relaxation zones are coloured green on both sides. To
visualise the movement of the material, all atoms, whose position is initially rx < 10, are
coloured red while all other atoms are coloured blue. Figures 7.43 and 7.44 show the sys-
tem at the later timest = 81 andt = 150. During this time, the red coloured part has moved
from the left to the right side of the system. All atoms left ofthe red coloured ones have
been inserted into the system according to the prescribed convective fluxesFmc, Fpc and
Fec. It is noticeable that the structure of the newly generated material corresponds basically
to the initial FCC structure; with the orientation being identical as well. This is remark-
able because the modified USHER scheme does not insert atoms according to a preferred
structure. Rather, the atoms that are inserted on the left side ‘condense’ on the prevailing
structure, thus maintaining the initial structure in the system. Some small deviations from
the ideal lattice can be observed in Figures 7.43 and 7.44, but these have not continued in
the ‘upstream’ direction.

7.9.5 Summary of the results of DC-MTRV flux boundary conditions

The combination of the flux imposition schemes DC and MTRV wasinvestigated for the
standard flow situations of a static fluid, flow parallel to theboundary and flow across the
boundary. The DC-MTRV flux boundary conditions enabled a stable simulation for all
investigated cases. Comparing the results of momentum transfer by reverse velocity to the
other investigated schemes shows that the MTRV scheme givesthe best results for all tested
standard situations. This applies in particularly to the flow across the boundary, where the
MTRP and MTF momentum transfer schemes have major difficulties. The free flow test
case was also tested for the solid material state. For this case the modified USHER scheme
is essential in finding the insertion sites of new atoms, because the USHER scheme failed
for solids.
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It should be noted that the tested velocities are relativelyhigh and probably beyond
the speeds that will occur in most simulation scenarios. Forexample, assuming the solid
material in the last simulation to be copper, the velocity ofu = 0.1 corresponds to 79m/s.
For the gaseous cases, the speed ofu = 2 is just above speed of sound of the LJ material
at that state (a = 1.8 at ρ = 0.1 andT = 2). However, the purpose of this work is
to test different flux boundary condition scheme in order to discover their characteristics,
application range and limitations.
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Figure 7.39: Profiles in x direction and overall values of density, velocity and temperature of
gaseous free flow test case MDFF-G (ρ = 0.1, T = 2) for direct convection and momentum transfer
by reverse velocity (MTRV).
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Figure 7.40: Profiles in x direction and overall values of density, velocity and temperature of liquid
free flow test case MDFF-L (ρ = 0.8, T = 1) for direct convection and momentum transfer by
reverse velocity (MTRV).
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Figure 7.41: Profiles in x direction and overall values of density, velocity and temperature of solid
free flow test case MDFF-S (ρ = 1.2, T = 1) for direct convection and momentum transfer by
reverse velocity (MTRV).
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Figure 7.42: Visualisation of the free flow test case with solid material at timet = 0.
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Figure 7.43: Visualisation of the free flow test case with solid material at timet = 81.
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Figure 7.44: Visualisation of the free flow test case with solid material at timet = 150.
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7.10 Indirect convection and reverse velocity (IC-MTRV)

One of the issues related to direct convective flux imposition is that all the fluxes of mass,
momentum and energy are strictly prescribed. If these do notcorrespond to the actual sit-
uation of the molecular system on the boundary, then the fluxes cannot be imposed and the
boundary conditions break down. This problem emerges especially when the situation in
the molecular domain changes rapidly and the fluxes are not adapted timely to fit to the
new situation. Indirect convection circumvents this problem elegantly by only prescribing
the momentum fluxes by stress and the properties of the convecting atoms. The idea and
function of the indirect convective flux scheme has been described in Section 7.4, where
two schemes have been proposed: (1) Separated momentum fluxes (ICS) and (2) Combined
momentum fluxes (ICC).

During the investigation of the indirect convective flux schemes, many possible varia-
tions have been tested. However, only the two mentioned versions have actually produced
stable flux boundary conditions. The discussion will start with version 1 (ICS), where
the momentum fluxes by convection and by stress are separated. This is followed by the
investigation of the version 2 (ICC), where the momentum fluxesby convection and by
stress are combined. For reasons of time, the indirect convective flux imposition has only
be investigated in conjunction with the reverse velocity scheme (MTRV) for transferring
the momentum fluxes due to stress. Also, the indirect convective flux schemes have only
been tested for static and the free flow test cases. However, it can be assumed that if these
are applicable in both situations, they will also provide good results for flows parallel to
the boundary. Proof of this assumption must be left to further investigations on MD flux
boundary conditions.

7.10.1 Static case (ICS-MTRV) with separated momentum fluxes

As for the previously investigated schemes, the first and least demanding test case is the
static fluid. Whereas no convective flux occurred when using the direct convective flux
imposition scheme, for the indirect convective flux imposition there will be a continuous
in- and outflow at the boundary due to thermal fluctuations. However, the net flux must be
zero, which is one of the points that is considered for testing the IC scheme for a static fluid.
The static fluid test case has been performed for the gaseous and liquid systems MDS-G
and MDS-L. The complete set of parameters is given in Table 7.9.

For indirect convection with separated momentum fluxes by convection and by stress
(ICS), the imposed energy flux by stress is prescribed by the continuum solver,F int

es, and
FCCS coupling is disabled for both momentum and energy. The velocity vector of inserted
atoms is generated based on the convective fluxesFmc, Fpc andFec. Effectively, this means
that the transferred momentum and energy fluxes by stress correspond to those prescribed
by the continuum solver. Only, the convective fluxes are subject to the flow conditions and
are not previously defined.
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SystemParameter
MDS-G MDS-L

Convective flux imposition indirect
Insertion algorithm randomly modified USHER

New atoms properties ZNM based onFmc, Fpc andFec

Removal of atoms outermost one
Momentum correction for removed atoms no

Energy correction for removed atoms yes
Momentum flux by stress MTRV

Transferred energy flux by stress F int
es

FCCS momentum coupling no
FCCS energy coupling no

NPb 1.0
Equilibrium time steps 10,000 10,000
Simulation time steps 100,000 100,000

Measuring frequency (τm) 10 10
Averaged over (Nm) 10,000 10,000

Table 7.9: Parameter settings for the ICS-MTRV (separated momentum flux) test cases.

As described in Section 7.4.3, IC-schemes require a correction of the energy that is
subtracted when atoms are removed from the reservoir region, because the energy of the
outermost atoms is in average higher than the energy of atomsinside the virtual boundary
cell. To demonstrate the need of the energy correction, the static gaseous and liquid systems
(MDS-G and MDS-L) were simulated with and without energy correction. The evolution
of the average atomic energy〈Et〉 is plotted in Figure 7.45. Because the fluids are static, the
energy level must stay constant over time, with the expectedaverage energy of〈Et〉 = etn =
2.445 in the gaseous and〈Et〉 = etn = −3.15 in the liquid case. Both plots show that the
energy levels with energy correction fluctuate around the expected level. Without energy
correction, the average atomic energy starts to decrease immediately. The decrease stops
at a certain energy level, because the energy of inserted atoms corresponds to the correct
energy level (in the static case the atoms inserted correspond approximately to the removed
atoms). This prevents a further drop in the energy level. Because even a small drop in
energy would violate the stipulations for the flux boundary conditions, it is necessary to
use the energy correction scheme for removed atoms.

In Figure 7.46, the profiles in x direction and overall valuesof density, velocity and
temperature are plotted for the gaseous (MDS-G) and liquid system (MDS-L). The first no-
ticeable difference to direct convective flux schemes is the fluctuation ofthe overall density.
Whereas for direct convection, the number of atoms is constant, it is allowed to vary for
indirect convective schemes. In both cases, the density fluctuates around the desired value
of ρ = 0.1 andρ = 0.8 for the gaseous and liquid cases respectively. The overallvelocity
in x direction is close to zero and temperature stays at the desired levels. That the overall
levels of overall density, velocity and temperature are correct, is also a confirmation that
the values of the static pressure applied through the momentum fluxes by stress are correct.
This refers also to the properties, i.e.〈Ep〉 and〈Ek〉, of the inserted atoms.
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Figure 7.45: Energy per atom〈Et〉 over time for the gaseous and liquid static cases with ICS-MTRV
flux boundary conditions, with and without energy correction for removed atoms.

For indirect convective fluxes, the values of the actually implemented mass, momentum
and energy fluxes by convection are contained within the variablesF int

mc, F int
pc andF int

ec . These
have been checked after the simulation for any net flux. In both cases, gaseous and liquid,
these were close to zero, confirming that the state is really static and no creeping flow is
present.

The profiles in the left hand side diagrams of Figure 7.46 showin the gaseous, as well
as in the liquid, state the desired rectangular shape with the sharp discontinuous transitions
at the boundaries.

7.10.2 Flow perpendicular to the boundary with separated momen-
tum fluxes (ICS-MTRV)

For the free flow test cases using indirect convective boundary conditions with separated
momentum fluxes (ICS-MTRV), the same parameters settings as for the static cases have
been used (q.v. Table 7.9). The test case was performed for the gaseous state with a velocity
of u = 1.0. The liquid case, which poses more difficulties, the ICS-MTRV flux boundary
conditions were tested for three velocities,u = {0.5,1.0,2.0}.

In Figure 7.47, the results for the gaseous case are plotted.The profiles are given for
two different points in time,t = 500 andt = 1300. Due to the time averaging, these mea-
surements do not correspond exactly to the given time, but are representative of the time
interval of 50 time units before the given time. The overall values of density, velocity and
temperature correspond to the expected levels and indicatea stable behaviour. However,
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time

u Tρ

100 200 300 400 500
-1

-0.5

0

0.5

1

0

1

2

0.09

0.1

0.11

0.12

0.13

0.14

0.15 ρ
T
u

(b) Overall values for gaseous state (MDS-G)

x

ρ u T

-10 0 10 20 30 40 50
0

0.2

0.4

0.6

0.8

1

1.2

1.4

1.6

-0.5

0

0.5

1

1.5

2

2.5

3

0

0.2

0.4

0.6

0.8

1

1.2

1.4

ρ
u
T

(c) Profiles for liquid state (MDS-L).
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(d) Overall values for liquid state (MDS-L)

Figure 7.46: Profiles in x direction and overall values of density, velocity and temperature of the
static fluid test case when applying the ICS-MTRV scheme for the flux boundary conditions.

the profiles for the timet = 500 show undesired peaks in velocity and temperature on the
boundary that is subject to outflow conditions (right side ofFigure 7.47a). This is accompa-
nied by a drop in density. To investigate this behaviour further, the simulation was extended
to 1,000,000 time steps. The system continued to show a stable flow withρ = 0.1, u = 1.0
andT = 2. Measuring the profiles in x direction on several successive time intervals re-
vealed an alternating behaviour of the observed peaks in thevelocity and temperature. In
Figure 7.47b, no peaks are observable. During the simulatedperiod, profiles changed re-
peatedly from states with and without peaks. It should also be noted that the peaks occur at
the outermost site of the relaxation zone. The density is very low at this site, thus the peaks
represent only a small number of atoms.
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(b) Profiles ofρ, u andT with u = 1.0 att = 1300.
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Figure 7.47: Profiles in x direction and overall values of density, velocity and temperature of the
free gaseous test case MDS-G (ρ = 0.1, T = 2) when applying the ICS-MTRV scheme for the flux
boundary conditions.

The results for the liquid cases are summarised in Figure 7.48. The ICS-MTRV flux
boundary conditions enabled a stable simulation for the three tested velocities. Again, the
profiles are slightly distorted under outflow conditions; otherwise, they show the desired
rectangular profile. The profile plots also include the velocities in the other two dimen-
sions, y and z. These have been included here to show that the flow is only in the x direction.
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(c) Profiles ofρ, u andT with u = 1.0.
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(e) Profiles ofρ, u andT with u = 2.0.
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Figure 7.48: Profiles in x direction and overall values of density, velocity and temperature of the
free liquid test case MDS-L (ρ = 0.8, T = 1) when applying the ICS-MTRV scheme for the flux
boundary conditions.



7.10 Indirect convection and reverse velocity (IC-MTRV) 213

7.10.3 Static case with combined momentum fluxes (ICC-MTRV)

For indirect convection using combined momentum fluxes (ICC-MTRV), the FCCS mo-
mentum coupling is activated for inflow conditions. Inflow conditions are considered when
Fmc > 0. No coupling is activated for outflow conditions, i.e. ifFmc < 0. The momentum
and energy correction for removed atoms is activated too. The energy that is transferred
through energy flux by stress is not precalculated. It is computed every time step based on
the momentum flux by stress,Fps and the velocityuC of the boundary cellC. The amount
of energy is considered separately for each dimensionα = {x, y, z} and calculated by

Epsα = FpsαuCαδt , (7.10.1)

whereδt is the length of the time step. This mimics what would happen if the momentum
flux by stress was applied through an external force. Thus, one may try to use the MTF
scheme to transfer the momentum and energy fluxesFps andFes. However, in doing so,
the momentum correction of the removed atoms could no longerbe transferred energy
neutrally. Therefore, the MTRV scheme seems to be the betterchoice in conjunction with
the ICC scheme.

The transferred energy by stress must also be reported back to the continuum solver
along with the implemented convective fluxes. In this respect, the ICC scheme is the most
extreme scheme. It enforces flux boundary conditions, basedonly on the momentum fluxes,
Fpc andFps and the properties of the inflowing material, which are calculated from the con-
vective fluxes (q.v. Section 7.4.2). This is the minimum amount of information needed to
establish flux boundary conditions. All other fluxes are the result of the simulation and
are generated by the flux boundary conditions, depending on the situation in the relaxation
zone and boundary cell.

The remaining parameters are identical to the previously discussed scheme with sepa-
rated momentum fluxes (ICS-MTRV). The summary of the employedparameters is given
in Table 7.10.

In Figure 7.49, the profiles in x direction and overall valuesof density, velocity and
temperature are plotted for the static test case for the gaseous system MDS-L and the liquid
system MDS-L. For both states, the simulation is stable and the profiles are close to the
ideal rectangular shape. Similar to the other investigatedindirect convection scheme, the
overall values for density show small fluctuations around the expected values ofρ = 0.1
for the gaseous andρ = 0.8 for the liquid case. The overall velocities are zero and the
temperatures are at the correct level.

7.10.4 Flow perpendicular to the boundary with combined momen-
tum fluxes (ICC-MTRV)

An important advantage of the ICC-MTRV scheme is that the simulations do not have to
be initialised with the expected flow velocity. Rather, the test system can be equilibrated
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SystemParameter
MDS-G MDS-L

Convective flux imposition indirect
Insertion algorithm randomly modified USHER

New atoms properties based onFmc, Fpc andFec

Removal of atoms outermost one
Momentum correction for removed atoms yes

Energy correction for removed atoms yes
Momentum flux by stress MTRV

Transferred energy flux by stress based onFps anduC

FCCS momentum coupling (Fmc < 0) yes
FCCS momentum coupling (Fmc > 0) no

FCCS energy coupling no
NPb 1.0

Equilibrium time steps 10,000 10,000
Simulation time steps 100,000 100,000

Measuring frequency (τm) 100 100
Averaged over (Nm) 10 000 1,000

Table 7.10:Parameter settings for the ICC-MTRV (combined momentum flux) test cases.

to zero velocity, i.e. static fluid, and the applied ICC-MTRV flux boundary conditions ac-
celerate the system to the velocity which the fluxes have beencalculated for. Thus, all
free flow simulations for the ICC-MTRV scheme have started fromzero overall velocity.
The parameter settings used for the free flow test cases are identical to those in Table 7.10,
which have been used for the static test case.

For the gaseous state, the system MDFF-G1 has been investigated foru = 1. The pro-
files in x direction at the end of the simulation and the overall values of density, velocities
and temperature are plotted in Figure 7.50. The overall values in the right diagram show
that the velocity starts atux = 0, rises to the expected value ofux = 1 and stays constant
at this level for the rest of the simulation. The velocities in the other two dimensions,uy

anduz are zero for the entire simulation. The density and temperature start atρ = 0.1 and
T = 2. While the velocity is growing, the inflow of material from onthe left boundary
causes the density and temperature to rise temporarily until the constant flow in the system
is established.

The profiles in Figure 7.50a have been measured during the last part of the simulation,
where the constant flow had been established. The profiles of velocity and temperature
show the desired rectangular profile. Only the density profile has an unwanted peak in the
reservoir region under outflow conditions (see right boundary).

The free flow test cases for the liquid system MDFF-L1 have been performed for the
velocitiesux = {0.5,1.0,2.0}. The profiles in x direction and overall values of density, ve-
locity and temperature are given in Figure 7.51. As for the gaseous test case, the systems
have been started atux = 0.0. For all velocities, the systems reached the desired velocities.
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(c) Profiles for liquid state (MDS-L).
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Figure 7.49: Profiles in x direction and overall values of density, velocity and temperature of the
static fluid test case when applying the ICC-MTRV scheme for the flux boundary conditions.

Only for the case withux = 1.0, is the velocity slightly too low (ux ≈ 0.96), by 5 %. All
profiles show the expected rectangular shape for each of the three quantities: density, ve-
locity and temperature.

It should be noted that the correction of momentum when removing atoms seems not
strictly necessary for the liquid cases. The results were almost identical when the correc-
tion of the momentum transferred along with the removed atoms was deactivated. This is
probably because of the high density where the high interactivity between atoms produces
a much smoother distribution of momentum. Thus, average momentum in the relaxation
zone is very similar to the one in the boundary cell.
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Figure 7.50: Profiles in x direction and overall values of density, velocity and temperature of the
gaseous free flow test case MDFF-G1 (ρ = 0.1, T = 2) when applying the ICC-MTRV scheme for
the flux boundary conditions.

7.10.5 Summary of and additional points on indirect convective flux
imposition

The indirect convective flux imposition has been investigated in conjunction with the re-
verse velocity scheme for separated momentum fluxes (ICS-MTRV) and combined mo-
mentum fluxes (ICC-MTRV). The schemes have been tested for static and free flow (flow
normal to the boundary) situations. The two schemes performed well for the tested veloci-
ties in both, gaseous and liquid, states. Both schemes, the ICS-MTRV and ICC-MTRV can
therefore be used as flux boundary conditions.

Even if indirect flux imposition schemes are flux coupling schemes in the C→ M di-
rection, they cannot be used as pure state coupling schemes in the M→ C direction. This
is because not the complete set of fluxes, which is provided bythe continuum solver, is
actually enforced, but only a selected part of the fluxes. Theremaining fluxes are imposed
depending on the molecular situation on the boundary. The values of these fluxes are in-
tegrated over the cell face and in time.5 They must be transported back to the continuum
solver along with the states of the boundary cells.

Table 7.11 gives a comparison of the three investigated convective imposition schemes:
DC, ICS and ICC, in terms of which fluxes is used as in or output variable for the flux
boundary conditions. Obviously, the DC uses the complete set of fluxes for input and no
integrated fluxes are delivered back. Neglecting the heat fluxes, the ICS scheme uses only
the fluxes by stress as input data. The ICC scheme can be considered as most ‘extreme’

5In the implemented version of the flux boundary conditions, this is done automatically and the fluxes
actually imposed are stored in the integrated flux variablesF int

... .
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Convective Scheme DC ICS ICC

convective Fmc, Fpc, Fec

input fluxes by stress Fps, Fes Fps, Fes Fpc + Fps

( C→ M ) heat Fq Fq Fq

convective F int
mc, F int

pc, F int
ec F int

mc, F int
ec

output fluxes by stress F int
es

( M → C ) heat

Table 7.11:Overview over the in- and output fluxes of different convective schemes.

scheme, as it only imposes the sum of the momentum fluxes directly. These can already be
summed up by the continuum solver (Fpc+ps = Fpc + Fps); the ICC scheme then imposes
only a single flux, the combined momentum fluxFpc+ps. This has a decisive advantage
of making it the most robust scheme, because it relies on the least assumptions about the
molecular situation on the boundary. All other schemes require the state of the molecular
system on the boundary to correspond to the calculated values. This may cause numerical
instabilities if the prescribed fluxes are not adapted fast enough to the changing molecular
state on the boundary. Because the ICC scheme makes no assumption about the molecular
situation on the boundary, rather it only applies the prescribed pressure, it is stable by con-
struction. Therefore, the ICC-MTRV scheme appears to be the most suitable scheme for
the usage in a HSI for coupling of MD and CFD.
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Figure 7.51: Profiles in x direction and overall values of density, velocity and temperature of the
liquid free flow test case MDS-L (ρ = 0.8, T = 1) when applying the ICC-MTRV scheme for the
flux boundary conditions.
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7.11 Pressure boundary conditions using ICC-MTRV

The ICC-MTRV flux imposition scheme can also be useful for boundary conditions for
pure MD simulation. So far, most MD simulations are carried out using periodic bound-
ary conditions or walls, made of fixed or tethered atoms, or reflecting planes. The ICC-
MTRV flux boundary conditions can be applied equivalently topressure boundary condi-
tions in a CFD simulation. One defines a pressure difference across the molecular domain
of δP = Fpc+psr − Fpc+psl, whereFpc+psl is for example the momentum flux on the left
boundary andFpc+psr the momentum flux on the right boundary. The flow that develops
between the two sides depends on the pressure drop,δP, and the properties of the atoms
that are inserted under inflow conditions. Such pressure boundary conditions are expected
to be very useful for MD simulations.

To demonstrate the application of the ICC-MTRV flux impositionscheme for pressure
boundary conditions the flow field around carbon nanotubes (CNTs) has been simulated.
A CNT is a graphene sheet rolled up to a cylindrical tube. It usually has a diameter of few
nanometers, but can reach a length of several micrometers [163]. Because of their strength
and flexibility, CNTs are potentially useful for a large number of applications. One is to
weave a fabric or net, made of CNTs, which could be used for filtering purposes [170]. The
design of such a CNT-filter would require the understanding ofthe flow past an array of
CNTs. To investigate these flows, the pressure boundary conditions with ICC-MTRV could
be used; and to demonstrate this, the flow of Argon (Ar) past two parallel aligned CNTs,
which is one of the basic structures of a CNT-filter, was simulated.

an

am

(5,0) zigzag type

(3,3) armchair type

(4,1) chrial type

(a) Graphene sheet with three chiral vectors (b) Armchair CNT (10,10)

Figure 7.52: Carbon nanotube structure

The basic structural unit of a CNT is a hexagon of carbon (C) atoms. A single layer
graphene sheet is formed by arranging the carbon hexagons ina two dimensional lattice.
This is shown in Figure 7.52a, where the vectorsan and am are the basis vectors of the
lattice by which the carbon hexagon must be shifted for creating the sheet. The CNT is



220 MD Flux Boundary Conditions

formed by rolling up the sheet into a tube. Depending on the angle between the rolling
direction and the orientation of the hexagon, different types of CNTs emerge. Usually, the
type is designated by the chiral vector, (n,m), that defines the rolling direction based on
the choice of the integersn andm. (Figure 7.52a). Three type are possible; the structure
can be zigzag (m = 0), armchair (n = m) or chiral (n , m). The length of the chiral vector
determines the diameter of the CNT. For the simulation here, a(10,10) CNT was used. One
section of the (10,10) CNT is shown in Figure 7.52b, where the carbon atoms are rendered
as spheres and the covalent bonds as sticks between them.

To simulate the flow of Argon through a CNT-filter, two infinite (10,10) CNTs were
aligned parallel to each other in z direction. The setup is shown in Figure 7.53. The carbon
atoms of the CNTs are rendered in black and Argon atoms in red. The case is very similar
to the free flow test case. The difference is that, here, two CNTs are placed within the flow.
The size of the simulation box was 255 Å× 82 Å × 10.7 Å. Periodic boundary conditions
are applied in the y and in the z dimension. The ICS-MTRV flux boundary conditions were
applied in the x dimension on the eastern and western sides. Because the CNTs are aligned
in the z dimension, which is periodical, the beginning of theeach CNT is connected to
its end, making it practically infinite. Within the x,y plane, the CNTs are placed at (68 Å,
27 Å) and (68 Å, 55 Å). The rest of the simulation domain was filled with Argon atoms at
a density of 1.344gram/cm3 using the random filling scheme (q.v. Section 2.2.8).

left boundary (west) right boundary (east)

ux = 0 x = 255x = 68

y = 0

y = 82

x

y

Figure 7.53: Setup of the simulation for across two parallel carbon nanotubes

The CNTs were modelled through bond stretching and bond bending potentials. For
C=C bond stretching, the Morse potential (Equation 2.1.31) and for C=C=C bond bending
the harmonic potential (Equation 2.1.33) was used. Interactions of Ar-Ar and C-Ar were
modelled by the LJ potential (Equation 2.1.23). The potential coefficients have been taken
from Reference [181] and are compiled in Table 7.12. A time step of δt = 10 fs was used.
All other parameters and settings were identical to the freeflow test case.

After the initialisation, the system was equilibrated for 10,000 time steps to a tempera-
ture of 120 K using velocity scaling. During the equilibration phase a pressure of 68N/mm2,
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Potential Type Coefficients

rC=C0 = 1.418 Å

C=C bond stretching Morse βC=C = 2.1871/Å

DC=C = 114.38kcal/mol

θC=C=C0 = 50.35kcal/(mol rad)
C=C=C bond bending harmonic

kbend
C=C = 120 deg

ǫAr−Ar = 0.238kcal/mol
Ar-Ar interaction LJ potential

σAr−Ar = 3.4 Å

ǫC−Ar = 0.136kcal/mol
Ar-Ar interaction LJ potential

σC−Ar = 3.4 Å

Table 7.12:Potentials and coefficients for the simulation of Argon flow around CNTs.

which is the static pressure of Argon at the chosen temperature and density, was applied on
the western and eastern boundaries. To keep the CNTs at their initial positions, the overall
momentum of their atoms was set to zero at each time step. Following the equilibration,
the simulation was run for 100,000 time steps. The pressure on the western side (inlet)
was increased to 160N/mm2. Because of the pressure difference a flow in positive x direc-
tion developed. This is shown in Figure 7.54a; the velocity rises from 0Å/ps to saturate at
2.156Å/ps. The temperature increases slightly, while the density decreases due to the vis-
cous heating. Multiplying velocity and density, the total flow rate can be obtained (ρux),
which is plotted in Figure 7.54b.
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Figure 7.54: Systems overall values in time.

Contour plots of the density and velocity in x direction were generated, using the
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particle-to-mesh method. To this end, a cartesian mesh of 500 × 100 grid points was de-
fined within the simulation domain. The CIC scheme was used to assign the atoms to the
grid points. The calculations were performed every 10th time step and averaged over 5,000
samples. Figures 7.55 and 7.56 show the fields of density and velocity in x direction. The
plots give the situation within the last 50,000 time steps, where the flow had already con-
verged to a steady state. Streamlines have been included in both plots. From the density
contours, it can be seen that the fluid atoms are aligned in rings that form several layers
around the CNTs. Relating this to the velocity contours, one can see that the fluid atoms
move fastest along the lines of the highest densities.
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Figure 7.55: Density field of the Argon flow past two CNTs.
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Conclusions and Future Work

8.1 Conclusions

The MD flux boundary conditions for the usage within a MD-CFD hybrid method were
investigated in detail. The heart of the MD flux boundary is the imposition of the convective
mass, momentum and energy fluxes as well as the momentum and energy fluxes by stress.
This PhD is the first structured approach for a direct comparison between different flux
imposition schemes. Three schemes for convective flux imposition were considered: the
direct convective flux imposition (DC), indirect convectiveflux imposition with separated
momentum fluxes (ICS) and indirect convective flux impositionwith combined momentum
fluxes (ICC). For imposing the momentum fluxes by stress, four schemes were considered:
momentum flux imposition by reflective plane (MTRP), momentumflux imposition by
external force (MTF), momentum flux imposition by direct velocity change (MTDVC)
and momentum flux imposition by reverse velocity (MTRV). TheMTDVC scheme has
identical characteristics as MTF. Energy fluxes by stress are determined by the employed
momentum flux imposition scheme.

Several combination of convective flux imposition and momentum flux by stress im-
position schemes were investigated. The combinations wereDC-MTRP, DC-MTF, DC-
MTRV, ICS-MTRV and ICC-MTRV were used as flux boundary conditions and tested for
standard flow situations at different speeds in gas and liquid phase. Since the motivation for
this work is in investigating the functionality in principle, the generic Lennard-Jones 12-6
was used for all performed simulations. It is reasonable to assume that conclusions also
apply for other material models. The employed standard flow situations were: static fluid,
flow parallel to the boundary and flow normal to the boundary. For testing the standard
situation of flow parallel to the boundary, a Couette flow was chosen. To simulate the flow
normal to the boundary, a free flow test case was used, where inand outflow conditions
were tested at the same time.

Static situations

It has been found that all investigated combinations of flux imposing schemes were suit-
able for the static situation, for gaseous and liquid phases. The combination DC-MTRV
was also successfully tested for the solid phase. The momentum flux imposition by an
external force (MTF), which has been used in all previously published hybrid MD-CFD
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methods, was investigated in more detail. The application of the static pressure by an ex-
ternal force generates a relaxation zone in which the density falls from its bulk value to
zero. Because fluid properties change with the density, a sharp transition is preferred. The
employed weighting function for the distribution of the external forceFext was the most
simplest one:g(r i , vi) = 1, where the characteristics of the relaxation zone only depend on
the number of atoms onto whichFext is applied.

A number of conclusions for the MD flux boundary conditions can be drawn from the
investigation carried out:

• It has been found that the most suitable parameter to describe the number of atoms
onto which the fluxes are applied is the interaction depth given in atomic layers,NPb,
which is a non-dimensional parameter.

• The relaxation zone width,δlb, increases with increasing interaction depth,NPb.
Based on an energy balance, a theoretical model for the characteristics of the re-
laxation zone has been derived. Using the model,δlb can be obtained fromNPb by
Equation (7.8.17):

δlb =
NPb n

2
3
0 kBT

P
ln

0.05
0.95

.

Though the model does not take into account interatomic interactions and should
therefore strictly only be applicable for gases, the relaxation zone width,δlb, pre-
dicted by Equation (7.8.17) agrees well with the measured values for gaseous (ρ =
0.1, T = 2), supercritical (ρ = 0.8, T = 2) and partly liquid (ρ = 0.8, T = 1) states.
Equation (7.8.17) can be used to calculate the expected relaxation zone depth when
applying an external force onto the boundary. In fact, this is not only useful in the
context of hybrid MD-CFD methods, but in all situations wherean external force
field is applied to an MD simulation.

The model also predicts the relaxation density profile on theboundary by Equa-
tion (7.8.16):

nmodel(x) = 0.95n0 e−
PAb

2NbkBT x
, (8.1.1)

Excellent agreement of Equation (7.8.16) with measured density profile was found
for the gaseous state (ρ = 0.1, T = 2). No agreement was found for the liquid and
supercritical state. A linear relationship is suspected between the inverse maximum
gradient,imgb, andNPbn

1/3
0 .

• Theoretical considerations and test simulations carried out in this work have shown
that any attempt to reduce the size of the relaxation zone by using confinement
schemes are not energy neutral when used in conjunction withthe momentum trans-
fer through an external force (MTF). This is caused by the potential energy field that
is generated by the external force,Fext. Thus, such confinement schemes should not
be used, which poses a deficiency of the MTF scheme, since somehigher energetic
atoms can travel ‘far’ into vacuum beyond the boundary.
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• Using the MTRV scheme for transferring the momentum flux by stress, the density
profile on the boundary is very sharp; thus, the MTRV scheme should be preferred.

Flow parallel to the boundary

For the situation of flow parallel to the boundary, no net masstransfer takes place. This
flow situation has been investigated on the example of the Couette flow, with the boundary
aligned in flow direction, for all direct convective flux combinations DC-MTRP, DC-MTF
and DC-MTRV. For the simulation of Couette flows, all direct convective schemes gave
good results. The measured profiles of density, velocity andtemperature agreed well with
theoretical models in all performed test cases.

Flow normal to the boundary

The situation of flow normal to the boundary is the most difficult to handle for flux imposi-
tion schemes. Based on the simulations that have been carriedout, a number of conclusion
can be made:

• The combination DC-MTRP was only stable for slow flows normal tothe boundary,
where the external kinetic energies are insignificant compared to the internal kinetic
energies.

• The combination DC-MTF can produce stable flux boundary conditions. However, it
is not possible to transfer the prescribed energy fluxFesnor can the actual transferred
energy be measured. The reason is that the external forceFext used in the MTF
momentum transfer scheme generates an energy field. When inserting or removing
atoms through inflow or outflow conditions the energy field is changed and, therefore,
the energy of each atom onto which the external force acts is changed too. For
this reason the DC-MTF scheme is not the ideal combination forMD flux boundary
conditions.

• The momentum transfer by reverse velocity was developed as part of this PhD to
overcome the problem encountered in the application of the external force. The
DC-MTRV combination gave the best results for free flow conditions of all direct
convective schemes.

• Both investigated combinations for indirect convective fluximposition schemes, ICS-
MTRV and ISS-MTRV, showed a good performance for all free flowtested cases.
The ICC-MTRV combination is the only flux scheme for which the free flow test
case could be started from a system at rest.

• The ICC-MTRV flux imposition scheme can be used to generate pressure boundary
conditions for MD simulations.

• For solid phases, the USHER scheme [39] was not able to find insertion sites with
the desired energy level. The modified USHER, which has been developed as part of
this work, finds new insertion sites on the surface of a molecular system’s boundary.
The new scheme proved its effectiveness and efficiency in the performed test cases
for the solid phase of the DC-MTRV flux boundary conditions.
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Most suitable combination of flux imposition schemes

Finally, the question of which scheme is the most suitable for MD flux boundary conditions
can be answered. After having tested different combinations it can be reasoned that the flux
imposition scheme ICC-MTRV is the most suitable scheme for a number of reasons:

• Because of its construction, the scheme is the most stable oneand will give in any
case a solution based on the applied pressure and propertiesof the inserted atoms.

• The indirect convective flux imposition avoids elegantly any problems that may arise
from small differences between the prescribed fluxes and the actual flow situation on
the boundary.

• The position of the interface is always fixed through the indirect mass flux imposition.

• The momentum flux imposition by reverse velocity gives the sharpest thus best den-
sity profiles on the boundary.

• The modified USHER scheme inserts efficiently atoms on the surface of the bound-
ary.

Using the MTRV scheme, the relaxation zone is sharper than the ones obtained by the MTF
scheme.

8.2 Future research

1. Investigate further potential combinations of flux imposition schemes, such as indi-
rect convective fluxes with momentum transfer by force (ICS-MTF).

2. Perform further tests with the flux boundary conditions, to investigate their perfor-
mance when subjected to dynamic flow situations, such as transversal or longitudinal
waves.

3. The currently implemented version of the MD-flux boundaryconditions is only se-
quential. However, practical multiscale simulations require the use of massive paral-
lel computing power. Therefore, it is necessary to develop aparallelised version of
the MD flux boundary conditions. Unfortunately, there are some fundamental prob-
lems. One is that the MD codes, like LAMMPS, divide the entiresimulation domain
into smaller cubes, which are each computed by one processor. Using flux bound-
ary conditions, these cubes will overlap with the cells of the continuum grid on the
boundary. A number of complicated arrangements between thetwo grids are con-
ceivable, which will cause problems for imposing the fluxes while still maintaining
the speed advantage of the parallel code. Additionally, inserting or removing atoms
near the boundary of the processor cubes must be concerted carefully with adjacent
processor cubes because of potential situations in which two atoms are inserted inde-
pendently by two processors within interaction distance. This would cause, at least,
inaccurate energy transfers or, at worst, a crash of the simulation through extremely
high energies of very close inserted atoms.
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4. This PhD is part of a research program on multiscale modelling using hybrid MD-
CFD methods. After, the MD flux boundary conditions have been successfully ver-
ified for standard situations with constant continuum fluxes, the next logical step is
performing a fully coupled MD-CFD simulation. The envisagedtest case is the dy-
namic friction problem. Here, two blocks of solid material slide along each other
with such a high velocity that the material at the friction interface melts. This causes
the appearance of several phenomena such as the dynamic variance of the friction
coefficient, material mixing, shear waves and plastic deformation. No continuum
formulation is available to model the physical processes atthe interface. At the same
time, due to the heating of the interface which results in a shallow temperature pro-
file, one would require a very large physical domain size normal to the interface in a
pure MD simulation. Thus, the dynamic friction problem is a very good test case for
hybrid MD-CFD methods. To achieve a fully coupled simulation, a number of issues
must be resolved. These include methodological ones, like the synchronisation of
the MD and CFD time integration schemes to obtain a stable coupling, and practical
implementation issues, such as the information transfer between the MD and CFD
solver, the implementation of the correct constitutive equations in the CFD solver
and the parallelisation of the MD boundary condition.

5. Perform fully coupled MD-CFD simulations for channel flows, such as Poiseuille
flow.

6. Extend the MD flux boundary conditions to the convective flux of molecules. This
would require the adaption of the modified USHER scheme to findinsertion sites of
molecules.
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A P P E N D I X A

Mathematical Notation

In this section, the mathematical which are used in throughout this document are defined
for the sake of completeness.

Dot product of two vectors

a · b = aTb ==
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Cross product of two vectors
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Tensor (dyadic) product of two vectors

a⊗ b = abT =
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Nabla operator

∇ = i
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Gradient of a scalar

grad f = ∇ f =
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A-2 Mathematical Notation

Gradient of a vector

grada = ∇a = a⊗ ∇ = a∇T
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Divergence of a vector

div a = ∇ · a = ∇Ta
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Divergence of a 2nd order tensor

∇ · A ≡
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A P P E N D I X B

Coupling Test Cases

Molecular system type ρ T Phase Lx Ly Lz Ntot

MDS-G static 0.1 2 dense gas 120.6 21.5 21.5 5600
MDS-L static 0.8 1 liquid 60.3 10.8 10.8 5600
MDS-S static 1.2 1 solid 52.7 7.5 7.5 5600

MDCF-G Couette flow 0.1 2 dense gas 120.6 79.37 4.8 1644
MDCF-L1 Couette flow 0.8 1 liquid 31.7 31.7 4.8 7871
MDCF-L2 Couette flow 0.8 1 liquid 31.7 63.5 4.8 7871
MDFF-G1 free flow 0.1 2 dense gas 120.6 21.5 21.5 5600
MDFF-L1 free flow 0.8 1 liquid 60.3 10.8 10.8 5600

Table B.1: Dimensions and general parameters of the molecular domains that have beenused for
coupling test cases: densityρ, temperatureT, simulation box size in three dimensionsL and total
number of atomsNtot. The first column contains the identification name of the test cases. All values
are given in LJ-units (compare Table (6.1)), i.e. density inma

σ3 , temperature inǫ/kB and length inσ.

Molecular system ρ T D ue Te

MDCF-G 0.1 2 77 1.0 2.11
MDCF-G 0.1 2 77 2.0 2.44
MDCF-L1 0.8 1 29.4 0.5 1.04
MDCF-L2 0.8 1 61.1 1.0 1.16
MDCF-L2 0.8 1 61.1 2.0 1.64

Table B.2: Velocity ue and temperatureTe on the HSI, calculated by the analytical model for the
Couette flow test case based on the thickness of the fluid layer,D. All values are given in LJ-units

(compare Table (6.1)), i.e. density inma
σ3 , temperature inǫ/kB, length inσ and velocity in

√

ǫ
ma

.
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